
F 3100-·3 50BRIT Di TILTyµ(CATE' Forta approved,
ty ember 1983) , tother Ingrueno Budget Bureau No. 1004-.0136

i arty 9-aaica UNI D STATES r"-••• • ExPire=^uanst ai, taas
DEPARTMENT OF THE INTERIOR fi Ç. ¶Q c,.,.....«,,«,xo, se¿,m

BUREAU OF LAND MANAGEMENT l Ë UU A UTU-74390

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG.BACK j';"""'
"°""°•" "'""

Id. TIFE OF WORK
.....

DRILLO DEEPENO PLUG BAcK O ' es,pa...r.2 ....

b. 777: or wsLL
OIL 0Ag BINor.g MUI-TIFLE B Ás¾ m Nags
WELL WELL Oggga zoNE ZON

or or===o= Monument Federal
Equitable Resources Energy Copany 0. ==

3. ÄDDRESS 07 GFERROn # 44-7-9-16Y /g
1601LewisAvenue;Billings, MT59102 (406) 259-7860 lo. mm aan root.. on wn.o :

4. 1,ocuset or war.r. (separt location clearly and in accordance wita anr state requirementa.9 Mon.Butte/Grn.River
senasc• SE SE Section 7 T95 Ri6E 11. a.c.,s....x.,oana.

AND SURVEY 08 AREA660' FSL, 660' FEL
At proposed prod. sone Sec. 7 T95,Ri6E

14. DistaNCE IN MILig AND DIRE¢IJON FEØM NAABAS2 IÔWN OE PORT OTTICE* 12, COUNTK Og PAA18d 13. BT&TR

Approximately 13 miles SWof Myton, UT Duchesne UTAH
10. DISTANCE FBold FROPUBab* - 1 , NO. Of ACaxa 1N LIABE 17. NG. (F Acare 18 IGNEÞ

LDCATION TO NEAgggT TO T (18 lgELl,
†¾DPKET¶ DE LEASE LINE, FT.
(Also to nestest_drir. unit line, if any, March 1,

18. DIRIANCE FAO31 PROTOfiED LOCATION* 19. PAGPOSED DAPrig 20. NOTART Oh C1BL T OLB
I NEAngst Wit,t,, DRlLLlND. COMPLETED,
on arrt.tza run, on Ims ras... rr· 5,800

21. EtzvarsoNa (Sheir whether DF, ILT, GE. etc.) 22 . vart woma wn.r. stet•

GLS'ŸŸŸ' I
23. PP.OPO.4ED CASING AND CEMENTING PROGRAM

Bitt 07 ROLE BdE OF CAB¡rtg ¾'EfCitt PER yggy BarrtNG DEI-tit OUANTITT Or CzME.4T

3ee ett auteu Drill liig YÍS.KilíÏÏÛLd5ÎlTJOSlg0

Operator ·plans to drill this well in accordance with the attached EXHIBITS.
A listing of EXHIBITSis also attached.

SELF CERTIFICATION; I hereby certify t.hat I am authorized, by proper lease
interest owner, to conduct these openations associated with the Application.
Bond coverage pursuant to 43 CFR310 for lease activities is being provided
by Equitable Resources Energy Compan as principal and Safeco Insurance
Companyof America as surety under BM Bond No. MT0576 (Nationwide Dil 7 Gas
Bond #5547188)who will be responsibl\e for compliance with all the terms and
conditions of that portion of the lease associated with this application.

ORIGINAL: Bureau of Land Management (vernal, UT)
COPY: Utah Division of Oil, Gas and MIning

IN Aaovs arACE DEsepans Psotmasa raoGEAM : IË þf0pO4Al Î5 (0 4 (ptD Of pÎUg b40Ë, gife data 00 þrtBOUt DiOABCÊiftBOli ROÒ þ¶tpUit REW þr0dmQtiTE

sove. 11 proposat in to drill or deepen directionally, gift pertinent data on subsurface locatlans and measured and true verticsI depens, Give blowout

preventer progrant. If any.

Regulatory and
em

'
,,,,, Fnvironmental snecialist malanuary 30, 1997

AFPE0ftpaY T3tIF Para

CON ITIONE O APPROVII.. If AN I

See lustivetionrOnReverseSide
Tul•• lA U.S.C. Section 1001, makes it 14 crime [or any person knowingly and winfully to make to any departroent or agency of the

' ••••-•nts er teoresentations as to any ms¢ter within its

F 3100-·3 50BRIT Di TILTyµ(CATE' Forta approved,
ty ember 1983) , tother Ingrueno Budget Bureau No. 1004-.0136

i arty 9-aaica UNI D STATES r"-••• • ExPire=^uanst ai, taas
DEPARTMENT OF THE INTERIOR fi Ç. ¶Q c,.,.....«,,«,xo, se¿,m

BUREAU OF LAND MANAGEMENT l Ë UU A UTU-74390

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG.BACK j';"""'
"°""°•" "'""

Id. TIFE OF WORK
.....

DRILLO DEEPENO PLUG BAcK O ' es,pa...r.2 ....

b. 777: or wsLL
OIL 0Ag BINor.g MUI-TIFLE B Ás¾ m Nags
WELL WELL Oggga zoNE ZON

or or===o= Monument Federal
Equitable Resources Energy Copany 0. ==

3. ÄDDRESS 07 GFERROn # 44-7-9-16Y /g
1601LewisAvenue;Billings, MT59102 (406) 259-7860 lo. mm aan root.. on wn.o :

4. 1,ocuset or war.r. (separt location clearly and in accordance wita anr state requirementa.9 Mon.Butte/Grn.River
senasc• SE SE Section 7 T95 Ri6E 11. a.c.,s....x.,oana.

AND SURVEY 08 AREA660' FSL, 660' FEL
At proposed prod. sone Sec. 7 T95,Ri6E

14. DistaNCE IN MILig AND DIRE¢IJON FEØM NAABAS2 IÔWN OE PORT OTTICE* 12, COUNTK Og PAA18d 13. BT&TR

Approximately 13 miles SWof Myton, UT Duchesne UTAH
10. DISTANCE FBold FROPUBab* - 1 , NO. Of ACaxa 1N LIABE 17. NG. (F Acare 18 IGNEÞ

LDCATION TO NEAgggT TO T (18 lgELl,
†¾DPKET¶ DE LEASE LINE, FT.
(Also to nestest_drir. unit line, if any, March 1,

18. DIRIANCE FAO31 PROTOfiED LOCATION* 19. PAGPOSED DAPrig 20. NOTART Oh C1BL T OLB
I NEAngst Wit,t,, DRlLLlND. COMPLETED,
on arrt.tza run, on Ims ras... rr· 5,800

21. EtzvarsoNa (Sheir whether DF, ILT, GE. etc.) 22 . vart woma wn.r. stet•

GLS'ŸŸŸ' I
23. PP.OPO.4ED CASING AND CEMENTING PROGRAM

Bitt 07 ROLE BdE OF CAB¡rtg ¾'EfCitt PER yggy BarrtNG DEI-tit OUANTITT Or CzME.4T

3ee ett auteu Drill liig YÍS.KilíÏÏÛLd5ÎlTJOSlg0

Operator ·plans to drill this well in accordance with the attached EXHIBITS.
A listing of EXHIBITSis also attached.

SELF CERTIFICATION; I hereby certify t.hat I am authorized, by proper lease
interest owner, to conduct these openations associated with the Application.
Bond coverage pursuant to 43 CFR310 for lease activities is being provided
by Equitable Resources Energy Compan as principal and Safeco Insurance
Companyof America as surety under BM Bond No. MT0576 (Nationwide Dil 7 Gas
Bond #5547188)who will be responsibl\e for compliance with all the terms and
conditions of that portion of the lease associated with this application.

ORIGINAL: Bureau of Land Management (vernal, UT)
COPY: Utah Division of Oil, Gas and MIning

IN Aaovs arACE DEsepans Psotmasa raoGEAM : IË þf0pO4Al Î5 (0 4 (ptD Of pÎUg b40Ë, gife data 00 þrtBOUt DiOABCÊiftBOli ROÒ þ¶tpUit REW þr0dmQtiTE

sove. 11 proposat in to drill or deepen directionally, gift pertinent data on subsurface locatlans and measured and true verticsI depens, Give blowout

preventer progrant. If any.

Regulatory and
em

'
,,,,, Fnvironmental snecialist malanuary 30, 1997

AFPE0ftpaY T3tIF Para

CON ITIONE O APPROVII.. If AN I

See lustivetionrOnReverseSide
Tul•• lA U.S.C. Section 1001, makes it 14 crime [or any person knowingly and winfully to make to any departroent or agency of the

' ••••-•nts er teoresentations as to any ms¢ter within its

F 3100-·3 50BRIT Di TILTyµ(CATE' Forta approved,
ty ember 1983) , tother Ingrueno Budget Bureau No. 1004-.0136

i arty 9-aaica UNI D STATES r"-••• • ExPire=^uanst ai, taas
DEPARTMENT OF THE INTERIOR fi Ç. ¶Q c,.,.....«,,«,xo, se¿,m

BUREAU OF LAND MANAGEMENT l Ë UU A UTU-74390

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG.BACK j';"""'
"°""°•" "'""

Id. TIFE OF WORK
.....

DRILLO DEEPENO PLUG BAcK O ' es,pa...r.2 ....

b. 777: or wsLL
OIL 0Ag BINor.g MUI-TIFLE B Ás¾ m Nags
WELL WELL Oggga zoNE ZON

or or===o= Monument Federal
Equitable Resources Energy Copany 0. ==

3. ÄDDRESS 07 GFERROn # 44-7-9-16Y /g
1601LewisAvenue;Billings, MT59102 (406) 259-7860 lo. mm aan root.. on wn.o :

4. 1,ocuset or war.r. (separt location clearly and in accordance wita anr state requirementa.9 Mon.Butte/Grn.River
senasc• SE SE Section 7 T95 Ri6E 11. a.c.,s....x.,oana.

AND SURVEY 08 AREA660' FSL, 660' FEL
At proposed prod. sone Sec. 7 T95,Ri6E

14. DistaNCE IN MILig AND DIRE¢IJON FEØM NAABAS2 IÔWN OE PORT OTTICE* 12, COUNTK Og PAA18d 13. BT&TR

Approximately 13 miles SWof Myton, UT Duchesne UTAH
10. DISTANCE FBold FROPUBab* - 1 , NO. Of ACaxa 1N LIABE 17. NG. (F Acare 18 IGNEÞ

LDCATION TO NEAgggT TO T (18 lgELl,
†¾DPKET¶ DE LEASE LINE, FT.
(Also to nestest_drir. unit line, if any, March 1,

18. DIRIANCE FAO31 PROTOfiED LOCATION* 19. PAGPOSED DAPrig 20. NOTART Oh C1BL T OLB
I NEAngst Wit,t,, DRlLLlND. COMPLETED,
on arrt.tza run, on Ims ras... rr· 5,800

21. EtzvarsoNa (Sheir whether DF, ILT, GE. etc.) 22 . vart woma wn.r. stet•

GLS'ŸŸŸ' I
23. PP.OPO.4ED CASING AND CEMENTING PROGRAM

Bitt 07 ROLE BdE OF CAB¡rtg ¾'EfCitt PER yggy BarrtNG DEI-tit OUANTITT Or CzME.4T

3ee ett auteu Drill liig YÍS.KilíÏÏÛLd5ÎlTJOSlg0

Operator ·plans to drill this well in accordance with the attached EXHIBITS.
A listing of EXHIBITSis also attached.

SELF CERTIFICATION; I hereby certify t.hat I am authorized, by proper lease
interest owner, to conduct these openations associated with the Application.
Bond coverage pursuant to 43 CFR310 for lease activities is being provided
by Equitable Resources Energy Compan as principal and Safeco Insurance
Companyof America as surety under BM Bond No. MT0576 (Nationwide Dil 7 Gas
Bond #5547188)who will be responsibl\e for compliance with all the terms and
conditions of that portion of the lease associated with this application.

ORIGINAL: Bureau of Land Management (vernal, UT)
COPY: Utah Division of Oil, Gas and MIning

IN Aaovs arACE DEsepans Psotmasa raoGEAM : IË þf0pO4Al Î5 (0 4 (ptD Of pÎUg b40Ë, gife data 00 þrtBOUt DiOABCÊiftBOli ROÒ þ¶tpUit REW þr0dmQtiTE

sove. 11 proposat in to drill or deepen directionally, gift pertinent data on subsurface locatlans and measured and true verticsI depens, Give blowout

preventer progrant. If any.

Regulatory and
em

'
,,,,, Fnvironmental snecialist malanuary 30, 1997

AFPE0ftpaY T3tIF Para

CON ITIONE O APPROVII.. If AN I

See lustivetionrOnReverseSide
Tul•• lA U.S.C. Section 1001, makes it 14 crime [or any person knowingly and winfully to make to any departroent or agency of the

' ••••-•nts er teoresentations as to any ms¢ter within its

F 3100-·3 50BRIT Di TILTyµ(CATE' Forta approved,
ty ember 1983) , tother Ingrueno Budget Bureau No. 1004-.0136

i arty 9-aaica UNI D STATES r"-••• • ExPire=^uanst ai, taas
DEPARTMENT OF THE INTERIOR fi Ç. ¶Q c,.,.....«,,«,xo, se¿,m

BUREAU OF LAND MANAGEMENT l Ë UU A UTU-74390

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG.BACK j';"""'
"°""°•" "'""

Id. TIFE OF WORK
.....

DRILLO DEEPENO PLUG BAcK O ' es,pa...r.2 ....

b. 777: or wsLL
OIL 0Ag BINor.g MUI-TIFLE B Ás¾ m Nags
WELL WELL Oggga zoNE ZON

or or===o= Monument Federal
Equitable Resources Energy Copany 0. ==

3. ÄDDRESS 07 GFERROn # 44-7-9-16Y /g
1601LewisAvenue;Billings, MT59102 (406) 259-7860 lo. mm aan root.. on wn.o :

4. 1,ocuset or war.r. (separt location clearly and in accordance wita anr state requirementa.9 Mon.Butte/Grn.River
senasc• SE SE Section 7 T95 Ri6E 11. a.c.,s....x.,oana.

AND SURVEY 08 AREA660' FSL, 660' FEL
At proposed prod. sone Sec. 7 T95,Ri6E

14. DistaNCE IN MILig AND DIRE¢IJON FEØM NAABAS2 IÔWN OE PORT OTTICE* 12, COUNTK Og PAA18d 13. BT&TR

Approximately 13 miles SWof Myton, UT Duchesne UTAH
10. DISTANCE FBold FROPUBab* - 1 , NO. Of ACaxa 1N LIABE 17. NG. (F Acare 18 IGNEÞ

LDCATION TO NEAgggT TO T (18 lgELl,
†¾DPKET¶ DE LEASE LINE, FT.
(Also to nestest_drir. unit line, if any, March 1,

18. DIRIANCE FAO31 PROTOfiED LOCATION* 19. PAGPOSED DAPrig 20. NOTART Oh C1BL T OLB
I NEAngst Wit,t,, DRlLLlND. COMPLETED,
on arrt.tza run, on Ims ras... rr· 5,800

21. EtzvarsoNa (Sheir whether DF, ILT, GE. etc.) 22 . vart woma wn.r. stet•

GLS'ŸŸŸ' I
23. PP.OPO.4ED CASING AND CEMENTING PROGRAM

Bitt 07 ROLE BdE OF CAB¡rtg ¾'EfCitt PER yggy BarrtNG DEI-tit OUANTITT Or CzME.4T

3ee ett auteu Drill liig YÍS.KilíÏÏÛLd5ÎlTJOSlg0

Operator ·plans to drill this well in accordance with the attached EXHIBITS.
A listing of EXHIBITSis also attached.

SELF CERTIFICATION; I hereby certify t.hat I am authorized, by proper lease
interest owner, to conduct these openations associated with the Application.
Bond coverage pursuant to 43 CFR310 for lease activities is being provided
by Equitable Resources Energy Compan as principal and Safeco Insurance
Companyof America as surety under BM Bond No. MT0576 (Nationwide Dil 7 Gas
Bond #5547188)who will be responsibl\e for compliance with all the terms and
conditions of that portion of the lease associated with this application.

ORIGINAL: Bureau of Land Management (vernal, UT)
COPY: Utah Division of Oil, Gas and MIning

IN Aaovs arACE DEsepans Psotmasa raoGEAM : IË þf0pO4Al Î5 (0 4 (ptD Of pÎUg b40Ë, gife data 00 þrtBOUt DiOABCÊiftBOli ROÒ þ¶tpUit REW þr0dmQtiTE

sove. 11 proposat in to drill or deepen directionally, gift pertinent data on subsurface locatlans and measured and true verticsI depens, Give blowout

preventer progrant. If any.

Regulatory and
em

'
,,,,, Fnvironmental snecialist malanuary 30, 1997

AFPE0ftpaY T3tIF Para

CON ITIONE O APPROVII.. If AN I

See lustivetionrOnReverseSide
Tul•• lA U.S.C. Section 1001, makes it 14 crime [or any person knowingly and winfully to make to any departroent or agency of the

' ••••-•nts er teoresentations as to any ms¢ter within its



T9S, Rí6 E, S. L.B. &M.
Eger/ARIERETOURCEF Emer co.

S8955'DS"E - 2491.86' SS9'56'E - 40.00 (G.L.O.)
WELL LOCATION, MONUMENTFEDERAL#44--7-9-16Y, LOCATED AS SHOWN IN
THE SE 1/4 SE 1/4 OF SECTION 7,
T9S, Ri6E, S.L EL&M. DUCHESNE

O $ Lot i COUNTY, UTAH.

o

o
<c z
N Lot 2

N

tot a WELLLOCA170N:
MONUMENTEEDERAL/44-7-9-16 Y

THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS
ELEV UNGRADED GROUND = 5999.4' PREPARED FROM FIEL S OF ACTUAL SURVEYS

----- I.tADE BY ME OR . c , M RY:SION AND THAT
THE SAME AR . O 10 THE BEST OF
MY KNOWLED ,

660.0'

REGI TE , .
1 SU VEY R

H89 47'78"W - 250923 58957'47"W - 2646 07' TRISTATE Ñ & CONSITLTING
38 WEST 100 -, slAL. UTAH 84078

(gO1) 781-250°

= SECllON CORNERS LOCATED SCALE: 1" = 1000' SURVEYEDBY: G.S.

BASlS OF ELEV, U.S.G.S. 7-1/2 min QUAD (MYTON SW)
ATE: 12-15-96 WEATHER: COLO

NOTES. FILE
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O

INLAND PRODUCTION COMPANY
NINE MILE #16-7

SE/SE SECTION 7, T9S, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

DRILLING PROGRAM

1. GEOLOGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta and Green River

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Oil/Gas - Green River Formation

4. PROPOSED CASING PROGRAM

Please refer to the Monument Butte Field Standard Operation Procedure (SOP).

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

Please refer to the Monument Butte Field SOP. See Exhibit "F".

6. TYPE AND CHARACTERlSTICS OF THE PROPOSED CIRCULATION MUDS:

Please refer to the Monument Butte Field SOP.

7. AUXILIARY SAFETY EQUIPMENT TO BE USED:

Please refer to the Monument Butte Field SOP.

8. TESTING, LOGGING AND CORING PROGRAMS:

Please refer to the Monument Butte Field SOP.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

The anticipated maximum bottom hole pressure is 1800 psi. It is not anticipated that abnormal
temperatures will be encountered; nor that any other abnormal hazards such as H2S will be
encountered in this area.

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

Please refer to the Monument Butte Field
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Oil/Gas - Green River Formation

4. PROPOSED CASING PROGRAM

Please refer to the Monument Butte Field Standard Operation Procedure (SOP).

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

Please refer to the Monument Butte Field SOP. See Exhibit "F".

6. TYPE AND CHARACTERlSTICS OF THE PROPOSED CIRCULATION MUDS:

Please refer to the Monument Butte Field SOP.

7. AUXILIARY SAFETY EQUIPMENT TO BE USED:

Please refer to the Monument Butte Field SOP.

8. TESTING, LOGGING AND CORING PROGRAMS:

Please refer to the Monument Butte Field SOP.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

The anticipated maximum bottom hole pressure is 1800 psi. It is not anticipated that abnormal
temperatures will be encountered; nor that any other abnormal hazards such as H2S will be
encountered in this area.

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

Please refer to the Monument Butte Field
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INLAND PRODUCTION COMPANY
NINE MILE #16-7

SE/SE SECTION 7, T9S, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

MULTI-POINT SURFACE USE & OPERATIONS PLAN

1. EXISTING ROADS

See attached Topographic Map "A"

To reach Inland Production Company well location site Nine Mile #16-7 located in the
SE 1/4 SE 1/4 Section 7, T9S, Rl6E, S.L.B. 7 M. Duchesne County, Utah:

Proceed westerly out of Myton, Utah along Highway 40 - 1.6 miles +_ to the junctionof this
highway and and an existing dirt road ; proceed southerly along this road - 6.3 miles to the Wells
Draw Road intersection; proceed southwesterly 7.1 miles to the beginning of the access road.

2. PLANNED ACCESS ROAD

See Topographic Map "B" for the location of the proposed access road.

3. LOCATION OF EXISTING WELLS

Refer to Exhibit "D".

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

Please refer to the Monument Butte Field Standard Operating Procedure (SOP).

5. LOCATION AND TYPE OF WATER SUPPLY

Please refer to the Monument Butte Field SOP. See Exhibit "C".

6. SOURCE OF CONSTRUCTION MATERIALS

Please refer to the Monument Butte Field SOP.

7. METHODS FOR HANDLING WASTEDISPOSAL

Please refer to the Monument Butte Field SOP. See Exhibit "E".

8. ANCILLARY FACILITIES

Please refer to the Monument Butte Field
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NINE MILE #16-7

9. WELL SITE LAYOUT

The attached Location Layout Diagram describes drill pad cross-sections, cuts and fills, and
locations of the mud tanks, reserve pit, pipe racks, trailer parking, spoil dirt stockpile(s), and
surface material stockpile(s). Refer to Exhibits "E" and "E-1".

10. PLANS FOR RESTORATION OF SURFACE

Please refer to the Monument Butte Field SOP.

11. SURFACE OWNERSHIP - Bureau Of Land Management

12. OTHER ADDITIONAL INFORMATION

The Archaeological Cultural Resource Survey will be submitted, as soon as it becomes available.

13. LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Representative

Name: Cheryl Cameron

Address: P.O. Box 790233 Vernal, Utah 84079

Telephone: (435) 789-1866

Certification

Please be advised that INLAND PRODUCTION COMPANY is considered to be the
operator of well #16-7 SE/SE Section 7, Township 9S, Range 16E: Lease UTU-74390,
Duchesne County, Utah: and is responsible under the terms and conditions of the lease for the
operations conducted upon the leased lands. Bond coverage is provided by Hartford Accident
#4488944.

I hereby certify that I, or persons under my direct supervision have inspected the
proposed drillsite and access route; that I am familiar with the conditions which currently exist;
that the statements made in this plan are true and correct to the best of my knowledge; and that
the work associated with the operations proposed here will be performed by Inland Production
Company and its contractors and subcontractors in conformity with this plan and the terms and
conditions under which it is approved. This statement is subject to the provisions of 18 U.S.C.
1001 for the filing of a false statement.

11/25/97
Date Ch 1Cameron

Regulatory Compliance Specialist
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Well No.: Nine Mile 16-7 (EREC 44-7)

CONDITIONS OF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Company/Operator: Inland Production Company

Well Name & Number: Nine Mile 16-7 (EREC 44-7)

API Number:

Lease Number: UTU-74390

Location: SESE Sec. 7, T9S, R16E

GENERAL

Operator willmove well E of center until E of existing access road.

CULTURAL RESOURCES

See CONDITIONS OF APPROVAL FOR INLANDRESOURCES MONUMENT BUTTE-
MYTON BENCH WATERFLOOD ENVIRONMENTALASSESSMENT DUCHESNE AND
UINTAH COUNTIES, UTAH EA NUMBER 1996-61.

PALEONTOLOGICAL RESOURCES

See CONDITIONS OF APPROVAL FOR INLAND RESOURCES MONUMENT BUTTE-
MYTON BENCH WATERFLOOD ENVIRONMENTALASSESSMENT DUCHESNE AND
UINTAHCOUNTIES, UTAH EA NUMBER 1996-61.

SOILS, WATERSHEDS, AND FLOODPLAINS

See CONDITIONS OF APPROVAL FOR INLANDRESOURCES MONUMENT BUTTE-
MYTON BENCH WATERFLOOD ENVIRONMENTALASSESSMENT DUCHESNE AND
UINTAHCOUNTIES, UTAH EA NUMBER 1996-61.

WILDLIFE AND FISHERIES

See CONDITIONSOF APPROVAL FOR INLAND RESOURCES MONUMENT BUTTE-
MYTON BENCH WATERFLOOD ENVIRONMENTALASSESSMENT DUCHESNE AND
UINTAHCOUNTIES, UTAH EA NUMBER 1996-61.

SAGE GROUSE: No new construction or surface disturbing activities will be
allowed between March 1 and June 30 due to the locations proximity (2 mile radius)
to Sage Grouse strutting
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0 9
THREATENED,ENDANGERED,ANDOTHERSENSITIVESPECIES

See CONDITIONS OF APPROVAL FOR INLANDRESOURCES MONUMENT BUTTE-
MYTON BENCH VVATERFLOODENVIRONMENTALASSESSMENT DUCHESNE AND
UINTAHCOUNTIES, UTAH EA NUMBER 1996-61.

MOUNTAIN PLOVER: If new construction or surface disturbing activities are
scheduled to occur between March 15 and August 15, detailed surveys of the area
within 0.5 mile of the proposed location and within 300 feet of proposed access
routes must be conducted to detect the presence of mountain plovers. AII surveys
must be completed prior to initiating new construction or surface disturbing
activities (see Survey Protocol COAs EA Number 1996-61).

FERRUGINOUS HAWK: In the event that this well becomes a producing well, it
must be equipped with a multi-cylinder engine or hospital muffler to reduce noise
levels.
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FORM3160-5 UNITE TATES FORM APPROVED

(June1990) DEPARTMENT THE INTERIOR Budged BureauNo.1004-0135

BUREAU OF LAND MANAGEMENT ExpiresMarch31,1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-74390
Do not use this form for proposals to drill or deepen or reentry to a different reservoir. 6 Ifindian,AllotteeorTribeName

Use "APPLICATION FOR PERMIT -" for such proposals

7 If unit or CA, Agreement Designation

SUBMIT IN TRIPLIC

Oil Well Gas well Other 8 Well Name and No.

2. Name of Operatos Nine Mile #16-7
Inland Production Company 9. API Well No.

3. AddressandTelephoneNo D\'.0F 0\L,GAS n/a a o a gog
P.O. Box 790233 Vernal, UT 84079 Phone o. 8 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) NIOnument Buffe
SE/SE 660' FSL & 660' FEL 11. County or Parish, State

Sec. 7, TOS, R16E Duchesne, UT

n CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing

Casing repair Water Shut-off

Final Abandonment Notice Altering Casing Conversion to Injection

Other Amended drilling program Dispose Water
(Note: Report results of multiple completion on We11
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pert nent details, and give pertinent dates, including estimated date of starting any proposed work. Ifwe11is directioally
drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work)

Inland Production Company requests to change the name of the Monument Federal #44-7-9-16Y (formerly operated
by Equitable Resources Energy Company,) to the Nine Mile #16-7.

The Application For Permit To Drillthe above referenced location was submitted on January 30, 1997. Please
refer to the attached amended drilling program and COA's for Inland Production Company. Included is a copy of the
APD cover sheet, submitted by Equitable Resources Energy Company.

Inland Production Company requests authorizationto change the size of the reserve pit to 90'X 40'X 8 deep.

14. I hereb ify t foregoing r a correct

Sign d \ I/ÊÊÊ AM Title Regulatory Compliance Specialist Date 11/25/97
Ca eron

p

ovpeadcb dera of

Title $$OC/ / Date

Conditions of app/val, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly to make to any department of the United States any false, fictitious or fraudulent statements or representations as

to any matter within its jurisdiction.

*See Instruction on Reverse
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 11/28/97 API NO. ASSIGNED: 43-013-31804

WELL NAME: NINE MILE 16-7
OPERATOR: INLAND PRODUCTION COMPANY (N5160)

PROPOSED LOCATION: INSPECT LOCATION BY: / /
SESE 07 - TO9S - R16E
SURFACE: 0660-FSL-0660-FEL TECH REVIEW Initials Date
BOTTOM: 0660-FSL-0660-FEL
DUCHESNE COUNTY Engineering
MONUMENT BUTTE FIELD (105)

Geology
LEASE TYPE: FED
LEASE NUMBER: UTU - 74390 Surface

PROPOSED PRODUCING FORMATION: GRRV

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

77 Plat R649-2-3. Unit:
Bond: Federal [R State[] Fee[]

(Number Vygge/H/ ) y
R649-3-2. General.

Potash (Y/N)
Oil shale (Y/N) R649-3-3. Exception.
Water permit

(Number 4,«,4,¿ yry,g Je ) Drilling Unit.
RDCC Review (Y/N) Board Cause no:

(Date: ) Date:

COMMENTS:
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O State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GASAND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt PO Box 145801Governor
Salt Lake City, Utah 84114-5801

Ted Stewart
Executive Director 801-538-5340

Lowell P. Braxton 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

February 18, 1998

Inland Production Company
P.O. Box 790233
Vernal, Utah .84079

Re: Nine Mile 16-7 Well, 660' FSL, 660' FEL, SE SE, Sec. 7,
T. 9 S., R. 16 E., Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code
Ann. 40-6-1 et seq., Utah Administrative Code R649-3-1 et seq.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
API identification number assigned to this well is 43-013-31804.

ince ely

ohn R. Baza
Associate Director

lwp
Enclosures
cc: Duchesne County Assessor

Bureau of Land Management, Vernal District

e O

O State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GASAND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt PO Box 145801Governor
Salt Lake City, Utah 84114-5801

Ted Stewart
Executive Director 801-538-5340

Lowell P. Braxton 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

February 18, 1998

Inland Production Company
P.O. Box 790233
Vernal, Utah .84079

Re: Nine Mile 16-7 Well, 660' FSL, 660' FEL, SE SE, Sec. 7,
T. 9 S., R. 16 E., Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code
Ann. 40-6-1 et seq., Utah Administrative Code R649-3-1 et seq.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
API identification number assigned to this well is 43-013-31804.

ince ely

ohn R. Baza
Associate Director

lwp
Enclosures
cc: Duchesne County Assessor

Bureau of Land Management, Vernal District

e O

O State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GASAND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt PO Box 145801Governor
Salt Lake City, Utah 84114-5801

Ted Stewart
Executive Director 801-538-5340

Lowell P. Braxton 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

February 18, 1998

Inland Production Company
P.O. Box 790233
Vernal, Utah .84079

Re: Nine Mile 16-7 Well, 660' FSL, 660' FEL, SE SE, Sec. 7,
T. 9 S., R. 16 E., Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code
Ann. 40-6-1 et seq., Utah Administrative Code R649-3-1 et seq.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
API identification number assigned to this well is 43-013-31804.

ince ely

ohn R. Baza
Associate Director

lwp
Enclosures
cc: Duchesne County Assessor

Bureau of Land Management, Vernal District

e O

O State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GASAND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt PO Box 145801Governor
Salt Lake City, Utah 84114-5801

Ted Stewart
Executive Director 801-538-5340

Lowell P. Braxton 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

February 18, 1998

Inland Production Company
P.O. Box 790233
Vernal, Utah .84079

Re: Nine Mile 16-7 Well, 660' FSL, 660' FEL, SE SE, Sec. 7,
T. 9 S., R. 16 E., Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code
Ann. 40-6-1 et seq., Utah Administrative Code R649-3-1 et seq.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
API identification number assigned to this well is 43-013-31804.

ince ely

ohn R. Baza
Associate Director

lwp
Enclosures
cc: Duchesne County Assessor

Bureau of Land Management, Vernal District



O O

Operator: Inland Production Company

Well Name & Number: Nine Mile 16-7

API Number: 43-013-31804

Lease: UTU-74390

Location: SE SE Sec. 7 T. 9 S. R. 16 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et
seg., the Oil and Gas Conservation General Rules, and the
applicable terms and provisions of the approved Application
for Permit to Drill. '

2. Notification Requirements
Notify the Division within 24 hours following spudding the
well or commencing drilling operations. Contact Jim
Thompson at (801)538-5336.

Notify the Division prior to commencing operatione to plug
and abandon the well. Contact John R. Baza (801)538-5334.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly
filed with the Division, including but not limited to the
Entity Action Form (Form 6), Report of Water Encountered
During Drilling (Form 7), Weekly Progress Reports for
drilling and completion operations, and Sundry Notices and
Reports on Wells requesting approval of change of plans or
other operational
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M3160-5 UNITE 'TATES FORM APPROVED

( 41990) DEPARTMEN F THE INTERIOR BudgedBureauNo.1004-0135

/ BUREAUOF LANDMANAGEMENT ExpiresMarch31,1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-74390
Do not use this form for proposals to drill or deepen or reentry to a different reservoir. 6. If Indian, AllotteeorTribeName

Use "APPLICATION FOR PERMIT -" for such proposals

7. Ifunitor CA, Agreement Designation

SUBMIT IN TRIPLICATE
1. Type of Well

Oil Well Gas well Other 8. Well Name and No.

2. Name of Operator Nine Mile #16-7
Inland Production Company 9. APlWell No.

3. Address and Telephone No. R/8
P.O. Box 790233 Vernal, UT 84079 Phone No. (801) 789-1866 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec, T., R., M., or Survey Description) CO ÑIOnument Butte
SE/SE 660' FSL & 660' FEL M. County or Parish, State

Sec. 7, TOS, R16E Î997 buchesne,UT

12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing

Casing repair Water Shut-off

Final Abandonment Notice Altering Casing Conversion to injection

Other Amended drilling program Dispose Water
(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pert nent details, and give pertinent dates, including estimated date of starting any proposed work. Ifwell is directioally
drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinentto this work)

Inland Production Company requests to change the name of the Monument Federal #44-7-9-16Y (formerly operated
by Equitable Resources Energy Company,) to the Nine Mile#16-7.

The Application For Permit To Dri/Ithe above referenced location was submitted on January 30, 1997. Please
refer to the attached amended drilling program and COA's for Inland Production Company. Included is a copy of the
APD cover sheet, submitted by Equitable Resources Energy Company.

Inland Production Company requests authorization to change the síze of the reserve pit to 90' ¥ 40'X 8 deep.

VERNALDST

GEOL

14. I hereb fy t foregoing r a correct

Sign i NA Title Regulatory Complinimrspacialist- a /15/97
Ca eron

. ML -
(This space of Federal tat

AssistantField Manager
Approved b tie MineralResources Date FEB0 5 1998
Conditions of approval, if any g on

Title 18 U.S.C. Section 1001; rnaketit a criMe fòr inÿ p rson knóëingly to make to any department of the United States any false, fictitious or fraudulentstatements or representations as

to any matter withinits jurisdiction.

*See Instruction on Reverse
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COA's Page 1 of _2

Well: Nine Mile 16-7

CONDITIONS OF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Company/Operator: Inland Production Companv

Well Name & Number: Nine Mile 16-7

API Number: 43-013-31804

Lease Number: U-74390

Location: SESE Sec. O T. 09S R. 16E

CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or equitable title
to those rights in the subject lease which would entitle the applicant to conduct operations thereon.

Be aware fire restrictions may be in effect when location is being constructed and/or when well is
being drilled. Contact the appropriate Surface Management Agency for information.

Drilling Operations

As a minimum, the usable water shall be isolated and/or protected by having a cement top for
the production casing at least 200 ft. above the base of the Usable Water identified at _+ 1214
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COA's Page 2 of _2

Well: Nine Mile 16-7

EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

- Unused fracturing fluids or acids

- Gas plant cooling tower cleaning wastes

- Painting wastes

- Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck rinsate,
sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: INLAND PRODUCTION CO

Well Name: NINE MILE 16-7

Api No. 43-013-31804

Section 7 Township 9S Range 16E County DUCHESNE

Drilling Contractor

Rig #

SPUDDED:

Date 3/23/98

Time 9:00 AM

How DRY HOLE

Drilling will commence

Reported by MIKE WARD

Telephone # 1-435-823-7215

Date: 3/25/98 Signed:
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. s n.ne.... s.

SUNDAY NOTICES ANDREPONT3 GN WELLS .

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir
Use "APPLICATION FOR PERMIT-" for auch proposals
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I. Typeof Well

Mn On Oo.
2. Name of operemr
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STATE OF Urkt OPERAf0R inlandProduction Company OPERATORACCT.NO.N 5160
DIVISIONŒ CIL,GAS AND MINING ADDRESS 410 17th St.,Suite 700
ENTITYACTIONFORM-FORM6 Denver, Colando 80202

ACTION CURRENT NEW APlNULEER WELLNAME WELLLOCATION SPUD EFFECTWE
CCOE ENTITYNO. ENTIT/ NO.

7 S i ac e sla 6
MTE

WELL1 COW

ACTION CURRENT NEW APINUMBER WELLNAME WELLLOCATION . SPUD EFFECTWE
CODE ENHIYNO. EMTITYNO. QQ SC TP RG COUNTY DATE DATE

ACTION CURRENT NEW APINUMBER WELLNAME WELLLOCATION SPtJD EFFECTIVE
CODE ERTFTYNO. ENTITYNO. QQ SC TP RG COUM1Y DATE DATE

WELL3 COWENTS:

ACTION CURRENT NEW API NUMEIER WELLNAldi WELLLOCAllCN . SPUD EFFECTIVE
CODE ENHIYNO. ENTLTYNO. QQ SC TP RG COUNTY DATE DATE

ACI10N CURRENT NEW APINUMBER WELLNAME WELLLOCATlON
. SPUD EFFECTIVE

O CODE ENTITYNO. ENTITYNO. Q SC 1P RG COUNTY DATE DATE

WELI5COMMENTS:

ACTICNCCDES(See instructionsonbackofform)
A - Establishnewentityfornewwell(singlewel enty) w_ova
B -Addnewwei toexistingentity(grouporunitwell) Signature
C-Ibassign wellfromoneexistkigentitytoanotherexistingentity
D - Re-assignwellfromoneexistingentitytoa newentity Engineering Secretary 04/02/98
E - Other(ex¢ain in œmments section} Tille Date

NOTE: Use COMMENTseclim toexplainwhyeachActionCode was seleded.

(3/89) - (303)
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STATE OF Urnt OPERATOR Tnknd Production Company OPERATORACCT.NO.N 5160
DIVISIONOF OIL, GAS AND MINING ADDRESS 410 17th St., Suite 700
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FORM 3160-5 UNITED STATES FORM APPROVED
(June 1990) DE MENT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and SerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-74390
Do not use this form for proposals to drillor todeepen or reentry a different reservoir. 6. If Indian, Allotteeor Tribe Name

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. Type of Well

X oil oas 8. Well Name and No.
Well | Well Other NINE MILE 16-7

9. API Well No.
2. Name of Operator 43-013-31804

INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area
3. Address and Telephone No. MONUMENT BUTTE

410 17TH STREET, SUITE 700, DENVER, COLORADO 80202 (303) 893-0102 ll.CountyorParish, State
4. Location of Well (Footage, Sec.,T., R., m., or SurveyDescription)

660 FSL 660 FEL Section 7, TO9SR16E DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(s TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans
Recompletion New Construction

X SubsequentReport Plugging Back Non-Routine Fracturing
CasingRepair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection
X Other Surface Spud Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-
ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

MIRU ZCM Drilling. Drl 12-1/4" sfc hole to 310'. C&C. LD 60' DP. Spud well @9:45 am, 3/23/98.
C&C. LD DP & Hammer. Run 8-5/8" GS, 7 jts 8-5/8", 24#, J-55, ST & C csg (294'). Csg set @295'. RU
Halliburton. Pmp 5 bbl dye wtr & 20 bbl gel. Cmt w/120 sx Premium Plus w/2% CC, 2% gel & ½#/sk
flocele (14.8 ppg 1.37 cf/sk yield). Est 8 bbl cmt returns. Cmt lvl held. RD Halliburton. SDFN (WOC).
Drl mouse & rat hole for Big A #46. RDMOL.

14. I hereby certify that the foregoing is true and correct

Signed gg Title Engineering Secretary Date 4/2/98

(This space for Federal or State office use)

Approved by Title Date

Conditionsof approval, if any:

CC: UTAH DOGM
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agencyof the United States any false, fictitious

or fradulentstatements or representationsas to any matter within its
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RESOURCES INC.

February 24, 2000

State of Utah
Department of NaturalResources
Division of Oil,Gas and Mining
ATTN: Carol Daniels
P. O. Box 145801
Salt Lake City,Utah 84114-5801

RE: Well Completion or Recompletion Report
Nine Mile #16-7
Section 7, T9S, R16E
Duchesne County, Utah

Dear Ms. Daniels:

As you requested, enclosed please find a Well Completionor Recompletion Report and Log for

the above captioned well,which is being submitted in triplicatefor your review. The well has not

been completed and inland Resources plans to resume drilling when conditions permit,

if you require any additional information or have any questions, please contact me at (303) 893-

0102.

Sincerely,

A ita Shipman
Operations Secretary

Enclosures

cc: Roosevelt Office
Patsy Barreau

410 Seventeenth Street, Suite 700, Denver, CO 80202 • 303-893-0102 • FAX
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FORM 8
STATE OF UTAH

DIVISION OF OIL, GAS AND MINING 5.LEASE DESIGNATION AND SERIAL NO.

UTU-74390
6. IF INDIAN, ALLOTTEE OR TRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORT AND LOG NA
Ia. TYPE OF WELL: OIL GAS 7- UNIT AGREEMENT NAME

WELL WELL DRY Other
NA

b. TYPE OF COMPLETION: 8. FARM OR LEASE NAME

NEW WORK PLUG DIFF.

WELL X OVER
DEEPEN

BACK RESVR. Other NINE MILE
2. NAME OF OPERATOR 9- WELL NO.

INLANDRESOURCES INC. #16-7
3. ADDRESS OF OPERATOR 10. FIELD AND POOL, OR WILDCAT

410 17th St. Suite 700 Denver, CO 80202 MONUMENT BUTTE
4. LOCATION OF WELL (Report locations clearly and in accordance with any State requirements.*) 11. SEC., T., R., M., OR BLOCK AND SURVEY

At surface OR AREA

SESE 660' FSL & 660' FEL
At top prod. interval reported below

SECTION 7, T9S, R16E
At total depth 14. API NO. DATE ISSUED 12. COUNTY 13. STATE

VST/s 3/St DUCHESNE |UT
15. DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL. (Ready to prod.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC.) 19. ELEV. CASINGHEAD

3/23/98 NA NA or (Plug & Abd.) 5999.4 GR |
20. TOTAL DEPTH, MD & TVD 21. PLUG BACK T.D. MD & TVD 22. IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

,91- HOW MANY* DRILLED BY

NA syn NA yr
----> X

24. PRODUCING INTERVAL(S), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD) 25. WAS DIRECTIONAL

SURVEY MADE

Set surface casing and deferred drilling due to proximity to an active eagle nest. Will resume drillingwhen
nest has been inactive for twobreeding seasons, as per the BLM's surface use stipulations. NO
26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED? YES NO (Submit analysis)

NA DRILL STEM TEST? YES NO (See reverse side)

23. CASING RECORD (Report all srings set in well)

CASING SIZE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE CEMENTING RECORD AMOUNT PULLED

8-5/8 24# 295' 12-1/4" 120 SX Premium Plus
5-1/2 NA

29. LINER RECORD 30. TUBING RECORD

SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

NA

31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.

INTERVAL M NUMBER DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

NA
NA

33.* PRODUCTION

DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lift, pumping--size and type of pump) WELL STATUS (Producingor shut-in)

NA | SHUTIN
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL--BBLS. GAS-MCF. WATER--BBL GAS-OIL RATIO

TEST PERIOD

FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIL-BBL. GAS--MCF. WATER--BBL. OIL GRAVITY-API (CORR.)
24-HOUR RATE

34. DISPOSITION OF GAS (Sold, used for fuel, vented, etc.) TEST WITNESSED BY

NA
35. LIST OF ATTACHMENTS

NA
36. I hereby certify at the foregoing and attached information is complete and correct as determined from all available records

SIGNED TITLE Donn Murphy, Sr. Operations Engineer DATE 2/23/00
See Spaces for Additional Data on Reverse Side
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NEW WORK PLUG DIFF.

WELL X OVER
DEEPEN

BACK RESVR. Other NINE MILE
2. NAME OF OPERATOR 9- WELL NO.

INLANDRESOURCES INC. #16-7
3. ADDRESS OF OPERATOR 10. FIELD AND POOL, OR WILDCAT

410 17th St. Suite 700 Denver, CO 80202 MONUMENT BUTTE
4. LOCATION OF WELL (Report locations clearly and in accordance with any State requirements.*) 11. SEC., T., R., M., OR BLOCK AND SURVEY

At surface OR AREA

SESE 660' FSL & 660' FEL
At top prod. interval reported below

SECTION 7, T9S, R16E
At total depth 14. API NO. DATE ISSUED 12. COUNTY 13. STATE

VST/s 3/St DUCHESNE |UT
15. DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL. (Ready to prod.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC.) 19. ELEV. CASINGHEAD

3/23/98 NA NA or (Plug & Abd.) 5999.4 GR |
20. TOTAL DEPTH, MD & TVD 21. PLUG BACK T.D. MD & TVD 22. IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

,91- HOW MANY* DRILLED BY

NA syn NA yr
----> X

24. PRODUCING INTERVAL(S), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD) 25. WAS DIRECTIONAL

SURVEY MADE

Set surface casing and deferred drilling due to proximity to an active eagle nest. Will resume drillingwhen
nest has been inactive for twobreeding seasons, as per the BLM's surface use stipulations. NO
26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED? YES NO (Submit analysis)

NA DRILL STEM TEST? YES NO (See reverse side)

23. CASING RECORD (Report all srings set in well)

CASING SIZE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE CEMENTING RECORD AMOUNT PULLED

8-5/8 24# 295' 12-1/4" 120 SX Premium Plus
5-1/2 NA

29. LINER RECORD 30. TUBING RECORD

SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

NA

31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.

INTERVAL M NUMBER DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

NA
NA

33.* PRODUCTION

DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lift, pumping--size and type of pump) WELL STATUS (Producingor shut-in)

NA | SHUTIN
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL--BBLS. GAS-MCF. WATER--BBL GAS-OIL RATIO

TEST PERIOD

FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIL-BBL. GAS--MCF. WATER--BBL. OIL GRAVITY-API (CORR.)
24-HOUR RATE

34. DISPOSITION OF GAS (Sold, used for fuel, vented, etc.) TEST WITNESSED BY

NA
35. LIST OF ATTACHMENTS

NA
36. I hereby certify at the foregoing and attached information is complete and correct as determined from all available records

SIGNED TITLE Donn Murphy, Sr. Operations Engineer DATE 2/23/00
See Spaces for Additional Data on Reverse Side



INSTRUCTIONS

This form shou\d be completed in compliance with the Utah Oil and Gas Conservation General Rules. If not filed prior to this time, all logs,
tests, and directional surveys as required by Utah Rules should be attached and submitted with this report.
ITEM !8: Indicate which elevation is used as reference for depth measurements given in other spaces on this form and on any attachments.
ITEMS: 22 and 24: If this well is completed for separate production from more than one interval zone (multiple completion), so state in item 22,
and in item 24 show the producing interval, or intervals, top(s), bottom(s) and name(s) for only the interval reported in item 33. Submit a
separate report (page) on this form, adequately identified, for each additional interval to be separately produced, showing the additional data
pertinent to such interval.
ITEM 29: "Sacks Cement": Attached supplemental records for this well should show the details of any multiple stage cementing and the location of
the cementing tool.
ITEM 33: Submit a separate completion report on this form for each interval to be separately produced (see instruction for items 22 and 24 above).

37. SUMMARY OF POROUS ZONES: 38. GEOLOGIC MARKERS
Show all important zones of porosity and contents thereof; cored intervals;
and all drill-stem tests, including depth interval tested, cushion used,
time tool open, flowing and shut-in pressures, and recoveries.

FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. NAME TO3

MEAS. DEPTH TRUE VERT. DEPTH
Garden Gulch Mkr NA
Garden Gulch 2 NA
Point 3 Mkr NA
X Mkr NA
Y-Mkr NA
Douglas Creek Mkr NA
BiCarbonate Mkr NA
B Limestone Mkr NA
Castle Peak NA
Basal Carbonate NDE
Total Depth NA

NINE MILE
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STATE OF UTAH OPERATOR: INLANDPRODUCTION COMPANY OPERATOR ACCT. NO. N5160
DIVISIONOF OIL, GAS AND MINING ADDRESS: RT. 3 BOX 3630

ENTITY ACTION FORM -FORM 6 MYTON, UT 84052

ACTION CURRENT NEW APl NUMBER WELL NAME WELL LOCAT10N SPUD EFFECTIVE

CODE ENTlTYNO. ENTITYNO. QQ SC TP RG COUNTY DATE DATE

D 12330 12418 43-013-31804 Nine Mile #16-7-9-16 SESE 7 9S 16E Duchense March 23, 1998 3/1/2000
WELL i COMMENTS: Moved Well to West Point Unit 0005//

ACTlON CURRENT NEW API NUMBER WELL NAME WELL LOCATION SPUD EFFECTIVE

CODE ENTlTYNO. ENTlTY NO. QQ SC TP RG COUNTY DATE DATE

WELL 2 COMMENTS:

ACTION CURRENT NEW API NUMBER WELL NAME WELL LOCATION SPUD EFFECTIVE

CODE ENTITYNO. ENTITY NO. QQ SC TP RG COUNTY DATE DATE

WELL 3 COMMENTS:

ACTION CURRENT NEW API NUMBER WELL NAME WELL LOCATION SPUD EFFECTIVE

CODE ENTITYNO. ENTITY NO. QQ SC TP RG COUNTY DATE DATE

4 COMMENTS:

JN CURRENT NEW API NUMBER WELL NAME WELL LOCATION SPUD EFFECTIVE

CODE ENTITYNO. ENTITY NO. QQ SC TP RG COUNTY DATE DATE

WELL 5 COMMENTS:

ACTIONCODES (See instructions on back of form)

A - Establish new entity for new well (single well only)
B - Add newwell to existing entity (groupor unit well)
C - Re-assign we11from one existing entity to another existing entity Signatu
D - Re-assign well from one existing entity to a new entity

E - Other (explain in comments section) PEOduction Clerk May 9, 2000
Title Date

NOTE: Use COMMENT section to explain why each Action Code was
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PRODUCTION COMPANY
A Subsidiary of1nland Resources Inc.

March 26, 2001

State of Utah
Division of Oil, Gas & Mining
Attn: Carol Daniels
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Dear Carol:

Please find enclosed Form 3160 -5. For the Nine Mile 16-7-9-16. If you have any
questions feelfreeto call me @435-823-7468 cell, or 435-646-3721 office any time.

Sin er ly,

Pat Wisener,
Drilling Foreman

Enclosures;
Cc: Denver office well file

Pleasant Valley office well file

pw

Inland Production Company Field Office • Route 3, Box 3630 • Myton, UT 84052 • 435-646-3721 • FAX 435-646-3031

Corporate Office • 410 Seventeenth Street, Suite 700 • Denver, CO 80202 • 303-893-0102 • FAX
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FORM 3160-5 UNITED STATES FORM APPROVED

(June 1990) D TMENT OF THE INTERIOR Budget Bureau No. 1004-0\35

BUKEAU OF LAND MANAGEMENT Expires: March 31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS # UTU-74390

Do not use this form for proposals to drillor to deepen or reentry a different reservoir. 6. Iflndian, Allottee or Tribe Name

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE # Nine Mile
1. Type of Well

Oil Gas 8. Well Name and No.X
Well Well Other # 16-7-9-16

9. API Well No.

2. Name ofOperator # 43-0 13-31804
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratorj Area

3. Address and Telephone No. N ÌVÍOnunient SUtte

Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 11. countyor Parish, State
4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

660' FSL & 660' FEL SE/SE Sec.7, T9S, R16E # Duchesne, Utah.

12. CHECK APPROPRIATE BOX(s) TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMiSSIOh! TYFE OF ACTION

Notice of Intent Abandonment Change of Plans
Recompletion New Construction

X Subsequent Report Plugging Back Non-Routine Fracturing
CasingRepair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection

X Other Weekly Status Dispose water
(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13 Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated dateofstarting any proposed work. If well is direction-

ally drilled. give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Weekly Status report for the period of 3/12/01 thru 3 l 81/01.

This well was spud on 3/23/98. Cemented on 3/24/98. On 3/13/01 MIRU Union # 14. Set equipment. Nipple up
BOP's. Test BOP's, Choke manifold, Kelly, TlW. To 2,000 psi.Test 85/8" csgn to 1,500 psi. State office of
DOGM, & Vernal office of the BLM were notifed of the test. PU drill string & BHA. Tag cement top @250'.
Drill out cement & shoe. Drill 77/8" hole with air mist to a depth of 3,549'. TOH with drill string and BHA.
PU & MU bit #2, MM & BHA. Drill 77/8" hole with water based mud to a depth of 5015'.

14 I hereby ecrtify that tlie for oing is true and correct

Signed Title Drilling Foreman Date 03/18/200 I
Pat Wisener

(Ehis space for Federal or State oftice use)

Apprmed by Title Date

Conditions of approsaL if any

fille 18 USC Section 1001, makes it a enme for any person knowingly and willfully to make to any department or agency of the Lnited States any false. tictitious

or fradulent statements or representanons as to any matter within its
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13 Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated dateofstarting any proposed work. If well is direction-

ally drilled. give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Weekly Status report for the period of 3/12/01 thru 3 l 81/01.

This well was spud on 3/23/98. Cemented on 3/24/98. On 3/13/01 MIRU Union # 14. Set equipment. Nipple up
BOP's. Test BOP's, Choke manifold, Kelly, TlW. To 2,000 psi.Test 85/8" csgn to 1,500 psi. State office of
DOGM, & Vernal office of the BLM were notifed of the test. PU drill string & BHA. Tag cement top @250'.
Drill out cement & shoe. Drill 77/8" hole with air mist to a depth of 3,549'. TOH with drill string and BHA.
PU & MU bit #2, MM & BHA. Drill 77/8" hole with water based mud to a depth of 5015'.

14 I hereby ecrtify that tlie for oing is true and correct

Signed Title Drilling Foreman Date 03/18/200 I

Pat Wisener

(Ehis space for Federal or State oftice use)

Apprmed by Title Date

Conditions of approsaL if any

fille 18 USC Section 1001, makes it a enme for any person knowingly and willfully to make to any department or agency of the Lnited States any false. tictitious

or fradulent statements or representanons as to any matter within its

FORM 3160-5 UNITED STATES FORM APPROVED

(June 1990) D TMENT OF THE INTERIOR Budget Bureau No. 1004-0\35

BUKEAU OF LAND MANAGEMENT Expires: March 31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS # UTU-74390

Do not use this form for proposals to drillor to deepen or reentry a different reservoir. 6. Iflndian, Allottee or Tribe Name

Use "APPLICATIONFOR PERMIT -" for such proposals NA
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(Ehis space for Federal or State oftice use)

Apprmed by Title Date
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or fradulent statements or representanons as to any matter within its



INLAND PRODUC N COMPANY - CASING & CEMEg REPORT

5 1/2" CASING SET AT 5955.22

fltcllr@5938'

LAST CASlNG 8 5/8" SET AT 305.1 OPERATOR Inland Production Company

DATUM 10' KB WELL Nine Mile 16-7-9-16

DATUMTO CUT OFF CASING FIELD/PROSPECT Monument Butte

DATUMTO BRADENHEAD FLANGE CONTRACTOR & RIG # Union #14

TD DRILLER 5967' LOGGER 5963'

HOLE SIZE 7 7/8"

LOG OF CASING STRING:

PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

LANDINGJT 14.4

38.00' flag

141 5 1/2" Maverick LT & C casing 15.5# J-55 Brd A 5928.97

Float collar 8rd A 0.6

1 5 1/2" Maverick LT & C casing 15.5# J-55 8rd A 15

Guide shoe 8rd A 0.65

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 5959.62

TOTAL LENGTH OF STRING 5959.62 142 LESS CUT OFF PIECE 14.4

LESS NON CSG. ITEMS 15.65 PLUS DATUMTO TICUT OFF CSG 10

PLUS FULL JTS. LEFT OUT 27.68 0 CASING SET DEPTH 5955.22
TOTAL 5971.65 142

TOTAL CSG. DEL. (WlO THRDS) 5971.65 142 COMPARE

TIMING 1ST STAGE 2nd Stage

BEGIN RUN CSG. 4:00am GOOD CIRC THRU JOB yes

CSG. IN HOLE 7:15 AM Bbls CMT CIRC TO SURFACE 8

BEGIN CIRC 7;30am 8;37am RECIPROCATED PIPE FOR 10 mins THRU 6' FT STROKE

BEGIN PUMP CMT 8:45am 9:09am DID BACK PRES. VALVE HOLD ? YES

BEGIN DSPL. CMT 9:30 AM 9:55am BUMPED PLUG TO 1487 PSI

PLUG DOWN

CEMENT USED CEMENT COMPANY- BJ
STAGE # SX CEMENT TYPE & ADDITIVES

1 275 Premlite IIW/ .5% SMS, 10% gel, 3#lsk BA90, 3#/sk kolseal, 3% KCL, 1/4#lsk C.F., .05#/sk staticfree

mixed @11.0 ppg W/ 3.43 cf/sk yield

2 450 50/50 poz W/ 3% KCL, 1/4#lsk C.F., 2% gel, .3% SMS, .05#lsk staticfree mixed @14.4 ppg W/ 1.24

cf/sk yield SHOW MAKE&SPACING

CENTRALIZER & SCRATCHER PLACEMENT

One on middle of first jt, one on collar of second & thirdjts, then every thirdcollar for a totalof 20.

COMPANY REPRESENTATIVE Pat Wisener DATE
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INLAND PRODUCgN COMPANY - CASING & CEMEg REPORT

8 5/8 CASING SET AT 305.1

LAST CASING 8 5/8" SET AT 305.1 OPERATOR Inland Production Company

DATUM 10' KB WELL Nine Mile 16-7-9-16

DATUMTO CUT OFF CASING FIELD/PROSPECT Monument Butte

DATUMTO BRADENHEAD FLANGE CONTRACTOR & RIG # ZCM

TD DRILLER 310 LOGGER

HOLE SIZE 12 1/4

LOG OF CASING STRING:

PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

WHI - 92 csg head 8rd A 0.95

7 8 5/8" Maverick ST&C csg 24# J-55 8rd A 293.56

GUIDE shoe 8rd A 0.9

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 295.41

TOTAL LENGTH OF STRING 7 LESS CUT OFF PlECE

LESS NON CSG. ITEMS PLUS DATUMTO TICUT OFF CSG

PLUS FULL JTS. LEFT OUT CASING SET DEPTH 305.1
TOTAL 7

TOTAL CSG. DEL. (WlO THRDS) 7 COMPARE

TIMING 1ST STAGE

BEGIN RUN CSG. SPUD 02/23/1998 GOOD ClRC THRU JOB yes

CSG. IN HOLE 9:45 AM Bbls CMT CIRC TO SURFACE 8

BEGIN CIRC RECIPROCATED PIPE FOR THRU FT STROKE

BEGIN PUMP CMT DID BACK PRES. VALVE HOLD ? N/A

BEGIN DSPL. CMT BUMPED PLUG TO 180 PSI

PLUG DOWN Cemented 02/04/2001

CEMENT USED CEMENT COMPANY- BJ
STAGE # SX CEMENT TYPE &ADDITIVES

1 120 Class "G" wl 2% CaCL2 + 1/4#lsk Cello-Flake mixed @14.8 ppg 1.37 cf/sk yield

CENTRALIZER & SCRATCHER PLACEMENT SHOW MAKE& SPACING

Centralizers - Middle first, top second & thirdfor 3

COMPANY REPRESENTATIVE Pat Wisener DATE
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FORM 3160-5 UNITED STATES FORM APPROVED
(June 1990) DEPARTMENT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-74390
Do not use this form for proposals to drillor to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATIONFOR PERMIT --" for such proposals NA

7. If Unit or CA, Agreement Designation
SUBMIT IN TRIPLICATE West Point Unit

1. Type of Well
Oil Gas 8. Well Name and No.

X Well Well Other Nine Mile 16-7-9-16
9. API Well No.

2. Name of Operator 43-013-31804
Inland Production Company 10. Field and Pool, or Exploratory Area

3. Address and Telephone No. Monument Butte
Route #3 Box 3630 Myton, Utah 84052 435-646-3721 11. County or Parish, State

4. Location of Well (Footage, Sec., T., R., m., or Survey Description) Duchesne County, Utah
660' FSL & 660' FEL SE/SE Section 7, T9S, R16E

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATa
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans
Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off '

Final Abandonment Notice Altering Casing Conversion to Injection
X Other Status report Dispose Water

(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any
proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to
this work.)*
Status report for time period 4/2/01 through 4/8/01.
Subject well had completion procedures initiated on 4/2/01. Four of a total of six Green River intervals have been perforated and hydraulically fractured.
Remaining intervals await treatment at present time.

14. I hereby certify oregoin correct
Signed Title Completion Foreman Date 9-Apr-01

Gary Dietz/

(This space for Federal or State office use)
Approved by Title Date
Conditions of approval, if any:
CC: Utah DOGM

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any
false, fictitious or fraudulent statements or representations as to any matter within itsjurisdiction.

*See instruction on Reverse Side EIVED

DIVISIONOF
DI GAS AND
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Gary Dietz/

(This space for Federal or State office use)
Approved by Title Date
Conditions of approval, if any:
CC: Utah DOGM

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any
false, fictitious or fraudulent statements or representations as to any matter within itsjurisdiction.

*See instruction on Reverse Side EIVED

DIVISIONOF
DI GAS AND

FORM 3160-5 UNITED STATES FORM APPROVED
(June 1990) DEPARTMENT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-74390
Do not use this form for proposals to drillor to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATIONFOR PERMIT --" for such proposals NA

7. If Unit or CA, Agreement Designation
SUBMIT IN TRIPLICATE West Point Unit

1. Type of Well
Oil Gas 8. Well Name and No.

X Well Well Other Nine Mile 16-7-9-16
9. API Well No.

2. Name of Operator 43-013-31804
Inland Production Company 10. Field and Pool, or Exploratory Area

3. Address and Telephone No. Monument Butte
Route #3 Box 3630 Myton, Utah 84052 435-646-3721 11. County or Parish, State

4. Location of Well (Footage, Sec., T., R., m., or Survey Description) Duchesne County, Utah
660' FSL & 660' FEL SE/SE Section 7, T9S, R16E

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATa
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans
Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off '

Final Abandonment Notice Altering Casing Conversion to Injection
X Other Status report Dispose Water

(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any
proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to
this work.)*

Status report for time period 4/2/01 through 4/8/01.
Subject well had completion procedures initiated on 4/2/01. Four of a total of six Green River intervals have been perforated and hydraulically fractured.
Remaining intervals await treatment at present time.

14. I hereby certify oregoin correct
Signed Title Completion Foreman Date 9-Apr-01

Gary Dietz/

(This space for Federal or State office use)
Approved by Title Date
Conditions of approval, if any:
CC: Utah DOGM

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any
false, fictitious or fraudulent statements or representations as to any matter within itsjurisdiction.

*See instruction on Reverse Side EIVED

DIVISIONOF
DI GAS AND

FORM 3160-5 UNITED STATES FORM APPROVED
(June 1990) DEPARTMENT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-74390
Do not use this form for proposals to drillor to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATIONFOR PERMIT --" for such proposals NA

7. If Unit or CA, Agreement Designation
SUBMIT IN TRIPLICATE West Point Unit

1. Type of Well
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X Well Well Other Nine Mile 16-7-9-16
9. API Well No.

2. Name of Operator 43-013-31804
Inland Production Company 10. Field and Pool, or Exploratory Area

3. Address and Telephone No. Monument Butte
Route #3 Box 3630 Myton, Utah 84052 435-646-3721 11. County or Parish, State

4. Location of Well (Footage, Sec., T., R., m., or Survey Description) Duchesne County, Utah
660' FSL & 660' FEL SE/SE Section 7, T9S, R16E

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATa
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans
Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off '

Final Abandonment Notice Altering Casing Conversion to Injection
X Other Status report Dispose Water

(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any
proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to
this work.)*

Status report for time period 4/2/01 through 4/8/01.
Subject well had completion procedures initiated on 4/2/01. Four of a total of six Green River intervals have been perforated and hydraulically fractured.
Remaining intervals await treatment at present time.

14. I hereby certify oregoin correct
Signed Title Completion Foreman Date 9-Apr-01

Gary Dietz/

(This space for Federal or State office use)
Approved by Title Date
Conditions of approval, if any:
CC: Utah DOGM

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any
false, fictitious or fraudulent statements or representations as to any matter within itsjurisdiction.

*See instruction on Reverse Side EIVED

DIVISIONOF
DI GAS AND
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FORM 3160-5 UNITED STATES FORM APPROVED
(June 1990) DEPARTMENT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-74390
Do not use this form for proposals to drillor to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATIONFOR PERMIT - -" for such proposals NA

¯¯

7. If Unit or CA, Agreement Designation
SUBMITIN TRIPLICATE West Point Unit
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X weil well Other Nine Mile 16-7-9-16
9. API Well No.

2. Name of Operator 43-013-31804
Inland Production Company 10. Field and Pool, or Exploratory Area

3. Address and Telephone No. Monument Butte
Route #3 Box 3630 Myton, Utah 84052 435-646-3721 11. County or Parish, StateTI¯¯tÏoTPWell
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660' FSL & 660' FEL SE/SE Section 7, T9S, R16E

12. CHECK APPROPRIATEBOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
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Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection
X Other Status report Dispose Water

(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any
proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to
this work.)*

Status report for time period 4/9/01 through 4/15/01.
Subject well had completion procedures initiated on 4/2/01. A total of six Green River intervals were perforated and hydraulically fractured. Bridge plugs
and sand plugs were removed from wellbore. Zones were swab tested for cleanup. Production equipment was ran in well. Well began producing on pump
on 4/13/01.

14. I hereby certify tl I oregoing is t ue and orrect
Signed

Gary D
Title Completion Foreman Date 17-Apr-01

(This space for Federal or State office use)
Approved by Title Date
Conditions of approval, if any:
CC: Utah DOGM

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any
false, fictitious or fraudulent statements or representations as to any matter within itsjurisdiction.

*See Instruction on Reverse
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13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any
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Subject well had completion procedures initiated on 4/2/01. A total of six Green River intervals were perforated and hydraulically fractured. Bridge plugs
and sand plugs were removed from wellbore. Zones were swab tested for cleanup. Production equipment was ran in well. Well began producing on pump
on 4/13/01.

14. I hereby certify tl I oregoing is t ue and orrect
Signed

Gary D
Title Completion Foreman Date 17-Apr-01

(This space for Federal or State office use)
Approved by Title Date
Conditions of approval, if any:
CC: Utah DOGM

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any
false, fictitious or fraudulent statements or representations as to any matter within itsjurisdiction.

*See Instruction on Reverse
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Status report for time period 4/9/01 through 4/15/01.
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and sand plugs were removed from wellbore. Zones were swab tested for cleanup. Production equipment was ran in well. Well began producing on pump
on 4/13/01.

14. I hereby certify tl I oregoing is t ue and orrect
Signed

Gary D
Title Completion Foreman Date 17-Apr-01

(This space for Federal or State office use)
Approved by Title Date
Conditions of approval, if any:
CC: Utah DOGM

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any
false, fictitious or fraudulent statements or representations as to any matter within itsjurisdiction.

*See Instruction on Reverse
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Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any
proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to
this work.)*

Status report for time period 4/9/01 through 4/15/01.
Subject well had completion procedures initiated on 4/2/01. A total of six Green River intervals were perforated and hydraulically fractured. Bridge plugs
and sand plugs were removed from wellbore. Zones were swab tested for cleanup. Production equipment was ran in well. Well began producing on pump
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(This space for Federal or State office use)
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Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any
false, fictitious or fraudulent statements or representations as to any matter within itsjurisdiction.

*See Instruction on Reverse



RESOURCES INC.

April 30, 2001

State of Utah, Division of Oil, Gas and Mining
Attn: Ms. Carol Daneils
P.O. Box 145801
Salt Lake City, Utah 84144-5801

Attn: Ms. Carol Danells

Re: West Point 16-7-9-16
NEINW Sec.7 T9S, R16E
Duchesne, Country UT

Dear Ms. Carol Daneils

Enclosed is a Well Completion or Recompletion Report and Log form (Form 3160-4). We are no
longer sending Log copies since Dave Jull of Phoenix Surveys is already doing so.

If you should have any questions, please contact me at (303) 893-0102 ext. 1441

Cyndee Miller
Operations Secretary

Enclosures

cc: Bureau of Land Management
Vernal District Office, Division of Minerals
Attn: Edwin I. Forsman
170 South 500 East
Vernal, Utah 84078

Well File - Denver
Well File - Roosevelt
Patsy BarreaulDenver
Bob Jewett/Denver

410 Seventeenth Street, Suite 700, Denver, CO 8O2O2 • 303-893-0102 • FAX
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FORM $160-4 SUBMIT IN D ATE* FORM APPROVED
(July 1992) (See n- OMB NO. 1004-0137

U ED STATES 'i"|s°,,,°dnesExpires: February28, 1995

DEPARTMENT OF THE INTERIOR . S.LEASEDESIGNATIONANDSER1ALNO.

BUREAU OF LAND MANAGEMENT UTU-74390
6. IF INDIAN, ALLOTTEE OR TRIBE NAMEWELL COMPLETION OR RECOMPLETION REPORT AND LOG*

NA
la. TYPE OF WORK 7. UNIT AGREEMENT NAME

w°
LL W L

DRY Other West Point Unit
Ib. TYPE OF WELL

8. FARM OR LEASE NAME, WELL NO.
NEW WORK PLUG DIFF

WELL OVER DEEPEN BACK RESVR. Other NINE MILE
2. NAME OF OPERATOR 9. WELL NO.

INLANDRESOURCES INC. #16-7-9-16
3. ADDRESS AND TELEPHONE NO. 10. FIELD AND POOL OR WILDCAT

410 17th St. Suite 700 Denver, CO 80202 Monument Butte
4. LOCATION OF WELL (Report locations clearly and in accordance with any State requirements.*) 11. SEC., T., R., M., OR BLOCK AND SURVEY
At Surface OR AREA

SESE Sec. 7, Twp. 9 S, Rng. 16 E
Attopprod.Intervalreportedbelow SESE 660' FSL & 660' FEL Sec. 7, Twp. 9 S, Rng. 16 E

At total depth 14. PERMITNO. DATE ISSUED 12. COUNTY OR PARISH 13. STATE
43-013-31804 Duchesne UT

IS. DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL (Ready to prod.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC)* 19. ELEV. CASINGHEAD
3/23/98 3/19/01 4/14/01 5999' GR

20. TOTAL DEPTH, MD & TVD 21. PLUG BACK T.D., MD & TVD 22. IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS
HOW MANY* DRILLED BY

5967' 5955' --> X
24. PRODUCING INTERVAL(S), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD)* 25. WAS DIRECTIONAL

SURVEY MADE
Lower Green River 4760'-5738'

No
26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED

DIGL/SPICDL No
23. CASING RECORD (Report all strings set in well)

CASING SIZE/GRADE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE TOP OF CEMENT, CEMENTING RECORD AMOUNT PULLED
8-5/8 24# 305.1 12-1/4 120 sx Class "G"
5-1/2 15.5# 5955.22 7-7/8 275 sx Premlite II & 450 sx 50/50 POZ

29. LINER RECO ID 30. TUBING RECORD
SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2-7/8 EOT @5812.5' TA @5648.76'

31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.
INTERVAL STZE NUMBER DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

CP1,CP2 5698-5716', 5734-38' 0.38 88 5698-5738' 91,000#20/40 sand and 674 bbl fluid
LDC 5430-50', 5370-88' 0.38 152 5370-5450' 161,000#20/40 sand and 1046 bbl fluid

A3/LDC 5264-70', 5308-2T, 5336-40' 0.38 100 5264-5340' 140,000#20/40 sand and 925 bbl fluid
A.5/A1 5146-64', 5184-90' 0.38 96 5146-5190' 130,440#20/40 sand and 852 bbl fluid

B sds 4980-90', 4994-5000', 5048-52' 0.38 80 4980-5052' 94,800#20/40 sand and 648 bbl fluid
D sds 4760-64', 4768-77', 4780-84' 0.38 68 4760-4784 82,840# 20/40 sand and 544 bbl fluid

33.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lift, pumping--size and type of pump) WELL STATUS (Producing or shut-in)

4/14/01 2-1/2" x 1-1/2" x 15' RHAC Pump PRODUCING
DATE OF TEST HOURS TESTED CHOKE SIZE OIL--BBLS. GAS--MCF. WATER--BBL GAS-OiL RATIO

10 day ave -> 205.5 442.1 70 2151
FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIL-BBL GAS--MCF. WATER--BBL OIL GRAVITY-API (CORR.)

24-HOUR RATE

34. DISPOSITION OF GAS (Sold, used for fuel, vented, etc.) TEST WITNESSED BY

Sold & Used for Fuel
35. LIST OF ATTACHMENTS

Logs In Item #26,
36. I hereby certify th e fore n is complete and correct as determined from all available records

SIGNED TITLE Manager of Development Operations DATE 5/14/01
Ke n S.fel er

"(See Instructionsand Spaces for Additional Data on ÑeverseSide)
BDH

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements orreprescutations as to any matter within its
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8-5/8 24# 305.1 12-1/4 120 sx Class "G"
5-1/2 15.5# 5955.22 7-7/8 275 sx Premlite II & 450 sx 50/50 POZ

29. LINER RECO ID 30. TUBING RECORD
SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2-7/8 EOT @5812.5' TA @5648.76'

31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.
INTERVAL STZE NUMBER DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

CP1,CP2 5698-5716', 5734-38' 0.38 88 5698-5738' 91,000#20/40 sand and 674 bbl fluid
LDC 5430-50', 5370-88' 0.38 152 5370-5450' 161,000#20/40 sand and 1046 bbl fluid

A3/LDC 5264-70', 5308-2T, 5336-40' 0.38 100 5264-5340' 140,000#20/40 sand and 925 bbl fluid
A.5/A1 5146-64', 5184-90' 0.38 96 5146-5190' 130,440#20/40 sand and 852 bbl fluid

B sds 4980-90', 4994-5000', 5048-52' 0.38 80 4980-5052' 94,800#20/40 sand and 648 bbl fluid
D sds 4760-64', 4768-77', 4780-84' 0.38 68 4760-4784 82,840# 20/40 sand and 544 bbl fluid

33.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lift, pumping--size and type of pump) WELL STATUS (Producing or shut-in)

4/14/01 2-1/2" x 1-1/2" x 15' RHAC Pump PRODUCING
DATE OF TEST HOURS TESTED CHOKE SIZE OIL--BBLS. GAS--MCF. WATER--BBL GAS-OiL RATIO

10 day ave -> 205.5 442.1 70 2151
FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIL-BBL GAS--MCF. WATER--BBL OIL GRAVITY-API (CORR.)

24-HOUR RATE

34. DISPOSITION OF GAS (Sold, used for fuel, vented, etc.) TEST WITNESSED BY

Sold & Used for Fuel
35. LIST OF ATTACHMENTS

Logs In Item #26,
36. I hereby certify th e fore n is complete and correct as determined from all available records

SIGNED TITLE Manager of Development Operations DATE 5/14/01
Ke n S.fel er

"(See Instructionsand Spaces for Additional Data on ÑeverseSide)
BDH

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements orreprescutations as to any matter within its
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37. SUMMARY OF POROUS ZONES: (Show all important zones of porosity and contents thereof; cored intervals, and all
drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS
recoveries);

FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. TO 3

NAME TRUE

MEAS. DEPTH VERT. DEPTH
WEST POINT 16-7-9-16 Garden Gulch Mkr 3507

Garden Gulch 2 4073
Point 3 Mkr 4334

O X Mkr 4594
Y-Mkr 4627
Douglas Creek Mkr 4740
BiCarbonate Mkr 4940
B Limestone Mkr 5070
Castle Peak 5630
Basal Carbonate
Total Depth (LOGGERE
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Uni States Department of the terior

BUREAU OF LAND MANAGEMENT
. Tage patog•

Utah State Office NAMERCA
P.O. Box 45155

Salt Lake City, UT 84145-0155
http://www.blm.gov

IN REPLY REFER TO:
3106
(UT-924)

September 16, 2004

Memorandum

To: Vernal Field Office

From: Acting Chief, Branch of Fluid Minerals

Subject: Merger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard
Acting Chief, Branch of
Fluid Minerals

Enclosure
1.. State of Texas Certificate of Registration

cc: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie
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CorporationsSection TE op eoffrey S. Connor *

P.O.Box 13697 Secretaryof State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of Stateof Texas, doeshereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimonywhereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Comevisit us on the internetat http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:
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ARTICLES OF AMENDMENT the If
TO THE Secrentaryof State ofTexas

ARTICLES OF INCORPORATION
OF 02 Ñ

INLAND PRODUCTION COMPAN Y CorporationsSection

· Pursuantto the provisions of Article 4.04 of the Texas BusinessCorporationAct (the
"TB0A"), the unders,igned corporation adoptsthe following articles of amendment to the articles
of incorporation:

ARTICLE 1 - Name

The name of the corporation is Inland Production Company.

ARTICLE 2 - Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adoptedby the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Article Oné of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article One shall read in its entirety as follows:

"ARTICLE ONE - The name of the corporation is Newfield Production Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective upon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has
signed a consent in writing pursuant to Article 9.10 of the TBCA, adopting said amendment, and
any written notice required has been given.

IN WITNESSWHEREOF,the undersigned corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,
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Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,
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UTSL- 15855 61052 73088 76561
071572A 16535 62848 73089 76787
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04493 31260 64917 74393 77357 76189X
05843 33992 65207 74398 77359 76331X
07978 34173 65210 74399 77365 76788X
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063597A 49430 70821 75075
075174 49950 72103 75078
096547 50376 72104 75089
096550 50385 72105 75090

50376 72106 75234
50750 72107 75238

107ð0 51081 72108 76239
11385 52013 73086 76240
13905 52018 73087 76241
15392 58546 73807
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FORM 3160-5 UNITED ATES * = GO PY
(September 2001) DEPARTMENT OF THE INTERIOR Expires January 31,2004

BUREAU OF LAND MANAGEMENT 5. Lease SerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS UTU74390
Do not use this form for proposals to drill or to re-enter an

abandoned welL Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

jggggigggggi 7. If Unit or CA/Agreement, Name and/or No.

sammewhmmmaasemana alkaamasarsamammenskaammammama WEST POINT UNIT
I. Type of Well

Oil Well O Gas Well O Other 8. Well Name and No.
2. Name of Operator NINE MILE 16-7-9-16

Newfield Production Company
3a. Address Route 3 Box 3630 3b. Phone No. (include are code) 43 331804

Myton,UT 84052 435.646.3721 10. Field and Pool, or Exploratory Area
4. Location of Well (Footage, Sec., T., R., M., or SurveyDescription) Monument Butte

660 FSL 660 FEL 11. County or Parish, State

SE/SE Section 7 T9S R16E Duchesne,UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize Deepen Production(Start/Resume) Water Shut-Off
O Notice of Intent O Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report Casing Repair New Construction Recomplete Other
Change Plans Plug & Abandon Temporarily Abandon Weekly StatusReport

Final Abandonment Notice Convert to Injector Plug Back Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details,including estimated startingdate ofany proposed work and approximate durationthereo£ Ifthe
proposal is to deepen directionallyor recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the Bond
under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequentreports shall be filed within 30 days following completion ofthe
involved operations. Ifthe operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed. Final
Abandonment Notices shall be filed only after all requirements, including reclamation, have beencompleted, and the operator liasdetermined that the site is ready for final
inspection.)

Subject well had recompletion procedures initiated in the Green River formation on 11/05/04. Existing production equipment
was pulled from well. A bit and scraper were run inwell. Two new Green River intervals was perforated and hydraulically
fracture treated as follows: Stage #1: GB6 sands @4313-432T(2 JSPF) fraced wl25,477#20/40 sand in 318 bbis Lightning
17 fluid; Stage #2: GB4 sands @4260-4275' (2 JSPF) fraced w/62,560#20/40 sand in 443 bbis Lightning17 fluid. Fracs were
flowed back throughchokes. Sand was cleaned fromwellbore. New intervals were swab tested for sand cleanup. BHA&
production tbgwere run and anchored in well wltubing anchor @5629.63', pump seating nipple @5760.03', and end of tubing
string @5793.15'. A new 1 1/2" bore rod pump was run in well on sucker rods. Well returned to production via rod pump on
11-12-04.

RECEIVED
DECO8 2004

DIVOFOIL,GAS&MINING

ductionClerk

Approved by Title Date
Conditionsof approval, if any, are attached. Approval of this notice doesnot warrant or
certify that the applicant holds legal or equitable title to those rights inthe subject lease Office
which would entitle the applicant to conduct operationsthereon.

Title 18 U.S.C.Section1001andTitle 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency ofthe United
States any false, fictitious and fraudulent statements or representations as to any matter within its jurisdiction

/Instructions on
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Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

2. CDW

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (oldOperator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit: WEST POINT (GREEN RIVER)

WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
MON FED 34-31-8-16 31 080S 160E 4301331715 12418 Federal WI A
WEST POlNT U 13-5-9-16 05 090S 160E 4301331766 12418 Federal OW P
MON FED 32-6-9-16Y 06 090S 160E 4301331300 12418 Federal WI A
MON FED 33-6-9-16Y 06 090S 160E 4301331589 12418 Federal OW S
MON FED 43-6-9-16Y 06 090S 160E 4301331644 12418 Federal WI A
MON FED 42-6-9-16Y 06 090S 160E 4301331645 12418 Federal OW P
MON FED 31-6-9-16Y 06 090S 160E 4301331717 12418 Federal OW P
MON FED 41-6-9-16Y 06 090S 160E 4301331718 12418 Federal WI A
NINE MILE 6-6 06 090S 160E 4301331719 12418 Federal OW P
MON FED 44-6-9-16Y 06 090S 160E 4301331720 12418 Federal OW P
WEST POINT U 12-6-9-16 06 090S 160E 4301331765 12418 Federal OW P
NINE MILE 11-6 06 090S 160E 4301331812 12418 Federal WI A
MON FED 23-7-9-16Y 07 090S 160E 4301331694 12418 Federal WI A
NINE MILE 10-7 07 090S 160E 4301331773 12418 Federal OW P
NINE MILE 6-7 07 090S 160E 4301331776 12418 Federal OW P
NINE MILE 5-7 07 090S 160E 4301331777 12418 Federal WI A
NINE MILE 7-7 07 090S 160E 4301331778 12418 Federal WI A
NINE MILE 15-7 07 090S 160E 4301331803 12418 Federal WI A
NINE MILE 16-7-9-16 07 0908 160E 4301331804 12418 Federal OW P
MON FED 41-18-9-16Y 18 090S 160E 4301331646 12418 Federal WI A
MON FED 42-18-9-16Y 18 090S 160E 4301331724 12418 Federal OW S
MON BUTTE FED 31-18-9-16Y 18 090S 160E 4301331725 12418 Federal OW P

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield Westpoint 1 FORM_4B.xis
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MON FED 41-6-9-16Y 06 090S 160E 4301331718 12418 Federal WI A
NINE MILE 6-6 06 090S 160E 4301331719 12418 Federal OW P
MON FED 44-6-9-16Y 06 090S 160E 4301331720 12418 Federal OW P
WEST POINT U 12-6-9-16 06 090S 160E 4301331765 12418 Federal OW P
NINE MILE 11-6 06 090S 160E 4301331812 12418 Federal WI A
MON FED 23-7-9-16Y 07 090S 160E 4301331694 12418 Federal WI A
NINE MILE 10-7 07 090S 160E 4301331773 12418 Federal OW P
NINE MILE 6-7 07 090S 160E 4301331776 12418 Federal OW P
NINE MILE 5-7 07 090S 160E 4301331777 12418 Federal WI A
NINE MILE 7-7 07 090S 160E 4301331778 12418 Federal WI A
NINE MILE 15-7 07 090S 160E 4301331803 12418 Federal WI A
NINE MILE 16-7-9-16 07 0908 160E 4301331804 12418 Federal OW P
MON FED 41-18-9-16Y 18 090S 160E 4301331646 12418 Federal WI A
MON FED 42-18-9-16Y 18 090S 160E 4301331724 12418 Federal OW S
MON BUTTE FED 31-18-9-16Y 18 090S 160E 4301331725 12418 Federal OW P

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield Westpoint 1 FORM_4B.xis

Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

2. CDW

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (oldOperator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit: WEST POINT (GREEN RIVER)

WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL
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O O
6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*
The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield Westpoint 1 FORM_4B.xis
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NEWFIELD

ROCKY MOUNTAINS

June 12, 2009

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas and Mining
Post Office Box 145801
Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Nine Mile 16-7-9-16
Monument Butte Field, Lease #UTU-74390
Section 7-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Jarvis:

Newfield Production Company herein requests approval to convert the Nine Mile 16-7-9-16 from
a producing oil well to a water injection well in the Monument Butte (Green River) Field.

I hope you find this application complete; however, if you have any questions or require additional
information, please contact me at (303) 893-0102.

Sincerely,

Eric Sundberg
Regulatory Analyst

RECEIVED
JUN29 2009

DIV.0FOIL,GAS&MINING

Newrield Exploration Company 1001 17th Street, Suite 2000 Denver, CO 80202 (303) 893-0102 Fax (303)
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NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

NINE MILE 16-7-9-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

WEST POINT UNIT

LEASE #UTU-74390

JUNE 12,
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STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR Newfield Production Company
ADDRESS 1001 17th Street, Suite 2000

Denver, Colorado 80202

Well Name and number: Nine Mile 16-7-9-16

Field or Unit name: Monument Butte (Green River), West Point Unit Lease No. UTU-74390

Well Location: QQ SE/SE section 7 township 9S range 16E county Duchesne

Is this application for expansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]
Will the proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]

Disposal? ......... ........ Yes[ ] No[X]
Storage? ......... ........ Yes[ ] No[X]

Is this application for a new well to be drilled? . . . . . . . . . . . Yes [ ] No [ X ]
If this application is for an existing well,

has a casing test been performed on the well?. . . . . . . . . . . . . . . . . . . Yes [ ] No [ X ]
Date of test:
API number: 43-013-31804

Proposed injection interval: from 4073 to 5937
Proposed maximum injection: rate 500 bpd pressure 1813 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

I IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A"through "H-1"

I certify that this report is true and complete to the best of my knowledge.

Name: Eric Sundberg Signature
Title Regulatory Analyst Date (/IS/
Phone No. (303) 893-0102

(State use only)
Application approved by Title
Approval Date
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Nine Mile 16-7-9-16
Spud Date: 3/23/98 Initial Production: 205.5BOPD,
Put on Production: 4/13/01 Proposed Injection 442.1 MCFD, 70 BWPD
GL: 5999' KB: 6009' Wellbore Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4/3/01 5698-5738' Frac CP sands as follows:
Frac with 91,020#20/40 sand in 674 bb1s

GRADE: J-55
Viking I-25 fluid. Perfs broke down @

WEIGHT: 24# 2126 psi. Treated @avg press of 1700

LENGTH: 7 jts. (294.6') psi wlavg rate of29.3 BPM. ISIP 1850
psi.

DEPTH LANDED @305.10'
TOC @250' . 4/4/01 5370'-5450' Frac LDC sand as follows:

HOLE SIZE:12-1/4" Frac with 161,000# 20/40 sand in 1046

CEMENT DATA: 120 sxs Class "G" cmt re e

\/ ISIP 3090 psi.
PRODUCTION CASING

- - 4/5/01 5264-5340' Frac A-3/LDC sands as follows:
CSG SIZE: 5-1/2" Frac w/140,400# 20/40 sand in 925 bb1s

GRADE: J-55 Viking I-25 fluid. Perfs broke down @
3121 psi. Treated @avg press of2550

WEIGHT: 15.5# psi w/avg rate of31 BPM. ISIP 2530 psi.

LENGTH: 141jts. 5959.62' 4/6/01 5146-5190' Frac A sands as follows:

DEPTH LANDED @5955,22' Frac with 130,440# 20/40 sand in 852
bbls Viking I-25 fluid. Perfs broke down

HOLE SIZE: 7-7/8" @2700 psi. Treated @avg press of2050

CEMENT DATA: 275 sk Prem. Lite II mixed & 450 sxs 50/50 POZ psi wlavg rate of30.3 BPM. ISIP 1950
psi.

CEMENT TOP AT: 250'
4/9/01 4980-5052' Frac B sand as follows:

Frac with 94,800#20/40 sand in 648 bbis
Viking I-25 fluid. Perfs broke down @
2500 psi. Treated @avg press of2050
psi w/avg rate 27.3 BPM.. ISIP 2020 psi.

4/10/01 4760-4784' Frac D sands as follows:
Frac with 82,840# 20/40 sand in 544 bb1s
Viking 1-25 fluid. Perfs broke down @
2581 psi. Treated @avg press of 1800
psi w/avg rate of29.2 BPM. ISIP 2010
psi.

2/20/02 Tubing leak. Update rod and tubing
details.

1/22/04 Pump change. Update rod and tubing
details.

11/10/04 4313-4327' Frac GB6 sands as follows:
25,477# 20/40 sand in 318 bbis

Packer @4225' Lightning 17 frac fluid. Treated @avg
4260-4275' press of2125 psi w/avg rate of 25 BPM.
4313-4327' ISIP 1880 psi. Calc. flush: 4311 gals,
4760-4764, Actual flush: 4102 gais.

4768-4777' 11/10/04 4260-4275' Frac GB4 sands as follows:
62,560# 20/40 sand in 443 bbls

4780-4784'
Lightning 17 frac fluid. Treated @avg

4980-4990' press of2297 psi w/avg rate of25 BPM.
4994-5000' ISIP 2310 psi. Calc. flush: 4258 gals.
5048-5052, Actual flush; 4049 gals.

5146-5164' 08/10/06 Pump Change. Update rod and tubing
5184-5190, details.
5264-5270'

5308-5328'
5336-5340'

5370-53889 PERFORATION RECORD
- 5430-5450' 4/3/01 5734'-5738' 4 JSPF 16holes

4/3/01 5698'-5716' 4 JSPF 72 holes
4/4/01 5430'-5450' 4 JSPF 80 holes
4/4/01 5370'-5388' 4 JSPF 72 holes

5698-5716' 4/5/01 5336'-5340' 4 JSPF 16 holes
5734-5738' 4/5/01 5308'-5328' 4 JSPF 80 holes

4/5/01 5264'-5270' 4 JSPF 24 holes
4/6/01 5184'-5190' 4 JSPF 24 holes
4/6/01 5146'-5164' 4 JSPF 72 holes
4/9/01 5048'-5052' 4 JSPF 16 holes
4/9/01 4994'-5000' 4 JSPF 24 holes

NEWFIELD 4/9/01 4980'-4990' 4]SPF 40holes

PBTD @5937'

SHOE @5955' 4/9/01 4760'-4764' 4 JSPF 16 holes
NINE MILE 16-7-9-16 11/9/04 4313'-4327' 2 JSPF 28 holes/ \ TD @5967' 11/10/04 4260'-4275' 2 JSPF 30 holes
660' FSL & 660' FEL

SESE Section 7-T9S-Rl6E

Duchesne Co, Utah

API #43-013-31804; Lease #UTU-74390

MS
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4/9/01 4980-5052' Frac B sand as follows:

Frac with 94,800#20/40 sand in 648 bbis
Viking I-25 fluid. Perfs broke down @
2500 psi. Treated @avg press of2050
psi w/avg rate 27.3 BPM.. ISIP 2020 psi.

4/10/01 4760-4784' Frac D sands as follows:
Frac with 82,840# 20/40 sand in 544 bb1s
Viking 1-25 fluid. Perfs broke down @
2581 psi. Treated @avg press of 1800
psi w/avg rate of29.2 BPM. ISIP 2010
psi.

2/20/02 Tubing leak. Update rod and tubing
details.

1/22/04 Pump change. Update rod and tubing
details.

11/10/04 4313-4327' Frac GB6 sands as follows:
25,477# 20/40 sand in 318 bbis

Packer @4225' Lightning 17 frac fluid. Treated @avg
4260-4275' press of2125 psi w/avg rate of 25 BPM.
4313-4327' ISIP 1880 psi. Calc. flush: 4311 gals,
4760-4764, Actual flush: 4102 gais.

4768-4777' 11/10/04 4260-4275' Frac GB4 sands as follows:
62,560# 20/40 sand in 443 bbls

4780-4784'
Lightning 17 frac fluid. Treated @avg

4980-4990' press of2297 psi w/avg rate of25 BPM.
4994-5000' ISIP 2310 psi. Calc. flush: 4258 gals.
5048-5052, Actual flush; 4049 gals.

5146-5164' 08/10/06 Pump Change. Update rod and tubing
5184-5190, details.
5264-5270'

5308-5328'
5336-5340'

5370-53889 PERFORATION RECORD
- 5430-5450' 4/3/01 5734'-5738' 4 JSPF 16holes

4/3/01 5698'-5716' 4 JSPF 72 holes
4/4/01 5430'-5450' 4 JSPF 80 holes
4/4/01 5370'-5388' 4 JSPF 72 holes

5698-5716' 4/5/01 5336'-5340' 4 JSPF 16 holes
5734-5738' 4/5/01 5308'-5328' 4 JSPF 80 holes

4/5/01 5264'-5270' 4 JSPF 24 holes
4/6/01 5184'-5190' 4 JSPF 24 holes
4/6/01 5146'-5164' 4 JSPF 72 holes
4/9/01 5048'-5052' 4 JSPF 16 holes
4/9/01 4994'-5000' 4 JSPF 24 holes

NEWFIELD 4/9/01 4980'-4990' 4]SPF 40holes

PBTD @5937'

SHOE @5955' 4/9/01 4760'-4764' 4 JSPF 16 holes
NINE MILE 16-7-9-16 11/9/04 4313'-4327' 2 JSPF 28 holes/ \ TD @5967' 11/10/04 4260'-4275' 2 JSPF 30 holes
660' FSL & 660' FEL

SESE Section 7-T9S-Rl6E

Duchesne Co, Utah

API #43-013-31804; Lease #UTU-74390

MS



WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and
tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down and move out.
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REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

1. Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

2. A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.

Newfield Production Company
1001 17* Street, Suite 2000
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A.

2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the Nine Mile 16-7-9-16 from a producing oil well to a
water injection well in Monument Butte (Green River) Field.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.

The injection zone is in the Green River Formation. For the Nine Mile 16-7-9-16 well,
the proposed injection zone is from Garden Gulch to Castle Peak (4073' -5937'). The
confining strata directly above and below the injection zones are the Garden Gulch and
the top of the Wasatch Formation or TD, which ever is shallower. The Garden Gulch
Marker top is at 3746' and the TD is at 5967'.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Nine Mile 16-7-9-16 is on file with the Utah Division of Oil,
Gas and
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2.7 A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

2.8 A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

2.9 An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

2.10 Any additional information the Board may determine is necessary to adequately
review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Oil, Gas and Mining.

4.0 Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a Federal lease (Lease #UTU-74390) in the Monument
Butte Federal (Green River) Field, and this request is for administrative
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REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,
STORAGE AND ENHANCED RECOVERY WELLS

SECTION V -RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24# surface casing run to 305' KB, and 5-1/2", 15.5#
casing run from surface to 5955' KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment
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The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately I100 psig and the
maximum injection pressure will not exceed 1813 psig.

2.8 Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the Nine Mile 16-7-9-16, for existing perforations
(4260' - 5738') calculates at .76 psig/ft. The maximum injection pressures will be
limited so as not to exceed this gradient. A step rate test will be performed periodically
to ensure we are below parting pressure. The proposed maximum injection pressure is
1813 psig. We may add additional perforations between 3746' and 5967'. See
Attachments G and G-1.

2.9 Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness,depth, and lateral extent.

In the Nine Mile 16-7-9-16, the proposed injection zone (4073' - 5937') is in the Garden
Gulch to Castle Peak of the Green River Formation. The reservoir is a very fine-grained
sandstone with minor imbedded shale streaks. The estimated porosity is 13%. The
members are composed of porous and permeable lenticular calcareous sandstone and low
porosity carbonates and calcareous shale. The porous and lenticular sandstone varies in
thickness from 0-31' and is confined to the Monument Butte Federal Field. Outside the
Monument Butte Federal Field, the sandstone is composed of tight, very fine, silty,
calcareous sandstone, less than 3' thick. The stratum confining the injection zone is
composed of tight, moderately calcareous, sandy lacustrine shale. All of the confining
strata are impermeable, and will effectively seal off the oil, gas, and water of the injection
zone from any strata directly above or below it.

2.10 A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-14.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

2.11 An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.

2.12 Any other information that the Board or Division may determine is necessary to
adequately review the application.

Newfield Production Company will supply any requested information to the Board or
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thickness from 0-31' and is confined to the Monument Butte Federal Field. Outside the
Monument Butte Federal Field, the sandstone is composed of tight, very fine, silty,
calcareous sandstone, less than 3' thick. The stratum confining the injection zone is
composed of tight, moderately calcareous, sandy lacustrine shale. All of the confining
strata are impermeable, and will effectively seal off the oil, gas, and water of the injection
zone from any strata directly above or below it.

2.10 A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-14.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

2.11 An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.
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2.12 Any other information that the Board or Division may determine is necessary to
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(4260' - 5738') calculates at .76 psig/ft. The maximum injection pressures will be
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EXHIBIT B
Page 1

Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights

1. Township 9 South, Range 16 East UTU-74390 Newfield Production Company (Surface Rights)
Section 6: All HBP 1001 17TH St Suite 2000 USA
Section 7: All Denver, CO 80202
Section 8: W2 Yates Petroleum Corporation
Section 17: NW Yates Drilling Company
Section 18: Lots 1 & 2, NE, E2NW Myco Industries Inc

ABO Petroleum Corporation
105 S Fourth St.
Artesia, NM 88210
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ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Nine Mile 16-7-9-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed:
Newfield roducti mpany
Eric Sundberg
Regulatory Analyst

Sworn to and subscribed before me this day of ( , 2009.

Notary Public in and for the State of Colorado: //

My Commission Expires: Û Å I
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Nine Mile 16-7-9-16
Spud Date: 3/23/98 Initial Production: 205.5BOPD,
Put on Production: 4/13/01 Wellbore Diagram 442.1 MCFD, 70 BWPD
GL: 5999' KB: 6009'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 4/3/01 5698-5738' Frac CP sands as follows:

Frac with 91,020#20/40 sand in 674 bb1sGRADE: 1-55
Viking 1-25fluid. Perfs broke down @

WEIGHT: 24# 2126 psi. Treated @avg press of 1700

LENGTH: 7 jts. (294.6') psi w/avg rate of29.3 BPM. ISIP 1850
pst

DEPTH LANDED @305.10'
TOC @250' -

. 4/4/01 5370'-5450' Frac LDC sand as follows:
HOLE SIZE:12-1/4" Frac with 161,000# 20/40 sand in 1046

CEMENT DATA: 120 sxs Class "G" cmt bbis Viking I-25 fluid. Treated @avg
press of2700 psi w/avg rate28.7 BPM..

\/ ISIP 3090 psi.
PRODUCTION CASING

- - 4/5/01 5264-5340' Frac A-3/LDC sands as follows:
CSG SIZE: 5-1/2" Frac w/140,400#20/40 sand in 925 bbls
GRADE: J-55 Viking 1-25fluid. Perfs broke down @

3121 psi. Treated @avg press of2550
WEIGHT: 15.5# psi w/avg rate of31 BPM, ISIP 2530 psi.
LENGTH: 141jts. 5959.62' 4/6/01 5146-5190' Frac A sands as follows:
DEPTH LANDED @5955.22' Frac with 130,440#20/40 sand in 852

bbis Viking I-25 fluid. Perfs broke down
HOLE SIZE: 7-7/8" @2700 psi. Treated @avg press of20SO
CEMENT DATA: 275 sk Prem. Lite 11mixed & 450 sxs 50/50 POZ. psi w/avg rate of30.3 BPM. ISIP 1950

CEMENT TOP AT: 250'
4/9/01 4980-5052' Frac B sand as follows:

Frac with 94,800# 20/40 sand in 648 bbis
Viking I-25 fluid. Perfs broke down @
2500 psi. Treated @avg press of2050
psi w/avg rate 27.3 BPM.. ISIP 2020 psi.

4/10/01 4760-4784' Frac D sands as follows:
Frac with 82,840# 20/40 sand in 544 bbls
Viking I-25 fluid. Perfs broke down @

TUBING 2581psi.Treated@avg pressofl800
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# psi w/avg rate of29.2 BPM. ISIP 2010

pst.
NO. OF JOINTS: 180 jts (5619.63')

2/20/02 Tubing leak. Update rod and tubing
TUBING ANCHOR: 5648.76' KB details.

NO. OF JOINTS: 4 jts (127.60') 1/22/04 Pump change. Update rod and tubing
SEATING NIPPLE: 2-7/8" (1.10')

details.

SN LANDED AT: 5778.38' KB 11/10/04 4313-4327' Frac GB6 sands as follows:
25,477#20/40 sand in 318 bbis

OO JSOT

N

15

EOT @5812.51, o e .

4760-4764, Actual flush: 4102 gals.

4768-4777, 11/10/04 4260-4275' Frac GB4 sands as follows:
62,560#20/40 sand in 443 bbIs4780-4784' Lightning 17 frac fluid. Treated @avg

4980-4990' press of2297 psi w/avg rate of25 BPM.
SUCKER RODS 4994-5000' ISIP 2310 psi. Calc. flush: 4258 gals.

5048-5052, Actual flush: 4049 gals.
POLISHED ROD: 1-1/2" x 22' SM 5146-5164' 08/10/06 Pump Change. Update rod and tubing
SUCKER RODS: 2-1 ½" weight bars w/7/8" pins; 4-1 ½" weight bars w/3/4" 5184-5190' details,
pins; 14-3/4" scrapered rods; 116-3/4" plain rods, 93-3/4" scrapered rods, 1-2', | 5264-5270'
1-4', 1-6', 1-8' x 3/4" pony rods. 5308-5328'
PUMP SIZE: 2-1/2" x 1-1/2" x 16'x 20' RHAC 5336-5340'
STROKE LENGTH: 100" 5370-5388' PERFORATION RECORD
PUMP SPEED, SPM: 4 5430-5450' 4/3/01 5734'-5738' 4 JSPF 16 holes

4/3/01 5698'-5716' 4 JSPF 72 holes
X X Anchor @5649' . 4/4/01 5430'-5450' 4 JSPF 80 holes

4/4/01 5370'-5388' 4 JSPF 72 holes
5698-5716' 4/5/01 5336'-5340' 4 JSPF 16 holes
5734-5738' 4/5/01 5308'-5328' 4 JSPF 80 holes

4/5/01 5264'-5270' 4 JSPF 24 holes
SN @5778'

EOT @5813, 4/6/01 5184'-5190' 4 JSPF 24 holes
4/6/01 5146'-5164' 4]SPF 72holes
4/9/01 5048'-5052' 4 JSPF 16 holes
4/9/01 4994'-5000' 4 JSPF 24 holes

TopofFill@S917 4 J
4/9/01 4768'-4777' 4 JSPF 36 holes

PBTD @5937' 4/9/01 4760'-4764' 4 JSPF 16 holes
NINE MILE 16-7-9-16 11/9/04 4313'-4327' 2 JSPF 28 holes

SHOE @5955' 11/10/04 4260'-4275' 2 JSPF 30 holes660' FSL & 660' FEL
TD @5967'

SESE Section 7-T9S-R16E

Duchesne Co, Utah

API #43-013-31804; Lease #UTU-74390

CB
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4980-4990' press of2297 psi w/avg rate of25 BPM.
SUCKER RODS 4994-5000' ISIP 2310 psi. Calc. flush: 4258 gals.

5048-5052, Actual flush: 4049 gals.
POLISHED ROD: 1-1/2" x 22' SM 5146-5164' 08/10/06 Pump Change. Update rod and tubing
SUCKER RODS: 2-1 ½" weight bars w/7/8" pins; 4-1 ½" weight bars w/3/4" 5184-5190' details,
pins; 14-3/4" scrapered rods; 116-3/4" plain rods, 93-3/4" scrapered rods, 1-2', | 5264-5270'
1-4', 1-6', 1-8' x 3/4" pony rods. 5308-5328'
PUMP SIZE: 2-1/2" x 1-1/2" x 16'x 20' RHAC 5336-5340'
STROKE LENGTH: 100" 5370-5388' PERFORATION RECORD
PUMP SPEED, SPM: 4 5430-5450' 4/3/01 5734'-5738' 4 JSPF 16 holes

4/3/01 5698'-5716' 4 JSPF 72 holes
X X Anchor @5649' . 4/4/01 5430'-5450' 4 JSPF 80 holes

4/4/01 5370'-5388' 4 JSPF 72 holes
5698-5716' 4/5/01 5336'-5340' 4 JSPF 16 holes
5734-5738' 4/5/01 5308'-5328' 4 JSPF 80 holes

4/5/01 5264'-5270' 4 JSPF 24 holes
SN @5778'

EOT @5813, 4/6/01 5184'-5190' 4 JSPF 24 holes
4/6/01 5146'-5164' 4]SPF 72holes
4/9/01 5048'-5052' 4 JSPF 16 holes
4/9/01 4994'-5000' 4 JSPF 24 holes

TopofFill@S917 4 J
4/9/01 4768'-4777' 4 JSPF 36 holes

PBTD @5937' 4/9/01 4760'-4764' 4 JSPF 16 holes
NINE MILE 16-7-9-16 11/9/04 4313'-4327' 2 JSPF 28 holes

SHOE @5955' 11/10/04 4260'-4275' 2 JSPF 30 holes660' FSL & 660' FEL
TD @5967'

SESE Section 7-T9S-R16E

Duchesne Co, Utah

API #43-013-31804; Lease #UTU-74390

CB

Nine Mile 16-7-9-16
Spud Date: 3/23/98 Initial Production: 205.5BOPD,
Put on Production: 4/13/01 Wellbore Diagram 442.1 MCFD, 70 BWPD
GL: 5999' KB: 6009'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 4/3/01 5698-5738' Frac CP sands as follows:

Frac with 91,020#20/40 sand in 674 bb1sGRADE: 1-55
Viking 1-25fluid. Perfs broke down @

WEIGHT: 24# 2126 psi. Treated @avg press of 1700

LENGTH: 7 jts. (294.6') psi w/avg rate of29.3 BPM. ISIP 1850
pst

DEPTH LANDED @305.10'
TOC @250' -

. 4/4/01 5370'-5450' Frac LDC sand as follows:
HOLE SIZE:12-1/4" Frac with 161,000# 20/40 sand in 1046

CEMENT DATA: 120 sxs Class "G" cmt bbis Viking I-25 fluid. Treated @avg
press of2700 psi w/avg rate28.7 BPM..

\/ ISIP 3090 psi.
PRODUCTION CASING

- - 4/5/01 5264-5340' Frac A-3/LDC sands as follows:
CSG SIZE: 5-1/2" Frac w/140,400#20/40 sand in 925 bbls
GRADE: J-55 Viking 1-25fluid. Perfs broke down @

3121 psi. Treated @avg press of2550
WEIGHT: 15.5# psi w/avg rate of31 BPM, ISIP 2530 psi.
LENGTH: 141jts. 5959.62' 4/6/01 5146-5190' Frac A sands as follows:
DEPTH LANDED @5955.22' Frac with 130,440#20/40 sand in 852

bbis Viking I-25 fluid. Perfs broke down
HOLE SIZE: 7-7/8" @2700 psi. Treated @avg press of20SO
CEMENT DATA: 275 sk Prem. Lite 11mixed & 450 sxs 50/50 POZ. psi w/avg rate of30.3 BPM. ISIP 1950

CEMENT TOP AT: 250'
4/9/01 4980-5052' Frac B sand as follows:

Frac with 94,800# 20/40 sand in 648 bbis
Viking I-25 fluid. Perfs broke down @
2500 psi. Treated @avg press of2050
psi w/avg rate 27.3 BPM.. ISIP 2020 psi.

4/10/01 4760-4784' Frac D sands as follows:
Frac with 82,840# 20/40 sand in 544 bbls
Viking I-25 fluid. Perfs broke down @

TUBING 2581psi.Treated@avg pressofl800
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# psi w/avg rate of29.2 BPM. ISIP 2010

pst.
NO. OF JOINTS: 180 jts (5619.63')

2/20/02 Tubing leak. Update rod and tubing
TUBING ANCHOR: 5648.76' KB details.

NO. OF JOINTS: 4 jts (127.60') 1/22/04 Pump change. Update rod and tubing
SEATING NIPPLE: 2-7/8" (1.10')

details.
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wa.noe4 UINI i rL i A i tb
FORMAPPROVED

(June1990) DEPARTMF THE INTERIOR
BudgedBureauNo 1004-0135BUREAU OF LANDMANAGEMENT w,....,essessa

5. Lease Designation and Serial No.SUNDRY NOTICES AND REPORTS ON WELLS ÂL UTU-74390Do not use this form for proposals to drill or deepen or reentry to a different reservoir. 6. If indian. Allottee or Tribe NameUse "APPLICATION FOR PERMIT -" for such proposals

SUBMIT IN TRIPLIC
7. ir o.it orca.asr....ut oes,anataan

1. Typeof Well

Oil Well Gas well Other
8. Well Name and No

2. Name of Operator
Nine Mile #16-7Inland Production Company

9. AP)Well No.3. Address and Telephone No.
- Q - 2 / QP.O. Box 790233 Vernal, UT 84079 Phone o. à

10. Field and Pool, or Exploratory Area4. Location of Well (Footage, Sec., Y. R., M., or Survey Description) ÑONUNGUÉUÍÍOSE/SE 660' FSL & 660' FEL
U. County or Parish. StateSec. 7, TSS, R16E

Duchesne, ur
12 CHECK APPROPRIATE BOX(s) TO INDICATE NATUREOF NOTICE,REPORT, OR OTHER DATATYPEOF SUBMISSION TYPEOF ACTION

Notice of intent Abandonment Change of Plans
Recompletion New ConstructionSubsequent Report Plugging Back Non-Routine Fracturing
Casing repair Water Shut-off

Final Abandonment Notice AlteringCasing Conversion to injection
Other Amended drilling program Dispose Water

(Note: Report resuas of mutiple completion on Wei
Completion or Recompletiots Report and Log fann )13. Describe Proposed or Completed Operations (Clearly state all port nent details, and give pedînent dates, including estimated date of starting any proposed work. Ifwell is directicallydrilled, give subsurface locations and measured and true vertical depths for all markeisand zones pertinent to this work)

Inland Production Company requests to change the name of the Monument Federal #44-7-9-16Y (formerly operatedby Equitable Resources Energy Company,) to the Nine Míle #16-7.

The Application For Permit To Dri/I the above referenced location was submitted on January 30, 1997. Pleaserefer to the attached amended drilling program and COA's for Inland Production Company. Included is a copy of theAPD cover sheet, submitted by Equitable Resources Energy Company.
Inland Production Company requests authorization to change the size of the reserve pit to 90'X 40'X 8 deep.

14 i here ertify foregoing a correct
sign ; ¡ ,¡¿ Titi. Regulatory Compliance Specialist oat. 11/25/97Ca eron

Condsbans of appt I, if any

Tttle 18 U S.C Seckon 1001, makes ata come for any person knowmgly to make to any departmentol the United States any laise factatsousor fraudulent statements o< tepresentations asto any matter withm its junsdiction

*See Instruction on Reverse
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West Point #8-7-9-16
Spud Date: 3/24/2001
Put on Production: 5/01/2001

Initial Production: 159.6 BOPD,
GL: 5901' KB: 55911' Wellbore Diagram 179 MCFD, 48.4 BWPD

SURFACE CASING FRAC JOBS
CSG SIZE: 8-5/8" 4/23/01 5668'-5730' Frac CP-2 sands as follows:
GRADE: 1-55 Cement Top @251 31,133# 20/40 sand in 327 bbis Viking 1-

25 Fluid. Treated @avg press of 1800
WEIGHT: 24# psi w/ avg rate of30 BPM. ISIP 1840

LENGTH: 7 jts. (306.35') psi Felowback on 12/64 choke for 2 hrs

HOLE SIZE:12-1/4"
4/25/01 5204'- 5381' Frac A/LODC sands as follows:

CEMENT DATA: 145 sxs Class "G" cmt, 48,733#20/40 sand in 414 bbls Viking 1-
25 Fluid. Treated @avg press of2080
psi w/ avgrate of29.7 BPM. ISIP 2160

\/ psi. Flow back on 12/64 choke for 2.5 hrs
& died.

4/26/01 4779'-4961' Frac C, D sands as follows:
101,150# 20/40 sand in 694 bbis Viking
1-25 Fluid. Treated @avg press of 1760
psi w/ avg rate of30.4 BPM. ISIP 2040

PRODUCTION CASING psi.

CSG SIZE: 5-l/2" 4/27/01 4243'-10 Frac GB-4, GB-6 sands as follows:

GRADE: J-55 185,360#20/40 sand in 1209 bbls Viking
1-25 Fluid. Treated @avg press of 1650

WEIGHT: 15.5# psi w/ avg rate of30.2 BPM. ISIP 1890

LENGTH: 141 jts. (5984.80') psipFlow back on 12/64 choke for 6 hrs

DEPTH LANDED: 5980.40'
2/15/02 Stuck pump. Update rod and tubing details.

HOLE SIZE: 7-7/8"
8/28/02 Tubing leak. Update rod and tubing details.

CEMENT DATA: 275 sk Prem. Lite II mixed & 450 sxs 50/50 POZ.
11/23/04 Parted rods. Update rod detail.

CEMENT TOP: 251'
02/12/05 Parted rods. Update rod detail.

01/23/07 Tubing Leak. Update rod and tubing details.

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 172 jts (5554.03')

TUBING ANCHOR: 5573.13'

NO. OF JOINTS: 3 jts (96.96')

SEATlNG NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5671.19.'

NO. OF JOINTS: 2 jts (62.86')

TOTAL STRING LENGTH: EOT @5734.50' KB
4243'-4310'

4547'-4558' (NoFrac)

SUCKER RODS 4779'-4783'

4788'-4797' PERFORATION RECORDLcIKSEDRORDOS11-4'

1-2'2x /4" pony rods, 101-3/4" guided rods, 82-3/4"
4850'-4854 576 ' 3 F

slick rods, 38-3/4" guided rods, 6-1 1/2" weight rods - - 4952 -4961
4/25/01 5367'-5381' 4 JSPF 56 holes

PUMP SIZE: 2 1/2"x 1 1/2"x 12 x 15 1/2' RHAC w/ SM Plunger 2 i | 5204'-5209' 4/25/01 5326'-5328' 4 JSPF 08 holes

STROKE LENGTH: 86" : i | 531T-5320' 4/25/01 5317'-5320' 4 JSPF 12 holes
4/25/01 5204'-5209' 4 JSPF 20 holes

PUMP SPEED, SPM: 4 5326'-5328' 4/26/01 4952'-4961' 4 JSPF 36 holes
LOGS:Dual Lateralog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR 2 i 5367'-538l' 11 F

. 4/26/01 4779'-4783' 4 JSPF 16 holesAnchor @5574' 4/27/01 4547'-4558' 4 JSPF 44 holes
4/27/01 4243'-4310' 4JSPF 188holes

2 ? 5 i 5665'-5668'
SN @5671'

i i 5724'-5730'

EOT @5735'

NEWFIELD Top of Fill @5799'

PBTD @5931'

West Point #8-7-9-16
2081 FNL & 771 FEL SHOE @5980'

SEINE Sec. 7, T9S R16E TD @5989'
Duchesne, County

API# 43-013-32211; Lease# UTU-74390

TW

West Point #8-7-9-16
Spud Date: 3/24/2001
Put on Production: 5/01/2001

Initial Production: 159.6 BOPD,
GL: 5901' KB: 55911' Wellbore Diagram 179 MCFD, 48.4 BWPD

SURFACE CASING FRAC JOBS
CSG SIZE: 8-5/8" 4/23/01 5668'-5730' Frac CP-2 sands as follows:
GRADE: 1-55 Cement Top @251 31,133# 20/40 sand in 327 bbis Viking 1-

25 Fluid. Treated @avg press of 1800
WEIGHT: 24# psi w/ avg rate of30 BPM. ISIP 1840

LENGTH: 7 jts. (306.35') psi Felowback on 12/64 choke for 2 hrs

HOLE SIZE:12-1/4"
4/25/01 5204'- 5381' Frac A/LODC sands as follows:

CEMENT DATA: 145 sxs Class "G" cmt, 48,733#20/40 sand in 414 bbls Viking 1-
25 Fluid. Treated @avg press of2080
psi w/ avgrate of29.7 BPM. ISIP 2160

\/ psi. Flow back on 12/64 choke for 2.5 hrs
& died.

4/26/01 4779'-4961' Frac C, D sands as follows:
101,150# 20/40 sand in 694 bbis Viking
1-25 Fluid. Treated @avg press of 1760
psi w/ avg rate of30.4 BPM. ISIP 2040

PRODUCTION CASING psi.

CSG SIZE: 5-l/2" 4/27/01 4243'-10 Frac GB-4, GB-6 sands as follows:

GRADE: J-55 185,360#20/40 sand in 1209 bbls Viking
1-25 Fluid. Treated @avg press of 1650

WEIGHT: 15.5# psi w/ avg rate of30.2 BPM. ISIP 1890

LENGTH: 141 jts. (5984.80') psipFlow back on 12/64 choke for 6 hrs

DEPTH LANDED: 5980.40'
2/15/02 Stuck pump. Update rod and tubing details.

HOLE SIZE: 7-7/8"
8/28/02 Tubing leak. Update rod and tubing details.

CEMENT DATA: 275 sk Prem. Lite II mixed & 450 sxs 50/50 POZ.
11/23/04 Parted rods. Update rod detail.

CEMENT TOP: 251'
02/12/05 Parted rods. Update rod detail.

01/23/07 Tubing Leak. Update rod and tubing details.

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 172 jts (5554.03')

TUBING ANCHOR: 5573.13'

NO. OF JOINTS: 3 jts (96.96')

SEATlNG NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5671.19.'

NO. OF JOINTS: 2 jts (62.86')

TOTAL STRING LENGTH: EOT @5734.50' KB
4243'-4310'

4547'-4558' (NoFrac)

SUCKER RODS 4779'-4783'

4788'-4797' PERFORATION RECORDLcIKSEDRORDOS11-4'

1-2'2x /4" pony rods, 101-3/4" guided rods, 82-3/4"
4850'-4854 576 ' 3 F

slick rods, 38-3/4" guided rods, 6-1 1/2" weight rods - - 4952 -4961
4/25/01 5367'-5381' 4 JSPF 56 holes

PUMP SIZE: 2 1/2"x 1 1/2"x 12 x 15 1/2' RHAC w/ SM Plunger 2 i | 5204'-5209' 4/25/01 5326'-5328' 4 JSPF 08 holes

STROKE LENGTH: 86" : i | 531T-5320' 4/25/01 5317'-5320' 4 JSPF 12 holes
4/25/01 5204'-5209' 4 JSPF 20 holes

PUMP SPEED, SPM: 4 5326'-5328' 4/26/01 4952'-4961' 4 JSPF 36 holes
LOGS:Dual Lateralog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR 2 i 5367'-538l' 11 F

. 4/26/01 4779'-4783' 4 JSPF 16 holesAnchor @5574' 4/27/01 4547'-4558' 4 JSPF 44 holes
4/27/01 4243'-4310' 4JSPF 188holes

2 ? 5 i 5665'-5668'
SN @5671'

i i 5724'-5730'

EOT @5735'

NEWFIELD Top of Fill @5799'

PBTD @5931'

West Point #8-7-9-16
2081 FNL & 771 FEL SHOE @5980'

SEINE Sec. 7, T9S R16E TD @5989'
Duchesne, County

API# 43-013-32211; Lease# UTU-74390

TW

West Point #8-7-9-16
Spud Date: 3/24/2001
Put on Production: 5/01/2001

Initial Production: 159.6 BOPD,
GL: 5901' KB: 55911' Wellbore Diagram 179 MCFD, 48.4 BWPD

SURFACE CASING FRAC JOBS
CSG SIZE: 8-5/8" 4/23/01 5668'-5730' Frac CP-2 sands as follows:
GRADE: 1-55 Cement Top @251 31,133# 20/40 sand in 327 bbis Viking 1-

25 Fluid. Treated @avg press of 1800
WEIGHT: 24# psi w/ avg rate of30 BPM. ISIP 1840

LENGTH: 7 jts. (306.35') psi Felowback on 12/64 choke for 2 hrs

HOLE SIZE:12-1/4"
4/25/01 5204'- 5381' Frac A/LODC sands as follows:

CEMENT DATA: 145 sxs Class "G" cmt, 48,733#20/40 sand in 414 bbls Viking 1-
25 Fluid. Treated @avg press of2080
psi w/ avgrate of29.7 BPM. ISIP 2160

\/ psi. Flow back on 12/64 choke for 2.5 hrs
& died.

4/26/01 4779'-4961' Frac C, D sands as follows:
101,150# 20/40 sand in 694 bbis Viking
1-25 Fluid. Treated @avg press of 1760
psi w/ avg rate of30.4 BPM. ISIP 2040

PRODUCTION CASING psi.

CSG SIZE: 5-l/2" 4/27/01 4243'-10 Frac GB-4, GB-6 sands as follows:

GRADE: J-55 185,360#20/40 sand in 1209 bbls Viking
1-25 Fluid. Treated @avg press of 1650

WEIGHT: 15.5# psi w/ avg rate of30.2 BPM. ISIP 1890

LENGTH: 141 jts. (5984.80') psipFlow back on 12/64 choke for 6 hrs

DEPTH LANDED: 5980.40'
2/15/02 Stuck pump. Update rod and tubing details.

HOLE SIZE: 7-7/8"
8/28/02 Tubing leak. Update rod and tubing details.

CEMENT DATA: 275 sk Prem. Lite II mixed & 450 sxs 50/50 POZ.
11/23/04 Parted rods. Update rod detail.

CEMENT TOP: 251'
02/12/05 Parted rods. Update rod detail.

01/23/07 Tubing Leak. Update rod and tubing details.

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 172 jts (5554.03')

TUBING ANCHOR: 5573.13'

NO. OF JOINTS: 3 jts (96.96')

SEATlNG NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5671.19.'

NO. OF JOINTS: 2 jts (62.86')

TOTAL STRING LENGTH: EOT @5734.50' KB
4243'-4310'

4547'-4558' (NoFrac)

SUCKER RODS 4779'-4783'

4788'-4797' PERFORATION RECORDLcIKSEDRORDOS11-4'

1-2'2x /4" pony rods, 101-3/4" guided rods, 82-3/4"
4850'-4854 576 ' 3 F

slick rods, 38-3/4" guided rods, 6-1 1/2" weight rods - - 4952 -4961
4/25/01 5367'-5381' 4 JSPF 56 holes

PUMP SIZE: 2 1/2"x 1 1/2"x 12 x 15 1/2' RHAC w/ SM Plunger 2 i | 5204'-5209' 4/25/01 5326'-5328' 4 JSPF 08 holes

STROKE LENGTH: 86" : i | 531T-5320' 4/25/01 5317'-5320' 4 JSPF 12 holes
4/25/01 5204'-5209' 4 JSPF 20 holes

PUMP SPEED, SPM: 4 5326'-5328' 4/26/01 4952'-4961' 4 JSPF 36 holes
LOGS:Dual Lateralog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR 2 i 5367'-538l' 11 F

. 4/26/01 4779'-4783' 4 JSPF 16 holesAnchor @5574' 4/27/01 4547'-4558' 4 JSPF 44 holes
4/27/01 4243'-4310' 4JSPF 188holes

2 ? 5 i 5665'-5668'
SN @5671'

i i 5724'-5730'

EOT @5735'

NEWFIELD Top of Fill @5799'

PBTD @5931'

West Point #8-7-9-16
2081 FNL & 771 FEL SHOE @5980'

SEINE Sec. 7, T9S R16E TD @5989'
Duchesne, County

API# 43-013-32211; Lease# UTU-74390

TW

West Point #8-7-9-16
Spud Date: 3/24/2001
Put on Production: 5/01/2001

Initial Production: 159.6 BOPD,
GL: 5901' KB: 55911' Wellbore Diagram 179 MCFD, 48.4 BWPD

SURFACE CASING FRAC JOBS
CSG SIZE: 8-5/8" 4/23/01 5668'-5730' Frac CP-2 sands as follows:
GRADE: 1-55 Cement Top @251 31,133# 20/40 sand in 327 bbis Viking 1-

25 Fluid. Treated @avg press of 1800
WEIGHT: 24# psi w/ avg rate of30 BPM. ISIP 1840

LENGTH: 7 jts. (306.35') psi Felowback on 12/64 choke for 2 hrs

HOLE SIZE:12-1/4"
4/25/01 5204'- 5381' Frac A/LODC sands as follows:

CEMENT DATA: 145 sxs Class "G" cmt, 48,733#20/40 sand in 414 bbls Viking 1-
25 Fluid. Treated @avg press of2080
psi w/ avgrate of29.7 BPM. ISIP 2160

\/ psi. Flow back on 12/64 choke for 2.5 hrs
& died.

4/26/01 4779'-4961' Frac C, D sands as follows:
101,150# 20/40 sand in 694 bbis Viking
1-25 Fluid. Treated @avg press of 1760
psi w/ avg rate of30.4 BPM. ISIP 2040

PRODUCTION CASING psi.

CSG SIZE: 5-l/2" 4/27/01 4243'-10 Frac GB-4, GB-6 sands as follows:

GRADE: J-55 185,360#20/40 sand in 1209 bbls Viking
1-25 Fluid. Treated @avg press of 1650

WEIGHT: 15.5# psi w/ avg rate of30.2 BPM. ISIP 1890

LENGTH: 141 jts. (5984.80') psipFlow back on 12/64 choke for 6 hrs

DEPTH LANDED: 5980.40'
2/15/02 Stuck pump. Update rod and tubing details.

HOLE SIZE: 7-7/8"
8/28/02 Tubing leak. Update rod and tubing details.

CEMENT DATA: 275 sk Prem. Lite II mixed & 450 sxs 50/50 POZ.
11/23/04 Parted rods. Update rod detail.

CEMENT TOP: 251'
02/12/05 Parted rods. Update rod detail.

01/23/07 Tubing Leak. Update rod and tubing details.

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 172 jts (5554.03')

TUBING ANCHOR: 5573.13'

NO. OF JOINTS: 3 jts (96.96')

SEATlNG NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5671.19.'

NO. OF JOINTS: 2 jts (62.86')

TOTAL STRING LENGTH: EOT @5734.50' KB
4243'-4310'

4547'-4558' (NoFrac)

SUCKER RODS 4779'-4783'

4788'-4797' PERFORATION RECORDLcIKSEDRORDOS11-4'

1-2'2x /4" pony rods, 101-3/4" guided rods, 82-3/4"
4850'-4854 576 ' 3 F

slick rods, 38-3/4" guided rods, 6-1 1/2" weight rods - - 4952 -4961
4/25/01 5367'-5381' 4 JSPF 56 holes

PUMP SIZE: 2 1/2"x 1 1/2"x 12 x 15 1/2' RHAC w/ SM Plunger 2 i | 5204'-5209' 4/25/01 5326'-5328' 4 JSPF 08 holes

STROKE LENGTH: 86" : i | 531T-5320' 4/25/01 5317'-5320' 4 JSPF 12 holes
4/25/01 5204'-5209' 4 JSPF 20 holes

PUMP SPEED, SPM: 4 5326'-5328' 4/26/01 4952'-4961' 4 JSPF 36 holes
LOGS:Dual Lateralog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR 2 i 5367'-538l' 11 F

. 4/26/01 4779'-4783' 4 JSPF 16 holesAnchor @5574' 4/27/01 4547'-4558' 4 JSPF 44 holes
4/27/01 4243'-4310' 4JSPF 188holes

2 ? 5 i 5665'-5668'
SN @5671'

i i 5724'-5730'

EOT @5735'

NEWFIELD Top of Fill @5799'

PBTD @5931'

West Point #8-7-9-16
2081 FNL & 771 FEL SHOE @5980'

SEINE Sec. 7, T9S R16E TD @5989'
Duchesne, County

API# 43-013-32211; Lease# UTU-74390

TW



Spud Date: 12/1/97 Nine Mile 10-7-9-16
Put on Production: 1/10/98 Initial Production: 150 BOPD,
GL: 5850' KB: 5862'

Wellbore Diagram 186MCFPD, 30 BWPD

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 12/30/97 5608'-5788' Frac CP sand as follows:

GRADE: J-55 129,100# of20/40 sd in 627 bbls Delta Frac.
Treated @avg rate 35 bpm, avg press 1600

WEIGHT:24# psi. ISIP-2029 psi. Calc. flush: 5608 gal.
LENGTH: 7 jts, (290') Actual flush: 5551 gal,

PEPTH LANDED: 303' KB 1/1/98 5232'-5316' Frac LDC sand as follows:
125,400# of20/40 sd in 560 bbls Delta Frac.

HOLE SIZE:12-1/4" Treated @avg rate of30.3 BPM, avg press
CEMENT DATA: 200 sxs Premium cmt, est 4 bbIs to surf 2A600psLISIPS129892si. Calc. flush: 5232 gal.

1/4/98 4945'-5088' Frac A sand as follows:
- - 127,200# 20/40 sand in 608 bbis Delta Frac.

Treated w/avg press of2493 psi w/avg rate of
35 BPM. ISIP - 3120 psi. Calc. flush: 4945
gal. Actual flush: 4844 gal.

1/8/98 4569'-4580' Frac YDC sands as follows:PRODUCTION CASING
59,000#20/40sand in 374bblsofDeltaFrac.

CSG SIZE: 5-1/2" Treated @avg press of2800 psi w/avg rate of
27 BPM, ISIP-3904 psi. Screened out w/GRADE: J-55 Cement Top @1000' l146 gal flush remaining. Cale. flush: 4569

WEIGHT: 15.5# gal. Actual flush: 3337 gal.

LENGTH: 137 jts. (5847') 4/16/99 Pump change. Update rod and tubing details.

DEPTH LANDED: 5858' KB 5/5/03 4673'-4680' Frac D1 sand as follows:

HOLE SIZE: 7-7/8,, 25,028# 20/40 sand in 218 bbIs of Viking 1-25
fluid. Treated @avg press of2661 psi w/avg

CEMENT DATA: 430 sks Hibond mixed & 360 sks thixotropic rate of 16 BPM. ISIP-1720 psi. Calc
CEMENT TOP AT: 1000, flush:1204 gal. Actual flush: 1134 gal.

5/5/03 4148'-4208' Frac GB4 sand as follows:
49,527# 20/40 sand in 400 bbls of Viking I-
25 fluid. Treated @avg press of 1679 psi
w/avg rate of22 BPM. ISIP-2070 psi. Calc.

TUBING flush:4146 gal. Actual flush: 4074 gal.

5/5/04 Parted rods. Update rod detail.
SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5# 4148'- 4156'

01/10/06 Pump change. Update rod and tubing details.
NO. OF JOINTS: 178jts (5563.88') 4160'- 4164' 05/04/06 Pump change. Update tubing & rod detail
TUBING ANCHOR: 5575.88' KB 4169- 4173' 7/22/08 pump change. Updated rod and tubing detail
NO. OF JOINTS: 1 jt (31.15')

SN LANDED AT: 5609.78' KB 4204'-4208'

NO. OF JOINTS: 2 jts (62.55') 4569'- 4580'
2 7/8 NC (.40') PERFORATION RECORD

TOTAL STRING LENGTH: EOT @5673.83' wl2' KB 4673'-4680'

12/25/97 5608'-5616' 4 JSPF 32 holes
4945'-4948'

12/25/97 5768'-5788' 4 JSPF 80 holes

5025'-5034' 12/31/97 5232'-5246' 4JSPF 56holes

SUCKER RODS 12/31/97 5250'-5258' 4 JSPF 32 holes
5082'- 5088' 12/31/97 5272'-5288' 4 JSPF 64 holes

POLISHED ROD: 1-1/2" x 22' polished rod 12/31/97 5312'-5316' 4 JSPF 16 holes
SUCKER RODS: 1-8', 1-6', 2-4' X ¾" pony rod, 91-3/4" guided rods, 74- 5232'- 5246' 1/3/98 4945'-4948' 4 JSPF 12 holes
3/4" slick rods, 52-3/4" guided rods (bottom 20 new), 2- 1 5/8" wt. bars, 4 - i - 5250'- 5258' 1/3/98 5025'-5034' 4 JSPF 36 holes
1 ½" wt bars : | : 5272'- 5288' 1/3/98 5082'-5088' 4 JSPF 24 holes
PUMP SIZE: CDI 2-1/2" x 1-1/2" x 16' RHAC pump w/ 120" SL

5312'-5316' 1/6/98 4569'-4580' 4 JSPF 44 holes
STROKE LENGTH: 86

: 5608'- 5616' 05/2/03 4673'-4680' 4 JSPF 28 holes
PUMP SPEED, 5 SPM 05/2/03 4204'-4208' 4 JSPF 16 holes

Anchor @5576' 05/2/03 4169'-4173' 4 JSPF 16holes

SN @5609, 5/02/03 4160'-4164' 4 JSPF 16 holes
5/02/03 4148'-4156' 4 JSPF 32 holes

EOT @5674'

i 2 5768'- 5788'

Top of Fill @5807'
NEWFIELD

----- PBTD @5820'

Nine Mile 10-7-9-16 SHOE @5858'

2131 FSL & 1910 FEL TD @5860'
NWISE Section 7-T9S-R16E

Duchesne Co, Utah
API #43-013-31773; Lease #UTU-74390

EL

Spud Date: 12/1/97 Nine Mile 10-7-9-16
Put on Production: 1/10/98 Initial Production: 150 BOPD,
GL: 5850' KB: 5862'

Wellbore Diagram 186MCFPD, 30 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 12/30/97 5608'-5788' Frac CP sand as follows:

GRADE: J-55 129,100# of20/40 sd in 627 bbls Delta Frac.
Treated @avg rate 35 bpm, avg press 1600

WEIGHT:24# psi. ISIP-2029 psi. Calc. flush: 5608 gal.
LENGTH: 7 jts, (290') Actual flush: 5551 gal,

PEPTH LANDED: 303' KB 1/1/98 5232'-5316' Frac LDC sand as follows:
125,400# of20/40 sd in 560 bbls Delta Frac.

HOLE SIZE:12-1/4" Treated @avg rate of30.3 BPM, avg press
CEMENT DATA: 200 sxs Premium cmt, est 4 bbIs to surf 2A600psLISIPS129892si. Calc. flush: 5232 gal.

1/4/98 4945'-5088' Frac A sand as follows:
- - 127,200# 20/40 sand in 608 bbis Delta Frac.

Treated w/avg press of2493 psi w/avg rate of
35 BPM. ISIP - 3120 psi. Calc. flush: 4945
gal. Actual flush: 4844 gal.

1/8/98 4569'-4580' Frac YDC sands as follows:PRODUCTION CASING
59,000#20/40sand in 374bblsofDeltaFrac.

CSG SIZE: 5-1/2" Treated @avg press of2800 psi w/avg rate of
27 BPM, ISIP-3904 psi. Screened out w/GRADE: J-55 Cement Top @1000' l146 gal flush remaining. Cale. flush: 4569

WEIGHT: 15.5# gal. Actual flush: 3337 gal.

LENGTH: 137 jts. (5847') 4/16/99 Pump change. Update rod and tubing details.

DEPTH LANDED: 5858' KB 5/5/03 4673'-4680' Frac D1 sand as follows:

HOLE SIZE: 7-7/8,, 25,028# 20/40 sand in 218 bbIs of Viking 1-25
fluid. Treated @avg press of2661 psi w/avg

CEMENT DATA: 430 sks Hibond mixed & 360 sks thixotropic rate of 16 BPM. ISIP-1720 psi. Calc
CEMENT TOP AT: 1000, flush:1204 gal. Actual flush: 1134 gal.

5/5/03 4148'-4208' Frac GB4 sand as follows:
49,527# 20/40 sand in 400 bbls of Viking I-
25 fluid. Treated @avg press of 1679 psi
w/avg rate of22 BPM. ISIP-2070 psi. Calc.

TUBING flush:4146 gal. Actual flush: 4074 gal.

5/5/04 Parted rods. Update rod detail.
SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5# 4148'- 4156'

01/10/06 Pump change. Update rod and tubing details.
NO. OF JOINTS: 178jts (5563.88') 4160'- 4164' 05/04/06 Pump change. Update tubing & rod detail
TUBING ANCHOR: 5575.88' KB 4169- 4173' 7/22/08 pump change. Updated rod and tubing detail
NO. OF JOINTS: 1 jt (31.15')

SN LANDED AT: 5609.78' KB 4204'-4208'

NO. OF JOINTS: 2 jts (62.55') 4569'- 4580'
2 7/8 NC (.40') PERFORATION RECORD

TOTAL STRING LENGTH: EOT @5673.83' wl2' KB 4673'-4680'

12/25/97 5608'-5616' 4 JSPF 32 holes
4945'-4948'

12/25/97 5768'-5788' 4 JSPF 80 holes

5025'-5034' 12/31/97 5232'-5246' 4JSPF 56holes

SUCKER RODS 12/31/97 5250'-5258' 4 JSPF 32 holes
5082'- 5088' 12/31/97 5272'-5288' 4 JSPF 64 holes

POLISHED ROD: 1-1/2" x 22' polished rod 12/31/97 5312'-5316' 4 JSPF 16 holes
SUCKER RODS: 1-8', 1-6', 2-4' X ¾" pony rod, 91-3/4" guided rods, 74- 5232'- 5246' 1/3/98 4945'-4948' 4 JSPF 12 holes
3/4" slick rods, 52-3/4" guided rods (bottom 20 new), 2- 1 5/8" wt. bars, 4 - i - 5250'- 5258' 1/3/98 5025'-5034' 4 JSPF 36 holes
1 ½" wt bars : | : 5272'- 5288' 1/3/98 5082'-5088' 4 JSPF 24 holes
PUMP SIZE: CDI 2-1/2" x 1-1/2" x 16' RHAC pump w/ 120" SL

5312'-5316' 1/6/98 4569'-4580' 4 JSPF 44 holes
STROKE LENGTH: 86

: 5608'- 5616' 05/2/03 4673'-4680' 4 JSPF 28 holes
PUMP SPEED, 5 SPM 05/2/03 4204'-4208' 4 JSPF 16 holes

Anchor @5576' 05/2/03 4169'-4173' 4 JSPF 16holes

SN @5609, 5/02/03 4160'-4164' 4 JSPF 16 holes
5/02/03 4148'-4156' 4 JSPF 32 holes

EOT @5674'

i 2 5768'- 5788'

Top of Fill @5807'
NEWFIELD

----- PBTD @5820'

Nine Mile 10-7-9-16 SHOE @5858'

2131 FSL & 1910 FEL TD @5860'
NWISE Section 7-T9S-R16E

Duchesne Co, Utah
API #43-013-31773; Lease #UTU-74390

EL

Spud Date: 12/1/97 Nine Mile 10-7-9-16
Put on Production: 1/10/98 Initial Production: 150 BOPD,
GL: 5850' KB: 5862'

Wellbore Diagram 186MCFPD, 30 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 12/30/97 5608'-5788' Frac CP sand as follows:

GRADE: J-55 129,100# of20/40 sd in 627 bbls Delta Frac.
Treated @avg rate 35 bpm, avg press 1600

WEIGHT:24# psi. ISIP-2029 psi. Calc. flush: 5608 gal.
LENGTH: 7 jts, (290') Actual flush: 5551 gal,

PEPTH LANDED: 303' KB 1/1/98 5232'-5316' Frac LDC sand as follows:
125,400# of20/40 sd in 560 bbls Delta Frac.

HOLE SIZE:12-1/4" Treated @avg rate of30.3 BPM, avg press
CEMENT DATA: 200 sxs Premium cmt, est 4 bbIs to surf 2A600psLISIPS129892si. Calc. flush: 5232 gal.

1/4/98 4945'-5088' Frac A sand as follows:
- - 127,200# 20/40 sand in 608 bbis Delta Frac.

Treated w/avg press of2493 psi w/avg rate of
35 BPM. ISIP - 3120 psi. Calc. flush: 4945
gal. Actual flush: 4844 gal.

1/8/98 4569'-4580' Frac YDC sands as follows:PRODUCTION CASING
59,000#20/40sand in 374bblsofDeltaFrac.

CSG SIZE: 5-1/2" Treated @avg press of2800 psi w/avg rate of
27 BPM, ISIP-3904 psi. Screened out w/GRADE: J-55 Cement Top @1000' l146 gal flush remaining. Cale. flush: 4569

WEIGHT: 15.5# gal. Actual flush: 3337 gal.

LENGTH: 137 jts. (5847') 4/16/99 Pump change. Update rod and tubing details.

DEPTH LANDED: 5858' KB 5/5/03 4673'-4680' Frac D1 sand as follows:

HOLE SIZE: 7-7/8,, 25,028# 20/40 sand in 218 bbIs of Viking 1-25
fluid. Treated @avg press of2661 psi w/avg

CEMENT DATA: 430 sks Hibond mixed & 360 sks thixotropic rate of 16 BPM. ISIP-1720 psi. Calc
CEMENT TOP AT: 1000, flush:1204 gal. Actual flush: 1134 gal.

5/5/03 4148'-4208' Frac GB4 sand as follows:
49,527# 20/40 sand in 400 bbls of Viking I-
25 fluid. Treated @avg press of 1679 psi
w/avg rate of22 BPM. ISIP-2070 psi. Calc.

TUBING flush:4146 gal. Actual flush: 4074 gal.

5/5/04 Parted rods. Update rod detail.
SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5# 4148'- 4156'

01/10/06 Pump change. Update rod and tubing details.
NO. OF JOINTS: 178jts (5563.88') 4160'- 4164' 05/04/06 Pump change. Update tubing & rod detail
TUBING ANCHOR: 5575.88' KB 4169- 4173' 7/22/08 pump change. Updated rod and tubing detail
NO. OF JOINTS: 1 jt (31.15')

SN LANDED AT: 5609.78' KB 4204'-4208'

NO. OF JOINTS: 2 jts (62.55') 4569'- 4580'
2 7/8 NC (.40') PERFORATION RECORD

TOTAL STRING LENGTH: EOT @5673.83' wl2' KB 4673'-4680'

12/25/97 5608'-5616' 4 JSPF 32 holes
4945'-4948'

12/25/97 5768'-5788' 4 JSPF 80 holes

5025'-5034' 12/31/97 5232'-5246' 4JSPF 56holes

SUCKER RODS 12/31/97 5250'-5258' 4 JSPF 32 holes
5082'- 5088' 12/31/97 5272'-5288' 4 JSPF 64 holes

POLISHED ROD: 1-1/2" x 22' polished rod 12/31/97 5312'-5316' 4 JSPF 16 holes
SUCKER RODS: 1-8', 1-6', 2-4' X ¾" pony rod, 91-3/4" guided rods, 74- 5232'- 5246' 1/3/98 4945'-4948' 4 JSPF 12 holes
3/4" slick rods, 52-3/4" guided rods (bottom 20 new), 2- 1 5/8" wt. bars, 4 - i - 5250'- 5258' 1/3/98 5025'-5034' 4 JSPF 36 holes
1 ½" wt bars : | : 5272'- 5288' 1/3/98 5082'-5088' 4 JSPF 24 holes
PUMP SIZE: CDI 2-1/2" x 1-1/2" x 16' RHAC pump w/ 120" SL

5312'-5316' 1/6/98 4569'-4580' 4 JSPF 44 holes
STROKE LENGTH: 86

: 5608'- 5616' 05/2/03 4673'-4680' 4 JSPF 28 holes
PUMP SPEED, 5 SPM 05/2/03 4204'-4208' 4 JSPF 16 holes

Anchor @5576' 05/2/03 4169'-4173' 4 JSPF 16holes

SN @5609, 5/02/03 4160'-4164' 4 JSPF 16 holes
5/02/03 4148'-4156' 4 JSPF 32 holes

EOT @5674'

i 2 5768'- 5788'

Top of Fill @5807'
NEWFIELD

----- PBTD @5820'

Nine Mile 10-7-9-16 SHOE @5858'

2131 FSL & 1910 FEL TD @5860'
NWISE Section 7-T9S-R16E

Duchesne Co, Utah
API #43-013-31773; Lease #UTU-74390

EL

Spud Date: 12/1/97 Nine Mile 10-7-9-16
Put on Production: 1/10/98 Initial Production: 150 BOPD,
GL: 5850' KB: 5862'

Wellbore Diagram 186MCFPD, 30 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 12/30/97 5608'-5788' Frac CP sand as follows:

GRADE: J-55 129,100# of20/40 sd in 627 bbls Delta Frac.
Treated @avg rate 35 bpm, avg press 1600

WEIGHT:24# psi. ISIP-2029 psi. Calc. flush: 5608 gal.
LENGTH: 7 jts, (290') Actual flush: 5551 gal,

PEPTH LANDED: 303' KB 1/1/98 5232'-5316' Frac LDC sand as follows:
125,400# of20/40 sd in 560 bbls Delta Frac.

HOLE SIZE:12-1/4" Treated @avg rate of30.3 BPM, avg press
CEMENT DATA: 200 sxs Premium cmt, est 4 bbIs to surf 2A600psLISIPS129892si. Calc. flush: 5232 gal.

1/4/98 4945'-5088' Frac A sand as follows:
- - 127,200# 20/40 sand in 608 bbis Delta Frac.

Treated w/avg press of2493 psi w/avg rate of
35 BPM. ISIP - 3120 psi. Calc. flush: 4945
gal. Actual flush: 4844 gal.

1/8/98 4569'-4580' Frac YDC sands as follows:PRODUCTION CASING
59,000#20/40sand in 374bblsofDeltaFrac.

CSG SIZE: 5-1/2" Treated @avg press of2800 psi w/avg rate of
27 BPM, ISIP-3904 psi. Screened out w/GRADE: J-55 Cement Top @1000' l146 gal flush remaining. Cale. flush: 4569

WEIGHT: 15.5# gal. Actual flush: 3337 gal.

LENGTH: 137 jts. (5847') 4/16/99 Pump change. Update rod and tubing details.

DEPTH LANDED: 5858' KB 5/5/03 4673'-4680' Frac D1 sand as follows:

HOLE SIZE: 7-7/8,, 25,028# 20/40 sand in 218 bbIs of Viking 1-25
fluid. Treated @avg press of2661 psi w/avg

CEMENT DATA: 430 sks Hibond mixed & 360 sks thixotropic rate of 16 BPM. ISIP-1720 psi. Calc
CEMENT TOP AT: 1000, flush:1204 gal. Actual flush: 1134 gal.

5/5/03 4148'-4208' Frac GB4 sand as follows:
49,527# 20/40 sand in 400 bbls of Viking I-
25 fluid. Treated @avg press of 1679 psi
w/avg rate of22 BPM. ISIP-2070 psi. Calc.

TUBING flush:4146 gal. Actual flush: 4074 gal.

5/5/04 Parted rods. Update rod detail.
SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5# 4148'- 4156'

01/10/06 Pump change. Update rod and tubing details.
NO. OF JOINTS: 178jts (5563.88') 4160'- 4164' 05/04/06 Pump change. Update tubing & rod detail
TUBING ANCHOR: 5575.88' KB 4169- 4173' 7/22/08 pump change. Updated rod and tubing detail
NO. OF JOINTS: 1 jt (31.15')

SN LANDED AT: 5609.78' KB 4204'-4208'

NO. OF JOINTS: 2 jts (62.55') 4569'- 4580'
2 7/8 NC (.40') PERFORATION RECORD

TOTAL STRING LENGTH: EOT @5673.83' wl2' KB 4673'-4680'

12/25/97 5608'-5616' 4 JSPF 32 holes
4945'-4948'

12/25/97 5768'-5788' 4 JSPF 80 holes

5025'-5034' 12/31/97 5232'-5246' 4JSPF 56holes

SUCKER RODS 12/31/97 5250'-5258' 4 JSPF 32 holes
5082'- 5088' 12/31/97 5272'-5288' 4 JSPF 64 holes

POLISHED ROD: 1-1/2" x 22' polished rod 12/31/97 5312'-5316' 4 JSPF 16 holes
SUCKER RODS: 1-8', 1-6', 2-4' X ¾" pony rod, 91-3/4" guided rods, 74- 5232'- 5246' 1/3/98 4945'-4948' 4 JSPF 12 holes
3/4" slick rods, 52-3/4" guided rods (bottom 20 new), 2- 1 5/8" wt. bars, 4 - i - 5250'- 5258' 1/3/98 5025'-5034' 4 JSPF 36 holes
1 ½" wt bars : | : 5272'- 5288' 1/3/98 5082'-5088' 4 JSPF 24 holes
PUMP SIZE: CDI 2-1/2" x 1-1/2" x 16' RHAC pump w/ 120" SL

5312'-5316' 1/6/98 4569'-4580' 4 JSPF 44 holes
STROKE LENGTH: 86

: 5608'- 5616' 05/2/03 4673'-4680' 4 JSPF 28 holes
PUMP SPEED, 5 SPM 05/2/03 4204'-4208' 4 JSPF 16 holes

Anchor @5576' 05/2/03 4169'-4173' 4 JSPF 16holes

SN @5609, 5/02/03 4160'-4164' 4 JSPF 16 holes
5/02/03 4148'-4156' 4 JSPF 32 holes

EOT @5674'

i 2 5768'- 5788'

Top of Fill @5807'
NEWFIELD

----- PBTD @5820'

Nine Mile 10-7-9-16 SHOE @5858'

2131 FSL & 1910 FEL TD @5860'
NWISE Section 7-T9S-R16E

Duchesne Co, Utah
API #43-013-31773; Lease #UTU-74390

EL



West Point #9-7-9-16 N ËÔ
Spud Date: 3/20/01 Initial Production: 73.2 BOPD,
Put on Production: 4/21/01 Injection Wellbore 130.5 MCFD, 87.8 BWPD
GL: 5963' KB: 5973' Diagram

SURFACE CASING
_

FRAC JOB
CSG SIZE: 8-5/8"

4/16/01 5711-16'

GRADE: J-55 5741-48'

WEIGHT: 24# 5866-72' Frac CP sand as follows:
LENGTH: 7 jts. (295.92') 59,200# 20/40 sand in 252 bbls Viking 1-

DEPTH LANDED: 304.92, 25 fluid. Perfs broke down @2190 psi.
Treated @avg press of 1680 psi w/avg

HOLE SIZE:12-l/4" rate of 30 BPM. ISIP 2000 psi.

CEMENT DATA: 145 sxs Class "G" cmt. 4/16/01 5382-96'

5400-16'

5426-38' Frac LODC sand as follows:

Set plug at 5460'.

161,500# 20/40 sand in 678 bbls
Viking I-25 fluid. Perfs broke down @

PRODUCTION CASING 4200 psi. Treated @avg press of2700

CSG SIZE: 5-1/2,, psi w/avg rate of30 BPM.. ISIP 2710 psi,
flow back on 12/64 choke @1 BPM.

GRADE:1-55 4/17/01 5214-22'

WEIGHT: 15.5#
SN @4184 5184-92' Frac A sands as follows:

LENGTH: 142jts. (5999.75')
Packer @4188' Set plug @5306'.

DEPTH LANDED: 5995.35, Frac with 53,000#20/40 sand in 436 bbls

.. EOT @4192, Viking I-25 fluid. Perfs broke down @
HOLE SIZE: 7-7/8" 3031 psi. Treated @avg press of 1900

CEMENT DATA: 275 sk Prem. Lite II mixed & 450 sxs 50/50 POZ. 4268-4292' GB4 psi w/avg rate of29.5 BPM. ISIP 2340
psi.

CEMENT TOP AT: ? per CBL 4/18/01 4268-92' Frac GB-4 sands as follows:

Set plug @4326'.
Frac with 100,500# 20/40 sand in 621
bbis Viking 1-25 fluid. Perfs broke down

4793-4797' DI @2204 psi. Treated @avg press of
TUBING 1780psiw/avgrateof29.9BPM. ISIP

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 5184'-5192' A .5 sds 2050 psi.

9/2/02 Set packer. Waiting on permissionNO. OF JOINTS: 129 jts (4183.29') to inject.
SEATING NIPPLE: 2-7/8" (1.10') 9/15/02 Start Injecting
SN LANDED AT: 4184.39'

10/10/07 5 Year MIT completed and submitted.
PACKER: 4187.60' 5214'-5222' Al
TOTAL STRING LENGTH: EOT @4191.70'

5382'-5396' LODC

PERFORATION RECORD

5400'-5416' LODC 4/16/01 5866'-5872' 4 JSPF 24 holes
4/16/01 5741'-5748' 4 JSPF 28 holes
4/16/01 5711'-5716' 4 JSPF 20 holes
4/16/01 5426'-5438' 4 JSPF 48 holes

5426'-5438' LODC 4/16/01 5400'-5416' 4 JSPF 64 holes
4/16/01 5382'-5396' 4 JSPF 56 holes
4/17/01 5214'-5222' 4 JSPF 32 holes
4/17/01 5184'-5192' 4 JSPF 32 holes
4/18/01 4793'-4797' 4 JSPF 16 holes

571l'-5716' CP1 4/18/01 4268'-4292' 4 JSPF 96 holes

5741'-5748' CP2

5866'-5872' CP3

NEWFIELD
PBTD @5980'

West Point #9-7-9-16 SHOE @5995'
1980' FSL & 660' FEL TD @5996'

NESE Section 7-T9S-R16E
Duchesne Co, Utah

API #43-013-32212; Lease #UTU-74390
CR

West Point #9-7-9-16 N ËÔ
Spud Date: 3/20/01 Initial Production: 73.2 BOPD,
Put on Production: 4/21/01 Injection Wellbore 130.5 MCFD, 87.8 BWPD
GL: 5963' KB: 5973' Diagram

SURFACE CASING
_

FRAC JOB

CSG SIZE: 8-5/8"
4/16/01 5711-16'

GRADE: J-55 5741-48'

WEIGHT: 24# 5866-72' Frac CP sand as follows:
LENGTH: 7 jts. (295.92') 59,200# 20/40 sand in 252 bbls Viking 1-

DEPTH LANDED: 304.92, 25 fluid. Perfs broke down @2190 psi.
Treated @avg press of 1680 psi w/avg

HOLE SIZE:12-l/4" rate of 30 BPM. ISIP 2000 psi.

CEMENT DATA: 145 sxs Class "G" cmt. 4/16/01 5382-96'

5400-16'

5426-38' Frac LODC sand as follows:

Set plug at 5460'.

161,500# 20/40 sand in 678 bbls
Viking I-25 fluid. Perfs broke down @

PRODUCTION CASING 4200 psi. Treated @avg press of2700

CSG SIZE: 5-1/2,, psi w/avg rate of30 BPM.. ISIP 2710 psi,
flow back on 12/64 choke @1 BPM.

GRADE:1-55 4/17/01 5214-22'

WEIGHT: 15.5#
SN @4184 5184-92' Frac A sands as follows:

LENGTH: 142jts. (5999.75')
Packer @4188' Set plug @5306'.

DEPTH LANDED: 5995.35, Frac with 53,000#20/40 sand in 436 bbls

.. EOT @4192, Viking I-25 fluid. Perfs broke down @
HOLE SIZE: 7-7/8" 3031 psi. Treated @avg press of 1900

CEMENT DATA: 275 sk Prem. Lite II mixed & 450 sxs 50/50 POZ. 4268-4292' GB4 psi w/avg rate of29.5 BPM. ISIP 2340
psi.

CEMENT TOP AT: ? per CBL 4/18/01 4268-92' Frac GB-4 sands as follows:

Set plug @4326'.
Frac with 100,500# 20/40 sand in 621
bbis Viking 1-25 fluid. Perfs broke down

4793-4797' DI @2204 psi. Treated @avg press of
TUBING 1780psiw/avgrateof29.9BPM. ISIP

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 5184'-5192' A .5 sds 2050 psi.

9/2/02 Set packer. Waiting on permissionNO. OF JOINTS: 129 jts (4183.29') to inject.
SEATING NIPPLE: 2-7/8" (1.10') 9/15/02 Start Injecting
SN LANDED AT: 4184.39'

10/10/07 5 Year MIT completed and submitted.
PACKER: 4187.60' 5214'-5222' Al
TOTAL STRING LENGTH: EOT @4191.70'

5382'-5396' LODC

PERFORATION RECORD

5400'-5416' LODC 4/16/01 5866'-5872' 4 JSPF 24 holes
4/16/01 5741'-5748' 4 JSPF 28 holes
4/16/01 5711'-5716' 4 JSPF 20 holes
4/16/01 5426'-5438' 4 JSPF 48 holes

5426'-5438' LODC 4/16/01 5400'-5416' 4 JSPF 64 holes
4/16/01 5382'-5396' 4 JSPF 56 holes
4/17/01 5214'-5222' 4 JSPF 32 holes
4/17/01 5184'-5192' 4 JSPF 32 holes
4/18/01 4793'-4797' 4 JSPF 16 holes

571l'-5716' CP1 4/18/01 4268'-4292' 4 JSPF 96 holes

5741'-5748' CP2

5866'-5872' CP3

NEWFIELD
PBTD @5980'

West Point #9-7-9-16 SHOE @5995'
1980' FSL & 660' FEL TD @5996'

NESE Section 7-T9S-R16E
Duchesne Co, Utah

API #43-013-32212; Lease #UTU-74390
CR

West Point #9-7-9-16 N ËÔ
Spud Date: 3/20/01 Initial Production: 73.2 BOPD,
Put on Production: 4/21/01 Injection Wellbore 130.5 MCFD, 87.8 BWPD
GL: 5963' KB: 5973' Diagram

SURFACE CASING
_

FRAC JOB

CSG SIZE: 8-5/8"
4/16/01 5711-16'

GRADE: J-55 5741-48'

WEIGHT: 24# 5866-72' Frac CP sand as follows:
LENGTH: 7 jts. (295.92') 59,200# 20/40 sand in 252 bbls Viking 1-

DEPTH LANDED: 304.92, 25 fluid. Perfs broke down @2190 psi.
Treated @avg press of 1680 psi w/avg

HOLE SIZE:12-l/4" rate of 30 BPM. ISIP 2000 psi.

CEMENT DATA: 145 sxs Class "G" cmt. 4/16/01 5382-96'

5400-16'

5426-38' Frac LODC sand as follows:

Set plug at 5460'.

161,500# 20/40 sand in 678 bbls
Viking I-25 fluid. Perfs broke down @

PRODUCTION CASING 4200 psi. Treated @avg press of2700

CSG SIZE: 5-1/2,, psi w/avg rate of30 BPM.. ISIP 2710 psi,
flow back on 12/64 choke @1 BPM.

GRADE:1-55 4/17/01 5214-22'

WEIGHT: 15.5#
SN @4184 5184-92' Frac A sands as follows:

LENGTH: 142jts. (5999.75')
Packer @4188' Set plug @5306'.

DEPTH LANDED: 5995.35, Frac with 53,000#20/40 sand in 436 bbls

.. EOT @4192, Viking I-25 fluid. Perfs broke down @
HOLE SIZE: 7-7/8" 3031 psi. Treated @avg press of 1900

CEMENT DATA: 275 sk Prem. Lite II mixed & 450 sxs 50/50 POZ. 4268-4292' GB4 psi w/avg rate of29.5 BPM. ISIP 2340
psi.

CEMENT TOP AT: ? per CBL 4/18/01 4268-92' Frac GB-4 sands as follows:

Set plug @4326'.
Frac with 100,500# 20/40 sand in 621
bbis Viking 1-25 fluid. Perfs broke down

4793-4797' DI @2204 psi. Treated @avg press of
TUBING 1780psiw/avgrateof29.9BPM. ISIP

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 5184'-5192' A .5 sds 2050 psi.

9/2/02 Set packer. Waiting on permissionNO. OF JOINTS: 129 jts (4183.29') to inject.
SEATING NIPPLE: 2-7/8" (1.10') 9/15/02 Start Injecting
SN LANDED AT: 4184.39'

10/10/07 5 Year MIT completed and submitted.
PACKER: 4187.60' 5214'-5222' Al
TOTAL STRING LENGTH: EOT @4191.70'

5382'-5396' LODC

PERFORATION RECORD

5400'-5416' LODC 4/16/01 5866'-5872' 4 JSPF 24 holes
4/16/01 5741'-5748' 4 JSPF 28 holes
4/16/01 5711'-5716' 4 JSPF 20 holes
4/16/01 5426'-5438' 4 JSPF 48 holes

5426'-5438' LODC 4/16/01 5400'-5416' 4 JSPF 64 holes
4/16/01 5382'-5396' 4 JSPF 56 holes
4/17/01 5214'-5222' 4 JSPF 32 holes
4/17/01 5184'-5192' 4 JSPF 32 holes
4/18/01 4793'-4797' 4 JSPF 16 holes

571l'-5716' CP1 4/18/01 4268'-4292' 4 JSPF 96 holes

5741'-5748' CP2

5866'-5872' CP3

NEWFIELD
PBTD @5980'

West Point #9-7-9-16 SHOE @5995'
1980' FSL & 660' FEL TD @5996'

NESE Section 7-T9S-R16E
Duchesne Co, Utah

API #43-013-32212; Lease #UTU-74390
CR

West Point #9-7-9-16 N ËÔ
Spud Date: 3/20/01 Initial Production: 73.2 BOPD,
Put on Production: 4/21/01 Injection Wellbore 130.5 MCFD, 87.8 BWPD
GL: 5963' KB: 5973' Diagram

SURFACE CASING
_

FRAC JOB

CSG SIZE: 8-5/8"
4/16/01 5711-16'

GRADE: J-55 5741-48'

WEIGHT: 24# 5866-72' Frac CP sand as follows:
LENGTH: 7 jts. (295.92') 59,200# 20/40 sand in 252 bbls Viking 1-

DEPTH LANDED: 304.92, 25 fluid. Perfs broke down @2190 psi.
Treated @avg press of 1680 psi w/avg

HOLE SIZE:12-l/4" rate of 30 BPM. ISIP 2000 psi.

CEMENT DATA: 145 sxs Class "G" cmt. 4/16/01 5382-96'

5400-16'

5426-38' Frac LODC sand as follows:

Set plug at 5460'.

161,500# 20/40 sand in 678 bbls
Viking I-25 fluid. Perfs broke down @

PRODUCTION CASING 4200 psi. Treated @avg press of2700

CSG SIZE: 5-1/2,, psi w/avg rate of30 BPM.. ISIP 2710 psi,
flow back on 12/64 choke @1 BPM.

GRADE:1-55 4/17/01 5214-22'

WEIGHT: 15.5#
SN @4184 5184-92' Frac A sands as follows:

LENGTH: 142jts. (5999.75')
Packer @4188' Set plug @5306'.

DEPTH LANDED: 5995.35, Frac with 53,000#20/40 sand in 436 bbls

.. EOT @4192, Viking I-25 fluid. Perfs broke down @
HOLE SIZE: 7-7/8" 3031 psi. Treated @avg press of 1900

CEMENT DATA: 275 sk Prem. Lite II mixed & 450 sxs 50/50 POZ. 4268-4292' GB4 psi w/avg rate of29.5 BPM. ISIP 2340
psi.

CEMENT TOP AT: ? per CBL 4/18/01 4268-92' Frac GB-4 sands as follows:

Set plug @4326'.
Frac with 100,500# 20/40 sand in 621
bbis Viking 1-25 fluid. Perfs broke down

4793-4797' DI @2204 psi. Treated @avg press of
TUBING 1780psiw/avgrateof29.9BPM. ISIP

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 5184'-5192' A .5 sds 2050 psi.

9/2/02 Set packer. Waiting on permissionNO. OF JOINTS: 129 jts (4183.29') to inject.
SEATING NIPPLE: 2-7/8" (1.10') 9/15/02 Start Injecting
SN LANDED AT: 4184.39'

10/10/07 5 Year MIT completed and submitted.
PACKER: 4187.60' 5214'-5222' Al
TOTAL STRING LENGTH: EOT @4191.70'

5382'-5396' LODC

PERFORATION RECORD

5400'-5416' LODC 4/16/01 5866'-5872' 4 JSPF 24 holes
4/16/01 5741'-5748' 4 JSPF 28 holes
4/16/01 5711'-5716' 4 JSPF 20 holes
4/16/01 5426'-5438' 4 JSPF 48 holes

5426'-5438' LODC 4/16/01 5400'-5416' 4 JSPF 64 holes
4/16/01 5382'-5396' 4 JSPF 56 holes
4/17/01 5214'-5222' 4 JSPF 32 holes
4/17/01 5184'-5192' 4 JSPF 32 holes
4/18/01 4793'-4797' 4 JSPF 16 holes

571l'-5716' CP1 4/18/01 4268'-4292' 4 JSPF 96 holes

5741'-5748' CP2

5866'-5872' CP3

NEWFIELD
PBTD @5980'

West Point #9-7-9-16 SHOE @5995'
1980' FSL & 660' FEL TD @5996'

NESE Section 7-T9S-R16E
Duchesne Co, Utah

API #43-013-32212; Lease #UTU-74390
CR



West Point #12-8-9-16
Spud Date: 11/12/2001 Initial Production:82 BOPD,
Put on Production: 12/27/2001 Wellbore Diagram 43 MCFD, 37 BWPD
GL: 5937' KB: 5947'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 12/13/01 5673'-5766' Frac CP sand as follows:

GRADE: J-55 89,594# 20/40 sand in 632 bbis YF-125

WEIGHT: 24# nuid.Treated @avg press of 1719 psi
w/avg rate of27.5 BPM. ISIP 2060 psi.

LENGTH: 7 jts. (301.78') Calc. flush: 5673 gal., Act. flush: 5596
DEPTH LANDED: 309.78'

HOLE SIZE:12-l/4,, 12/13/01 5196'-5350' Frac LODC sand as follows:
109,000# 20/40 sand in 747 bbis YF-125

CEMENT DATA: 150 sxs Class "G" cmt, est. 3 bb1scmt to surf. fluid. Treated @avg press of 1827 psi
wlavg rate of28.7 BPM. ISIP 2043 psi.
Calc. flush: 5196 gal., Act. flush; 5095

- - gal. Flow 8.5 hrs. then died.

12/14/01 4748'-5024' Frac D/B sand as follows:

74,200# 20/40 sand in 547 bbls YF-125
fluid. Treated @avg press of 1761 psi

PRODUCTION CASING w/avgrateof26.9BPM.ISIP2109psi.

CSG SIZE: 5-1/2,, Calc. flush: 4748 gal., Act. flush: 4683
gal.

GRADE: J-55
12/14/01 4251'-4348' Frac GB sand as follows:

WEIGHT: 15.5#
142,186# 20/40 sand in 946 bbls YF-125

LENGTH: 141jts. (5969') fluid. Treated @avg press of1815 psi

DEPTH LANDED: 5966.5, w/avg rate of28.6 BPM. ISIP 2230 psi.
Calc. flush: 4251 gal., Act. flush: 4171

HOLE SIZE: 7-7/8" gal. Flow 9 hrs, then died.

CEMENT DATA: 275 sxs Prem. Lite 11mixed & 450 sxs 50/50 POZ. 3/6/03 Stuck pump. Update rod details.

CEMENT TOP AT: ? per CBL 09/01/05 Pump Change. Detail rod and tubing
4251'-4254, Updated.

8-8-08 Parted rods. Updated rod & tubing

TUBING 2 4267'-4273'
details.

SIZE/GRADE/WT.: 2-7/8" / J-55

NO. OF JOINTS: 175jts (5647.91') T- 2 4291'-4298'

TUBING ANCHOR: 5450.55' .
2 - 2 4332'-4348'

NO. OF JOINTS: 3 jts (96.70')

SEATINGNIPPLE:2-7/8"(l.10') 2 - 2 4748'-4752'

SN LANDED AT: 5755.71'

NO. OF JOINTS: 2 jts (64.55')
: 4799'-4809' PERFORATION RECORD

TOTAL STRING LENGTH: EOT @5823.37, 12/12/01 5762'-5766' 4 JSPF 16 holes
12/12/01 5708'-5820' 4 JSPF 48 holes

5020'-5024' 12/12/01 5673'-5678' 4 JSPF 20 holes
12/13/01 5333'-5350' 4 JSPF 68 holes

5196'-5200, 12/13/01 5321'-5325' 4JSPF 16holes

SUCKER RODS 12/13/01 5211'-5215' 4 JSPF 16 holes

: 5211'-5215, 12/13/01 5196'-5200' 4 JSPF 16 holes
POLISHED ROD: 1-1/2" x 22' (A) 12/14/01 5020'-5024' 4 JSPF 16 holes
SUCKER RODS: 6-1 1/2" weight bars; 20-3/4" guided rods; 87-3/4" guided : 5321'-5325' 12/14/01 4799'-4809' 4 JSPF 40 holes
rods, .116-3/4' slick rods 12/14/01 4748'-4752' 4 JSPF 16 holes
PUMP SIZE: 2-1/2" x 1-1/2" x 15 1/2' RHAC | : 5333'-5350' 12/14/01 4332'-4348' 4 JSPF 64 holes

STROKE LENGTH: 86" Anchor @5451, 12/14/0] 4291'-4298' 4 JSPF 28 holes
12/14/01 4267'-4273' 4 JSPF 24 holesPUMP SPEED, SPM: 5 SPM
12/14/01 4251'-4254' 4 JSPF 12 holes5673'-5678

5708'-5720'
SN @5756'

5762'-5766'

I
EOT @5823'

PBTD @5940'

West Point Unit #12-8-9-16 SHOE @5967'

2083' FSL & 584' FWL
TD @5974'NWSW Section 8-T9S-Rl6E

Duchesne Co, Utah
API #43-013-32286; Lease #UTU-74390

DF

West Point #12-8-9-16
Spud Date: 11/12/2001 Initial Production:82 BOPD,
Put on Production: 12/27/2001 Wellbore Diagram 43 MCFD, 37 BWPD
GL: 5937' KB: 5947'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 12/13/01 5673'-5766' Frac CP sand as follows:

GRADE: J-55 89,594# 20/40 sand in 632 bbis YF-125

WEIGHT: 24# nuid.Treated @avg press of 1719 psi
w/avg rate of27.5 BPM. ISIP 2060 psi.

LENGTH: 7 jts. (301.78') Calc. flush: 5673 gal., Act. flush: 5596
DEPTH LANDED: 309.78'

HOLE SIZE:12-l/4,, 12/13/01 5196'-5350' Frac LODC sand as follows:
109,000# 20/40 sand in 747 bbis YF-125

CEMENT DATA: 150 sxs Class "G" cmt, est. 3 bb1scmt to surf. fluid. Treated @avg press of 1827 psi
wlavg rate of28.7 BPM. ISIP 2043 psi.
Calc. flush: 5196 gal., Act. flush; 5095

- - gal. Flow 8.5 hrs. then died.

12/14/01 4748'-5024' Frac D/B sand as follows:

74,200# 20/40 sand in 547 bbls YF-125
fluid. Treated @avg press of 1761 psi

PRODUCTION CASING w/avgrateof26.9BPM.ISIP2109psi.

CSG SIZE: 5-1/2,, Calc. flush: 4748 gal., Act. flush: 4683
gal.

GRADE: J-55
12/14/01 4251'-4348' Frac GB sand as follows:

WEIGHT: 15.5#
142,186# 20/40 sand in 946 bbls YF-125

LENGTH: 141jts. (5969') fluid. Treated @avg press of1815 psi

DEPTH LANDED: 5966.5, w/avg rate of28.6 BPM. ISIP 2230 psi.
Calc. flush: 4251 gal., Act. flush: 4171

HOLE SIZE: 7-7/8" gal. Flow 9 hrs, then died.

CEMENT DATA: 275 sxs Prem. Lite 11mixed & 450 sxs 50/50 POZ. 3/6/03 Stuck pump. Update rod details.

CEMENT TOP AT: ? per CBL 09/01/05 Pump Change. Detail rod and tubing
4251'-4254, Updated.

8-8-08 Parted rods. Updated rod & tubing

TUBING 2 4267'-4273'
details.

SIZE/GRADE/WT.: 2-7/8" / J-55

NO. OF JOINTS: 175jts (5647.91') T- 2 4291'-4298'

TUBING ANCHOR: 5450.55' .
2 - 2 4332'-4348'

NO. OF JOINTS: 3 jts (96.70')

SEATINGNIPPLE:2-7/8"(l.10') 2 - 2 4748'-4752'

SN LANDED AT: 5755.71'

NO. OF JOINTS: 2 jts (64.55')
: 4799'-4809' PERFORATION RECORD

TOTAL STRING LENGTH: EOT @5823.37, 12/12/01 5762'-5766' 4 JSPF 16 holes
12/12/01 5708'-5820' 4 JSPF 48 holes

5020'-5024' 12/12/01 5673'-5678' 4 JSPF 20 holes
12/13/01 5333'-5350' 4 JSPF 68 holes

5196'-5200, 12/13/01 5321'-5325' 4JSPF 16holes

SUCKER RODS 12/13/01 5211'-5215' 4 JSPF 16 holes

: 5211'-5215, 12/13/01 5196'-5200' 4 JSPF 16 holes
POLISHED ROD: 1-1/2" x 22' (A) 12/14/01 5020'-5024' 4 JSPF 16 holes
SUCKER RODS: 6-1 1/2" weight bars; 20-3/4" guided rods; 87-3/4" guided : 5321'-5325' 12/14/01 4799'-4809' 4 JSPF 40 holes
rods, .116-3/4' slick rods 12/14/01 4748'-4752' 4 JSPF 16 holes
PUMP SIZE: 2-1/2" x 1-1/2" x 15 1/2' RHAC | : 5333'-5350' 12/14/01 4332'-4348' 4 JSPF 64 holes

STROKE LENGTH: 86" Anchor @5451, 12/14/0] 4291'-4298' 4 JSPF 28 holes
12/14/01 4267'-4273' 4 JSPF 24 holesPUMP SPEED, SPM: 5 SPM
12/14/01 4251'-4254' 4 JSPF 12 holes5673'-5678

5708'-5720'
SN @5756'

5762'-5766'

I
EOT @5823'

PBTD @5940'

West Point Unit #12-8-9-16 SHOE @5967'

2083' FSL & 584' FWL
TD @5974'NWSW Section 8-T9S-Rl6E

Duchesne Co, Utah
API #43-013-32286; Lease #UTU-74390

DF

West Point #12-8-9-16
Spud Date: 11/12/2001 Initial Production:82 BOPD,
Put on Production: 12/27/2001 Wellbore Diagram 43 MCFD, 37 BWPD
GL: 5937' KB: 5947'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 12/13/01 5673'-5766' Frac CP sand as follows:

GRADE: J-55 89,594# 20/40 sand in 632 bbis YF-125

WEIGHT: 24# nuid.Treated @avg press of 1719 psi
w/avg rate of27.5 BPM. ISIP 2060 psi.

LENGTH: 7 jts. (301.78') Calc. flush: 5673 gal., Act. flush: 5596
DEPTH LANDED: 309.78'

HOLE SIZE:12-l/4,, 12/13/01 5196'-5350' Frac LODC sand as follows:
109,000# 20/40 sand in 747 bbis YF-125

CEMENT DATA: 150 sxs Class "G" cmt, est. 3 bb1scmt to surf. fluid. Treated @avg press of 1827 psi
wlavg rate of28.7 BPM. ISIP 2043 psi.
Calc. flush: 5196 gal., Act. flush; 5095

- - gal. Flow 8.5 hrs. then died.

12/14/01 4748'-5024' Frac D/B sand as follows:

74,200# 20/40 sand in 547 bbls YF-125
fluid. Treated @avg press of 1761 psi

PRODUCTION CASING w/avgrateof26.9BPM.ISIP2109psi.

CSG SIZE: 5-1/2,, Calc. flush: 4748 gal., Act. flush: 4683
gal.

GRADE: J-55
12/14/01 4251'-4348' Frac GB sand as follows:

WEIGHT: 15.5#
142,186# 20/40 sand in 946 bbls YF-125

LENGTH: 141jts. (5969') fluid. Treated @avg press of1815 psi

DEPTH LANDED: 5966.5, w/avg rate of28.6 BPM. ISIP 2230 psi.
Calc. flush: 4251 gal., Act. flush: 4171

HOLE SIZE: 7-7/8" gal. Flow 9 hrs, then died.

CEMENT DATA: 275 sxs Prem. Lite 11mixed & 450 sxs 50/50 POZ. 3/6/03 Stuck pump. Update rod details.

CEMENT TOP AT: ? per CBL 09/01/05 Pump Change. Detail rod and tubing
4251'-4254, Updated.

8-8-08 Parted rods. Updated rod & tubing

TUBING 2 4267'-4273'
details.

SIZE/GRADE/WT.: 2-7/8" / J-55

NO. OF JOINTS: 175jts (5647.91') T- 2 4291'-4298'

TUBING ANCHOR: 5450.55' .
2 - 2 4332'-4348'

NO. OF JOINTS: 3 jts (96.70')

SEATINGNIPPLE:2-7/8"(l.10') 2 - 2 4748'-4752'

SN LANDED AT: 5755.71'

NO. OF JOINTS: 2 jts (64.55')
: 4799'-4809' PERFORATION RECORD

TOTAL STRING LENGTH: EOT @5823.37, 12/12/01 5762'-5766' 4 JSPF 16 holes
12/12/01 5708'-5820' 4 JSPF 48 holes

5020'-5024' 12/12/01 5673'-5678' 4 JSPF 20 holes
12/13/01 5333'-5350' 4 JSPF 68 holes

5196'-5200, 12/13/01 5321'-5325' 4JSPF 16holes

SUCKER RODS 12/13/01 5211'-5215' 4 JSPF 16 holes

: 5211'-5215, 12/13/01 5196'-5200' 4 JSPF 16 holes
POLISHED ROD: 1-1/2" x 22' (A) 12/14/01 5020'-5024' 4 JSPF 16 holes
SUCKER RODS: 6-1 1/2" weight bars; 20-3/4" guided rods; 87-3/4" guided : 5321'-5325' 12/14/01 4799'-4809' 4 JSPF 40 holes
rods, .116-3/4' slick rods 12/14/01 4748'-4752' 4 JSPF 16 holes
PUMP SIZE: 2-1/2" x 1-1/2" x 15 1/2' RHAC | : 5333'-5350' 12/14/01 4332'-4348' 4 JSPF 64 holes

STROKE LENGTH: 86" Anchor @5451, 12/14/0] 4291'-4298' 4 JSPF 28 holes
12/14/01 4267'-4273' 4 JSPF 24 holesPUMP SPEED, SPM: 5 SPM
12/14/01 4251'-4254' 4 JSPF 12 holes5673'-5678

5708'-5720'
SN @5756'

5762'-5766'

I
EOT @5823'

PBTD @5940'

West Point Unit #12-8-9-16 SHOE @5967'

2083' FSL & 584' FWL
TD @5974'NWSW Section 8-T9S-Rl6E

Duchesne Co, Utah
API #43-013-32286; Lease #UTU-74390

DF

West Point #12-8-9-16
Spud Date: 11/12/2001 Initial Production:82 BOPD,
Put on Production: 12/27/2001 Wellbore Diagram 43 MCFD, 37 BWPD
GL: 5937' KB: 5947'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 12/13/01 5673'-5766' Frac CP sand as follows:

GRADE: J-55 89,594# 20/40 sand in 632 bbis YF-125

WEIGHT: 24# nuid.Treated @avg press of 1719 psi
w/avg rate of27.5 BPM. ISIP 2060 psi.

LENGTH: 7 jts. (301.78') Calc. flush: 5673 gal., Act. flush: 5596
DEPTH LANDED: 309.78'

HOLE SIZE:12-l/4,, 12/13/01 5196'-5350' Frac LODC sand as follows:
109,000# 20/40 sand in 747 bbis YF-125

CEMENT DATA: 150 sxs Class "G" cmt, est. 3 bb1scmt to surf. fluid. Treated @avg press of 1827 psi
wlavg rate of28.7 BPM. ISIP 2043 psi.
Calc. flush: 5196 gal., Act. flush; 5095

- - gal. Flow 8.5 hrs. then died.

12/14/01 4748'-5024' Frac D/B sand as follows:

74,200# 20/40 sand in 547 bbls YF-125
fluid. Treated @avg press of 1761 psi

PRODUCTION CASING w/avgrateof26.9BPM.ISIP2109psi.

CSG SIZE: 5-1/2,, Calc. flush: 4748 gal., Act. flush: 4683
gal.

GRADE: J-55
12/14/01 4251'-4348' Frac GB sand as follows:

WEIGHT: 15.5#
142,186# 20/40 sand in 946 bbls YF-125

LENGTH: 141jts. (5969') fluid. Treated @avg press of1815 psi

DEPTH LANDED: 5966.5, w/avg rate of28.6 BPM. ISIP 2230 psi.
Calc. flush: 4251 gal., Act. flush: 4171

HOLE SIZE: 7-7/8" gal. Flow 9 hrs, then died.

CEMENT DATA: 275 sxs Prem. Lite 11mixed & 450 sxs 50/50 POZ. 3/6/03 Stuck pump. Update rod details.

CEMENT TOP AT: ? per CBL 09/01/05 Pump Change. Detail rod and tubing
4251'-4254, Updated.

8-8-08 Parted rods. Updated rod & tubing

TUBING 2 4267'-4273'
details.

SIZE/GRADE/WT.: 2-7/8" / J-55

NO. OF JOINTS: 175jts (5647.91') T- 2 4291'-4298'

TUBING ANCHOR: 5450.55' .
2 - 2 4332'-4348'

NO. OF JOINTS: 3 jts (96.70')

SEATINGNIPPLE:2-7/8"(l.10') 2 - 2 4748'-4752'

SN LANDED AT: 5755.71'

NO. OF JOINTS: 2 jts (64.55')
: 4799'-4809' PERFORATION RECORD

TOTAL STRING LENGTH: EOT @5823.37, 12/12/01 5762'-5766' 4 JSPF 16 holes
12/12/01 5708'-5820' 4 JSPF 48 holes

5020'-5024' 12/12/01 5673'-5678' 4 JSPF 20 holes
12/13/01 5333'-5350' 4 JSPF 68 holes

5196'-5200, 12/13/01 5321'-5325' 4JSPF 16holes

SUCKER RODS 12/13/01 5211'-5215' 4 JSPF 16 holes

: 5211'-5215, 12/13/01 5196'-5200' 4 JSPF 16 holes
POLISHED ROD: 1-1/2" x 22' (A) 12/14/01 5020'-5024' 4 JSPF 16 holes
SUCKER RODS: 6-1 1/2" weight bars; 20-3/4" guided rods; 87-3/4" guided : 5321'-5325' 12/14/01 4799'-4809' 4 JSPF 40 holes
rods, .116-3/4' slick rods 12/14/01 4748'-4752' 4 JSPF 16 holes
PUMP SIZE: 2-1/2" x 1-1/2" x 15 1/2' RHAC | : 5333'-5350' 12/14/01 4332'-4348' 4 JSPF 64 holes

STROKE LENGTH: 86" Anchor @5451, 12/14/0] 4291'-4298' 4 JSPF 28 holes
12/14/01 4267'-4273' 4 JSPF 24 holesPUMP SPEED, SPM: 5 SPM
12/14/01 4251'-4254' 4 JSPF 12 holes5673'-5678

5708'-5720'
SN @5756'

5762'-5766'

I
EOT @5823'

PBTD @5940'

West Point Unit #12-8-9-16 SHOE @5967'

2083' FSL & 584' FWL
TD @5974'NWSW Section 8-T9S-Rl6E

Duchesne Co, Utah
API #43-013-32286; Lease #UTU-74390

DF



SpudDate:9/18/2008 West Point Fed #R-7-9-16
Put on Production: 10/30/08

GL: 5991' KB: 6003' Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" Cement Top @ 60' 10/23/08 5858-5864' Frac CP2 sds as follows:
GRADE: J-55 25,074# 20/40 sand in 374 bbls of Lightning 17 fluid. Treated w/ ave

pressure of2210 psi @ave rate of23.4 BPM. ISIP 2192 psi. Actual flush:
WEIGHT:24# 5351 gals.
LENGTH: 7 jts (320.79') 10/23/08 5556-5570' Frac LODC1 sds as follows:
DEPTH LANDED: 330.79, 60,708# 20/40 sand in 526 bbls of Lightning 17 fluid. Treated w/ ave

pressure of 2417 psi @ave rate of23.5 BPM. ISIP 2435 psi. Actual flush:
HOLE SIZE:12-1/4" 5048 gals.
CEMENT DATA: To surface with 160 sx Class G cement 10/23/08 5430-5436' Frac LODC2 sds as follows:

29,466# 20/40 sand in 403 bbls of Lightning 17 fluid. Treated w/ ave
pressure of2235 psi @ave rate of23.5 BPM. ISIP 2278 psi. Actual flush:
4922 gals.

10/23/08 5294-5314' Frac Al sds as follows:
40,610#20/40 sand in 418 bbis of Lightning 17 fluid. Treated w/ ave
pressure of2417 psi @ave rate of23.4 BPM. ISIP 2464 psi. Actual flush:

PRODUCTION CASING 4788 gals.

CSG SIZE: 5-1/2,, 10/23/08 5164-5182' Frac B2 sds as follows:
40,370#20/40 sand in 408 bbis of Lightning 17 fluid. Treated w/ ave

GRADE: 1-55 - 4288-4298' pressure of2157 psi @ave rate of23.5 BPM. ISIP 2272 psi. Actual flush:

WEIGHT: 15.5# 4658 gals.

LENGTH: jts 4330-4336' 10/23/08 4950-4958' Frac D2 sds as follows:
24,846# 20/40 sand in 350 bbis of Lightning 17 fluid. Treated w/ ave

DEPTH LANDED: pressure of2339 psi @ave rate of23.4 BPM. ISIP 2136 psi. Actual flush:

HOLE SIZE: 7-7/8" 4340-4348' 4444 gals.

CEMENT DATA: 350 sx Premlite II and 475 sx 50/50 Poz
4

943220/40a2n3d
n 368

bb1sFraci hS2nindsla7sIld
Treated w/ ave

CEMENT TOP AT: 60, 4356-4360 pressure of2456 psi @ave rate of23.4 BPM. ISIP 2504 psi. Actual flush:
4280 gals.

4372-4378' 10/24/08 10/24/08 Frac GB2, GB4, GB6 sds as follows:
101,148# 20/40 sand in 718 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 1837 psi @ave rate of23.5 BPM. ISIP 2253 psi. Actual flush

TUBING 4412-4418' 4200 gals.

SIZE/GRADE/WT: 2 7/8" /1-55 / 6.5#

NO. OF JOINTS: 189 jts (5817.10') 4784-4792'

TUBING ANCHOR: 5829.10' KB

NO. OF JOINTS: 1 jt (30.80') 4950-4958'

SEATING NIPPLE: 2 7/8" (1.10')

SN LANDED AT: 5862.70' KB 5164-5182'

NO. OF JOlNTS: 2 jts (61.79')

TOTAL STRING LENGTH: EOT @5926.04' 5294-5314'

5430-5436'

SUCKER RODS

POLISHED ROD: 1 1/2" x 26' polished rod 5444-5456'

SUCKER RODS: 230-7/8" guided rods (8 per), 4- 1 ½" weight bars

PUMP SIZE: 2 1/2" x 1 3/4" x 20' RHAC "CDI" 5556-5570'
STROKE LENGTH: 122"

PUMP SPEED, SPM: 5
5626-5636

PERFORATION RECORD

Anchor @ 5829' 10/23/08 4288-4298' 4 JSPF 40 holes
10/23/08 4330-4336' 4 JSPF 24 holes

5858-5864' 10/23/08 4340-4348' 4 JSPF 32 holes
10/23/08 4356-4360' 4 JSPF 16 holes

SN @ 5863'
I 10/23/08 4372-4378' 4 JSPF 24 holes
1 EOT @5926'

10/23/08 4412-4418' 4 JSPF 24 holes
10/23/08 4784-4792' 4 JSPF 32 holes

PBTD @6291' 10/23/08 4950-4958' 4 JSPF 32 holes

NEWFIELD 10/23/08 5164-5182' 4JSPF 72holes

10/23/08 5444-5456' 4 JSPF 48 holes
West Point Fed #R-7-9-16 / TD @6321, 10/23/08 5556-5570' 4 JSPF 56 holes

484' FSL & 1941' FWL 10/23/08 5626-5636' 4 JSPF 40 holes
SE/SW Section 7-T9S-R16E 10/23/08 5858-5864' 4 ]SPF 24 holes

Duchesne Co, Utah
API #43-013-33974; Lease

SpudDate:9/18/2008 West Point Fed #R-7-9-16
Put on Production: 10/30/08

GL: 5991' KB: 6003' Wellbore Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" Cement Top @ 60' 10/23/08 5858-5864' Frac CP2 sds as follows:
GRADE: J-55 25,074# 20/40 sand in 374 bbls of Lightning 17 fluid. Treated w/ ave

pressure of2210 psi @ave rate of23.4 BPM. ISIP 2192 psi. Actual flush:
WEIGHT:24# 5351 gals.
LENGTH: 7 jts (320.79') 10/23/08 5556-5570' Frac LODC1 sds as follows:
DEPTH LANDED: 330.79, 60,708# 20/40 sand in 526 bbls of Lightning 17 fluid. Treated w/ ave

pressure of 2417 psi @ave rate of23.5 BPM. ISIP 2435 psi. Actual flush:
HOLE SIZE:12-1/4" 5048 gals.
CEMENT DATA: To surface with 160 sx Class G cement 10/23/08 5430-5436' Frac LODC2 sds as follows:

29,466# 20/40 sand in 403 bbls of Lightning 17 fluid. Treated w/ ave
pressure of2235 psi @ave rate of23.5 BPM. ISIP 2278 psi. Actual flush:
4922 gals.

10/23/08 5294-5314' Frac Al sds as follows:
40,610#20/40 sand in 418 bbis of Lightning 17 fluid. Treated w/ ave
pressure of2417 psi @ave rate of23.4 BPM. ISIP 2464 psi. Actual flush:

PRODUCTION CASING 4788 gals.

CSG SIZE: 5-1/2,, 10/23/08 5164-5182' Frac B2 sds as follows:
40,370#20/40 sand in 408 bbis of Lightning 17 fluid. Treated w/ ave

GRADE: 1-55 - 4288-4298' pressure of2157 psi @ave rate of23.5 BPM. ISIP 2272 psi. Actual flush:

WEIGHT: 15.5# 4658 gals.

LENGTH: jts 4330-4336' 10/23/08 4950-4958' Frac D2 sds as follows:
24,846# 20/40 sand in 350 bbis of Lightning 17 fluid. Treated w/ ave

DEPTH LANDED: pressure of2339 psi @ave rate of23.4 BPM. ISIP 2136 psi. Actual flush:

HOLE SIZE: 7-7/8" 4340-4348' 4444 gals.

CEMENT DATA: 350 sx Premlite II and 475 sx 50/50 Poz
4

943220/40a2n3d
n 368

bb1sFraci hS2nindsla7sIld
Treated w/ ave

CEMENT TOP AT: 60, 4356-4360 pressure of2456 psi @ave rate of23.4 BPM. ISIP 2504 psi. Actual flush:
4280 gals.

4372-4378' 10/24/08 10/24/08 Frac GB2, GB4, GB6 sds as follows:
101,148# 20/40 sand in 718 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 1837 psi @ave rate of23.5 BPM. ISIP 2253 psi. Actual flush

TUBING 4412-4418' 4200 gals.

SIZE/GRADE/WT: 2 7/8" /1-55 / 6.5#

NO. OF JOINTS: 189 jts (5817.10') 4784-4792'

TUBING ANCHOR: 5829.10' KB

NO. OF JOINTS: 1 jt (30.80') 4950-4958'

SEATING NIPPLE: 2 7/8" (1.10')

SN LANDED AT: 5862.70' KB 5164-5182'

NO. OF JOlNTS: 2 jts (61.79')

TOTAL STRING LENGTH: EOT @5926.04' 5294-5314'

5430-5436'

SUCKER RODS

POLISHED ROD: 1 1/2" x 26' polished rod 5444-5456'

SUCKER RODS: 230-7/8" guided rods (8 per), 4- 1 ½" weight bars

PUMP SIZE: 2 1/2" x 1 3/4" x 20' RHAC "CDI" 5556-5570'
STROKE LENGTH: 122"

PUMP SPEED, SPM: 5
5626-5636

PERFORATION RECORD

Anchor @ 5829' 10/23/08 4288-4298' 4 JSPF 40 holes
10/23/08 4330-4336' 4 JSPF 24 holes

5858-5864' 10/23/08 4340-4348' 4 JSPF 32 holes
10/23/08 4356-4360' 4 JSPF 16 holes

SN @ 5863'
I 10/23/08 4372-4378' 4 JSPF 24 holes
1 EOT @5926'

10/23/08 4412-4418' 4 JSPF 24 holes
10/23/08 4784-4792' 4 JSPF 32 holes

PBTD @6291' 10/23/08 4950-4958' 4 JSPF 32 holes

NEWFIELD 10/23/08 5164-5182' 4JSPF 72holes

10/23/08 5444-5456' 4 JSPF 48 holes
West Point Fed #R-7-9-16 / TD @6321, 10/23/08 5556-5570' 4 JSPF 56 holes

484' FSL & 1941' FWL 10/23/08 5626-5636' 4 JSPF 40 holes
SE/SW Section 7-T9S-R16E 10/23/08 5858-5864' 4 ]SPF 24 holes

Duchesne Co, Utah
API #43-013-33974; Lease

SpudDate:9/18/2008 West Point Fed #R-7-9-16
Put on Production: 10/30/08

GL: 5991' KB: 6003' Wellbore Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" Cement Top @ 60' 10/23/08 5858-5864' Frac CP2 sds as follows:
GRADE: J-55 25,074# 20/40 sand in 374 bbls of Lightning 17 fluid. Treated w/ ave

pressure of2210 psi @ave rate of23.4 BPM. ISIP 2192 psi. Actual flush:
WEIGHT:24# 5351 gals.
LENGTH: 7 jts (320.79') 10/23/08 5556-5570' Frac LODC1 sds as follows:
DEPTH LANDED: 330.79, 60,708# 20/40 sand in 526 bbls of Lightning 17 fluid. Treated w/ ave

pressure of 2417 psi @ave rate of23.5 BPM. ISIP 2435 psi. Actual flush:
HOLE SIZE:12-1/4" 5048 gals.
CEMENT DATA: To surface with 160 sx Class G cement 10/23/08 5430-5436' Frac LODC2 sds as follows:

29,466# 20/40 sand in 403 bbls of Lightning 17 fluid. Treated w/ ave
pressure of2235 psi @ave rate of23.5 BPM. ISIP 2278 psi. Actual flush:
4922 gals.

10/23/08 5294-5314' Frac Al sds as follows:
40,610#20/40 sand in 418 bbis of Lightning 17 fluid. Treated w/ ave
pressure of2417 psi @ave rate of23.4 BPM. ISIP 2464 psi. Actual flush:

PRODUCTION CASING 4788 gals.

CSG SIZE: 5-1/2,, 10/23/08 5164-5182' Frac B2 sds as follows:
40,370#20/40 sand in 408 bbis of Lightning 17 fluid. Treated w/ ave

GRADE: 1-55 - 4288-4298' pressure of2157 psi @ave rate of23.5 BPM. ISIP 2272 psi. Actual flush:

WEIGHT: 15.5# 4658 gals.

LENGTH: jts 4330-4336' 10/23/08 4950-4958' Frac D2 sds as follows:
24,846# 20/40 sand in 350 bbis of Lightning 17 fluid. Treated w/ ave

DEPTH LANDED: pressure of2339 psi @ave rate of23.4 BPM. ISIP 2136 psi. Actual flush:

HOLE SIZE: 7-7/8" 4340-4348' 4444 gals.

CEMENT DATA: 350 sx Premlite II and 475 sx 50/50 Poz
4

943220/40a2n3d
n 368

bb1sFraci hS2nindsla7sIld
Treated w/ ave

CEMENT TOP AT: 60, 4356-4360 pressure of2456 psi @ave rate of23.4 BPM. ISIP 2504 psi. Actual flush:
4280 gals.

4372-4378' 10/24/08 10/24/08 Frac GB2, GB4, GB6 sds as follows:
101,148# 20/40 sand in 718 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 1837 psi @ave rate of23.5 BPM. ISIP 2253 psi. Actual flush

TUBING 4412-4418' 4200 gals.

SIZE/GRADE/WT: 2 7/8" /1-55 / 6.5#

NO. OF JOINTS: 189 jts (5817.10') 4784-4792'

TUBING ANCHOR: 5829.10' KB

NO. OF JOINTS: 1 jt (30.80') 4950-4958'

SEATING NIPPLE: 2 7/8" (1.10')

SN LANDED AT: 5862.70' KB 5164-5182'

NO. OF JOlNTS: 2 jts (61.79')

TOTAL STRING LENGTH: EOT @5926.04' 5294-5314'

5430-5436'

SUCKER RODS

POLISHED ROD: 1 1/2" x 26' polished rod 5444-5456'

SUCKER RODS: 230-7/8" guided rods (8 per), 4- 1 ½" weight bars

PUMP SIZE: 2 1/2" x 1 3/4" x 20' RHAC "CDI" 5556-5570'
STROKE LENGTH: 122"

PUMP SPEED, SPM: 5
5626-5636

PERFORATION RECORD

Anchor @ 5829' 10/23/08 4288-4298' 4 JSPF 40 holes
10/23/08 4330-4336' 4 JSPF 24 holes

5858-5864' 10/23/08 4340-4348' 4 JSPF 32 holes
10/23/08 4356-4360' 4 JSPF 16 holes

SN @ 5863'
I 10/23/08 4372-4378' 4 JSPF 24 holes
1 EOT @5926'

10/23/08 4412-4418' 4 JSPF 24 holes
10/23/08 4784-4792' 4 JSPF 32 holes

PBTD @6291' 10/23/08 4950-4958' 4 JSPF 32 holes

NEWFIELD 10/23/08 5164-5182' 4JSPF 72holes

10/23/08 5444-5456' 4 JSPF 48 holes
West Point Fed #R-7-9-16 / TD @6321, 10/23/08 5556-5570' 4 JSPF 56 holes

484' FSL & 1941' FWL 10/23/08 5626-5636' 4 JSPF 40 holes
SE/SW Section 7-T9S-R16E 10/23/08 5858-5864' 4 ]SPF 24 holes

Duchesne Co, Utah
API #43-013-33974; Lease

SpudDate:9/18/2008 West Point Fed #R-7-9-16
Put on Production: 10/30/08

GL: 5991' KB: 6003' Wellbore Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" Cement Top @ 60' 10/23/08 5858-5864' Frac CP2 sds as follows:
GRADE: J-55 25,074# 20/40 sand in 374 bbls of Lightning 17 fluid. Treated w/ ave

pressure of2210 psi @ave rate of23.4 BPM. ISIP 2192 psi. Actual flush:
WEIGHT:24# 5351 gals.
LENGTH: 7 jts (320.79') 10/23/08 5556-5570' Frac LODC1 sds as follows:
DEPTH LANDED: 330.79, 60,708# 20/40 sand in 526 bbls of Lightning 17 fluid. Treated w/ ave

pressure of 2417 psi @ave rate of23.5 BPM. ISIP 2435 psi. Actual flush:
HOLE SIZE:12-1/4" 5048 gals.
CEMENT DATA: To surface with 160 sx Class G cement 10/23/08 5430-5436' Frac LODC2 sds as follows:

29,466# 20/40 sand in 403 bbls of Lightning 17 fluid. Treated w/ ave
pressure of2235 psi @ave rate of23.5 BPM. ISIP 2278 psi. Actual flush:
4922 gals.

10/23/08 5294-5314' Frac Al sds as follows:
40,610#20/40 sand in 418 bbis of Lightning 17 fluid. Treated w/ ave
pressure of2417 psi @ave rate of23.4 BPM. ISIP 2464 psi. Actual flush:

PRODUCTION CASING 4788 gals.

CSG SIZE: 5-1/2,, 10/23/08 5164-5182' Frac B2 sds as follows:
40,370#20/40 sand in 408 bbis of Lightning 17 fluid. Treated w/ ave

GRADE: 1-55 - 4288-4298' pressure of2157 psi @ave rate of23.5 BPM. ISIP 2272 psi. Actual flush:

WEIGHT: 15.5# 4658 gals.

LENGTH: jts 4330-4336' 10/23/08 4950-4958' Frac D2 sds as follows:
24,846# 20/40 sand in 350 bbis of Lightning 17 fluid. Treated w/ ave

DEPTH LANDED: pressure of2339 psi @ave rate of23.4 BPM. ISIP 2136 psi. Actual flush:

HOLE SIZE: 7-7/8" 4340-4348' 4444 gals.

CEMENT DATA: 350 sx Premlite II and 475 sx 50/50 Poz
4

943220/40a2n3d
n 368

bb1sFraci hS2nindsla7sIld
Treated w/ ave

CEMENT TOP AT: 60, 4356-4360 pressure of2456 psi @ave rate of23.4 BPM. ISIP 2504 psi. Actual flush:
4280 gals.

4372-4378' 10/24/08 10/24/08 Frac GB2, GB4, GB6 sds as follows:
101,148# 20/40 sand in 718 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 1837 psi @ave rate of23.5 BPM. ISIP 2253 psi. Actual flush

TUBING 4412-4418' 4200 gals.

SIZE/GRADE/WT: 2 7/8" /1-55 / 6.5#

NO. OF JOINTS: 189 jts (5817.10') 4784-4792'

TUBING ANCHOR: 5829.10' KB

NO. OF JOINTS: 1 jt (30.80') 4950-4958'

SEATING NIPPLE: 2 7/8" (1.10')

SN LANDED AT: 5862.70' KB 5164-5182'

NO. OF JOlNTS: 2 jts (61.79')

TOTAL STRING LENGTH: EOT @5926.04' 5294-5314'

5430-5436'

SUCKER RODS

POLISHED ROD: 1 1/2" x 26' polished rod 5444-5456'

SUCKER RODS: 230-7/8" guided rods (8 per), 4- 1 ½" weight bars

PUMP SIZE: 2 1/2" x 1 3/4" x 20' RHAC "CDI" 5556-5570'
STROKE LENGTH: 122"

PUMP SPEED, SPM: 5
5626-5636

PERFORATION RECORD

Anchor @ 5829' 10/23/08 4288-4298' 4 JSPF 40 holes
10/23/08 4330-4336' 4 JSPF 24 holes

5858-5864' 10/23/08 4340-4348' 4 JSPF 32 holes
10/23/08 4356-4360' 4 JSPF 16 holes

SN @ 5863'
I 10/23/08 4372-4378' 4 JSPF 24 holes
1 EOT @5926'

10/23/08 4412-4418' 4 JSPF 24 holes
10/23/08 4784-4792' 4 JSPF 32 holes

PBTD @6291' 10/23/08 4950-4958' 4 JSPF 32 holes

NEWFIELD 10/23/08 5164-5182' 4JSPF 72holes

10/23/08 5444-5456' 4 JSPF 48 holes
West Point Fed #R-7-9-16 / TD @6321, 10/23/08 5556-5570' 4 JSPF 56 holes

484' FSL & 1941' FWL 10/23/08 5626-5636' 4 JSPF 40 holes
SE/SW Section 7-T9S-R16E 10/23/08 5858-5864' 4 ]SPF 24 holes

Duchesne Co, Utah
API #43-013-33974; Lease



SpudDate:7-4-08 West Point Fed #S-7-9-16
Put on Production: 8-7-08

GL:6001 KB:6013 Wellbore Diagram

SURFACE CASING FRACJOB
CSG SIZE: 8-5/8" Cement Top @20' 7/30/08 5802-5812' Frac CP1 & CP2 sds as follows:

GRADE: J-55
¯ ¯

34,753# 20/40 sand in 493 bbis of Lightning 17 fluid. Treated w/ ave
pressure of 1682 psi w/ ave rate of23.2 BPM. ISIP 1995 psi. Actual flush:

WEIGHT:24# 5300 gals.
LENGTH: 7 jts (311.16') 7/30/08 5482-5516' Frac LODC sds as follows:
DEPTH LANDED: 323.01, 151,032#20/40 sand in 1075 bbis of Lightning 17fluid. Treated w/ ave

pressure of2133 psi w/ ave rate of23.4 BPM. ISIP 2650 psi. Actual flush:
HOLE SIZE:12-1/4" 5523 gals.
CEMENT DATA: 1- 160, sxs Class "G" cmt, est 4 bbis cmt to surf. 7/31/08 5280-5294' Frac A.5 sds as follows:

70,799# 20/40 sand in 624 bbis of Lightning 17 fluid. Treated w/ ave
pressure of2040 psi w/ ave rate of23.2 BPM. ISIP 2662 psi. Actual flush:

- - 4771 gals,

7/31/08 4880-4890' Frac D1 sds as follows:
49,694# 20/40 sand in 476 bb1sof Lightning 17 fluid. Treated w/ ave
pressure of 1666 psi w/ ave rate of23.2 BPM. ISIP 1962 psi. Actual flush:

PRODUCTION CASING 4368 gals.

CSG SIZE: 5-1/2" 7/31/08 4608-4618' Frac PB10 sds as follows:

GRADE: J-55
40,228# 20/40 sand in 425 bbis of Lightning 17 fluid. Treated w/ ave
pressure of 1970 psi w/ ave rate of23.2 BPM. ISIP 2125 psi. Actual flush:

WEIGHT: 15,5# 4095 gals.

LENGTH: 150 jts (6288.46) 7/31/08 4372-4380' Frac GB4 & GB6 sds as follows:

DEPTH LANDED: 6301.71'
52,889# 20/40 sand in 442 bbis ofLightning 17 fluid. Treatedw/ ave
pressure of2034 psi w/ ave rate of23.2 BPM. ISIP 2193 psi. Actual flush:

HOLE SIZE: 7-7/8" 799 gals,

CEMENT DATA: 300 sx Premlite 11and 465 sx 50/50 Poz

CEMENT TOP AT: 20'

4350-4358'

TUBING
SIZE/GRADE/WT: 2 7/8" / 1-55 / 6.5# 4372-4380'

NO. OF JOINTS: 185 jts (5811.63')

TUBING ANCHOR: 5823.63' KB
4608-4618'

NO. OF JOINTS: 1 jt (31,43')

SEATING NIPPLE: 2 7/8" (1.10') 4880-4890'

SN LANDED AT: 5857.86' KB

NO. OF JOINTS: 2 jts (62.87')
5280-5294

TOTAL STRlNG LENGTH: EOT @5922.28

5482-5516'

SUCKER RODS

POLISHED ROD: 1 1/2" x 26' polished rod
2 Ë T 5802-5812'

SUCKER RODS: 230-7/8" guided rods (8 per), 4- 1 ½" weight bars X X Anchor @5824'

PUMP S1ZE:2 1/2" xl 3/4" x 16'x 20' RHAC rod pump- CDI

STROKE LENGTH: 122" T i 2 5834-5844'

PUMP SPEED, SPM: 4.5

PERFORATION RECORD

5/22/08 4350-4358' 4 JSPF 32 holes
5/22/08 4372-4380' 4 JSPF 32 holes
5/22/08 4608-4618' 4 JSPF 40 holes

EOT @5922' 5/21/08 4880-4890' 4 JSPF 40 holes
SN @5858'

5/21/08 5280-5294' 4 JSPF 56 holes

Shoe @6302, 5/21/08 5482-5516' 4 JSPF 136 holes
5/22/08 5802-5812' 4 JSPF 40 holes
5/22/08 5834-5844' 4 JSPF 40 holes

NE WFIELD
PBTD @6258'

West Point Fed #S-7-9-16 / TD @6350'
672' FSL & 641' FEL

SE/SE Section 7-T9S-Rl6E
Duchesne Co, Utah

API #43-013-33927; Lease #UTU-74390
TW

SpudDate:7-4-08 West Point Fed #S-7-9-16
Put on Production: 8-7-08

GL:6001 KB:6013 Wellbore Diagram

SURFACE CASING FRACJOB
CSG SIZE: 8-5/8" Cement Top @20' 7/30/08 5802-5812' Frac CP1 & CP2 sds as follows:

GRADE: J-55
¯ ¯

34,753# 20/40 sand in 493 bbis of Lightning 17 fluid. Treated w/ ave
pressure of 1682 psi w/ ave rate of23.2 BPM. ISIP 1995 psi. Actual flush:

WEIGHT:24# 5300 gals.
LENGTH: 7 jts (311.16') 7/30/08 5482-5516' Frac LODC sds as follows:
DEPTH LANDED: 323.01, 151,032#20/40 sand in 1075 bbis of Lightning 17fluid. Treated w/ ave

pressure of2133 psi w/ ave rate of23.4 BPM. ISIP 2650 psi. Actual flush:
HOLE SIZE:12-1/4" 5523 gals.
CEMENT DATA: 1- 160, sxs Class "G" cmt, est 4 bbis cmt to surf. 7/31/08 5280-5294' Frac A.5 sds as follows:

70,799# 20/40 sand in 624 bbis of Lightning 17 fluid. Treated w/ ave
pressure of2040 psi w/ ave rate of23.2 BPM. ISIP 2662 psi. Actual flush:

- - 4771 gals,

7/31/08 4880-4890' Frac D1 sds as follows:
49,694# 20/40 sand in 476 bb1sof Lightning 17 fluid. Treated w/ ave
pressure of 1666 psi w/ ave rate of23.2 BPM. ISIP 1962 psi. Actual flush:

PRODUCTION CASING 4368 gals.

CSG SIZE: 5-1/2" 7/31/08 4608-4618' Frac PB10 sds as follows:

GRADE: J-55
40,228# 20/40 sand in 425 bbis of Lightning 17 fluid. Treated w/ ave
pressure of 1970 psi w/ ave rate of23.2 BPM. ISIP 2125 psi. Actual flush:

WEIGHT: 15,5# 4095 gals.

LENGTH: 150 jts (6288.46) 7/31/08 4372-4380' Frac GB4 & GB6 sds as follows:

DEPTH LANDED: 6301.71'
52,889# 20/40 sand in 442 bbis ofLightning 17 fluid. Treatedw/ ave
pressure of2034 psi w/ ave rate of23.2 BPM. ISIP 2193 psi. Actual flush:

HOLE SIZE: 7-7/8" 799 gals,

CEMENT DATA: 300 sx Premlite 11and 465 sx 50/50 Poz

CEMENT TOP AT: 20'

4350-4358'

TUBING

SIZE/GRADE/WT: 2 7/8" / 1-55 / 6.5# 4372-4380'

NO. OF JOINTS: 185 jts (5811.63')

TUBING ANCHOR: 5823.63' KB
4608-4618'

NO. OF JOINTS: 1 jt (31,43')

SEATING NIPPLE: 2 7/8" (1.10') 4880-4890'

SN LANDED AT: 5857.86' KB

NO. OF JOINTS: 2 jts (62.87')
5280-5294

TOTAL STRlNG LENGTH: EOT @5922.28

5482-5516'

SUCKER RODS

POLISHED ROD: 1 1/2" x 26' polished rod
2 Ë T 5802-5812'

SUCKER RODS: 230-7/8" guided rods (8 per), 4- 1 ½" weight bars X X Anchor @5824'

PUMP S1ZE:2 1/2" xl 3/4" x 16'x 20' RHAC rod pump- CDI

STROKE LENGTH: 122" T i 2 5834-5844'

PUMP SPEED, SPM: 4.5

PERFORATION RECORD

5/22/08 4350-4358' 4 JSPF 32 holes
5/22/08 4372-4380' 4 JSPF 32 holes
5/22/08 4608-4618' 4 JSPF 40 holes

EOT @5922' 5/21/08 4880-4890' 4 JSPF 40 holes
SN @5858'

5/21/08 5280-5294' 4 JSPF 56 holes

Shoe @6302, 5/21/08 5482-5516' 4 JSPF 136 holes
5/22/08 5802-5812' 4 JSPF 40 holes
5/22/08 5834-5844' 4 JSPF 40 holes

NE WFIELD
PBTD @6258'

West Point Fed #S-7-9-16 / TD @6350'
672' FSL & 641' FEL

SE/SE Section 7-T9S-Rl6E
Duchesne Co, Utah

API #43-013-33927; Lease #UTU-74390
TW

SpudDate:7-4-08 West Point Fed #S-7-9-16
Put on Production: 8-7-08

GL:6001 KB:6013 Wellbore Diagram

SURFACE CASING FRACJOB
CSG SIZE: 8-5/8" Cement Top @20' 7/30/08 5802-5812' Frac CP1 & CP2 sds as follows:

GRADE: J-55
¯ ¯

34,753# 20/40 sand in 493 bbis of Lightning 17 fluid. Treated w/ ave
pressure of 1682 psi w/ ave rate of23.2 BPM. ISIP 1995 psi. Actual flush:

WEIGHT:24# 5300 gals.
LENGTH: 7 jts (311.16') 7/30/08 5482-5516' Frac LODC sds as follows:
DEPTH LANDED: 323.01, 151,032#20/40 sand in 1075 bbis of Lightning 17fluid. Treated w/ ave

pressure of2133 psi w/ ave rate of23.4 BPM. ISIP 2650 psi. Actual flush:
HOLE SIZE:12-1/4" 5523 gals.
CEMENT DATA: 1- 160, sxs Class "G" cmt, est 4 bbis cmt to surf. 7/31/08 5280-5294' Frac A.5 sds as follows:

70,799# 20/40 sand in 624 bbis of Lightning 17 fluid. Treated w/ ave
pressure of2040 psi w/ ave rate of23.2 BPM. ISIP 2662 psi. Actual flush:

- - 4771 gals,

7/31/08 4880-4890' Frac D1 sds as follows:
49,694# 20/40 sand in 476 bb1sof Lightning 17 fluid. Treated w/ ave
pressure of 1666 psi w/ ave rate of23.2 BPM. ISIP 1962 psi. Actual flush:

PRODUCTION CASING 4368 gals.

CSG SIZE: 5-1/2" 7/31/08 4608-4618' Frac PB10 sds as follows:

GRADE: J-55
40,228# 20/40 sand in 425 bbis of Lightning 17 fluid. Treated w/ ave
pressure of 1970 psi w/ ave rate of23.2 BPM. ISIP 2125 psi. Actual flush:

WEIGHT: 15,5# 4095 gals.

LENGTH: 150 jts (6288.46) 7/31/08 4372-4380' Frac GB4 & GB6 sds as follows:

DEPTH LANDED: 6301.71'
52,889# 20/40 sand in 442 bbis ofLightning 17 fluid. Treatedw/ ave
pressure of2034 psi w/ ave rate of23.2 BPM. ISIP 2193 psi. Actual flush:

HOLE SIZE: 7-7/8" 799 gals,

CEMENT DATA: 300 sx Premlite 11and 465 sx 50/50 Poz

CEMENT TOP AT: 20'

4350-4358'

TUBING

SIZE/GRADE/WT: 2 7/8" / 1-55 / 6.5# 4372-4380'

NO. OF JOINTS: 185 jts (5811.63')

TUBING ANCHOR: 5823.63' KB
4608-4618'

NO. OF JOINTS: 1 jt (31,43')

SEATING NIPPLE: 2 7/8" (1.10') 4880-4890'

SN LANDED AT: 5857.86' KB

NO. OF JOINTS: 2 jts (62.87')
5280-5294

TOTAL STRlNG LENGTH: EOT @5922.28

5482-5516'

SUCKER RODS

POLISHED ROD: 1 1/2" x 26' polished rod
2 Ë T 5802-5812'

SUCKER RODS: 230-7/8" guided rods (8 per), 4- 1 ½" weight bars X X Anchor @5824'

PUMP S1ZE:2 1/2" xl 3/4" x 16'x 20' RHAC rod pump- CDI

STROKE LENGTH: 122" T i 2 5834-5844'

PUMP SPEED, SPM: 4.5

PERFORATION RECORD

5/22/08 4350-4358' 4 JSPF 32 holes
5/22/08 4372-4380' 4 JSPF 32 holes
5/22/08 4608-4618' 4 JSPF 40 holes

EOT @5922' 5/21/08 4880-4890' 4 JSPF 40 holes
SN @5858'

5/21/08 5280-5294' 4 JSPF 56 holes

Shoe @6302, 5/21/08 5482-5516' 4 JSPF 136 holes
5/22/08 5802-5812' 4 JSPF 40 holes
5/22/08 5834-5844' 4 JSPF 40 holes

NE WFIELD
PBTD @6258'

West Point Fed #S-7-9-16 / TD @6350'
672' FSL & 641' FEL

SE/SE Section 7-T9S-Rl6E
Duchesne Co, Utah

API #43-013-33927; Lease #UTU-74390
TW

SpudDate:7-4-08 West Point Fed #S-7-9-16
Put on Production: 8-7-08

GL:6001 KB:6013 Wellbore Diagram

SURFACE CASING FRACJOB
CSG SIZE: 8-5/8" Cement Top @20' 7/30/08 5802-5812' Frac CP1 & CP2 sds as follows:

GRADE: J-55
¯ ¯

34,753# 20/40 sand in 493 bbis of Lightning 17 fluid. Treated w/ ave
pressure of 1682 psi w/ ave rate of23.2 BPM. ISIP 1995 psi. Actual flush:

WEIGHT:24# 5300 gals.
LENGTH: 7 jts (311.16') 7/30/08 5482-5516' Frac LODC sds as follows:
DEPTH LANDED: 323.01, 151,032#20/40 sand in 1075 bbis of Lightning 17fluid. Treated w/ ave

pressure of2133 psi w/ ave rate of23.4 BPM. ISIP 2650 psi. Actual flush:
HOLE SIZE:12-1/4" 5523 gals.
CEMENT DATA: 1- 160, sxs Class "G" cmt, est 4 bbis cmt to surf. 7/31/08 5280-5294' Frac A.5 sds as follows:

70,799# 20/40 sand in 624 bbis of Lightning 17 fluid. Treated w/ ave
pressure of2040 psi w/ ave rate of23.2 BPM. ISIP 2662 psi. Actual flush:

- - 4771 gals,

7/31/08 4880-4890' Frac D1 sds as follows:
49,694# 20/40 sand in 476 bb1sof Lightning 17 fluid. Treated w/ ave
pressure of 1666 psi w/ ave rate of23.2 BPM. ISIP 1962 psi. Actual flush:

PRODUCTION CASING 4368 gals.

CSG SIZE: 5-1/2" 7/31/08 4608-4618' Frac PB10 sds as follows:

GRADE: J-55
40,228# 20/40 sand in 425 bbis of Lightning 17 fluid. Treated w/ ave
pressure of 1970 psi w/ ave rate of23.2 BPM. ISIP 2125 psi. Actual flush:

WEIGHT: 15,5# 4095 gals.

LENGTH: 150 jts (6288.46) 7/31/08 4372-4380' Frac GB4 & GB6 sds as follows:

DEPTH LANDED: 6301.71'
52,889# 20/40 sand in 442 bbis ofLightning 17 fluid. Treatedw/ ave
pressure of2034 psi w/ ave rate of23.2 BPM. ISIP 2193 psi. Actual flush:

HOLE SIZE: 7-7/8" 799 gals,

CEMENT DATA: 300 sx Premlite 11and 465 sx 50/50 Poz

CEMENT TOP AT: 20'

4350-4358'

TUBING

SIZE/GRADE/WT: 2 7/8" / 1-55 / 6.5# 4372-4380'

NO. OF JOINTS: 185 jts (5811.63')

TUBING ANCHOR: 5823.63' KB
4608-4618'

NO. OF JOINTS: 1 jt (31,43')

SEATING NIPPLE: 2 7/8" (1.10') 4880-4890'

SN LANDED AT: 5857.86' KB

NO. OF JOINTS: 2 jts (62.87')
5280-5294

TOTAL STRlNG LENGTH: EOT @5922.28

5482-5516'

SUCKER RODS

POLISHED ROD: 1 1/2" x 26' polished rod
2 Ë T 5802-5812'

SUCKER RODS: 230-7/8" guided rods (8 per), 4- 1 ½" weight bars X X Anchor @5824'

PUMP S1ZE:2 1/2" xl 3/4" x 16'x 20' RHAC rod pump- CDI

STROKE LENGTH: 122" T i 2 5834-5844'

PUMP SPEED, SPM: 4.5

PERFORATION RECORD

5/22/08 4350-4358' 4 JSPF 32 holes
5/22/08 4372-4380' 4 JSPF 32 holes
5/22/08 4608-4618' 4 JSPF 40 holes

EOT @5922' 5/21/08 4880-4890' 4 JSPF 40 holes
SN @5858'

5/21/08 5280-5294' 4 JSPF 56 holes

Shoe @6302, 5/21/08 5482-5516' 4 JSPF 136 holes
5/22/08 5802-5812' 4 JSPF 40 holes
5/22/08 5834-5844' 4 JSPF 40 holes

NE WFIELD
PBTD @6258'

West Point Fed #S-7-9-16 / TD @6350'
672' FSL & 641' FEL

SE/SE Section 7-T9S-Rl6E
Duchesne Co, Utah

API #43-013-33927; Lease #UTU-74390
TW



West Point #13-8-9-16
Spud Date: 11/19/2001 Initial Production: 49.3 BOPD,
Put on Production: 1/4/2002 Injection Wellbore 1075.4 MCFD, 9.7 BWPD
GL: 5982' KB: 5992' Diagram

SURFACE CASING
_

FRAC JOB

CSG SIZE: 8-5/8" 12/20/01 5710'-5747' Frac CP sand as follows:

GRADE: 1-55 36,520#20/40 sand in 376 bbis Viking
WEIGHT: 24# Cement Top @150'

.

I-25 fluid. Treated @avg press of 1680
psi w/avg rate of26.6 BPM. ISIP 2000

LENGTH: 7 jts. (304.68') psi. Calc, flush: 5710 gal., Act. flush:
DEPTH LANDED: 312.68, 5628 gal.

HOLE SIZE:12-1/4,, 12/20/01 5400'-5467 Frac LODC sand as follows:
84,320#20/40 sand in 632 bbis Viking

CEMENT DATA: 150 sxs Class "G" cmt, est 4 bbl cmt to surf I-25 fluid. Treated @avg press of2250
psi w/avg rate of26.4 BPM. ISIP 2300
psi. Calc. flush: 5400 gal., Act. flush:

- 5334 gal.

12/20/01 5030'-5212' Frac A/B sands as follows:

76,320#20/40 sand in 577 bbis Viking
I-25 fluid. Treated @avg press of2260

PRODUCTION CASING psiwlavgrateof25.2BPM. ISIP2040

CSG SIZE: 5-1/2', psi. Calc. flush: 5030 gal., Act. flush:
4914 gal.

GRADE: J-55
12/20/01 4729'-4793' Frac D1/DS3 sand as follows:

WEIGHT: 15.5# 81,320#20/40 sand in 603 bbis Viking

LENGTH: 140 jts. (5968.64')
I-25 fluid. Treated @avg press of l640
psi w/avg rate of27.1 BPM. ISIP 2040

DEPTH LANDED: 5966.14' SN @4173> psi. Calc. flush: 4729 gal., Act. flush:

HOLE SIZE: 7-7/8" Packer @4177, 4663 gal.

CEMENT DATA: 300 sk Prem. Lite II mixed & 450 sxs 50/50 POZ. - EOT @41822 9/14/02 Stuck pump. Updated rod and tubing details.

CEMENT TOP AT: 150' ..

5/25/04 Pump change. Update rod details.
4230'-4232'

Note: GB3 (4230'-4289') sands left un-fraced.

4245'-4247'
1/12/06 Well converted to Injector.

TUBING 1/26/06 MIT completed and submitted.

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 428 l'-4289'

NO. OF JOINTS: 133jts (4163.07)
4729'-4738'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4173.07' KB 4779'-4793'

TOTAL STRINGLENGTH: EOT@4181.57'
5030'-5036'

5185'-5189'

5197'-5212'

5400'-5405, PERFORATION RECORD

12/20/01 5737'-5747' 4 JSPF 40 holes
5432'-5439' 12/20/01 5710'-5713' 4 JSPF 12 holes
5443'-5447, 12/20/01 5453'-546T 4 JSPF 56 holes

12/20/01 5443'-544T 4 JSPF 16 holes

5453'-5467, 12/20/01 5432'-5439' 4 JSPF 28 holes
12/20/01 5400'-5405' 4 JSPF 20 holes
12/20/01 5197'-5212' 4 JSPF 60 holes
12/20/01 5185'-5189' 4 JSPF 16 holes

5710'-5713, 12/20/01 5030'-5036' 4 JSPF 24 holes
12/20/01 4779'-4793' 4 JSPF 56 holes
12/20/01 4729'-4738' 4 JSPF 36 holes
12/20/01 4281'-4289' 4]SPF 32holes

5737'-5747' 12/20/01 4245'-4247' 4 JSPF 08 holes

12/20/01 4230'-4232' 4 JSPF 08 holes

NEWFIELDgl- Newfield Produciton
Top ofFill @5895'

West Point Unit #13-8-9-16 PBTD @5926'

779' FWL & 559' FSL
SWSW Section8-T9S-Rl6E / \ TD@S966'

Duchesne Co, Utah
API #43-013-32287; Lease #UTU-74390

CD

West Point #13-8-9-16
Spud Date: 11/19/2001 Initial Production: 49.3 BOPD,
Put on Production: 1/4/2002 Injection Wellbore 1075.4 MCFD, 9.7 BWPD
GL: 5982' KB: 5992' Diagram

SURFACE CASING
_

FRAC JOB

CSG SIZE: 8-5/8" 12/20/01 5710'-5747' Frac CP sand as follows:

GRADE: 1-55 36,520#20/40 sand in 376 bbis Viking
WEIGHT: 24# Cement Top @150'

.

I-25 fluid. Treated @avg press of 1680
psi w/avg rate of26.6 BPM. ISIP 2000

LENGTH: 7 jts. (304.68') psi. Calc, flush: 5710 gal., Act. flush:
DEPTH LANDED: 312.68, 5628 gal.

HOLE SIZE:12-1/4,, 12/20/01 5400'-5467 Frac LODC sand as follows:
84,320#20/40 sand in 632 bbis Viking

CEMENT DATA: 150 sxs Class "G" cmt, est 4 bbl cmt to surf I-25 fluid. Treated @avg press of2250
psi w/avg rate of26.4 BPM. ISIP 2300
psi. Calc. flush: 5400 gal., Act. flush:

- 5334 gal.

12/20/01 5030'-5212' Frac A/B sands as follows:

76,320#20/40 sand in 577 bbis Viking
I-25 fluid. Treated @avg press of2260

PRODUCTION CASING psiwlavgrateof25.2BPM. ISIP2040

CSG SIZE: 5-1/2', psi. Calc. flush: 5030 gal., Act. flush:
4914 gal.

GRADE: J-55
12/20/01 4729'-4793' Frac D1/DS3 sand as follows:

WEIGHT: 15.5# 81,320#20/40 sand in 603 bbis Viking

LENGTH: 140 jts. (5968.64')
I-25 fluid. Treated @avg press of l640
psi w/avg rate of27.1 BPM. ISIP 2040

DEPTH LANDED: 5966.14' SN @4173> psi. Calc. flush: 4729 gal., Act. flush:

HOLE SIZE: 7-7/8" Packer @4177, 4663 gal.

CEMENT DATA: 300 sk Prem. Lite II mixed & 450 sxs 50/50 POZ. - EOT @41822 9/14/02 Stuck pump. Updated rod and tubing details.

CEMENT TOP AT: 150' ..

5/25/04 Pump change. Update rod details.
4230'-4232'

Note: GB3 (4230'-4289') sands left un-fraced.

4245'-4247'
1/12/06 Well converted to Injector.

TUBING 1/26/06 MIT completed and submitted.

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 428 l'-4289'

NO. OF JOINTS: 133jts (4163.07)
4729'-4738'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4173.07' KB 4779'-4793'

TOTAL STRINGLENGTH: EOT@4181.57'
5030'-5036'

5185'-5189'

5197'-5212'

5400'-5405, PERFORATION RECORD

12/20/01 5737'-5747' 4 JSPF 40 holes
5432'-5439' 12/20/01 5710'-5713' 4 JSPF 12 holes
5443'-5447, 12/20/01 5453'-546T 4 JSPF 56 holes

12/20/01 5443'-544T 4 JSPF 16 holes

5453'-5467, 12/20/01 5432'-5439' 4 JSPF 28 holes
12/20/01 5400'-5405' 4 JSPF 20 holes
12/20/01 5197'-5212' 4 JSPF 60 holes
12/20/01 5185'-5189' 4 JSPF 16 holes

5710'-5713, 12/20/01 5030'-5036' 4 JSPF 24 holes
12/20/01 4779'-4793' 4 JSPF 56 holes
12/20/01 4729'-4738' 4 JSPF 36 holes
12/20/01 4281'-4289' 4]SPF 32holes

5737'-5747' 12/20/01 4245'-4247' 4 JSPF 08 holes

12/20/01 4230'-4232' 4 JSPF 08 holes

NEWFIELDgl- Newfield Produciton
Top ofFill @5895'

West Point Unit #13-8-9-16 PBTD @5926'

779' FWL & 559' FSL
SWSW Section8-T9S-Rl6E / \ TD@S966'

Duchesne Co, Utah
API #43-013-32287; Lease #UTU-74390

CD

West Point #13-8-9-16
Spud Date: 11/19/2001 Initial Production: 49.3 BOPD,
Put on Production: 1/4/2002 Injection Wellbore 1075.4 MCFD, 9.7 BWPD
GL: 5982' KB: 5992' Diagram

SURFACE CASING
_

FRAC JOB

CSG SIZE: 8-5/8" 12/20/01 5710'-5747' Frac CP sand as follows:

GRADE: 1-55 36,520#20/40 sand in 376 bbis Viking
WEIGHT: 24# Cement Top @150'

.

I-25 fluid. Treated @avg press of 1680
psi w/avg rate of26.6 BPM. ISIP 2000

LENGTH: 7 jts. (304.68') psi. Calc, flush: 5710 gal., Act. flush:
DEPTH LANDED: 312.68, 5628 gal.

HOLE SIZE:12-1/4,, 12/20/01 5400'-5467 Frac LODC sand as follows:
84,320#20/40 sand in 632 bbis Viking

CEMENT DATA: 150 sxs Class "G" cmt, est 4 bbl cmt to surf I-25 fluid. Treated @avg press of2250
psi w/avg rate of26.4 BPM. ISIP 2300
psi. Calc. flush: 5400 gal., Act. flush:

- 5334 gal.

12/20/01 5030'-5212' Frac A/B sands as follows:

76,320#20/40 sand in 577 bbis Viking
I-25 fluid. Treated @avg press of2260

PRODUCTION CASING psiwlavgrateof25.2BPM. ISIP2040

CSG SIZE: 5-1/2', psi. Calc. flush: 5030 gal., Act. flush:
4914 gal.

GRADE: J-55
12/20/01 4729'-4793' Frac D1/DS3 sand as follows:

WEIGHT: 15.5# 81,320#20/40 sand in 603 bbis Viking

LENGTH: 140 jts. (5968.64')
I-25 fluid. Treated @avg press of l640
psi w/avg rate of27.1 BPM. ISIP 2040

DEPTH LANDED: 5966.14' SN @4173> psi. Calc. flush: 4729 gal., Act. flush:

HOLE SIZE: 7-7/8" Packer @4177, 4663 gal.

CEMENT DATA: 300 sk Prem. Lite II mixed & 450 sxs 50/50 POZ. - EOT @41822 9/14/02 Stuck pump. Updated rod and tubing details.

CEMENT TOP AT: 150' ..

5/25/04 Pump change. Update rod details.
4230'-4232'

Note: GB3 (4230'-4289') sands left un-fraced.

4245'-4247'
1/12/06 Well converted to Injector.

TUBING 1/26/06 MIT completed and submitted.

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 428 l'-4289'

NO. OF JOINTS: 133jts (4163.07)
4729'-4738'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4173.07' KB 4779'-4793'

TOTAL STRINGLENGTH: EOT@4181.57'
5030'-5036'

5185'-5189'

5197'-5212'

5400'-5405, PERFORATION RECORD

12/20/01 5737'-5747' 4 JSPF 40 holes
5432'-5439' 12/20/01 5710'-5713' 4 JSPF 12 holes
5443'-5447, 12/20/01 5453'-546T 4 JSPF 56 holes

12/20/01 5443'-544T 4 JSPF 16 holes

5453'-5467, 12/20/01 5432'-5439' 4 JSPF 28 holes
12/20/01 5400'-5405' 4 JSPF 20 holes
12/20/01 5197'-5212' 4 JSPF 60 holes
12/20/01 5185'-5189' 4 JSPF 16 holes

5710'-5713, 12/20/01 5030'-5036' 4 JSPF 24 holes
12/20/01 4779'-4793' 4 JSPF 56 holes
12/20/01 4729'-4738' 4 JSPF 36 holes
12/20/01 4281'-4289' 4]SPF 32holes

5737'-5747' 12/20/01 4245'-4247' 4 JSPF 08 holes

12/20/01 4230'-4232' 4 JSPF 08 holes

NEWFIELDgl- Newfield Produciton
Top ofFill @5895'

West Point Unit #13-8-9-16 PBTD @5926'

779' FWL & 559' FSL
SWSW Section8-T9S-Rl6E / \ TD@S966'

Duchesne Co, Utah
API #43-013-32287; Lease #UTU-74390

CD

West Point #13-8-9-16
Spud Date: 11/19/2001 Initial Production: 49.3 BOPD,
Put on Production: 1/4/2002 Injection Wellbore 1075.4 MCFD, 9.7 BWPD
GL: 5982' KB: 5992' Diagram

SURFACE CASING
_

FRAC JOB

CSG SIZE: 8-5/8" 12/20/01 5710'-5747' Frac CP sand as follows:

GRADE: 1-55 36,520#20/40 sand in 376 bbis Viking
WEIGHT: 24# Cement Top @150'

.

I-25 fluid. Treated @avg press of 1680
psi w/avg rate of26.6 BPM. ISIP 2000

LENGTH: 7 jts. (304.68') psi. Calc, flush: 5710 gal., Act. flush:
DEPTH LANDED: 312.68, 5628 gal.

HOLE SIZE:12-1/4,, 12/20/01 5400'-5467 Frac LODC sand as follows:
84,320#20/40 sand in 632 bbis Viking

CEMENT DATA: 150 sxs Class "G" cmt, est 4 bbl cmt to surf I-25 fluid. Treated @avg press of2250
psi w/avg rate of26.4 BPM. ISIP 2300
psi. Calc. flush: 5400 gal., Act. flush:

- 5334 gal.

12/20/01 5030'-5212' Frac A/B sands as follows:

76,320#20/40 sand in 577 bbis Viking
I-25 fluid. Treated @avg press of2260

PRODUCTION CASING psiwlavgrateof25.2BPM. ISIP2040

CSG SIZE: 5-1/2', psi. Calc. flush: 5030 gal., Act. flush:
4914 gal.

GRADE: J-55
12/20/01 4729'-4793' Frac D1/DS3 sand as follows:

WEIGHT: 15.5# 81,320#20/40 sand in 603 bbis Viking

LENGTH: 140 jts. (5968.64')
I-25 fluid. Treated @avg press of l640
psi w/avg rate of27.1 BPM. ISIP 2040

DEPTH LANDED: 5966.14' SN @4173> psi. Calc. flush: 4729 gal., Act. flush:

HOLE SIZE: 7-7/8" Packer @4177, 4663 gal.

CEMENT DATA: 300 sk Prem. Lite II mixed & 450 sxs 50/50 POZ. - EOT @41822 9/14/02 Stuck pump. Updated rod and tubing details.

CEMENT TOP AT: 150' ..

5/25/04 Pump change. Update rod details.
4230'-4232'

Note: GB3 (4230'-4289') sands left un-fraced.

4245'-4247'
1/12/06 Well converted to Injector.

TUBING 1/26/06 MIT completed and submitted.

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 428 l'-4289'

NO. OF JOINTS: 133jts (4163.07)
4729'-4738'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4173.07' KB 4779'-4793'

TOTAL STRINGLENGTH: EOT@4181.57'
5030'-5036'

5185'-5189'

5197'-5212'

5400'-5405, PERFORATION RECORD

12/20/01 5737'-5747' 4 JSPF 40 holes
5432'-5439' 12/20/01 5710'-5713' 4 JSPF 12 holes
5443'-5447, 12/20/01 5453'-546T 4 JSPF 56 holes

12/20/01 5443'-544T 4 JSPF 16 holes

5453'-5467, 12/20/01 5432'-5439' 4 JSPF 28 holes
12/20/01 5400'-5405' 4 JSPF 20 holes
12/20/01 5197'-5212' 4 JSPF 60 holes
12/20/01 5185'-5189' 4 JSPF 16 holes

5710'-5713, 12/20/01 5030'-5036' 4 JSPF 24 holes
12/20/01 4779'-4793' 4 JSPF 56 holes
12/20/01 4729'-4738' 4 JSPF 36 holes
12/20/01 4281'-4289' 4]SPF 32holes

5737'-5747' 12/20/01 4245'-4247' 4 JSPF 08 holes

12/20/01 4230'-4232' 4 JSPF 08 holes

NEWFIELDgl- Newfield Produciton
Top ofFill @5895'

West Point Unit #13-8-9-16 PBTD @5926'

779' FWL & 559' FSL
SWSW Section8-T9S-Rl6E / \ TD@S966'

Duchesne Co, Utah
API #43-013-32287; Lease #UTU-74390

CD



West Point #14-8-9-16
Spud Date: 12/13/2001
Put on Production: 1/15/2002 Initial Production:78 BOPD,
GL: 5959' KB: 5969, Wellbore Diagram 90 MCFD, 10 BWPD

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 1/10/02 5707'-5745' Frac CP-3 sand as follows:
GRADE: J-55 26,000# 20/40 sand in 297 bbis Viking
WEIGHT: 24#

.

1-25fluid. Treated @avg press of 1850
psi w/avg rate of25 BPM. ISIP 1980

LENGTH: 8 jts. (310.63') psi. Calc. flush: 5707 gal., Act. flush:
DEPTH LANDED: 318.63, 5628 gal.

HOLE SIZE:12-l/4" 1/10/02 5228'-5319' Frac A-3 sand as follows:

CEMENT DATA: 150 sxs Class "G" cmt, est 2 bbls cmt to surface. 60,000# 20/40 sand in 483 bbis Viking
1-25 fluid. Treated @avg press of2300
psi w/avg rate of25 BPM. ISIP 2085
psi. Calc. flush; 5228 gal., Act, flush:
5166 gal.

1/10/02 4804'-4818' Frac D-1 sand as follows:

60,680# 20/40 sand in 486 bbis Viking

PRODUCTION CASING
I-25fluid. Treated@avgpressof1775
psi w/avg rate of25 BPM. ISIP 2060

CSG SIZE: 5-1/2" psi. Calc. flush: 4804 gal., Act. flush:
Cement Top @1100' ¯

4707 al.GRADE: J-55

WEIGHT: 15.5# 07/11/06 Pum Change. Update rod and tubing

LENGTH: 142 jts. (5957.29')

DEPTH LANDED: 5954.79'

HOLE SIZE: 7-7/8"

CEMENT DATA: 275 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ.

CEMENT TOP AT: 1100' per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 174 jts (5659.90')

TUBING ANCHOR: 5193.23'

NO. OF JOINTS: 2 jts (65.0T)

SEATING NIPPLE: 2-7/8" (L 10')

SN LANDED AT: 5737.77' KB

NO. OF JOINTS: 1jts (32.53')

TOTAL STRING LENGTH: EOT @5771.85'

4804'-4818'

SUCKER RODS
PERFORATION RECORD

1/08/02 5742'-5745' 4 JSPF 12 holes
POLISHED ROD: 1-1/2" x 22' SM Anchor @5193' 1/08/02 5717'-5720' 4 JSPF 12 holes

SUCKER RODS: 6-1 1/2" weight bars; 10-3/4" scraper rods; 123-3/4" slick 1/08/02 5705'-5712' 4 JSPF 20 holes
rods, 89-3/4" scraper rods, 2-4', 1-6', 1-8' x 3/4" pony rods. 1/10/02 5313'-5319' 4 JSPF 24 holes

PUMP SIZE: 2-1/2" x 1-l/2" x 14.5' RHAC 5228'-5243, 1/10/02 5228'-5243' 4 JSPF 60 holes

STROKE LENGTH: ,, 1/10/02 4804'-4818' 4 JSPF 56 holes

PUMP SPEED, SPM: SPM 5313'-5319'

5705'-5712'

571T-5720'

5742'-5745'

NEWFIELD sN@S737'

EOT @5771'
| N \ PBTD @5935'

West Point #14-8-9-16 TD @5949'

809' FSL & 1999' FWL
SESW Section 8-T9S-Rl6E

Duchesne Co, Utah
API #43-013-32288; Lease #UTU-74390

CB

West Point #14-8-9-16
Spud Date: 12/13/2001
Put on Production: 1/15/2002 Initial Production:78 BOPD,
GL: 5959' KB: 5969, Wellbore Diagram 90 MCFD, 10 BWPD

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 1/10/02 5707'-5745' Frac CP-3 sand as follows:
GRADE: J-55 26,000# 20/40 sand in 297 bbis Viking
WEIGHT: 24#

.

1-25fluid. Treated @avg press of 1850
psi w/avg rate of25 BPM. ISIP 1980

LENGTH: 8 jts. (310.63') psi. Calc. flush: 5707 gal., Act. flush:
DEPTH LANDED: 318.63, 5628 gal.

HOLE SIZE:12-l/4" 1/10/02 5228'-5319' Frac A-3 sand as follows:

CEMENT DATA: 150 sxs Class "G" cmt, est 2 bbls cmt to surface. 60,000# 20/40 sand in 483 bbis Viking
1-25 fluid. Treated @avg press of2300
psi w/avg rate of25 BPM. ISIP 2085
psi. Calc. flush; 5228 gal., Act, flush:
5166 gal.

1/10/02 4804'-4818' Frac D-1 sand as follows:

60,680# 20/40 sand in 486 bbis Viking

PRODUCTION CASING
I-25fluid. Treated@avgpressof1775
psi w/avg rate of25 BPM. ISIP 2060
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West Point 14-7-9-16
Spud Date: 02/09/06 Initial Production: BOPD,
Put on Production: 03/24/06 Wellbore Diagram MCFD, BWPD
K.B.: 6000, G.L.: 5988

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 03-14-06 5641-5654' Frac CP1, sands as follows:
GRADE: 1-55 40008# 20/40 sand in 460 bb1sLightning 17

frac fluid. Treated @avg press of 1935 psi
WEIGHT: 24# Cement Top @110'

· w/avg rate of25.3 BPM. ISIP 1970 psi, Calc
LENGTH: 7 jts. (306.55') flush: 5652 gal. Actual flush: 5670 gal.

DEPTH LANDED: 317.45' KB 03-15-06 5422-5442' Frac LODC, sands as follows:
49941# 20/40 sand in 509 bbis Lightningl7

HOLE SIZE:12-l/4" frac fluid. Treated @avg press of2174 psi
CEMENT DATA: 160 sxs Class "G" cmt, est 6 bbis cmt to surE w/avg rate of25 BPM. ISIP 2290 psi. Cale

flush: 5440 gal Actual flush; 5418 gal.
03-15-06 5126-5144' Frac Al sands as follows:

54325# 20/40 sand 471 bbls Lightning 17
frac fluid. Treated @avg press of2142 psi
w/avg rate of25.3 BPM. ISIP 2200 psi. Calc
flush: 5142 gal. Actual flush; 5166 gal.

03-15-06 5004-5022' Frac B2 sands as follows:

PRODUCTION CASING fra4c9fl5#id2.
e d v

pbrssLi 7

CSG SIZE: 5-1/2" w/avg rate of25.5 BPM. ISIP 1900 psi. Calc

GRADE: J-55 flush: 5020 gal. Actual flush: 4998 gal.
03-15-06 4621-4724' Frac DS1, D1 sands as follows:

WEIGHT: 15.5# 25539# 20/40 sand in 320 bbls Lightning17

LENGTH: 144 jts. (6077.36')
frac fluid. Treated @avg press 2017 psi
w/avg rate of25.4 BPM. ISIP 2300 psi. Cale

DEPTH LANDED: 6090.61' KB flush: 4722 gal. Actual flush: 4620 gal.

HOLE SIZE: 7-7/8"
03-15-06 4228-4288' Frac GB4, GB6 sands as follows:

123611#20/40 sand in 812 bbls Lightningl7
CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ. frac fluid. Treated @avg press 1796 psi

CEMENT TOP @:110, w/avg rate of25.4 BPM. ISIP 2180 psi. Calc
flush: 4286 gal. Actual flush: 4116 gal.

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 08-25-06 Pump Change-Tubing & Rod detail updated.
NO. OF JOINTS: 173jts (5579.79') 08-14-07 Workover: Updated rod details.
TUBING ANCHOR: 5591.79' KB 05/28/08 Tbg. Leak. Updated rod and tubing details
NO. OF JOINTS: 2 jts (65.00')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5659.59' KB

NO. OF JOINTS: 2 jts (64.95') 4228-4236'

TOTAL STRING LENGTH: EOT @5726.09'w/12 KB 4249-4259'

4276-4288'

4621-4632'

SUCKER RODS
PERFORATION RECORD

4720-4724' 03/10/06 5641-5654' 4 JSPF 52 holes

POLISHED ROD: 1-1/2" x 22' SM 5004-5022, 03/14/06 5422-5442' 4 JSPF 80 holes

SUCKER RODS: 2-6' x3/4" pony sub, 100-3/4"guided rods, 90-3/4" slick rods. - 5126-5144' 55
JP30-3/4" guided rods, 6-1 ½" weight bars.

5422-5442' 03/15/06 4720-4724' 4 JSPF 16 holes
PUMP SIZE: 2-1/2" x 1-1/2" x12x 15' RHAC 03/15/06 4621-4632' 4 JSPF 44 holes

03/15/06 4276-4288' 4 JSPF 48 holesSTROKE LENGTH: 86" Anchor @5591' 03/15/06 4249-4259' 4 JSPF 40 holes
PUMP SPEED, 4 SPM: 03/15/06 4228-4236' 4 JSPF 32 holes

5641-5654'

SN 5676'

I
EOT @5743'

NEWFIELD PBTD @6047'

SHOE @6090'

West Point 14-7-9-16

493' FSL & 1919' FWL TD @6100'

SE/SW Section 7-T9S-R16E

Duchesne Co, Utah

API #43-013-32745; Lease #UTU-74390

EL

West Point 14-7-9-16
Spud Date: 02/09/06 Initial Production: BOPD,
Put on Production: 03/24/06 Wellbore Diagram MCFD, BWPD
K.B.: 6000, G.L.: 5988
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HOLE SIZE:12-l/4" frac fluid. Treated @avg press of2174 psi
CEMENT DATA: 160 sxs Class "G" cmt, est 6 bbis cmt to surE w/avg rate of25 BPM. ISIP 2290 psi. Cale
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w/avg rate of25.3 BPM. ISIP 2200 psi. Calc
flush: 5142 gal. Actual flush; 5166 gal.
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e d v

pbrssLi 7

CSG SIZE: 5-1/2" w/avg rate of25.5 BPM. ISIP 1900 psi. Calc
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LENGTH: 144 jts. (6077.36')
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w/avg rate of25.4 BPM. ISIP 2300 psi. Cale

DEPTH LANDED: 6090.61' KB flush: 4722 gal. Actual flush: 4620 gal.

HOLE SIZE: 7-7/8"
03-15-06 4228-4288' Frac GB4, GB6 sands as follows:

123611#20/40 sand in 812 bbls Lightningl7
CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ. frac fluid. Treated @avg press 1796 psi

CEMENT TOP @:110, w/avg rate of25.4 BPM. ISIP 2180 psi. Calc
flush: 4286 gal. Actual flush: 4116 gal.
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493' FSL & 1919' FWL TD @6100'

SE/SW Section 7-T9S-R16E

Duchesne Co, Utah

API #43-013-32745; Lease #UTU-74390

EL

West Point 14-7-9-16
Spud Date: 02/09/06 Initial Production: BOPD,
Put on Production: 03/24/06 Wellbore Diagram MCFD, BWPD
K.B.: 6000, G.L.: 5988

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 03-14-06 5641-5654' Frac CP1, sands as follows:
GRADE: 1-55 40008# 20/40 sand in 460 bb1sLightning 17

frac fluid. Treated @avg press of 1935 psi
WEIGHT: 24# Cement Top @110'

· w/avg rate of25.3 BPM. ISIP 1970 psi, Calc
LENGTH: 7 jts. (306.55') flush: 5652 gal. Actual flush: 5670 gal.

DEPTH LANDED: 317.45' KB 03-15-06 5422-5442' Frac LODC, sands as follows:
49941# 20/40 sand in 509 bbis Lightningl7

HOLE SIZE:12-l/4" frac fluid. Treated @avg press of2174 psi
CEMENT DATA: 160 sxs Class "G" cmt, est 6 bbis cmt to surE w/avg rate of25 BPM. ISIP 2290 psi. Cale

flush: 5440 gal Actual flush; 5418 gal.
03-15-06 5126-5144' Frac Al sands as follows:

54325# 20/40 sand 471 bbls Lightning 17
frac fluid. Treated @avg press of2142 psi
w/avg rate of25.3 BPM. ISIP 2200 psi. Calc
flush: 5142 gal. Actual flush; 5166 gal.

03-15-06 5004-5022' Frac B2 sands as follows:

PRODUCTION CASING fra4c9fl5#id2.
e d v

pbrssLi 7

CSG SIZE: 5-1/2" w/avg rate of25.5 BPM. ISIP 1900 psi. Calc

GRADE: J-55 flush: 5020 gal. Actual flush: 4998 gal.
03-15-06 4621-4724' Frac DS1, D1 sands as follows:

WEIGHT: 15.5# 25539# 20/40 sand in 320 bbls Lightning17

LENGTH: 144 jts. (6077.36')
frac fluid. Treated @avg press 2017 psi
w/avg rate of25.4 BPM. ISIP 2300 psi. Cale

DEPTH LANDED: 6090.61' KB flush: 4722 gal. Actual flush: 4620 gal.

HOLE SIZE: 7-7/8"
03-15-06 4228-4288' Frac GB4, GB6 sands as follows:

123611#20/40 sand in 812 bbls Lightningl7
CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ. frac fluid. Treated @avg press 1796 psi

CEMENT TOP @:110, w/avg rate of25.4 BPM. ISIP 2180 psi. Calc
flush: 4286 gal. Actual flush: 4116 gal.

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 08-25-06 Pump Change-Tubing & Rod detail updated.
NO. OF JOINTS: 173jts (5579.79') 08-14-07 Workover: Updated rod details.
TUBING ANCHOR: 5591.79' KB 05/28/08 Tbg. Leak. Updated rod and tubing details
NO. OF JOINTS: 2 jts (65.00')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5659.59' KB

NO. OF JOINTS: 2 jts (64.95') 4228-4236'

TOTAL STRING LENGTH: EOT @5726.09'w/12 KB 4249-4259'

4276-4288'

4621-4632'

SUCKER RODS
PERFORATION RECORD

4720-4724' 03/10/06 5641-5654' 4 JSPF 52 holes

POLISHED ROD: 1-1/2" x 22' SM 5004-5022, 03/14/06 5422-5442' 4 JSPF 80 holes

SUCKER RODS: 2-6' x3/4" pony sub, 100-3/4"guided rods, 90-3/4" slick rods. - 5126-5144' 55
JP30-3/4" guided rods, 6-1 ½" weight bars.

5422-5442' 03/15/06 4720-4724' 4 JSPF 16 holes
PUMP SIZE: 2-1/2" x 1-1/2" x12x 15' RHAC 03/15/06 4621-4632' 4 JSPF 44 holes

03/15/06 4276-4288' 4 JSPF 48 holesSTROKE LENGTH: 86" Anchor @5591' 03/15/06 4249-4259' 4 JSPF 40 holes
PUMP SPEED, 4 SPM: 03/15/06 4228-4236' 4 JSPF 32 holes

5641-5654'

SN 5676'

I
EOT @5743'

NEWFIELD PBTD @6047'

SHOE @6090'

West Point 14-7-9-16

493' FSL & 1919' FWL TD @6100'

SE/SW Section 7-T9S-R16E

Duchesne Co, Utah

API #43-013-32745; Lease #UTU-74390

EL



Spud Date: 12/2/97 Nine Mile #15-7-9-16
Put on Production: 1/14/98 Initial Production: 66 BOPD,

GL: 5923' KB: 5935' Injection Wellbore 76 McFPD, 6 BWPD

Diagrarn
SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 1/8/98 5546'-5585' Frac CP sand as follows:
GRADE: J-55 104,400# of20/40 sd in 525 bbis

Delta Frac. Treated @avg rate 32.3 bpm,
WEIGHT:24# avg press 1650 psi. Breakdown @2996

LENGTH: 7 jts (286') psi. ISIP-2900 psi, 5-min 2007 psi.
Flowback for 3 hrs & died.

DEPTH LANDED: 288'
1/10/98 4631'-4642' Frac D sand as follows: 104,400#

HOLE SIZE:12-1/4" of20/40 sd in 507 bbls Delta Frac.

CEMENT DATA: 140 sxs Premium cmt, est 5 bbls to surf Breakdown @2460 psi. Treated @avg
rate of 26.4 BPM, avg press 2100 psi.
ISIP-2424 psi, 5-min 2262 psi. Flowback
on12/64" ck for 4 hrs & died.

11/28/01 5362'-5368' Broke perfs with 3500 psi @1.75 bpm.
Injection rate of2950 psi.

11/28/01 5314'-5334' Broke perfs with 1200 psi @1.75 bpm.

PRODUCTION CASING Injection rate of l500 psi.

CSG SIZE: 5-1/2,, 11/28/01 4100'-4108' Broke perfs with 2700 psi @L75 bpm.
Injection rate of 1800psi.

GRADE: J-55
l1/28/01 Open new perfs and donvert to injection.

WEIGHT: 15.5#
11/21/06 5 Year MIT completed on 11/15/06 and

LENGTH: 137 jts. (582T) submitted on 11/21/06.

DEPTH LANDED: 5839'

HOLE SIZE: 7-7/8"

CEMENT DATA: 350 sks Hibond mixed & 300 sks thixotropic

CEMENT TOP AT:

TUBING

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 128 jts (4007.82')
Packer @4021'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4020.92' KB

TUBING ANCHOR: 4021.24 4100'-08' GB4
TOTAL STRING LENGTH: EOT @4028.24'

4631'-46' D

5314'-22' LODC
PERFORATION RECORD

5328'-34' LODC 1/8/98 5546'-5562' 4 JSPF 24 holes
1/8/98 5577'-5580' 4 JSPF 12 holes
1/8/98 5582'-5585' 4 JSPF 12 holes

5362'-68' LODC 1/9/98 4631'-4642' 4 JSPF 44 holes

11/28/01 5362'-5368' 4 JSPF 24 holes
11/28/01 5328'-5334' 4 ]SPF 24 holes

- 5546'- 62' CP 11/28/01 5314'-5322' 4 JSPF 32 holes
11/28/01 4100'-4108' 4]SPF 32holes

5577'- 80' CP

5582'-85' CP

---- EOT @4028'
NEWFIELD PBTD @5795'

\ TD @5860'

Nine Mile #15-7-9-16
701.2 FSL & 2074.8 FEL

SWSE Section7-T9S-Rl6E
Duchesne Co, Utah

API #43-013-31803; Lease #U-74390
CD

Spud Date: 12/2/97 Nine Mile #15-7-9-16
Put on Production: 1/14/98 Initial Production: 66 BOPD,

GL: 5923' KB: 5935' Injection Wellbore 76 McFPD, 6 BWPD

Diagrarn
SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 1/8/98 5546'-5585' Frac CP sand as follows:
GRADE: J-55 104,400# of20/40 sd in 525 bbis

Delta Frac. Treated @avg rate 32.3 bpm,
WEIGHT:24# avg press 1650 psi. Breakdown @2996

LENGTH: 7 jts (286') psi. ISIP-2900 psi, 5-min 2007 psi.
Flowback for 3 hrs & died.

DEPTH LANDED: 288'
1/10/98 4631'-4642' Frac D sand as follows: 104,400#

HOLE SIZE:12-1/4" of20/40 sd in 507 bbls Delta Frac.

CEMENT DATA: 140 sxs Premium cmt, est 5 bbls to surf Breakdown @2460 psi. Treated @avg
rate of 26.4 BPM, avg press 2100 psi.
ISIP-2424 psi, 5-min 2262 psi. Flowback
on12/64" ck for 4 hrs & died.

11/28/01 5362'-5368' Broke perfs with 3500 psi @1.75 bpm.
Injection rate of2950 psi.

11/28/01 5314'-5334' Broke perfs with 1200 psi @1.75 bpm.

PRODUCTION CASING Injection rate of l500 psi.

CSG SIZE: 5-1/2,, 11/28/01 4100'-4108' Broke perfs with 2700 psi @L75 bpm.
Injection rate of 1800psi.

GRADE: J-55
l1/28/01 Open new perfs and donvert to injection.

WEIGHT: 15.5#
11/21/06 5 Year MIT completed on 11/15/06 and

LENGTH: 137 jts. (582T) submitted on 11/21/06.

DEPTH LANDED: 5839'

HOLE SIZE: 7-7/8"

CEMENT DATA: 350 sks Hibond mixed & 300 sks thixotropic

CEMENT TOP AT:

TUBING

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 128 jts (4007.82')
Packer @4021'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4020.92' KB

TUBING ANCHOR: 4021.24 4100'-08' GB4
TOTAL STRING LENGTH: EOT @4028.24'

4631'-46' D

5314'-22' LODC
PERFORATION RECORD

5328'-34' LODC 1/8/98 5546'-5562' 4 JSPF 24 holes
1/8/98 5577'-5580' 4 JSPF 12 holes
1/8/98 5582'-5585' 4 JSPF 12 holes

5362'-68' LODC 1/9/98 4631'-4642' 4 JSPF 44 holes

11/28/01 5362'-5368' 4 JSPF 24 holes
11/28/01 5328'-5334' 4 ]SPF 24 holes

- 5546'- 62' CP 11/28/01 5314'-5322' 4 JSPF 32 holes
11/28/01 4100'-4108' 4]SPF 32holes

5577'- 80' CP

5582'-85' CP

---- EOT @4028'
NEWFIELD PBTD @5795'

\ TD @5860'

Nine Mile #15-7-9-16
701.2 FSL & 2074.8 FEL

SWSE Section7-T9S-Rl6E
Duchesne Co, Utah

API #43-013-31803; Lease #U-74390
CD

Spud Date: 12/2/97 Nine Mile #15-7-9-16
Put on Production: 1/14/98 Initial Production: 66 BOPD,

GL: 5923' KB: 5935' Injection Wellbore 76 McFPD, 6 BWPD

Diagrarn
SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 1/8/98 5546'-5585' Frac CP sand as follows:
GRADE: J-55 104,400# of20/40 sd in 525 bbis

Delta Frac. Treated @avg rate 32.3 bpm,
WEIGHT:24# avg press 1650 psi. Breakdown @2996

LENGTH: 7 jts (286') psi. ISIP-2900 psi, 5-min 2007 psi.
Flowback for 3 hrs & died.

DEPTH LANDED: 288'
1/10/98 4631'-4642' Frac D sand as follows: 104,400#

HOLE SIZE:12-1/4" of20/40 sd in 507 bbls Delta Frac.

CEMENT DATA: 140 sxs Premium cmt, est 5 bbls to surf Breakdown @2460 psi. Treated @avg
rate of 26.4 BPM, avg press 2100 psi.
ISIP-2424 psi, 5-min 2262 psi. Flowback
on12/64" ck for 4 hrs & died.

11/28/01 5362'-5368' Broke perfs with 3500 psi @1.75 bpm.
Injection rate of2950 psi.

11/28/01 5314'-5334' Broke perfs with 1200 psi @1.75 bpm.

PRODUCTION CASING Injection rate of l500 psi.

CSG SIZE: 5-1/2,, 11/28/01 4100'-4108' Broke perfs with 2700 psi @L75 bpm.
Injection rate of 1800psi.

GRADE: J-55
l1/28/01 Open new perfs and donvert to injection.

WEIGHT: 15.5#
11/21/06 5 Year MIT completed on 11/15/06 and

LENGTH: 137 jts. (582T) submitted on 11/21/06.

DEPTH LANDED: 5839'

HOLE SIZE: 7-7/8"

CEMENT DATA: 350 sks Hibond mixed & 300 sks thixotropic

CEMENT TOP AT:

TUBING

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 128 jts (4007.82')
Packer @4021'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4020.92' KB

TUBING ANCHOR: 4021.24 4100'-08' GB4
TOTAL STRING LENGTH: EOT @4028.24'

4631'-46' D

5314'-22' LODC
PERFORATION RECORD

5328'-34' LODC 1/8/98 5546'-5562' 4 JSPF 24 holes
1/8/98 5577'-5580' 4 JSPF 12 holes
1/8/98 5582'-5585' 4 JSPF 12 holes

5362'-68' LODC 1/9/98 4631'-4642' 4 JSPF 44 holes

11/28/01 5362'-5368' 4 JSPF 24 holes
11/28/01 5328'-5334' 4 ]SPF 24 holes

- 5546'- 62' CP 11/28/01 5314'-5322' 4 JSPF 32 holes
11/28/01 4100'-4108' 4]SPF 32holes

5577'- 80' CP

5582'-85' CP

---- EOT @4028'
NEWFIELD PBTD @5795'

\ TD @5860'

Nine Mile #15-7-9-16
701.2 FSL & 2074.8 FEL

SWSE Section7-T9S-Rl6E
Duchesne Co, Utah

API #43-013-31803; Lease #U-74390
CD

Spud Date: 12/2/97 Nine Mile #15-7-9-16
Put on Production: 1/14/98 Initial Production: 66 BOPD,

GL: 5923' KB: 5935' Injection Wellbore 76 McFPD, 6 BWPD

Diagrarn
SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 1/8/98 5546'-5585' Frac CP sand as follows:
GRADE: J-55 104,400# of20/40 sd in 525 bbis

Delta Frac. Treated @avg rate 32.3 bpm,
WEIGHT:24# avg press 1650 psi. Breakdown @2996

LENGTH: 7 jts (286') psi. ISIP-2900 psi, 5-min 2007 psi.
Flowback for 3 hrs & died.

DEPTH LANDED: 288'
1/10/98 4631'-4642' Frac D sand as follows: 104,400#

HOLE SIZE:12-1/4" of20/40 sd in 507 bbls Delta Frac.

CEMENT DATA: 140 sxs Premium cmt, est 5 bbls to surf Breakdown @2460 psi. Treated @avg
rate of 26.4 BPM, avg press 2100 psi.
ISIP-2424 psi, 5-min 2262 psi. Flowback
on12/64" ck for 4 hrs & died.

11/28/01 5362'-5368' Broke perfs with 3500 psi @1.75 bpm.
Injection rate of2950 psi.

11/28/01 5314'-5334' Broke perfs with 1200 psi @1.75 bpm.

PRODUCTION CASING Injection rate of l500 psi.

CSG SIZE: 5-1/2,, 11/28/01 4100'-4108' Broke perfs with 2700 psi @L75 bpm.
Injection rate of 1800psi.

GRADE: J-55
l1/28/01 Open new perfs and donvert to injection.

WEIGHT: 15.5#
11/21/06 5 Year MIT completed on 11/15/06 and

LENGTH: 137 jts. (582T) submitted on 11/21/06.

DEPTH LANDED: 5839'

HOLE SIZE: 7-7/8"

CEMENT DATA: 350 sks Hibond mixed & 300 sks thixotropic

CEMENT TOP AT:

TUBING

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 128 jts (4007.82')
Packer @4021'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4020.92' KB

TUBING ANCHOR: 4021.24 4100'-08' GB4
TOTAL STRING LENGTH: EOT @4028.24'

4631'-46' D

5314'-22' LODC
PERFORATION RECORD

5328'-34' LODC 1/8/98 5546'-5562' 4 JSPF 24 holes
1/8/98 5577'-5580' 4 JSPF 12 holes
1/8/98 5582'-5585' 4 JSPF 12 holes

5362'-68' LODC 1/9/98 4631'-4642' 4 JSPF 44 holes

11/28/01 5362'-5368' 4 JSPF 24 holes
11/28/01 5328'-5334' 4 ]SPF 24 holes

- 5546'- 62' CP 11/28/01 5314'-5322' 4 JSPF 32 holes
11/28/01 4100'-4108' 4]SPF 32holes

5577'- 80' CP

5582'-85' CP

---- EOT @4028'
NEWFIELD PBTD @5795'

\ TD @5860'

Nine Mile #15-7-9-16
701.2 FSL & 2074.8 FEL

SWSE Section7-T9S-Rl6E
Duchesne Co, Utah

API #43-013-31803; Lease #U-74390
CD



SpudDate:02/13/97 ÌVIOnument Federal 31-18-9-16
Put on Production: 3/17/97 Initial Production: 50 BOPD,
GL: 5884' KB: 5895' Wellbore Diagram 58 MCFPD, 0 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 3/03/97 4757-4894" Frac as follows:
116,740# 16/30 sand in 839 bbl 2% KCL fracGRADE: J-55
fluid. Average treating press. 2300 psi @41

WEIGHT:24# bpm. ISIP 2250 psi.

LENGTH: 6 jts. (249.75') 3/06/97 4056'-4108' Frac as follows:

DEPTH LANDED: 260' KB l10,110# 16/30 sand in 730 bbl 2% KCl frac
fluid. Average treating press. 1950 psi @26.7

HOLE SIZE; 12-1/4" bpm. ISIP 2100 psi.

CEMENT DATA: 185 sxs Class "G". Circulate 4 bb1s.cement to surface. 8/28/00 Pump change. Update rod and tubing details.

11/9/05 Pump change. Update rod and tubing details.

- - 8/17/07 Pump change. Update rod & tubing detail.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 133 jts. (5664.68')

DEPTH LANDED: 5675' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 250 sxs Prem Lite Plus. Tail w/ 570 sxs 50/50 poz.
Circulate 15 bbls. cement to surface.

TUBING
SIZE/GRADE/WT.: 2-7/8" / M-50

NO. OF JOINTS: 159 jts (4947.47')

TUBING ANCHOR: 4957.47'

SN LANDED AT: 4960.27'

NO. OF JOINTS: 1jt (29.35')

TOTAL STRING LENGTH: EOT @4991.17' -
4056'-4064

4080'-4086'

4088'-4096'

SUCKER RODS PERFORATION RECORD

POLISHED ROD: 1-1/2" x 22' Polished Rod
4098'-4108' 3/01/96 4873'-4894' 2 JSPF 22 holes

3/01/96 4824'-4833' 2 JSPF 18 holes
SUCKER RODS: 4', 6', 6' x ¾" pony rod, 90- ¾" guided rods, 83-3/4" plain -

4757'-4759' 3/01/96 4761'-4767' 2 JSPF 12 holes
rods, 18- ¾" guided rods, 2' x ¾" guided pony rod, 6-1 ½" weight bars, 2' x ¾' 3/01/96 4757'-4759' 2 JSPF 06 holesguided pony rods

¯ 4761'-47679 3/05/96 4098'-4108' 4 JSPF 40 holes
PUMP SIZE: 2-1/2" x 1-1/2" x 12'x15' RHAC

3/05/96 4088'-4096' 4 JSPF 32 holes
STROKE LENGTH: 54" 4824'-4833' 3/05/96 4080'-4086' 4 JSPF 24 holes
STROKES/MINUTE: 4 SPM 3/05/96 4056'-4064' 4 JSPF 32 holes

4873'-4894'

Anchor @4957'

SN @
4960.27'

I
EOT @ 4991'

PBTD 5627'

NEWPIELD TD 5675'

Monument Federal 31-18-9-16

648' FNL & 1992' FEL

NWNE Section 18-T9S-R16E

Duchesne Co, Utah

API #43-013-31725; Lease #U-74390

DF

SpudDate:02/13/97 ÌVIOnument Federal 31-18-9-16
Put on Production: 3/17/97 Initial Production: 50 BOPD,
GL: 5884' KB: 5895' Wellbore Diagram 58 MCFPD, 0 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 3/03/97 4757-4894" Frac as follows:
116,740# 16/30 sand in 839 bbl 2% KCL fracGRADE: J-55
fluid. Average treating press. 2300 psi @41

WEIGHT:24# bpm. ISIP 2250 psi.

LENGTH: 6 jts. (249.75') 3/06/97 4056'-4108' Frac as follows:

DEPTH LANDED: 260' KB l10,110# 16/30 sand in 730 bbl 2% KCl frac
fluid. Average treating press. 1950 psi @26.7

HOLE SIZE; 12-1/4" bpm. ISIP 2100 psi.

CEMENT DATA: 185 sxs Class "G". Circulate 4 bb1s.cement to surface. 8/28/00 Pump change. Update rod and tubing details.

11/9/05 Pump change. Update rod and tubing details.

- - 8/17/07 Pump change. Update rod & tubing detail.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 133 jts. (5664.68')

DEPTH LANDED: 5675' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 250 sxs Prem Lite Plus. Tail w/ 570 sxs 50/50 poz.
Circulate 15 bbls. cement to surface.

TUBING
SIZE/GRADE/WT.: 2-7/8" / M-50

NO. OF JOINTS: 159 jts (4947.47')

TUBING ANCHOR: 4957.47'

SN LANDED AT: 4960.27'

NO. OF JOINTS: 1jt (29.35')

TOTAL STRING LENGTH: EOT @4991.17' -
4056'-4064

4080'-4086'

4088'-4096'

SUCKER RODS PERFORATION RECORD

POLISHED ROD: 1-1/2" x 22' Polished Rod
4098'-4108' 3/01/96 4873'-4894' 2 JSPF 22 holes

3/01/96 4824'-4833' 2 JSPF 18 holes
SUCKER RODS: 4', 6', 6' x ¾" pony rod, 90- ¾" guided rods, 83-3/4" plain -

4757'-4759' 3/01/96 4761'-4767' 2 JSPF 12 holes
rods, 18- ¾" guided rods, 2' x ¾" guided pony rod, 6-1 ½" weight bars, 2' x ¾' 3/01/96 4757'-4759' 2 JSPF 06 holesguided pony rods

¯ 4761'-47679 3/05/96 4098'-4108' 4 JSPF 40 holes
PUMP SIZE: 2-1/2" x 1-1/2" x 12'x15' RHAC

3/05/96 4088'-4096' 4 JSPF 32 holes
STROKE LENGTH: 54" 4824'-4833' 3/05/96 4080'-4086' 4 JSPF 24 holes
STROKES/MINUTE: 4 SPM 3/05/96 4056'-4064' 4 JSPF 32 holes

4873'-4894'

Anchor @4957'

SN @
4960.27'

I
EOT @ 4991'

PBTD 5627'

NEWPIELD TD 5675'

Monument Federal 31-18-9-16

648' FNL & 1992' FEL

NWNE Section 18-T9S-R16E

Duchesne Co, Utah

API #43-013-31725; Lease #U-74390

DF

SpudDate:02/13/97 ÌVIOnument Federal 31-18-9-16
Put on Production: 3/17/97 Initial Production: 50 BOPD,
GL: 5884' KB: 5895' Wellbore Diagram 58 MCFPD, 0 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 3/03/97 4757-4894" Frac as follows:
116,740# 16/30 sand in 839 bbl 2% KCL fracGRADE: J-55
fluid. Average treating press. 2300 psi @41

WEIGHT:24# bpm. ISIP 2250 psi.

LENGTH: 6 jts. (249.75') 3/06/97 4056'-4108' Frac as follows:

DEPTH LANDED: 260' KB l10,110# 16/30 sand in 730 bbl 2% KCl frac
fluid. Average treating press. 1950 psi @26.7

HOLE SIZE; 12-1/4" bpm. ISIP 2100 psi.

CEMENT DATA: 185 sxs Class "G". Circulate 4 bb1s.cement to surface. 8/28/00 Pump change. Update rod and tubing details.

11/9/05 Pump change. Update rod and tubing details.

- - 8/17/07 Pump change. Update rod & tubing detail.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 133 jts. (5664.68')

DEPTH LANDED: 5675' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 250 sxs Prem Lite Plus. Tail w/ 570 sxs 50/50 poz.
Circulate 15 bbls. cement to surface.

TUBING
SIZE/GRADE/WT.: 2-7/8" / M-50

NO. OF JOINTS: 159 jts (4947.47')

TUBING ANCHOR: 4957.47'

SN LANDED AT: 4960.27'

NO. OF JOINTS: 1jt (29.35')

TOTAL STRING LENGTH: EOT @4991.17' -
4056'-4064

4080'-4086'

4088'-4096'

SUCKER RODS PERFORATION RECORD

POLISHED ROD: 1-1/2" x 22' Polished Rod
4098'-4108' 3/01/96 4873'-4894' 2 JSPF 22 holes

3/01/96 4824'-4833' 2 JSPF 18 holes
SUCKER RODS: 4', 6', 6' x ¾" pony rod, 90- ¾" guided rods, 83-3/4" plain -

4757'-4759' 3/01/96 4761'-4767' 2 JSPF 12 holes
rods, 18- ¾" guided rods, 2' x ¾" guided pony rod, 6-1 ½" weight bars, 2' x ¾' 3/01/96 4757'-4759' 2 JSPF 06 holesguided pony rods

¯ 4761'-47679 3/05/96 4098'-4108' 4 JSPF 40 holes
PUMP SIZE: 2-1/2" x 1-1/2" x 12'x15' RHAC

3/05/96 4088'-4096' 4 JSPF 32 holes
STROKE LENGTH: 54" 4824'-4833' 3/05/96 4080'-4086' 4 JSPF 24 holes
STROKES/MINUTE: 4 SPM 3/05/96 4056'-4064' 4 JSPF 32 holes

4873'-4894'

Anchor @4957'

SN @
4960.27'

I
EOT @ 4991'

PBTD 5627'

NEWPIELD TD 5675'

Monument Federal 31-18-9-16

648' FNL & 1992' FEL

NWNE Section 18-T9S-R16E

Duchesne Co, Utah

API #43-013-31725; Lease #U-74390

DF

SpudDate:02/13/97 ÌVIOnument Federal 31-18-9-16
Put on Production: 3/17/97 Initial Production: 50 BOPD,
GL: 5884' KB: 5895' Wellbore Diagram 58 MCFPD, 0 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 3/03/97 4757-4894" Frac as follows:
116,740# 16/30 sand in 839 bbl 2% KCL fracGRADE: J-55
fluid. Average treating press. 2300 psi @41

WEIGHT:24# bpm. ISIP 2250 psi.

LENGTH: 6 jts. (249.75') 3/06/97 4056'-4108' Frac as follows:

DEPTH LANDED: 260' KB l10,110# 16/30 sand in 730 bbl 2% KCl frac
fluid. Average treating press. 1950 psi @26.7

HOLE SIZE; 12-1/4" bpm. ISIP 2100 psi.

CEMENT DATA: 185 sxs Class "G". Circulate 4 bb1s.cement to surface. 8/28/00 Pump change. Update rod and tubing details.

11/9/05 Pump change. Update rod and tubing details.

- - 8/17/07 Pump change. Update rod & tubing detail.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 133 jts. (5664.68')

DEPTH LANDED: 5675' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 250 sxs Prem Lite Plus. Tail w/ 570 sxs 50/50 poz.
Circulate 15 bbls. cement to surface.

TUBING
SIZE/GRADE/WT.: 2-7/8" / M-50

NO. OF JOINTS: 159 jts (4947.47')

TUBING ANCHOR: 4957.47'

SN LANDED AT: 4960.27'

NO. OF JOINTS: 1jt (29.35')

TOTAL STRING LENGTH: EOT @4991.17' -
4056'-4064

4080'-4086'

4088'-4096'

SUCKER RODS PERFORATION RECORD

POLISHED ROD: 1-1/2" x 22' Polished Rod
4098'-4108' 3/01/96 4873'-4894' 2 JSPF 22 holes

3/01/96 4824'-4833' 2 JSPF 18 holes
SUCKER RODS: 4', 6', 6' x ¾" pony rod, 90- ¾" guided rods, 83-3/4" plain -

4757'-4759' 3/01/96 4761'-4767' 2 JSPF 12 holes
rods, 18- ¾" guided rods, 2' x ¾" guided pony rod, 6-1 ½" weight bars, 2' x ¾' 3/01/96 4757'-4759' 2 JSPF 06 holesguided pony rods

¯ 4761'-47679 3/05/96 4098'-4108' 4 JSPF 40 holes
PUMP SIZE: 2-1/2" x 1-1/2" x 12'x15' RHAC

3/05/96 4088'-4096' 4 JSPF 32 holes
STROKE LENGTH: 54" 4824'-4833' 3/05/96 4080'-4086' 4 JSPF 24 holes
STROKES/MINUTE: 4 SPM 3/05/96 4056'-4064' 4 JSPF 32 holes

4873'-4894'

Anchor @4957'

SN @
4960.27'

I
EOT @ 4991'

PBTD 5627'

NEWPIELD TD 5675'

Monument Federal 31-18-9-16

648' FNL & 1992' FEL

NWNE Section 18-T9S-R16E

Duchesne Co, Utah

API #43-013-31725; Lease #U-74390

DF



SpudDate:06/20/96 ÌVÍOnument Federal 41-18-9-16
Put on Production: 7/19/96

Injection Initial Production: ? BOPD, ?
Put on injection: 07/16/02 MCFPD, ? BWPD
GL: 6019' KB: 6029' (10' KB) Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 7/02/96 5244'-5310' 42,168 gals 2% KCL wtr & 54,070

GRADE: 1-55 #20/40 ss and 98,380 # 16/30 ss. Used
1004 bbis wtr. Start forced closure flow

WEIGHT:24# back @1.0 bpm. Flowed back 450 bbis

DEPTH LANDED: 265, wtr, 0 bbls wtr, and trace of sand.

7/08/96 4737'-4965' 18,900 gals 2% KCL wtr & 50,000 # /HOLE SIZE:12-l/4"
16/30 ss. No flow back.

CEMENT DATA: 160 sxs Class "G" w/2% CaCI + 1/4# /sx Cello Flake
7/08/96 4250'-4307' 22,470 gals 2% KCL wtr and 78,230 #

16/30 mesh ss. 32.5 BPOM. Start forced
closure flow back @ .5 bpm, flow back
15 BW.

8/6/01 Tubing job.Updated tubing & rod details.

7/16/02 Convert to injector.

11/07/06 Recompletion (new perfs)

PRODUCTION CASING 11-03-06 5698'-5661' Frac CPl and CP2 sand as follows:

CSG SIZE: 5-1/2" 19,014#20/40 sand in 209 bbIs lighning

GRADE: J-55 17 frac fluid, treated w/ avg press of
3000psi @avg rate of 14.6 BPM. ISIP @

WEIGHT: 15.5# 1970 psi. Calc flush 2507, Acutal flush

LENGTH: 137 jts. (5874')
1373

DEPTH LANDED: 5884' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs super "G", Tail w/360 sxs 50/50 poz

TUBING
SIZE/GRADE/WT.: 2-7/8" /1-55 / 6.5#

NO. OF JOINTS: 135 jts. (4189.20')

SN LANDED AT: 4199.20' KB

PACKER: 4203.50' KB

TOTAL STRING LENGTH: EOT @4207.50' KB Packer @4203'

4250'-4254' GB4

4290'-4300' GB6

4304'-4307' GB6

4737'-4742' Dl

4959'-4965' (reperf) B .5

5244'-5255' LODC

5258'-5264' LODC PERFORATION RECORD
4250'-4254' 4 SPF 16 holes
4290'-4300' 4 SPF 40 holes

5273'-5277' LODC 4304'-4307' 4 SPF 12 holes
4737'-4742' 7 holes

$283'-5295' LODC 11/02/06 4959'-4965' 7 holes (reperf)
5244'-5255' 2 SPF 22 holes

5301'-5310' LODC 5258'-5264' 2 SPF 12holes
$273'-5277' 2 SPF 8 holes
5283'-5295' 2 SPF 24 holes

5661'-5670' CP1 5301'-5310' 2 SPF 18 holes
5684'-5698' CP2 11/02/06 5661'-5670' 4 JSPF 36 holes

11/02/06 5684'-5698' 4 JSPF 56 holes
SN @4199' KB
EOT @4207' KB

NEWFIELD PBTD 5839' KB
TD 5884' KB

Monument Federal 41-18-9-16
497' FNL & 424' FEL

NENE Section 18-T9S-Rl6E
Duchesne Co, Utah

API #43-013-34646; Lease #U-74390

JP

SpudDate:06/20/96 ÌVÍOnument Federal 41-18-9-16
Put on Production: 7/19/96

Injection Initial Production: ? BOPD, ?
Put on injection: 07/16/02 MCFPD, ? BWPD
GL: 6019' KB: 6029' (10' KB) Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 7/02/96 5244'-5310' 42,168 gals 2% KCL wtr & 54,070

GRADE: 1-55 #20/40 ss and 98,380 # 16/30 ss. Used
1004 bbis wtr. Start forced closure flow

WEIGHT:24# back @1.0 bpm. Flowed back 450 bbis

DEPTH LANDED: 265, wtr, 0 bbls wtr, and trace of sand.

7/08/96 4737'-4965' 18,900 gals 2% KCL wtr & 50,000 # /HOLE SIZE:12-l/4"
16/30 ss. No flow back.

CEMENT DATA: 160 sxs Class "G" w/2% CaCI + 1/4# /sx Cello Flake
7/08/96 4250'-4307' 22,470 gals 2% KCL wtr and 78,230 #

16/30 mesh ss. 32.5 BPOM. Start forced
closure flow back @ .5 bpm, flow back
15 BW.

8/6/01 Tubing job.Updated tubing & rod details.

7/16/02 Convert to injector.

11/07/06 Recompletion (new perfs)

PRODUCTION CASING 11-03-06 5698'-5661' Frac CPl and CP2 sand as follows:

CSG SIZE: 5-1/2" 19,014#20/40 sand in 209 bbIs lighning

GRADE: J-55 17 frac fluid, treated w/ avg press of
3000psi @avg rate of 14.6 BPM. ISIP @

WEIGHT: 15.5# 1970 psi. Calc flush 2507, Acutal flush

LENGTH: 137 jts. (5874')
1373

DEPTH LANDED: 5884' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs super "G", Tail w/360 sxs 50/50 poz

TUBING

SIZE/GRADE/WT.: 2-7/8" /1-55 / 6.5#

NO. OF JOINTS: 135 jts. (4189.20')

SN LANDED AT: 4199.20' KB

PACKER: 4203.50' KB

TOTAL STRING LENGTH: EOT @4207.50' KB Packer @4203'

4250'-4254' GB4

4290'-4300' GB6

4304'-4307' GB6

4737'-4742' Dl

4959'-4965' (reperf) B .5

5244'-5255' LODC

5258'-5264' LODC PERFORATION RECORD
4250'-4254' 4 SPF 16 holes
4290'-4300' 4 SPF 40 holes

5273'-5277' LODC 4304'-4307' 4 SPF 12 holes
4737'-4742' 7 holes

$283'-5295' LODC 11/02/06 4959'-4965' 7 holes (reperf)
5244'-5255' 2 SPF 22 holes

5301'-5310' LODC 5258'-5264' 2 SPF 12holes
$273'-5277' 2 SPF 8 holes
5283'-5295' 2 SPF 24 holes

5661'-5670' CP1 5301'-5310' 2 SPF 18 holes
5684'-5698' CP2 11/02/06 5661'-5670' 4 JSPF 36 holes

11/02/06 5684'-5698' 4 JSPF 56 holes
SN @4199' KB
EOT @4207' KB

NEWFIELD PBTD 5839' KB
TD 5884' KB

Monument Federal 41-18-9-16
497' FNL & 424' FEL

NENE Section 18-T9S-Rl6E
Duchesne Co, Utah

API #43-013-34646; Lease #U-74390

JP

SpudDate:06/20/96 ÌVÍOnument Federal 41-18-9-16
Put on Production: 7/19/96

Injection Initial Production: ? BOPD, ?
Put on injection: 07/16/02 MCFPD, ? BWPD
GL: 6019' KB: 6029' (10' KB) Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 7/02/96 5244'-5310' 42,168 gals 2% KCL wtr & 54,070

GRADE: 1-55 #20/40 ss and 98,380 # 16/30 ss. Used
1004 bbis wtr. Start forced closure flow

WEIGHT:24# back @1.0 bpm. Flowed back 450 bbis

DEPTH LANDED: 265, wtr, 0 bbls wtr, and trace of sand.

7/08/96 4737'-4965' 18,900 gals 2% KCL wtr & 50,000 # /HOLE SIZE:12-l/4"
16/30 ss. No flow back.

CEMENT DATA: 160 sxs Class "G" w/2% CaCI + 1/4# /sx Cello Flake
7/08/96 4250'-4307' 22,470 gals 2% KCL wtr and 78,230 #

16/30 mesh ss. 32.5 BPOM. Start forced
closure flow back @ .5 bpm, flow back
15 BW.

8/6/01 Tubing job.Updated tubing & rod details.

7/16/02 Convert to injector.

11/07/06 Recompletion (new perfs)

PRODUCTION CASING 11-03-06 5698'-5661' Frac CPl and CP2 sand as follows:

CSG SIZE: 5-1/2" 19,014#20/40 sand in 209 bbIs lighning

GRADE: J-55 17 frac fluid, treated w/ avg press of
3000psi @avg rate of 14.6 BPM. ISIP @

WEIGHT: 15.5# 1970 psi. Calc flush 2507, Acutal flush

LENGTH: 137 jts. (5874')
1373

DEPTH LANDED: 5884' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs super "G", Tail w/360 sxs 50/50 poz

TUBING

SIZE/GRADE/WT.: 2-7/8" /1-55 / 6.5#

NO. OF JOINTS: 135 jts. (4189.20')

SN LANDED AT: 4199.20' KB

PACKER: 4203.50' KB

TOTAL STRING LENGTH: EOT @4207.50' KB Packer @4203'

4250'-4254' GB4

4290'-4300' GB6

4304'-4307' GB6

4737'-4742' Dl

4959'-4965' (reperf) B .5

5244'-5255' LODC

5258'-5264' LODC PERFORATION RECORD
4250'-4254' 4 SPF 16 holes
4290'-4300' 4 SPF 40 holes

5273'-5277' LODC 4304'-4307' 4 SPF 12 holes
4737'-4742' 7 holes

$283'-5295' LODC 11/02/06 4959'-4965' 7 holes (reperf)
5244'-5255' 2 SPF 22 holes

5301'-5310' LODC 5258'-5264' 2 SPF 12holes
$273'-5277' 2 SPF 8 holes
5283'-5295' 2 SPF 24 holes

5661'-5670' CP1 5301'-5310' 2 SPF 18 holes
5684'-5698' CP2 11/02/06 5661'-5670' 4 JSPF 36 holes

11/02/06 5684'-5698' 4 JSPF 56 holes
SN @4199' KB
EOT @4207' KB

NEWFIELD PBTD 5839' KB
TD 5884' KB

Monument Federal 41-18-9-16
497' FNL & 424' FEL

NENE Section 18-T9S-Rl6E
Duchesne Co, Utah

API #43-013-34646; Lease #U-74390

JP

SpudDate:06/20/96 ÌVÍOnument Federal 41-18-9-16
Put on Production: 7/19/96

Injection Initial Production: ? BOPD, ?
Put on injection: 07/16/02 MCFPD, ? BWPD
GL: 6019' KB: 6029' (10' KB) Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 7/02/96 5244'-5310' 42,168 gals 2% KCL wtr & 54,070

GRADE: 1-55 #20/40 ss and 98,380 # 16/30 ss. Used
1004 bbis wtr. Start forced closure flow

WEIGHT:24# back @1.0 bpm. Flowed back 450 bbis

DEPTH LANDED: 265, wtr, 0 bbls wtr, and trace of sand.

7/08/96 4737'-4965' 18,900 gals 2% KCL wtr & 50,000 # /HOLE SIZE:12-l/4"
16/30 ss. No flow back.

CEMENT DATA: 160 sxs Class "G" w/2% CaCI + 1/4# /sx Cello Flake
7/08/96 4250'-4307' 22,470 gals 2% KCL wtr and 78,230 #

16/30 mesh ss. 32.5 BPOM. Start forced
closure flow back @ .5 bpm, flow back
15 BW.

8/6/01 Tubing job.Updated tubing & rod details.

7/16/02 Convert to injector.

11/07/06 Recompletion (new perfs)

PRODUCTION CASING 11-03-06 5698'-5661' Frac CPl and CP2 sand as follows:

CSG SIZE: 5-1/2" 19,014#20/40 sand in 209 bbIs lighning

GRADE: J-55 17 frac fluid, treated w/ avg press of
3000psi @avg rate of 14.6 BPM. ISIP @

WEIGHT: 15.5# 1970 psi. Calc flush 2507, Acutal flush

LENGTH: 137 jts. (5874')
1373

DEPTH LANDED: 5884' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs super "G", Tail w/360 sxs 50/50 poz

TUBING

SIZE/GRADE/WT.: 2-7/8" /1-55 / 6.5#

NO. OF JOINTS: 135 jts. (4189.20')

SN LANDED AT: 4199.20' KB

PACKER: 4203.50' KB

TOTAL STRING LENGTH: EOT @4207.50' KB Packer @4203'

4250'-4254' GB4

4290'-4300' GB6

4304'-4307' GB6

4737'-4742' Dl

4959'-4965' (reperf) B .5

5244'-5255' LODC

5258'-5264' LODC PERFORATION RECORD
4250'-4254' 4 SPF 16 holes
4290'-4300' 4 SPF 40 holes

5273'-5277' LODC 4304'-4307' 4 SPF 12 holes
4737'-4742' 7 holes

$283'-5295' LODC 11/02/06 4959'-4965' 7 holes (reperf)
5244'-5255' 2 SPF 22 holes

5301'-5310' LODC 5258'-5264' 2 SPF 12holes
$273'-5277' 2 SPF 8 holes
5283'-5295' 2 SPF 24 holes

5661'-5670' CP1 5301'-5310' 2 SPF 18 holes
5684'-5698' CP2 11/02/06 5661'-5670' 4 JSPF 36 holes

11/02/06 5684'-5698' 4 JSPF 56 holes
SN @4199' KB
EOT @4207' KB

NEWFIELD PBTD 5839' KB
TD 5884' KB

Monument Federal 41-18-9-16
497' FNL & 424' FEL

NENE Section 18-T9S-Rl6E
Duchesne Co, Utah

API #43-013-34646; Lease #U-74390

JP



West Point 4-17-9-16
Spud Date: 11/13/2001 Initial Production: 39 BOPD,
Put on Production: 7/23/02 Wellbore Diagram 915 MCFD, 3 BWPD
GL: 6014' KB: 6024'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 7/16/02 5660'-57l4' Frac CP1,2,3 sand as follows:

GRADE: J-55 75,449#20/40 sand in 590 bbis Viking 1-25
fluid. Treated @avg press of 1617 psi w/avg

WEIGHT: 24# rate of26.1 BPM. ISIP 2180 psi. Calc flush:
LENGTH: 7 jts. (295.67') 5660 gal. Actual flush: 5565 gal.

DEPTH LANDED: 303.67' KB /_ 7/16/02 5159'-5447' Frac A3, LODC sands as follows:
99,628#20/40 sand in 699 bbis Viking I-25

HOLE SIZE: 12-1/4" fluid. Treated @avg press of2039 psi w/avg

CEMENT DATA: 150 sxs Class "G" cmt, est 5 bbls cmt to surf rate of26.1 BPM. ISIP 2880 psi. Calc flush:
5159 gal. Actual flush: 5061 gal.

7/16/02 5660'-5714' Frac DS3, D1, A3 sands as follows:
90,540#20/40 sand in 625 bb1sViking I-25

Cement top @670' fluid. Treated @avg press of 1505 psi w/avg
rate of25.4 BPM. ISIP 2130 psi. Calc flush:
4696 gal. Actual flush: 4599 gal.

7/16/02 4242'-4535' Frac GB4, PB10, PB11 sands as follows:PRODUCTION CASING 61,611#20/40 sand in 458 bb1sViking I-25
CSG SIZE: 5-1/2" fluid. Treated @avg press of 1969 psi w/avg

rate of25.9 BPM. ISIP 2200 psi. Calc flush:GRADE: J-55
4242 gal. Actual flush; 4158 gal.

WEIGHT: 15.5#
1/22/04 Pump Change,

LENGTH: 133 jts. (5943.32')
2/2/04 Pump Change. Update rod and tubing details.

DEPTH LANDED: 5940.92' KB
4242'-4244' 03/19/04 Pump Change.

HOLE SIZE: 7-7/8"
5/9/05 Tubing leak. Update rod and tubing details.

CEMENT DATA: 300 sxs Prem. Lite 11mixed & 450 sxs 50/50 POZ. 4249'-4251'
02/21/06 Tubing leak.

CEMENT TOP AT: 670' per CBL
02/22/06 Tubing leak. Update rod and tubing details.

4255'-4262'
07-12-06 Pump Change. Update rod & tubing details

TUBING 4507'-4510'

SIZE/GRADE/WT.: 2-7/8" /1-55 / 6.5#

NO. OF JOINTS: 166 jts (5373.01') 4530'-4535'

TUBING ANCHOR: 5383.01' KB 4696'-4699'

NO. OF JOINTS: 1 jts (32.35')

SEATING NIPPLE: 2-7/8" (l.10') 4702'-4712'

SN LANDED AT: 5418.16' KB

NO. OF JOINTS: 2 jts (64.72') 4750'-4766'

TOTAL STRING LENGTH: EOT @5484.43' KB
4888'-4891'

5159'-5170'

SUCKER RODS 5221'-5225'
PERFORATION RECORD

7/12/02 5708'-5714' 4 JSPF 24 holes

5350'-5354' 7/12/02 5683'-5694' 4 JSPF 44 holesPOLISHED ROD: 1-1/2" x 22' SM
7/12/02 567S'-5680' 4 JSPF 20 holes

SUCKER RODS: 1-6', 2-4', x ¾" pony rods; 110-3/4" guided rods, 66-3/4"
7/12/02 5660'-5666' 4 JSPF 24 holesslick rods, 46-3/4" guided rods, 4-1 ½" WT bars. Anchor @5609'
7/16/02 5442'-5447' 4 JSPF 20 holes

PUMP SIZE: 2-1/2" x 1-l/2"x 10 x 14' RHAC CDI 5384'-5396'
7/16/02 5384'-5396' 4 JSPF 48 holes

STROKE LENGTH: 86" SN @5418
7/16/02 5350'-5354' 4 JSPF 16 holes

5442'-5447'
PUMP SPEED, SPM: 5 SPM 7/16/02 5221'-5225' 4 JSPF 16 holes

EOT @5484' 7/16/02 5159'-5170' 4 JSPF 44 holes

5660'-5666' 7/16/02 4888'-4891' 4 JSPF 12 holes
7/16/02 4750'-4766' 4 JSPF 64 holes

5675'-5680 7/16/02 4702'-4712' 4 JSPF 40 holes
5683'-5694, 7/16/02 4696'-4699' 4 JSPF 12 holes

7/16/02 4530'-4535' 4 JSPF 20 holes
5708'-5714' 7/16/02 4507'-4510' 4 JSPF 12 holes

7/16/02 4255'-4262' 4 JSPF 28 holes
7/16/02 4249'-425l' 4 JSPF 08 holes

NE WFIELD Top of Fill @5820' 7/16/02 4242'-4244' 4 JSPF 08 holes

PBTD @5910'

West Point 4-17-9-16
y y SHOE @5940'

532' FNL& 667' FWL

NWNW Section 17-T9S-R16E TD @5953'

Duchesne Co, Utah

API #43-013-32280; Lease #UTU-74390

TW

West Point 4-17-9-16
Spud Date: 11/13/2001 Initial Production: 39 BOPD,
Put on Production: 7/23/02 Wellbore Diagram 915 MCFD, 3 BWPD
GL: 6014' KB: 6024'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 7/16/02 5660'-57l4' Frac CP1,2,3 sand as follows:

GRADE: J-55 75,449#20/40 sand in 590 bbis Viking 1-25
fluid. Treated @avg press of 1617 psi w/avg

WEIGHT: 24# rate of26.1 BPM. ISIP 2180 psi. Calc flush:
LENGTH: 7 jts. (295.67') 5660 gal. Actual flush: 5565 gal.

DEPTH LANDED: 303.67' KB /_ 7/16/02 5159'-5447' Frac A3, LODC sands as follows:
99,628#20/40 sand in 699 bbis Viking I-25

HOLE SIZE: 12-1/4" fluid. Treated @avg press of2039 psi w/avg

CEMENT DATA: 150 sxs Class "G" cmt, est 5 bbls cmt to surf rate of26.1 BPM. ISIP 2880 psi. Calc flush:
5159 gal. Actual flush: 5061 gal.

7/16/02 5660'-5714' Frac DS3, D1, A3 sands as follows:
90,540#20/40 sand in 625 bb1sViking I-25

Cement top @670' fluid. Treated @avg press of 1505 psi w/avg
rate of25.4 BPM. ISIP 2130 psi. Calc flush:
4696 gal. Actual flush: 4599 gal.

7/16/02 4242'-4535' Frac GB4, PB10, PB11 sands as follows:PRODUCTION CASING 61,611#20/40 sand in 458 bb1sViking I-25
CSG SIZE: 5-1/2" fluid. Treated @avg press of 1969 psi w/avg

rate of25.9 BPM. ISIP 2200 psi. Calc flush:GRADE: J-55
4242 gal. Actual flush; 4158 gal.

WEIGHT: 15.5#
1/22/04 Pump Change,

LENGTH: 133 jts. (5943.32')
2/2/04 Pump Change. Update rod and tubing details.

DEPTH LANDED: 5940.92' KB
4242'-4244' 03/19/04 Pump Change.

HOLE SIZE: 7-7/8"
5/9/05 Tubing leak. Update rod and tubing details.

CEMENT DATA: 300 sxs Prem. Lite 11mixed & 450 sxs 50/50 POZ. 4249'-4251'
02/21/06 Tubing leak.

CEMENT TOP AT: 670' per CBL
02/22/06 Tubing leak. Update rod and tubing details.

4255'-4262'
07-12-06 Pump Change. Update rod & tubing details

TUBING 4507'-4510'

SIZE/GRADE/WT.: 2-7/8" /1-55 / 6.5#

NO. OF JOINTS: 166 jts (5373.01') 4530'-4535'

TUBING ANCHOR: 5383.01' KB 4696'-4699'

NO. OF JOINTS: 1 jts (32.35')

SEATING NIPPLE: 2-7/8" (l.10') 4702'-4712'

SN LANDED AT: 5418.16' KB

NO. OF JOINTS: 2 jts (64.72') 4750'-4766'

TOTAL STRING LENGTH: EOT @5484.43' KB
4888'-4891'

5159'-5170'

SUCKER RODS 5221'-5225'
PERFORATION RECORD

7/12/02 5708'-5714' 4 JSPF 24 holes

5350'-5354' 7/12/02 5683'-5694' 4 JSPF 44 holesPOLISHED ROD: 1-1/2" x 22' SM
7/12/02 567S'-5680' 4 JSPF 20 holes

SUCKER RODS: 1-6', 2-4', x ¾" pony rods; 110-3/4" guided rods, 66-3/4"
7/12/02 5660'-5666' 4 JSPF 24 holesslick rods, 46-3/4" guided rods, 4-1 ½" WT bars. Anchor @5609'
7/16/02 5442'-5447' 4 JSPF 20 holes

PUMP SIZE: 2-1/2" x 1-l/2"x 10 x 14' RHAC CDI 5384'-5396'
7/16/02 5384'-5396' 4 JSPF 48 holes

STROKE LENGTH: 86" SN @5418
7/16/02 5350'-5354' 4 JSPF 16 holes

5442'-5447'
PUMP SPEED, SPM: 5 SPM 7/16/02 5221'-5225' 4 JSPF 16 holes
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5708'-5714' 7/16/02 4507'-4510' 4 JSPF 12 holes

7/16/02 4255'-4262' 4 JSPF 28 holes
7/16/02 4249'-425l' 4 JSPF 08 holes

NE WFIELD Top of Fill @5820' 7/16/02 4242'-4244' 4 JSPF 08 holes

PBTD @5910'

West Point 4-17-9-16
y y SHOE @5940'

532' FNL& 667' FWL

NWNW Section 17-T9S-R16E TD @5953'

Duchesne Co, Utah

API #43-013-32280; Lease #UTU-74390

TW

West Point 4-17-9-16
Spud Date: 11/13/2001 Initial Production: 39 BOPD,
Put on Production: 7/23/02 Wellbore Diagram 915 MCFD, 3 BWPD
GL: 6014' KB: 6024'
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NO. OF JOINTS: 166 jts (5373.01') 4530'-4535'

TUBING ANCHOR: 5383.01' KB 4696'-4699'

NO. OF JOINTS: 1 jts (32.35')

SEATING NIPPLE: 2-7/8" (l.10') 4702'-4712'
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SpudDate:03/10/97 ÌVÍOnument Federal 42-18-9-16Y
Put on Production: 4/10/97
GL: 6064' KB: 6078' Initial Production: 23.5 BOPD,

Wellbore Diagram 13.5 MCFPD, 1 BWPD

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 3/27/97 5174'-5292' Frac G3, G4 sands as follows:

GRADE: J-55 30,600#20/40 sand and 69,200# 16/30

WEIGHT:24# sand in 719 bbi 2% KCL water. Avg.
Treating pressure of 1850 psi @34.5

DEPTH LANDED: 261' BPM, ISIP 1900 psi.

HOLE SIZE;12-1/4" 10/27/04 Tubing Leak. Update rod and tubing

CEMENT DATA: 160 sxs Class "G" + 2% CaCI + 1/4#/sx Cello Flake details.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 138 jts (5859')

DEPTH LANDED: 5869'

HOLE SIZE: 7-7/8"

CEMENT DATA: 145 sxs Prem Lite Plus + 10% gel _6#lsx BA-981 +

.5% sod met + 2#/sx Kol seal + 1/4#/sx Cello Flake

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 170jts (5258.81')

TUBING ANCHOR: 5268.81'

NO. OF JOINTS: 2 jts (62.02')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5333.63' KB

NO. OF JOINTS: 1 Perf sub (4.0')

TOTAL STRING LENGTH: EOT @5370.19' i § | 2 5174'-5177'

: 520T-5210' PERFORATION RECORD

RODSTRING
3/26/97 5280'-5292' 2JSPF 06holes
3/26/97 5228'-5241' 2 JSPF 06 holes

POLISHED ROD: 1-1/4" x 22' SM i 5214'-5217' 3/26/97 5214'-5217' 2 JSPF 06 holes
SUCKER RODS: 4-1 1/2" weight bars; 10-3/4" scrapered rods; 153-3/4" plain 3/26/97 5207'-5210' 2 JSPF 26 holes
rods, 50-3/4" scrapered rods, 1-3/4" plain rods, 2-4', 1-6' x 3/4" pony rod 3/26/97 5174'-5177' 2 JSPF 24 holes

5228'-5241'PUMP SIZE: 2-1/2" x 1-1/2" x 12' x 16' RHAC

STROKE LENGTH: 74"

PUMP SPEED, SPM: 4 Anchor @5267'
LOGS: DLL, CNL/LDT, CBL/GR

5280'-5292'

SN @5334'

EOT @5370'

NEWFIELD
PBTD @5825'

Monument Federal 42-18-9-16Y | \
2007 FNL & 388 FEL TD/SHOE @5900'

SE/NE Sec. 18, T9S R16E
Duchesne, County

API# 43-013-31724; Lease# UTU-74390
KR
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Multi-Chem Group, LLC - -- I
Multi-Chem Analytical Laboratory - _ . . t
1553 East Highway 40 \ oÇ4 multi-chenn
Vernal, UT 84078

Water Analysis Report

Production Company: NEWFIELD PRODUCTION (158) Sample ID: WA-26951
Well Name: Nine Mile 16-7-9-16

Sample Point: tank
Sample Date: 6 12I2009

Sales Rep: Randy Huber
Lab Tech: Peter Pou1sen

Sample Specifics
Test Date: of9/2009 Cations mg/L An¡ons mg/L

Calcium (Ca): 60.00 Chloride (CI): 8500.00
Temperature (°F): 160 Magnesium (Mg): 12.20 Sulfate (SO4): 1253.00
Sample Pressure (psig): 0 Barium (Ba): 1.00 Dissolved CO2: -

Specific Gravity (g/cm3): 1.0086 Strontium (Sr): - Bicarbonate (HCOs): 1756.00
pH: 9.2 Sodium (Na): 6623.00 Carbonate (COa): -

Turbidity (NTU): - Potassium (K): - H2S: 10.00
Iron (Fe): 2.75 Phosphate (PO4):
Manganese (Mn): 0.12 Silica (SiO2): -

Calculated T.D.S. (mg/L) 18218 Lithium {Li}: - Fluoride (F):

Molar Conductivîty (µS/cm): 27603 Aluminum (AI): - Nitrate (NOs): -

Resitivity (Mohm): 0.3623 Ammonia NH : - Lead (Pb):
Zinc (Zn): -

Bromine (Br):

Test Conditions
Temp Gauge Press. - - -- - ----- - -- -

°F psi Sat Index Scale Sat index Scale Sat Index Scale Sat index Scale Sat index Scale psi
160 0 46 89 88.99 0.04 - /592.90 0.04 -1446.00 - - 6.28 1.43 0.01
80 0 47.79 91.94 0.03 20.33 0.02 -2531.20 - - 30.33 1.64 0.01
100 0 52.77 88.40 0.03 20.74 0.02 -1357.00 - - 19.85 1.61 0.01
120 0 53.68 87.14 0.03 21.08 0.02 -2021.30 - - 13.29 1.57 0.01
140 0 51.42 87.67 0.04 21.21 0.03 -1775.50 - - 9.06 1.51 0.01
160 0 46.89 88.99 0.04 20.91 0.04 -1445.00 - - 6.28 1.43 0.01
180 0 41.14 88.77 0.05 19.90 0.06 -1126.80 - - 4.41 1.31 0.01
200 0 35.08 81.29 0.06 18.05 0.09 -838.=4 - - 3.13 1.15 0.01
220 2.51 29.06 66.75 0.06 15.49 0.13 -601 ïe -- - 2.20 0.92 0.01
240 10.3 23.83 52.16 0.07 12.25 0.21 -395.24 - - 1.58 0.62 0.01
260 20.76 19.29 40.58 0.07 8.86 0.33 -232.44

- - 1.15 0.22 0.01
280 34.54 15.40 31.71 0.07 5.73 0.53 -110.60

- - 0.83 -0.33 0.01
300 52.34 12.13 24.99 0.07 3.11 0.84 -2<.73 - - 0.61 -1.07 0.01

Conclusions: Notes:
Calcium carbonatescale îs îndicated at all temperatures from 80°F to 300 F
Gypsum Scaling Index is negative from 80°F to 300°F

Calcium Sulfate Scalingindex is negative from 80 F to 200°F

Strontîurn Sulfate scaling was not evaluated
Barium Sulfate NO CONCLUSION

Multi-Chem Production Chemicals Tuesday, June 09, 2009
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80 0 47.79 91.94 0.03 20.33 0.02 -2531.20 - - 30.33 1.64 0.01
100 0 52.77 88.40 0.03 20.74 0.02 -1357.00 - - 19.85 1.61 0.01
120 0 53.68 87.14 0.03 21.08 0.02 -2021.30 - - 13.29 1.57 0.01
140 0 51.42 87.67 0.04 21.21 0.03 -1775.50 - - 9.06 1.51 0.01
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180 0 41.14 88.77 0.05 19.90 0.06 -1126.80 - - 4.41 1.31 0.01
200 0 35.08 81.29 0.06 18.05 0.09 -838.=4 - - 3.13 1.15 0.01
220 2.51 29.06 66.75 0.06 15.49 0.13 -601 ïe -- - 2.20 0.92 0.01
240 10.3 23.83 52.16 0.07 12.25 0.21 -395.24 - - 1.58 0.62 0.01
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- - 1.15 0.22 0.01
280 34.54 15.40 31.71 0.07 5.73 0.53 -110.60

- - 0.83 -0.33 0.01
300 52.34 12.13 24.99 0.07 3.11 0.84 -2<.73 - - 0.61 -1.07 0.01

Conclusions: Notes:
Calcium carbonatescale îs îndicated at all temperatures from 80°F to 300 F

Gypsum Scaling Index is negative from 80°F to 300°F

Calcium Sulfate Scalingindex is negative from 80 F to 200°F

Strontîurn Sulfate scaling was not evaluated
Barium Sulfate NO CONCLUSION
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Multi-Chem Group, LLC
. .

Multi-Chem Analytical Laboratory
1553 East Highway4o mult i-chen
VernaLUT 84078

Scale Prediction Graphs
Well Name: Nine Mile 16-7-9-16 Sample D: WA-26951
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Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory
1553 East Highway 40 mult i-che '
Vernal, UT 84078

Water Analysis Report

Production Company: NEWFIELD PRODUCTION Sample ID: WA-19460
Weß Name: South Wells Draw Injection

Sample Point: Triplex
Sample Date: i 1612009

Sales Rep: Randy Huber
Lab Tech: Mike Chapman

Test Date: 1/6/2009 Cations mg/1.. Anions mg/L.
Calcium (Ca): 120.00 Chloride (CI): 5000.00

Temperature ( F): 80 Magnesium (Mg): - Sulfate (SO4): 883.00
Sample Pressure (psig): 0 Barium (Ba): 2.00 Dissolved CO2: -

Specific Gravity (g/cm3): 1.0040 Strontium (Sr): - Bicarbonate (HCOa): 1268.00
pH: 7.8 Sodium (Na): 3984.00 Carbonate (CO3
Turbidity (NTU): - Potassium (K): - H2S: 5.00

Iron (Fe): 5.00 Phosphate (PO4 -

Manganese (Mn): 0.20 Silica (SiO2 ): -

Calculated T.D.S. (mg/L) 11267 Lithium (Li): - Fluoride (F): -

Molar Conductivity (pSicm): 17072 Aluminum (AI): - Nitrate (NOy):

Resitivity (Mohm): 0.5858 Ammonia NH : - Lead (Pb): -

Zinc (Zn):¯ ¯ ¯ Bromine (Br): -

Boron (B)

Test Conditions
Temp Gauge Press. ---

°F psi Sat lndex Scale Sat index Scale Sat index Scale Sat index Scale Sat index Scale psi
80 | 0 7.68 11.44 0.07 -1768.30 0.04 -2159.10

- - 60.49 3.34 0.51
80 0 7.68 11.44 0.07 -16.67 0.04 -2159.10 - - 60.49 3.34 0.25
100 0 190 14.37 0.06 1 52 0.05 - 006 0 - - 39.82 3.31 0.31
120 0 12.92 16.99 0.07 -11.21 0.05 -, T76.80 -- -- 26.81 3.27 0.34
140 0 15.59 19.57 0.08 -8.65 0.06 - 1505.00 - 18.42 3.21 0.38
160 0 18.12 21.96 0.08 -6.72 0.08 -1220 50 - - 12.88 3.13 0.43
180 0 20.31 23.94 0.09 -E.30 0.11 -9.15 | - - 9.15 3.03 0.47
200 0 22.00 25.30 0.09 -4.26 0.15 -6G4.75 | - - 6.59 2.88 0.47
220 2.51 22.94 26 11 0.10 -3 62 0 21 63 | - - 4.71 2.67 0.48
240 10.3 23.35 25.84 0.10 -3.15 0.32 -301.50 | - - 3.46 2.41 0.49
260 20.76 23.17 24.77 0.11 -2.5Š 0.5 Š2 - 2.56 2.0 0.49
280 34.54 22.44 23.08 0.12 -2.68 0.83 -35.6 - - 1.91 1.62 0.50
300 52.34 21.29 21.01 0.12 -2.60 1.39 52.94 - - 1.43 1.03 | 0.51

Conclusions: Notes:
Calcium Carbonate scale is indicated at all temperatures from 80°F to 300 F
Gypsum Scaling Index is negative from 80 F to 300 F
Calcium Sulfate scale is indicated. See graph for appropr ate temperature ranges.
Strontium Sulfate scaling was not evaluated
Barium Sulfate scale îs îndicated at all temperatures from 80 F to 300°F

Multi-Chem Production Chemicals Tuesday, January 13, 2009
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Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory
1553 East Highway 40 mult i-che '
Vernal, UT 84078

Water Analysis Report

Production Company: NEWFIELD PRODUCTION Sample ID: WA-19460
Weß Name: South Wells Draw Injection

Sample Point: Triplex
Sample Date: i 1612009

Sales Rep: Randy Huber
Lab Tech: Mike Chapman

Test Date: 1/6/2009 Cations mg/1.. Anions mg/L.
Calcium (Ca): 120.00 Chloride (CI): 5000.00

Temperature ( F): 80 Magnesium (Mg): - Sulfate (SO4): 883.00
Sample Pressure (psig): 0 Barium (Ba): 2.00 Dissolved CO2: -

Specific Gravity (g/cm3): 1.0040 Strontium (Sr): - Bicarbonate (HCOa): 1268.00
pH: 7.8 Sodium (Na): 3984.00 Carbonate (CO3
Turbidity (NTU): - Potassium (K): - H2S: 5.00

Iron (Fe): 5.00 Phosphate (PO4 -

Manganese (Mn): 0.20 Silica (SiO2 ): -

Calculated T.D.S. (mg/L) 11267 Lithium (Li): - Fluoride (F): -

Molar Conductivity (pSicm): 17072 Aluminum (AI): - Nitrate (NOy):

Resitivity (Mohm): 0.5858 Ammonia NH : - Lead (Pb): -

Zinc (Zn):¯ ¯ ¯
Bromine (Br): -

Boron (B)

Test Conditions
Temp Gauge Press. ---

°F psi Sat lndex Scale Sat index Scale Sat index Scale Sat index Scale Sat index Scale psi
80 | 0 7.68 11.44 0.07 -1768.30 0.04 -2159.10

- - 60.49 3.34 0.51
80 0 7.68 11.44 0.07 -16.67 0.04 -2159.10 - - 60.49 3.34 0.25
100 0 190 14.37 0.06 1 52 0.05 - 006 0 - - 39.82 3.31 0.31
120 0 12.92 16.99 0.07 -11.21 0.05 -, T76.80 -- -- 26.81 3.27 0.34
140 0 15.59 19.57 0.08 -8.65 0.06 - 1505.00 - 18.42 3.21 0.38
160 0 18.12 21.96 0.08 -6.72 0.08 -1220 50 - - 12.88 3.13 0.43
180 0 20.31 23.94 0.09 -E.30 0.11 -9.15 | - - 9.15 3.03 0.47
200 0 22.00 25.30 0.09 -4.26 0.15 -6G4.75 | - - 6.59 2.88 0.47
220 2.51 22.94 26 11 0.10 -3 62 0 21 63 | - - 4.71 2.67 0.48
240 10.3 23.35 25.84 0.10 -3.15 0.32 -301.50 | - - 3.46 2.41 0.49
260 20.76 23.17 24.77 0.11 -2.5Š 0.5 Š2 - 2.56 2.0 0.49
280 34.54 22.44 23.08 0.12 -2.68 0.83 -35.6 - - 1.91 1.62 0.50
300 52.34 21.29 21.01 0.12 -2.60 1.39 52.94 - - 1.43 1.03 | 0.51

Conclusions: Notes:
Calcium Carbonate scale is indicated at all temperatures from 80°F to 300 F
Gypsum Scaling Index is negative from 80 F to 300 F

Calcium Sulfate scale is indicated. See graph for appropr ate temperature ranges.

Strontium Sulfate scaling was not evaluated
Barium Sulfate scale îs îndicated at all temperatures from 80 F to 300°F

Multi-Chem Production Chemicals Tuesday, January 13, 2009
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Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory
1553 East Highway 40 mult i-che '
Vernal, UT 84078

Water Analysis Report

Production Company: NEWFIELD PRODUCTION Sample ID: WA-19460
Weß Name: South Wells Draw Injection

Sample Point: Triplex
Sample Date: i 1612009

Sales Rep: Randy Huber
Lab Tech: Mike Chapman

Test Date: 1/6/2009 Cations mg/1.. Anions mg/L.
Calcium (Ca): 120.00 Chloride (CI): 5000.00

Temperature ( F): 80 Magnesium (Mg): - Sulfate (SO4): 883.00
Sample Pressure (psig): 0 Barium (Ba): 2.00 Dissolved CO2: -

Specific Gravity (g/cm3): 1.0040 Strontium (Sr): - Bicarbonate (HCOa): 1268.00
pH: 7.8 Sodium (Na): 3984.00 Carbonate (CO3
Turbidity (NTU): - Potassium (K): - H2S: 5.00

Iron (Fe): 5.00 Phosphate (PO4 -

Manganese (Mn): 0.20 Silica (SiO2 ): -

Calculated T.D.S. (mg/L) 11267 Lithium (Li): - Fluoride (F): -

Molar Conductivity (pSicm): 17072 Aluminum (AI): - Nitrate (NOy):

Resitivity (Mohm): 0.5858 Ammonia NH : - Lead (Pb): -

Zinc (Zn):¯ ¯ ¯
Bromine (Br): -

Boron (B)

Test Conditions
Temp Gauge Press. ---

°F psi Sat lndex Scale Sat index Scale Sat index Scale Sat index Scale Sat index Scale psi
80 | 0 7.68 11.44 0.07 -1768.30 0.04 -2159.10

- - 60.49 3.34 0.51
80 0 7.68 11.44 0.07 -16.67 0.04 -2159.10 - - 60.49 3.34 0.25
100 0 190 14.37 0.06 1 52 0.05 - 006 0 - - 39.82 3.31 0.31
120 0 12.92 16.99 0.07 -11.21 0.05 -, T76.80 -- -- 26.81 3.27 0.34
140 0 15.59 19.57 0.08 -8.65 0.06 - 1505.00 - 18.42 3.21 0.38
160 0 18.12 21.96 0.08 -6.72 0.08 -1220 50 - - 12.88 3.13 0.43
180 0 20.31 23.94 0.09 -E.30 0.11 -9.15 | - - 9.15 3.03 0.47
200 0 22.00 25.30 0.09 -4.26 0.15 -6G4.75 | - - 6.59 2.88 0.47
220 2.51 22.94 26 11 0.10 -3 62 0 21 63 | - - 4.71 2.67 0.48
240 10.3 23.35 25.84 0.10 -3.15 0.32 -301.50 | - - 3.46 2.41 0.49
260 20.76 23.17 24.77 0.11 -2.5Š 0.5 Š2 - 2.56 2.0 0.49
280 34.54 22.44 23.08 0.12 -2.68 0.83 -35.6 - - 1.91 1.62 0.50
300 52.34 21.29 21.01 0.12 -2.60 1.39 52.94 - - 1.43 1.03 | 0.51

Conclusions: Notes:
Calcium Carbonate scale is indicated at all temperatures from 80°F to 300 F
Gypsum Scaling Index is negative from 80 F to 300 F

Calcium Sulfate scale is indicated. See graph for appropr ate temperature ranges.

Strontium Sulfate scaling was not evaluated
Barium Sulfate scale îs îndicated at all temperatures from 80 F to 300°F
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Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory -t

1553 East Highway 40 mult i-cher
Vernal, UT 84078

Scale Prediction Graphs

Well Name: South Wells Draw Injection Sarnple ID: WA-19460
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Attachment "G"

Nine Mile 16-7-9-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
5698 5738 5718 1850 0.76 1813
5370 5450 5410 3090 1.01 3055
5264 5340 5302 2530 0.91 2496
5146 5190 5168 1950 0.81 1917
4980 5052 5016 2020 0.84 1988
4760 4784 4772 2010 0.86 1979
4313 4327 4320 1880 0.87 1852
4260 4275 4268 2310 0.98 2282

Minimum 1813

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion

Attachment "G"
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DAILYCOMP ETI EPORT eÑQ
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/3/01 Completion Day: 01

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" o 305' Liner: @ Prod Csg: 5 1/2' @ 5955' Csg PBTD: 5938'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 Pkr/EOT @: BPISand PBTD: 5937'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFI#shots

CHRONOLOGICAL OPERATIONS

Date Work Performed: 2-Apr-01 SITP: SICP:

MIRU Key # 965. Nipple up 5-m frac head and BOP's. Test same to 3,000. PU & MU 5 1/2" csgn scraper w/Bit Talley
in hole, testingevery 40 jt's to 3,000 psi. Tag TPBD Of5937' Rig up retrive Standing valve. Rig up swab and swab fluid
level down to 5200'. Recovered 112 bbls in 9 runs. TOH with tbg,and prepare to perforate in the am.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 0 Starting oil rec to date:
Fluid lost/recovered today: 112 Oil lostIrecovered today:
Ending fluid to be recovered: -112 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS

Base Fluid used: Job Type:
Company: Key $3,097
Procedure or Equipment detail: IPC supervision $200

BOP's $130
Trucking $950

CBL $2,000
Tbg head $1,500

Csg scraper $250

Max TP: Max Rate: Total fluid pmpd: Drilling cost $170,779
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: 15 min: DAILYCOST: $178,906
Completion Supervisor: Pat Wisener TOTAL WELL COST:

DAILYCOMP ETI EPORT eÑQ
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Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" o 305' Liner: @ Prod Csg: 5 1/2' @ 5955' Csg PBTD: 5938'
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DAILYCOMP ETI EPORT eÑQ
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DAILYCOMP ETI EPORT eÑQ
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/3/01 Completion Day: 01
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RESOURCES INC.

DAILYCOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/4/01 Completion Day: 02

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5955' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 Pkr/EOT @: 0 BPISand PBTD: 5937'

PERFORATION RECORD
Zone Perfs SPFI#shots Zone Perfs SPFl#shots

CP 1 sds 5698-5716' 4/72
CP 2 sds 5734-5738' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 3-Apr-01 SITP: SICP: 0

RU Schlumberger and perf CP2 sds @ 5734-38' & CP1 sds @ 5698-5716' W/ 4 JSPF. 1 run total. RU BJ Services
and frac CP sds Wl 91,020# 20/40 sand in 674 bbls Viking I-25 fluid. Perfs broke dn @ 2126 psi. Treated @ ave
press of 1700 psi WI ave rate of 29.3 BPM. ISIP-1850 psi. RD BJ & WLT. Start immediate flowback of CP frac on
12/64 choke @ 1 BPM. Zone flowed 1 1/2 hrs & died. Rec 72 BTF (est 11% of frac load). TIH WI NC & tbg.Tag sd @
5792'. Tbg displaced 13 BW on TlH. C/O sd to PBTD @ 5937'. Circ hole clean. TOH W/ tbg & NC. SIFN W/ est 618
BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 29 Starting oil rec to date: 0
Fluid_lo_surecovered today: 589 Oil lost/recovered today: 0
Ending fluid to be recovered: 618 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:0

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac KES rig $2,155
Company: BJ Services BOP $130
Procedure or Equipment detail: CP sands Trucking $650

7000 gals of pad Tbg "B" grade $15,138
4250 gals WI 1-5 ppg of 20/40 sand HO trk $250
8500 gals WI 5-8 ppg of 20/40 sand Loc. Preparation $300
2916 gals WI 8 ppg of 20/40 sand Schlumberger-CP sds $2,566
Flush WI 5628 gals of slick water BJ services-CP sds $32,087

Frac wtr $150
Fuel gas (+/-45 mcf) $293

IPC Supervision $200
Max TP: 2300 Max Rate: 29.6 BPM Total fluid pmpd: 674 bbis
Avg TP: 1700 Avg Rate: 29.3 BPM Total Prop pmpd: 91,020#

ISIP: 1850 5 min: 10 min: 15 min: DAILYCOST: $53,919
Completion Supervisor: Gary Dietz TOTAL WELL COST:
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press of 1700 psi WI ave rate of 29.3 BPM. ISIP-1850 psi. RD BJ & WLT. Start immediate flowback of CP frac on
12/64 choke @ 1 BPM. Zone flowed 1 1/2 hrs & died. Rec 72 BTF (est 11% of frac load). TIH WI NC & tbg.Tag sd @
5792'. Tbg displaced 13 BW on TlH. C/O sd to PBTD @ 5937'. Circ hole clean. TOH W/ tbg & NC. SIFN W/ est 618
BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 29 Starting oil rec to date: 0
Fluid_lo_surecovered today: 589 Oil lost/recovered today: 0
Ending fluid to be recovered: 618 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:0

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac KES rig $2,155
Company: BJ Services BOP $130
Procedure or Equipment detail: CP sands Trucking $650

7000 gals of pad Tbg "B" grade $15,138
4250 gals WI 1-5 ppg of 20/40 sand HO trk $250
8500 gals WI 5-8 ppg of 20/40 sand Loc. Preparation $300
2916 gals WI 8 ppg of 20/40 sand Schlumberger-CP sds $2,566
Flush WI 5628 gals of slick water BJ services-CP sds $32,087

Frac wtr $150
Fuel gas (+/-45 mcf) $293

IPC Supervision $200
Max TP: 2300 Max Rate: 29.6 BPM Total fluid pmpd: 674 bbis
Avg TP: 1700 Avg Rate: 29.3 BPM Total Prop pmpd: 91,020#

ISIP: 1850 5 min: 10 min: 15 min: DAILYCOST: $53,919
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILYCOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/4/01 Completion Day: 02

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5955' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 Pkr/EOT @: 0 BPISand PBTD: 5937'

PERFORATION RECORD
Zone Perfs SPFI#shots Zone Perfs SPFl#shots

CP 1 sds 5698-5716' 4/72
CP 2 sds 5734-5738' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 3-Apr-01 SITP: SICP: 0

RU Schlumberger and perf CP2 sds @ 5734-38' & CP1 sds @ 5698-5716' W/ 4 JSPF. 1 run total. RU BJ Services
and frac CP sds Wl 91,020# 20/40 sand in 674 bbls Viking I-25 fluid. Perfs broke dn @ 2126 psi. Treated @ ave
press of 1700 psi WI ave rate of 29.3 BPM. ISIP-1850 psi. RD BJ & WLT. Start immediate flowback of CP frac on
12/64 choke @ 1 BPM. Zone flowed 1 1/2 hrs & died. Rec 72 BTF (est 11% of frac load). TIH WI NC & tbg.Tag sd @
5792'. Tbg displaced 13 BW on TlH. C/O sd to PBTD @ 5937'. Circ hole clean. TOH W/ tbg & NC. SIFN W/ est 618
BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 29 Starting oil rec to date: 0
Fluid_lo_surecovered today: 589 Oil lost/recovered today: 0
Ending fluid to be recovered: 618 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:0

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac KES rig $2,155
Company: BJ Services BOP $130
Procedure or Equipment detail: CP sands Trucking $650

7000 gals of pad Tbg "B" grade $15,138
4250 gals WI 1-5 ppg of 20/40 sand HO trk $250
8500 gals WI 5-8 ppg of 20/40 sand Loc. Preparation $300
2916 gals WI 8 ppg of 20/40 sand Schlumberger-CP sds $2,566
Flush WI 5628 gals of slick water BJ services-CP sds $32,087

Frac wtr $150
Fuel gas (+/-45 mcf) $293

IPC Supervision $200
Max TP: 2300 Max Rate: 29.6 BPM Total fluid pmpd: 674 bbis
Avg TP: 1700 Avg Rate: 29.3 BPM Total Prop pmpd: 91,020#

ISIP: 1850 5 min: 10 min: 15 min: DAILYCOST: $53,919
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILYCOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/4/01 Completion Day: 02

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5955' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 Pkr/EOT @: 0 BPISand PBTD: 5937'

PERFORATION RECORD
Zone Perfs SPFI#shots Zone Perfs SPFl#shots

CP 1 sds 5698-5716' 4/72
CP 2 sds 5734-5738' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 3-Apr-01 SITP: SICP: 0

RU Schlumberger and perf CP2 sds @ 5734-38' & CP1 sds @ 5698-5716' W/ 4 JSPF. 1 run total. RU BJ Services
and frac CP sds Wl 91,020# 20/40 sand in 674 bbls Viking I-25 fluid. Perfs broke dn @ 2126 psi. Treated @ ave
press of 1700 psi WI ave rate of 29.3 BPM. ISIP-1850 psi. RD BJ & WLT. Start immediate flowback of CP frac on
12/64 choke @ 1 BPM. Zone flowed 1 1/2 hrs & died. Rec 72 BTF (est 11% of frac load). TIH WI NC & tbg.Tag sd @
5792'. Tbg displaced 13 BW on TlH. C/O sd to PBTD @ 5937'. Circ hole clean. TOH W/ tbg & NC. SIFN W/ est 618
BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 29 Starting oil rec to date: 0
Fluid_lo_surecovered today: 589 Oil lost/recovered today: 0
Ending fluid to be recovered: 618 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:0

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac KES rig $2,155
Company: BJ Services BOP $130
Procedure or Equipment detail: CP sands Trucking $650

7000 gals of pad Tbg "B" grade $15,138
4250 gals WI 1-5 ppg of 20/40 sand HO trk $250
8500 gals WI 5-8 ppg of 20/40 sand Loc. Preparation $300
2916 gals WI 8 ppg of 20/40 sand Schlumberger-CP sds $2,566
Flush WI 5628 gals of slick water BJ services-CP sds $32,087

Frac wtr $150
Fuel gas (+/-45 mcf) $293

IPC Supervision $200
Max TP: 2300 Max Rate: 29.6 BPM Total fluid pmpd: 674 bbis
Avg TP: 1700 Avg Rate: 29.3 BPM Total Prop pmpd: 91,020#

ISIP: 1850 5 min: 10 min: 15 min: DAILYCOST: $53,919
Completion Supervisor: Gary Dietz TOTAL WELL COST:



RESOURCES INC.

DAILYCOMPLETION REPORT SJ Q
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/5/01 Completion Day: 03

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' g 5955' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 Pkr/EOT @: 0 RSand PBTD: 5503'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFI#shots

LDC sds 5370-5388' 4/72
LDC sds 5430-5450' 4/80
CP 1 sds 5698-5716' 4/72
CP 2 sds 5734-5738' 4/16

CHRONOLOGICAL OPERATIONS

Date Work Performed: 4-Apr-01 SITP: SICP: 0

RU Schlumberger and perf LDC sds @ 5430-50' & 5370-88' W/ 4 JSPF. 2 runs total.RD WLT. TIH W/ 5 1/2" "TS"
RBP, 2 3/8 pup jt, 5 1/2" "HD" pkr & tbg. Set plug @ 5503'. Set pkr above & press test plug to 3000 psi. Re-set pkr @
5399'. Breakdn perfs 5430-50' (dn tbg) @ 2500 psi. Establish injection rate of 3.5 BPM @ 2000 psi. Breakdn perfs
5370-88' (dn csg) @ 3000 psi. Establish injection rate of 2.8 BPM @2500 psi. Used 4 BW during breakdns. Release
pkr. TOH W/ tbg--LD pkr. RU BJ Services and frac LDC sds WI 161,000# 20/40 sand in 1046 bb\s Viking I-25 fluid.
Treated @ ave press of 2700 psi WI ave rate of 28.7 BPM. ISIP-3090 psi. RD BJ. Begin immediate flowback of LDC
frac on 12/64 choke @ 1 BPM. Zone flowed 3 1/2 hrs & died. Rec 169 BTF (est 16% of frac load). SIFN WI est 1499
BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 618 startingoil rec to date: 0
Fluid_losurecovered today: 881 Oil lost/recovered today: 0
Ending fluid to be recovered: 1499 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:0

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac KES rig $2,350
company: BJ Services BOP $130
Procedure or Equipment detail: LDC sands Schlumberger-LDC sd $3,254

10500 gals of pad BJ Services-LDC sds $37,279

8500 gals WI 1-5 ppg of 20/40 sand Frac wtr $180
15600 gals WI 5-8 ppg of 20/40 sand Fuel gas (+/-45 mcf) $293
4040 gals WI 8 ppg of 20/40 sand Weatherford-tools/serv $1,771
Flush W/ 5292 gals of slick water IPC Supervision $200

Max TP: 3744 Max Rate: 29 BPM Total fluid pmpd: 1046 bbis

Avg TP: 2700 Avg Rate: 28.7 BPM Total Prop pmpd: 161,000#
ISIP: 3090 5 min: 10 min: 15 min: DAILY COST: $45,457

Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILYCOMPLETION REPORT SJ Q
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/5/01 Completion Day: 03

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' g 5955' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 Pkr/EOT @: 0 RSand PBTD: 5503'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFI#shots

LDC sds 5370-5388' 4/72
LDC sds 5430-5450' 4/80
CP 1 sds 5698-5716' 4/72
CP 2 sds 5734-5738' 4/16

CHRONOLOGICAL OPERATIONS

Date Work Performed: 4-Apr-01 SITP: SICP: 0

RU Schlumberger and perf LDC sds @ 5430-50' & 5370-88' W/ 4 JSPF. 2 runs total.RD WLT. TIH W/ 5 1/2" "TS"
RBP, 2 3/8 pup jt, 5 1/2" "HD" pkr & tbg. Set plug @ 5503'. Set pkr above & press test plug to 3000 psi. Re-set pkr @
5399'. Breakdn perfs 5430-50' (dn tbg) @ 2500 psi. Establish injection rate of 3.5 BPM @ 2000 psi. Breakdn perfs
5370-88' (dn csg) @ 3000 psi. Establish injection rate of 2.8 BPM @2500 psi. Used 4 BW during breakdns. Release
pkr. TOH W/ tbg--LD pkr. RU BJ Services and frac LDC sds WI 161,000# 20/40 sand in 1046 bb\s Viking I-25 fluid.
Treated @ ave press of 2700 psi WI ave rate of 28.7 BPM. ISIP-3090 psi. RD BJ. Begin immediate flowback of LDC
frac on 12/64 choke @ 1 BPM. Zone flowed 3 1/2 hrs & died. Rec 169 BTF (est 16% of frac load). SIFN WI est 1499
BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 618 startingoil rec to date: 0
Fluid_losurecovered today: 881 Oil lost/recovered today: 0
Ending fluid to be recovered: 1499 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:0

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac KES rig $2,350
company: BJ Services BOP $130
Procedure or Equipment detail: LDC sands Schlumberger-LDC sd $3,254

10500 gals of pad BJ Services-LDC sds $37,279

8500 gals WI 1-5 ppg of 20/40 sand Frac wtr $180
15600 gals WI 5-8 ppg of 20/40 sand Fuel gas (+/-45 mcf) $293
4040 gals WI 8 ppg of 20/40 sand Weatherford-tools/serv $1,771
Flush W/ 5292 gals of slick water IPC Supervision $200

Max TP: 3744 Max Rate: 29 BPM Total fluid pmpd: 1046 bbis

Avg TP: 2700 Avg Rate: 28.7 BPM Total Prop pmpd: 161,000#
ISIP: 3090 5 min: 10 min: 15 min: DAILY COST: $45,457

Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILYCOMPLETION REPORT SJ Q
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/5/01 Completion Day: 03

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' g 5955' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 Pkr/EOT @: 0 RSand PBTD: 5503'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFI#shots

LDC sds 5370-5388' 4/72
LDC sds 5430-5450' 4/80
CP 1 sds 5698-5716' 4/72
CP 2 sds 5734-5738' 4/16

CHRONOLOGICAL OPERATIONS

Date Work Performed: 4-Apr-01 SITP: SICP: 0

RU Schlumberger and perf LDC sds @ 5430-50' & 5370-88' W/ 4 JSPF. 2 runs total.RD WLT. TIH W/ 5 1/2" "TS"
RBP, 2 3/8 pup jt, 5 1/2" "HD" pkr & tbg. Set plug @ 5503'. Set pkr above & press test plug to 3000 psi. Re-set pkr @
5399'. Breakdn perfs 5430-50' (dn tbg) @ 2500 psi. Establish injection rate of 3.5 BPM @ 2000 psi. Breakdn perfs
5370-88' (dn csg) @ 3000 psi. Establish injection rate of 2.8 BPM @2500 psi. Used 4 BW during breakdns. Release
pkr. TOH W/ tbg--LD pkr. RU BJ Services and frac LDC sds WI 161,000# 20/40 sand in 1046 bb\s Viking I-25 fluid.
Treated @ ave press of 2700 psi WI ave rate of 28.7 BPM. ISIP-3090 psi. RD BJ. Begin immediate flowback of LDC
frac on 12/64 choke @ 1 BPM. Zone flowed 3 1/2 hrs & died. Rec 169 BTF (est 16% of frac load). SIFN WI est 1499
BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 618 startingoil rec to date: 0
Fluid_losurecovered today: 881 Oil lost/recovered today: 0
Ending fluid to be recovered: 1499 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:0

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac KES rig $2,350
company: BJ Services BOP $130
Procedure or Equipment detail: LDC sands Schlumberger-LDC sd $3,254

10500 gals of pad BJ Services-LDC sds $37,279

8500 gals WI 1-5 ppg of 20/40 sand Frac wtr $180
15600 gals WI 5-8 ppg of 20/40 sand Fuel gas (+/-45 mcf) $293
4040 gals WI 8 ppg of 20/40 sand Weatherford-tools/serv $1,771
Flush W/ 5292 gals of slick water IPC Supervision $200

Max TP: 3744 Max Rate: 29 BPM Total fluid pmpd: 1046 bbis

Avg TP: 2700 Avg Rate: 28.7 BPM Total Prop pmpd: 161,000#
ISIP: 3090 5 min: 10 min: 15 min: DAILY COST: $45,457

Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILYCOMPLETION REPORT SJ Q
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/5/01 Completion Day: 03

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' g 5955' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 Pkr/EOT @: 0 RSand PBTD: 5503'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFI#shots

LDC sds 5370-5388' 4/72
LDC sds 5430-5450' 4/80
CP 1 sds 5698-5716' 4/72
CP 2 sds 5734-5738' 4/16

CHRONOLOGICAL OPERATIONS

Date Work Performed: 4-Apr-01 SITP: SICP: 0

RU Schlumberger and perf LDC sds @ 5430-50' & 5370-88' W/ 4 JSPF. 2 runs total.RD WLT. TIH W/ 5 1/2" "TS"
RBP, 2 3/8 pup jt, 5 1/2" "HD" pkr & tbg. Set plug @ 5503'. Set pkr above & press test plug to 3000 psi. Re-set pkr @
5399'. Breakdn perfs 5430-50' (dn tbg) @ 2500 psi. Establish injection rate of 3.5 BPM @ 2000 psi. Breakdn perfs
5370-88' (dn csg) @ 3000 psi. Establish injection rate of 2.8 BPM @2500 psi. Used 4 BW during breakdns. Release
pkr. TOH W/ tbg--LD pkr. RU BJ Services and frac LDC sds WI 161,000# 20/40 sand in 1046 bb\s Viking I-25 fluid.
Treated @ ave press of 2700 psi WI ave rate of 28.7 BPM. ISIP-3090 psi. RD BJ. Begin immediate flowback of LDC
frac on 12/64 choke @ 1 BPM. Zone flowed 3 1/2 hrs & died. Rec 169 BTF (est 16% of frac load). SIFN WI est 1499
BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 618 startingoil rec to date: 0
Fluid_losurecovered today: 881 Oil lost/recovered today: 0
Ending fluid to be recovered: 1499 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:0

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac KES rig $2,350
company: BJ Services BOP $130
Procedure or Equipment detail: LDC sands Schlumberger-LDC sd $3,254

10500 gals of pad BJ Services-LDC sds $37,279

8500 gals WI 1-5 ppg of 20/40 sand Frac wtr $180
15600 gals WI 5-8 ppg of 20/40 sand Fuel gas (+/-45 mcf) $293
4040 gals WI 8 ppg of 20/40 sand Weatherford-tools/serv $1,771
Flush W/ 5292 gals of slick water IPC Supervision $200

Max TP: 3744 Max Rate: 29 BPM Total fluid pmpd: 1046 bbis

Avg TP: 2700 Avg Rate: 28.7 BPM Total Prop pmpd: 161,000#
ISIP: 3090 5 min: 10 min: 15 min: DAILY COST: $45,457

Completion Supervisor: Gary Dietz TOTAL WELL COST:



RESOURCES INC.

DAILYCOMPLETION REPORT 4 &Q
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/6/01 Completion Day: 04

Present Operation: New Completion Rig: Ky #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5955' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 Pkr/EOT @: 0 BBSand PBTD: 5360'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

A3 sds 5264-5270' 4/24 LDC sds 5370-5388' 4/72
LDC sds 5308-5328' 4/80 LDC sds 5430-5450' 4/80
LDC sds 5336-5340' 4/16 CP 1 sds 5698-5716' 4/72

CP 2 sds 5734-5738' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 5-Apr-01 SITP: SICP: 50

Bleed pressure off well. Rec est 6 BTF. TIH W/ RH & tbg. Tbg displaced 13 BW on TIH. Tag sd @5449'. C/O sd to
RBP @ 5503'. Release plug. Pull up & reset @ 5360'. Press test plug to 3000 psi. TOH W/ tbg & RH. RU
Schlumberger and perf LDC sds @ 5336-40' & 5308-28'; perf A3 sds @ 5264-70'. All 4 JSPF. 2 runs total.RU BJ
Services and frac A/LDCsds W/ 140,400# 20/40 sand in 925 bbls Viking I-25 fluid. Perfs broke dn @ 3121 psi.
Treated @ ave press of 2550 psi W/ ave rate of 31 BPM. ISIP-2530 psi. RD BJ & WLT. Start immediate flowback of
A/LDC frac on 12/64 choke @ 1 BPM. Zone flowed 4 hrs & died. Rec 220 BTF (est 24% of frac load). SIFN W/ est
2185 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1499 Starting oil rec to date: 0
Fluid_losgrecovered today: 686 Oil lost/recovered today: 0
Ending fluid to be recovered: 2185 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:0

STIMULATION DETAIL COSTS
Base Fluid used: Viking 1-25 Job Type: Sand frac KES rig $2,475
Company: BJ Services BOP $130
Procedure or Equipment detail: AILDC sands Schlumberger-AILDC $3,255

9500 gals of pad BJ Services-A/LDC $39,720
6900 gals WI 1-5 ppg of 20/40 sand Frac wtr $180
13000 gals WI 5-8 ppg of 20/40 sand Fuel gas (+/-45 mcf) $293
4229 gals WI8 ppg of 20/40 sand IPC Supervision $200
Flush WI 5229 gals of slick water

Max TP: 2900 Max Rate: 31 BPM Total fluid pmpd: 925 bbis
Avg TP: 2550 Avg Rate: 31 BPM Total Prop pmpd: 140,440#

ISIP: 2530 5 min: 10 min: 15 min: DAILYCOST: $46,253
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILYCOMPLETION REPORT 4 &Q
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/6/01 Completion Day: 04

Present Operation: New Completion Rig: Ky #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5955' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 Pkr/EOT @: 0 BBSand PBTD: 5360'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

A3 sds 5264-5270' 4/24 LDC sds 5370-5388' 4/72
LDC sds 5308-5328' 4/80 LDC sds 5430-5450' 4/80
LDC sds 5336-5340' 4/16 CP 1 sds 5698-5716' 4/72

CP 2 sds 5734-5738' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 5-Apr-01 SITP: SICP: 50

Bleed pressure off well. Rec est 6 BTF. TIH W/ RH & tbg. Tbg displaced 13 BW on TIH. Tag sd @5449'. C/O sd to
RBP @ 5503'. Release plug. Pull up & reset @ 5360'. Press test plug to 3000 psi. TOH W/ tbg & RH. RU
Schlumberger and perf LDC sds @ 5336-40' & 5308-28'; perf A3 sds @ 5264-70'. All 4 JSPF. 2 runs total.RU BJ
Services and frac A/LDCsds W/ 140,400# 20/40 sand in 925 bbls Viking I-25 fluid. Perfs broke dn @ 3121 psi.
Treated @ ave press of 2550 psi W/ ave rate of 31 BPM. ISIP-2530 psi. RD BJ & WLT. Start immediate flowback of
A/LDC frac on 12/64 choke @ 1 BPM. Zone flowed 4 hrs & died. Rec 220 BTF (est 24% of frac load). SIFN W/ est
2185 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1499 Starting oil rec to date: 0
Fluid_losgrecovered today: 686 Oil lost/recovered today: 0
Ending fluid to be recovered: 2185 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:0

STIMULATION DETAIL COSTS
Base Fluid used: Viking 1-25 Job Type: Sand frac KES rig $2,475
Company: BJ Services BOP $130
Procedure or Equipment detail: AILDC sands Schlumberger-AILDC $3,255

9500 gals of pad BJ Services-A/LDC $39,720
6900 gals WI 1-5 ppg of 20/40 sand Frac wtr $180
13000 gals WI 5-8 ppg of 20/40 sand Fuel gas (+/-45 mcf) $293
4229 gals WI8 ppg of 20/40 sand IPC Supervision $200
Flush WI 5229 gals of slick water

Max TP: 2900 Max Rate: 31 BPM Total fluid pmpd: 925 bbis
Avg TP: 2550 Avg Rate: 31 BPM Total Prop pmpd: 140,440#

ISIP: 2530 5 min: 10 min: 15 min: DAILYCOST: $46,253
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILYCOMPLETION REPORT 4 &Q
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/6/01 Completion Day: 04

Present Operation: New Completion Rig: Ky #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5955' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 Pkr/EOT @: 0 BBSand PBTD: 5360'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

A3 sds 5264-5270' 4/24 LDC sds 5370-5388' 4/72
LDC sds 5308-5328' 4/80 LDC sds 5430-5450' 4/80
LDC sds 5336-5340' 4/16 CP 1 sds 5698-5716' 4/72

CP 2 sds 5734-5738' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 5-Apr-01 SITP: SICP: 50

Bleed pressure off well. Rec est 6 BTF. TIH W/ RH & tbg. Tbg displaced 13 BW on TIH. Tag sd @5449'. C/O sd to
RBP @ 5503'. Release plug. Pull up & reset @ 5360'. Press test plug to 3000 psi. TOH W/ tbg & RH. RU
Schlumberger and perf LDC sds @ 5336-40' & 5308-28'; perf A3 sds @ 5264-70'. All 4 JSPF. 2 runs total.RU BJ
Services and frac A/LDCsds W/ 140,400# 20/40 sand in 925 bbls Viking I-25 fluid. Perfs broke dn @ 3121 psi.
Treated @ ave press of 2550 psi W/ ave rate of 31 BPM. ISIP-2530 psi. RD BJ & WLT. Start immediate flowback of
A/LDC frac on 12/64 choke @ 1 BPM. Zone flowed 4 hrs & died. Rec 220 BTF (est 24% of frac load). SIFN W/ est
2185 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1499 Starting oil rec to date: 0
Fluid_losgrecovered today: 686 Oil lost/recovered today: 0
Ending fluid to be recovered: 2185 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:0

STIMULATION DETAIL COSTS
Base Fluid used: Viking 1-25 Job Type: Sand frac KES rig $2,475
Company: BJ Services BOP $130
Procedure or Equipment detail: AILDC sands Schlumberger-AILDC $3,255

9500 gals of pad BJ Services-A/LDC $39,720
6900 gals WI 1-5 ppg of 20/40 sand Frac wtr $180
13000 gals WI 5-8 ppg of 20/40 sand Fuel gas (+/-45 mcf) $293
4229 gals WI8 ppg of 20/40 sand IPC Supervision $200
Flush WI 5229 gals of slick water

Max TP: 2900 Max Rate: 31 BPM Total fluid pmpd: 925 bbis
Avg TP: 2550 Avg Rate: 31 BPM Total Prop pmpd: 140,440#

ISIP: 2530 5 min: 10 min: 15 min: DAILYCOST: $46,253
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILYCOMPLETION REPORT 4 &Q
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/6/01 Completion Day: 04

Present Operation: New Completion Rig: Ky #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5955' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 Pkr/EOT @: 0 BBSand PBTD: 5360'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

A3 sds 5264-5270' 4/24 LDC sds 5370-5388' 4/72
LDC sds 5308-5328' 4/80 LDC sds 5430-5450' 4/80
LDC sds 5336-5340' 4/16 CP 1 sds 5698-5716' 4/72

CP 2 sds 5734-5738' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 5-Apr-01 SITP: SICP: 50

Bleed pressure off well. Rec est 6 BTF. TIH W/ RH & tbg. Tbg displaced 13 BW on TIH. Tag sd @5449'. C/O sd to
RBP @ 5503'. Release plug. Pull up & reset @ 5360'. Press test plug to 3000 psi. TOH W/ tbg & RH. RU
Schlumberger and perf LDC sds @ 5336-40' & 5308-28'; perf A3 sds @ 5264-70'. All 4 JSPF. 2 runs total.RU BJ
Services and frac A/LDCsds W/ 140,400# 20/40 sand in 925 bbls Viking I-25 fluid. Perfs broke dn @ 3121 psi.
Treated @ ave press of 2550 psi W/ ave rate of 31 BPM. ISIP-2530 psi. RD BJ & WLT. Start immediate flowback of
A/LDC frac on 12/64 choke @ 1 BPM. Zone flowed 4 hrs & died. Rec 220 BTF (est 24% of frac load). SIFN W/ est
2185 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1499 Starting oil rec to date: 0
Fluid_losgrecovered today: 686 Oil lost/recovered today: 0
Ending fluid to be recovered: 2185 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:0

STIMULATION DETAIL COSTS
Base Fluid used: Viking 1-25 Job Type: Sand frac KES rig $2,475
Company: BJ Services BOP $130
Procedure or Equipment detail: AILDC sands Schlumberger-AILDC $3,255

9500 gals of pad BJ Services-A/LDC $39,720
6900 gals WI 1-5 ppg of 20/40 sand Frac wtr $180
13000 gals WI 5-8 ppg of 20/40 sand Fuel gas (+/-45 mcf) $293
4229 gals WI8 ppg of 20/40 sand IPC Supervision $200
Flush WI 5229 gals of slick water

Max TP: 2900 Max Rate: 31 BPM Total fluid pmpd: 925 bbis
Avg TP: 2550 Avg Rate: 31 BPM Total Prop pmpd: 140,440#

ISIP: 2530 5 min: 10 min: 15 min: DAILYCOST: $46,253
Completion Supervisor: Gary Dietz TOTAL WELL COST:



RESOURCES INC.

DAILYCOMPLETION'REPORT $ $
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/7/01 Compi tion Day: 05

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5955' Cág PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 Pkr/EOT @: 0 B_PISand PBTD: 5243'

PERFORATION RECORD
Zone Perfs SPF/#shots Z__o_ne Perfs SPFl#shots

A.5 sds 5146-5164' 4/72 LDC sds 5370-5388' 4/72
A1 sds 5184-5190' 4/24 LDC sds 5430-5450' 4/80
A3 sds 5264-5270' 4/24 CP 1 sds 5698-5716' 4/72
LDC sds 5308-5328' 4/80 CP 2 sds 5734-5738' 4/16
LDC sds 5336-5340' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 6-Apr-01 SITP: SICP: 0

TIH W/ RH & tbg.Tbg displaced 12 BW on TlH. Tag sd @ 5280'. C/O sd to RBP @5360'. Release plug. Pull up &
reset @ 5243'. Press test plug to 3000 psi. TOH W/ tbg& RH. RU Schlumberger and perf A1 sds @5184-90' & A.5
sds @ 5146-64' WI 4 JSPF. 2 runs total. RU BJ Services and frac A sds W/ 130,440# 20/40 sand in 852 bbis Viking I-
25 fluid. Perfs broke dn @2700 psi. Treated @ave press of 2050 psi WI ave rate of 30.3 BPM. ISIP-1950 psi. RD BJ
& WLT. Start immediate flowback of A sd frac on 12/64 choke @ 1 BPM. Zone flowed 3 hrs & died. Rec 173 BTF (est
20% of frac load). SIFN WI est 2852 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2185 Starting oil rec to date: 0
Fluid_losgrecovered today: 667 Oil lostIrecovered today: 0
Ending fluid to be recovered: 2852 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:0

STIMULATION DETAIL COSTS
Base Fluid used: Viking 1-25 Job Type: Sand frac KES rig $2,400
Company: BJ Services BOP $130
Procedure or Equipment detail: A sands Schlumberger-A sds $2,772

8500 gals of pad BJ Services-A Sds $31,633
6000 gals WI 1-5 ppg of 20/40 sand Frac wtr $180
12000 gals WI 5-8 ppg of 20/40 sand Fuel gas (+/-45 mcf) $293
4260 gals WI8 ppg of 20/40 sand IPC Supervision $200
Flush WI 5040 gals of slick water

Max TP: 2500 Max Rate: 30.5 BPM Total fluid pmpd: 852 bbis
Avg TP: 2050 Avg Rate: 30.3 BPM Total Prop pmpd: 130,440#

ISIP: 1950 5 min: 10 min: 15 min: DAILY COST: $37,608
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILYCOMPLETION'REPORT $ $
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/7/01 Compi tion Day: 05

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5955' Cág PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 Pkr/EOT @: 0 B_PISand PBTD: 5243'

PERFORATION RECORD
Zone Perfs SPF/#shots Z__o_ne Perfs SPFl#shots

A.5 sds 5146-5164' 4/72 LDC sds 5370-5388' 4/72
A1 sds 5184-5190' 4/24 LDC sds 5430-5450' 4/80
A3 sds 5264-5270' 4/24 CP 1 sds 5698-5716' 4/72
LDC sds 5308-5328' 4/80 CP 2 sds 5734-5738' 4/16
LDC sds 5336-5340' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 6-Apr-01 SITP: SICP: 0

TIH W/ RH & tbg.Tbg displaced 12 BW on TlH. Tag sd @ 5280'. C/O sd to RBP @5360'. Release plug. Pull up &
reset @ 5243'. Press test plug to 3000 psi. TOH W/ tbg& RH. RU Schlumberger and perf A1 sds @5184-90' & A.5
sds @ 5146-64' WI 4 JSPF. 2 runs total. RU BJ Services and frac A sds W/ 130,440# 20/40 sand in 852 bbis Viking I-
25 fluid. Perfs broke dn @2700 psi. Treated @ave press of 2050 psi WI ave rate of 30.3 BPM. ISIP-1950 psi. RD BJ
& WLT. Start immediate flowback of A sd frac on 12/64 choke @ 1 BPM. Zone flowed 3 hrs & died. Rec 173 BTF (est
20% of frac load). SIFN WI est 2852 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2185 Starting oil rec to date: 0
Fluid_losgrecovered today: 667 Oil lostIrecovered today: 0
Ending fluid to be recovered: 2852 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:0

STIMULATION DETAIL COSTS
Base Fluid used: Viking 1-25 Job Type: Sand frac KES rig $2,400
Company: BJ Services BOP $130
Procedure or Equipment detail: A sands Schlumberger-A sds $2,772

8500 gals of pad BJ Services-A Sds $31,633
6000 gals WI 1-5 ppg of 20/40 sand Frac wtr $180
12000 gals WI 5-8 ppg of 20/40 sand Fuel gas (+/-45 mcf) $293
4260 gals WI8 ppg of 20/40 sand IPC Supervision $200
Flush WI 5040 gals of slick water

Max TP: 2500 Max Rate: 30.5 BPM Total fluid pmpd: 852 bbis
Avg TP: 2050 Avg Rate: 30.3 BPM Total Prop pmpd: 130,440#

ISIP: 1950 5 min: 10 min: 15 min: DAILY COST: $37,608
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILYCOMPLETION'REPORT $ $
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/7/01 Compi tion Day: 05

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5955' Cág PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 Pkr/EOT @: 0 B_PISand PBTD: 5243'

PERFORATION RECORD
Zone Perfs SPF/#shots Z__o_ne Perfs SPFl#shots

A.5 sds 5146-5164' 4/72 LDC sds 5370-5388' 4/72
A1 sds 5184-5190' 4/24 LDC sds 5430-5450' 4/80
A3 sds 5264-5270' 4/24 CP 1 sds 5698-5716' 4/72
LDC sds 5308-5328' 4/80 CP 2 sds 5734-5738' 4/16
LDC sds 5336-5340' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 6-Apr-01 SITP: SICP: 0

TIH W/ RH & tbg.Tbg displaced 12 BW on TlH. Tag sd @ 5280'. C/O sd to RBP @5360'. Release plug. Pull up &
reset @ 5243'. Press test plug to 3000 psi. TOH W/ tbg& RH. RU Schlumberger and perf A1 sds @5184-90' & A.5
sds @ 5146-64' WI 4 JSPF. 2 runs total. RU BJ Services and frac A sds W/ 130,440# 20/40 sand in 852 bbis Viking I-
25 fluid. Perfs broke dn @2700 psi. Treated @ave press of 2050 psi WI ave rate of 30.3 BPM. ISIP-1950 psi. RD BJ
& WLT. Start immediate flowback of A sd frac on 12/64 choke @ 1 BPM. Zone flowed 3 hrs & died. Rec 173 BTF (est
20% of frac load). SIFN WI est 2852 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2185 Starting oil rec to date: 0
Fluid_losgrecovered today: 667 Oil lostIrecovered today: 0
Ending fluid to be recovered: 2852 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:0

STIMULATION DETAIL COSTS
Base Fluid used: Viking 1-25 Job Type: Sand frac KES rig $2,400
Company: BJ Services BOP $130
Procedure or Equipment detail: A sands Schlumberger-A sds $2,772

8500 gals of pad BJ Services-A Sds $31,633
6000 gals WI 1-5 ppg of 20/40 sand Frac wtr $180
12000 gals WI 5-8 ppg of 20/40 sand Fuel gas (+/-45 mcf) $293
4260 gals WI8 ppg of 20/40 sand IPC Supervision $200
Flush WI 5040 gals of slick water

Max TP: 2500 Max Rate: 30.5 BPM Total fluid pmpd: 852 bbis
Avg TP: 2050 Avg Rate: 30.3 BPM Total Prop pmpd: 130,440#

ISIP: 1950 5 min: 10 min: 15 min: DAILY COST: $37,608
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILYCOMPLETION'REPORT $ $
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/7/01 Compi tion Day: 05

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5955' Cág PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 Pkr/EOT @: 0 B_PISand PBTD: 5243'

PERFORATION RECORD
Zone Perfs SPF/#shots Z__o_ne Perfs SPFl#shots

A.5 sds 5146-5164' 4/72 LDC sds 5370-5388' 4/72
A1 sds 5184-5190' 4/24 LDC sds 5430-5450' 4/80
A3 sds 5264-5270' 4/24 CP 1 sds 5698-5716' 4/72
LDC sds 5308-5328' 4/80 CP 2 sds 5734-5738' 4/16
LDC sds 5336-5340' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 6-Apr-01 SITP: SICP: 0

TIH W/ RH & tbg.Tbg displaced 12 BW on TlH. Tag sd @ 5280'. C/O sd to RBP @5360'. Release plug. Pull up &
reset @ 5243'. Press test plug to 3000 psi. TOH W/ tbg& RH. RU Schlumberger and perf A1 sds @5184-90' & A.5
sds @ 5146-64' WI 4 JSPF. 2 runs total. RU BJ Services and frac A sds W/ 130,440# 20/40 sand in 852 bbis Viking I-
25 fluid. Perfs broke dn @2700 psi. Treated @ave press of 2050 psi WI ave rate of 30.3 BPM. ISIP-1950 psi. RD BJ
& WLT. Start immediate flowback of A sd frac on 12/64 choke @ 1 BPM. Zone flowed 3 hrs & died. Rec 173 BTF (est
20% of frac load). SIFN WI est 2852 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2185 Starting oil rec to date: 0
Fluid_losgrecovered today: 667 Oil lostIrecovered today: 0
Ending fluid to be recovered: 2852 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:0

STIMULATION DETAIL COSTS
Base Fluid used: Viking 1-25 Job Type: Sand frac KES rig $2,400
Company: BJ Services BOP $130
Procedure or Equipment detail: A sands Schlumberger-A sds $2,772

8500 gals of pad BJ Services-A Sds $31,633
6000 gals WI 1-5 ppg of 20/40 sand Frac wtr $180
12000 gals WI 5-8 ppg of 20/40 sand Fuel gas (+/-45 mcf) $293
4260 gals WI8 ppg of 20/40 sand IPC Supervision $200
Flush WI 5040 gals of slick water

Max TP: 2500 Max Rate: 30.5 BPM Total fluid pmpd: 852 bbis
Avg TP: 2050 Avg Rate: 30.3 BPM Total Prop pmpd: 130,440#

ISIP: 1950 5 min: 10 min: 15 min: DAILY COST: $37,608
Completion Supervisor: Gary Dietz TOTAL WELL COST:



DAILY COMP TI EPORT ( $
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/10/01 Complet on Day: 06

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5955' csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 Pkr/EOT @: 0 B_PISand PBTD: 5116'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFI#shots

B.5 sds 4980-4990' 4/40 LDC sds 5308-5328' 4/80

B.5 sds 4994-5000' 4/24 LDC sds 5336-5340' 4/16

B2sds 5048-5052' 4/16 LDC sds 5370-5388' 4/72
A.5 sds 5146-5164' 4/72 LDC sds 5430-5450' 4/80

A1 sds 5184-5190' 4/24 CP 1 sds 5698-5716' 4/72
A3 sds 5264-5270' 4/24 CP 2 sds 5734-5738' 4/16

CHRONOLOGICAL OPERATIONS

Date Work Performed: 9-Apr-01 SITP: SICP: 0

TIH W/ RH & tbg. Tbg displaced 12 BW on TlH. Tag sd @ 5124'. C/O sd to RBP @ 5240'. Release plug. Pull up &
reset @5116'. Press test plug to 3000 psi. TOH W/ tbg& RH. RU Schlumberger and perf B-sds @4980-90' & B-sds

@4994-5000' & B-sds @5048-52' W/ 4 JSPF. 2 runs total.RU BJ Services and frac B sds WI 94,800#20/40 sand in
648 bbls Viking l-25 fluid. Perfs broke dn @ 2500 psi. Treated @ave press of 2050 psi WI ave rate of 27.3 BPM. ISIP
2020 psi. RD BJ & WLT. Start immediate flowback of B sd frac on 12/64 choke @ 1 BPM. Zone flowed 2 1/2 hrs &
died. Rec 95 BTF (est15% of frac load). SIFN W/ est 3393 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2852 Starting oil rec to date: 0
Fluid_logurecovered today: 541 Oil lost/recovered today: 0
Ending fluid to be recovered: 3393 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:0

STIMULATION DETAIL COSTS
Base Fluid used: Viking 1-25 Job Type: Sand frac KES rig $2,395
Company: BJ Services BOP $130
Procedure or Equipment detail: B sands Schlumberger-B sds $2,295

6500 gals of pad BJ Services-B Sds $30,985
4300 gals WI 1-5 ppg of 20/40 sand Frac wtr $180
8600 gals WI 5-8 ppg of 20/40 sand Fuel gas (+/-45 mcf) $293
3125 gals WI 8 ppg of 20/40 sand IPC Supervision $200
Flush WI 4914 gals of slick water

Max TP: 2500 Max Rate: 27.5 Total fluid pmpd: 648
Avg TP: 2050 Avg Rate: 27.5 Total Prop pmpd: 94800#

ISIP: 2020 5 min: 10 min: 15 min: DAILY COST: $36,478
Completion Supervisor: Pat Wisener TOTAL WELL COST:

DAILY COMP TI EPORT ( $
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/10/01 Complet on Day: 06

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5955' csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 Pkr/EOT @: 0 B_PISand PBTD: 5116'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFI#shots

B.5 sds 4980-4990' 4/40 LDC sds 5308-5328' 4/80

B.5 sds 4994-5000' 4/24 LDC sds 5336-5340' 4/16

B2sds 5048-5052' 4/16 LDC sds 5370-5388' 4/72
A.5 sds 5146-5164' 4/72 LDC sds 5430-5450' 4/80

A1 sds 5184-5190' 4/24 CP 1 sds 5698-5716' 4/72
A3 sds 5264-5270' 4/24 CP 2 sds 5734-5738' 4/16

CHRONOLOGICAL OPERATIONS

Date Work Performed: 9-Apr-01 SITP: SICP: 0

TIH W/ RH & tbg. Tbg displaced 12 BW on TlH. Tag sd @ 5124'. C/O sd to RBP @ 5240'. Release plug. Pull up &
reset @5116'. Press test plug to 3000 psi. TOH W/ tbg& RH. RU Schlumberger and perf B-sds @4980-90' & B-sds

@4994-5000' & B-sds @5048-52' W/ 4 JSPF. 2 runs total.RU BJ Services and frac B sds WI 94,800#20/40 sand in
648 bbls Viking l-25 fluid. Perfs broke dn @ 2500 psi. Treated @ave press of 2050 psi WI ave rate of 27.3 BPM. ISIP
2020 psi. RD BJ & WLT. Start immediate flowback of B sd frac on 12/64 choke @ 1 BPM. Zone flowed 2 1/2 hrs &
died. Rec 95 BTF (est15% of frac load). SIFN W/ est 3393 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2852 Starting oil rec to date: 0
Fluid_logurecovered today: 541 Oil lost/recovered today: 0
Ending fluid to be recovered: 3393 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:0

STIMULATION DETAIL COSTS
Base Fluid used: Viking 1-25 Job Type: Sand frac KES rig $2,395
Company: BJ Services BOP $130
Procedure or Equipment detail: B sands Schlumberger-B sds $2,295

6500 gals of pad BJ Services-B Sds $30,985
4300 gals WI 1-5 ppg of 20/40 sand Frac wtr $180
8600 gals WI 5-8 ppg of 20/40 sand Fuel gas (+/-45 mcf) $293
3125 gals WI 8 ppg of 20/40 sand IPC Supervision $200
Flush WI 4914 gals of slick water

Max TP: 2500 Max Rate: 27.5 Total fluid pmpd: 648
Avg TP: 2050 Avg Rate: 27.5 Total Prop pmpd: 94800#

ISIP: 2020 5 min: 10 min: 15 min: DAILY COST: $36,478
Completion Supervisor: Pat Wisener TOTAL WELL COST:

DAILY COMP TI EPORT ( $
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/10/01 Complet on Day: 06

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5955' csg PBTD: 5937'
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A3 sds 5264-5270' 4/24 CP 2 sds 5734-5738' 4/16
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Date Work Performed: 9-Apr-01 SITP: SICP: 0

TIH W/ RH & tbg. Tbg displaced 12 BW on TlH. Tag sd @ 5124'. C/O sd to RBP @ 5240'. Release plug. Pull up &
reset @5116'. Press test plug to 3000 psi. TOH W/ tbg& RH. RU Schlumberger and perf B-sds @4980-90' & B-sds

@4994-5000' & B-sds @5048-52' W/ 4 JSPF. 2 runs total.RU BJ Services and frac B sds WI 94,800#20/40 sand in
648 bbls Viking l-25 fluid. Perfs broke dn @ 2500 psi. Treated @ave press of 2050 psi WI ave rate of 27.3 BPM. ISIP
2020 psi. RD BJ & WLT. Start immediate flowback of B sd frac on 12/64 choke @ 1 BPM. Zone flowed 2 1/2 hrs &
died. Rec 95 BTF (est15% of frac load). SIFN W/ est 3393 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2852 Starting oil rec to date: 0
Fluid_logurecovered today: 541 Oil lost/recovered today: 0
Ending fluid to be recovered: 3393 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:0

STIMULATION DETAIL COSTS
Base Fluid used: Viking 1-25 Job Type: Sand frac KES rig $2,395
Company: BJ Services BOP $130
Procedure or Equipment detail: B sands Schlumberger-B sds $2,295

6500 gals of pad BJ Services-B Sds $30,985
4300 gals WI 1-5 ppg of 20/40 sand Frac wtr $180
8600 gals WI 5-8 ppg of 20/40 sand Fuel gas (+/-45 mcf) $293
3125 gals WI 8 ppg of 20/40 sand IPC Supervision $200
Flush WI 4914 gals of slick water

Max TP: 2500 Max Rate: 27.5 Total fluid pmpd: 648
Avg TP: 2050 Avg Rate: 27.5 Total Prop pmpd: 94800#

ISIP: 2020 5 min: 10 min: 15 min: DAILY COST: $36,478
Completion Supervisor: Pat Wisener TOTAL WELL COST:

DAILY COMP TI EPORT ( $
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/10/01 Complet on Day: 06

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5955' csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 Pkr/EOT @: 0 B_PISand PBTD: 5116'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFI#shots

B.5 sds 4980-4990' 4/40 LDC sds 5308-5328' 4/80

B.5 sds 4994-5000' 4/24 LDC sds 5336-5340' 4/16

B2sds 5048-5052' 4/16 LDC sds 5370-5388' 4/72
A.5 sds 5146-5164' 4/72 LDC sds 5430-5450' 4/80

A1 sds 5184-5190' 4/24 CP 1 sds 5698-5716' 4/72
A3 sds 5264-5270' 4/24 CP 2 sds 5734-5738' 4/16

CHRONOLOGICAL OPERATIONS

Date Work Performed: 9-Apr-01 SITP: SICP: 0

TIH W/ RH & tbg. Tbg displaced 12 BW on TlH. Tag sd @ 5124'. C/O sd to RBP @ 5240'. Release plug. Pull up &
reset @5116'. Press test plug to 3000 psi. TOH W/ tbg& RH. RU Schlumberger and perf B-sds @4980-90' & B-sds

@4994-5000' & B-sds @5048-52' W/ 4 JSPF. 2 runs total.RU BJ Services and frac B sds WI 94,800#20/40 sand in
648 bbls Viking l-25 fluid. Perfs broke dn @ 2500 psi. Treated @ave press of 2050 psi WI ave rate of 27.3 BPM. ISIP
2020 psi. RD BJ & WLT. Start immediate flowback of B sd frac on 12/64 choke @ 1 BPM. Zone flowed 2 1/2 hrs &
died. Rec 95 BTF (est15% of frac load). SIFN W/ est 3393 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2852 Starting oil rec to date: 0
Fluid_logurecovered today: 541 Oil lost/recovered today: 0
Ending fluid to be recovered: 3393 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:0

STIMULATION DETAIL COSTS
Base Fluid used: Viking 1-25 Job Type: Sand frac KES rig $2,395
Company: BJ Services BOP $130
Procedure or Equipment detail: B sands Schlumberger-B sds $2,295

6500 gals of pad BJ Services-B Sds $30,985
4300 gals WI 1-5 ppg of 20/40 sand Frac wtr $180
8600 gals WI 5-8 ppg of 20/40 sand Fuel gas (+/-45 mcf) $293
3125 gals WI 8 ppg of 20/40 sand IPC Supervision $200
Flush WI 4914 gals of slick water

Max TP: 2500 Max Rate: 27.5 Total fluid pmpd: 648
Avg TP: 2050 Avg Rate: 27.5 Total Prop pmpd: 94800#

ISIP: 2020 5 min: 10 min: 15 min: DAILY COST: $36,478
Completion Supervisor: Pat Wisener TOTAL WELL COST:



DAILYCOMPL TI REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/11/01 Completion Day: 07

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 86/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5955' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 Pkr/EOT @: 3911' BPISand PBTD:

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFI#shots

D sds 4760-4764' 4/16 A3 sds 5264-5270' 4/24
D sds 4768-4777' 9/36 LDC sds 5308-5328' 4/80
D sds 4780-4784' 4/16 LDC sds 5336-5340' 4/16
B.5 sds 4980-4990' 4/40 LDC sds 5370-5388' 4/72
B.5 sds 4994-5000' 4/24 LDC sds 5430-5450' 4/80
B2sds 5048-5052' 4/16 CP 1 sds 5698-5716' 4/72
A.5 sds 5146-5164' 4/72 CP 2 sds 5734-5738' 4/16
A1 sds 5184-5190' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 10-Apr-01 SITP: SICP: 0

TlH Wl RH & tbg. Tag sd @ 5002'. Fill hole WI 20 BW. CIO sd to RBP @ 5116'. Lost 90 add'l BW during CIO.
Release plug. Pull up & reset @4831'. Press test plug to 3000 psi. TOH W/ tbg & RH. RU Schlumberger and perf D
sds @ 4780-84', 4768-77' & 4760-64' W/ 4 JSPF. 1 run total. RU BJ Services and frac D sds W/ 82,840# 20/40 sand
in 544 bbis Viking I-25 fluid. Perfs broke dn @2581 psi. Treated @ave press of 1800 psi WI ave rate of 29.2 BPM.
ISIP-2010 psi. RD BJ & WLT. Begin immediate flowback of D sd frac on 12/64 choke @ 1 BPM. Zone flowed 2 1/2
hrs & died. Rec 116 BTF (est 21% of frac load). TlH WI RH & tbg to RBP @ 4831'. Tbg displaced 11 BW on TlH. Circ
hole clean. Release RBP. Pull EOT to 3911'. SIFN W/ est 3920 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3393 Starting oil rec to date: 0
Fluid_losurecovered today: 527 Oil lost/recovered today: 0
Ending fluid to be recovered: 3920 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:0

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac KES rip $2,900
Company: BJ Services BOP $130
Procedure or Equipment detail: D sands Schlumberger-D sds $2,536

4500 gals of pad BJ Services-D Sds $22,710
4050 gals WI 1-5 ppg of 20/40 sand Frac wtr $180
8000 gals WI 5-8 ppg of 20/40 sand Fuel gas (+/-30 mcf) $195
1621 gals WI 8 ppg of 20/40 sand IPC Supervision $200
Flush WI 4683 gals of slick water

Max TP: 2286 Max Rate: 29.2 BPM Total fluid pmpd: 544 bbis
Avg TP: 1800 Avg Rate: 29.2 BPM Total Prop pmpd: 82,840#

ISIP: 2010 5 min: 10 min: 15 min: DAILYCOST: $28,851
Completion Supervisor: Gary Dietz TOTAL WELL COST:

DAILYCOMPL TI REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/11/01 Completion Day: 07

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 86/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5955' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 Pkr/EOT @: 3911' BPISand PBTD:

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFI#shots

D sds 4760-4764' 4/16 A3 sds 5264-5270' 4/24
D sds 4768-4777' 9/36 LDC sds 5308-5328' 4/80
D sds 4780-4784' 4/16 LDC sds 5336-5340' 4/16
B.5 sds 4980-4990' 4/40 LDC sds 5370-5388' 4/72
B.5 sds 4994-5000' 4/24 LDC sds 5430-5450' 4/80
B2sds 5048-5052' 4/16 CP 1 sds 5698-5716' 4/72
A.5 sds 5146-5164' 4/72 CP 2 sds 5734-5738' 4/16
A1 sds 5184-5190' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 10-Apr-01 SITP: SICP: 0

TlH Wl RH & tbg. Tag sd @ 5002'. Fill hole WI 20 BW. CIO sd to RBP @ 5116'. Lost 90 add'l BW during CIO.
Release plug. Pull up & reset @4831'. Press test plug to 3000 psi. TOH W/ tbg & RH. RU Schlumberger and perf D
sds @ 4780-84', 4768-77' & 4760-64' W/ 4 JSPF. 1 run total. RU BJ Services and frac D sds W/ 82,840# 20/40 sand
in 544 bbis Viking I-25 fluid. Perfs broke dn @2581 psi. Treated @ave press of 1800 psi WI ave rate of 29.2 BPM.
ISIP-2010 psi. RD BJ & WLT. Begin immediate flowback of D sd frac on 12/64 choke @ 1 BPM. Zone flowed 2 1/2
hrs & died. Rec 116 BTF (est 21% of frac load). TlH WI RH & tbg to RBP @ 4831'. Tbg displaced 11 BW on TlH. Circ
hole clean. Release RBP. Pull EOT to 3911'. SIFN W/ est 3920 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3393 Starting oil rec to date: 0
Fluid_losurecovered today: 527 Oil lost/recovered today: 0
Ending fluid to be recovered: 3920 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:0

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac KES rip $2,900
Company: BJ Services BOP $130
Procedure or Equipment detail: D sands Schlumberger-D sds $2,536

4500 gals of pad BJ Services-D Sds $22,710
4050 gals WI 1-5 ppg of 20/40 sand Frac wtr $180
8000 gals WI 5-8 ppg of 20/40 sand Fuel gas (+/-30 mcf) $195
1621 gals WI 8 ppg of 20/40 sand IPC Supervision $200
Flush WI 4683 gals of slick water

Max TP: 2286 Max Rate: 29.2 BPM Total fluid pmpd: 544 bbis
Avg TP: 1800 Avg Rate: 29.2 BPM Total Prop pmpd: 82,840#

ISIP: 2010 5 min: 10 min: 15 min: DAILYCOST: $28,851
Completion Supervisor: Gary Dietz TOTAL WELL COST:

DAILYCOMPL TI REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/11/01 Completion Day: 07

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 86/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5955' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 Pkr/EOT @: 3911' BPISand PBTD:

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFI#shots

D sds 4760-4764' 4/16 A3 sds 5264-5270' 4/24
D sds 4768-4777' 9/36 LDC sds 5308-5328' 4/80
D sds 4780-4784' 4/16 LDC sds 5336-5340' 4/16
B.5 sds 4980-4990' 4/40 LDC sds 5370-5388' 4/72
B.5 sds 4994-5000' 4/24 LDC sds 5430-5450' 4/80
B2sds 5048-5052' 4/16 CP 1 sds 5698-5716' 4/72
A.5 sds 5146-5164' 4/72 CP 2 sds 5734-5738' 4/16
A1 sds 5184-5190' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 10-Apr-01 SITP: SICP: 0

TlH Wl RH & tbg. Tag sd @ 5002'. Fill hole WI 20 BW. CIO sd to RBP @ 5116'. Lost 90 add'l BW during CIO.
Release plug. Pull up & reset @4831'. Press test plug to 3000 psi. TOH W/ tbg & RH. RU Schlumberger and perf D
sds @ 4780-84', 4768-77' & 4760-64' W/ 4 JSPF. 1 run total. RU BJ Services and frac D sds W/ 82,840# 20/40 sand
in 544 bbis Viking I-25 fluid. Perfs broke dn @2581 psi. Treated @ave press of 1800 psi WI ave rate of 29.2 BPM.
ISIP-2010 psi. RD BJ & WLT. Begin immediate flowback of D sd frac on 12/64 choke @ 1 BPM. Zone flowed 2 1/2
hrs & died. Rec 116 BTF (est 21% of frac load). TlH WI RH & tbg to RBP @ 4831'. Tbg displaced 11 BW on TlH. Circ
hole clean. Release RBP. Pull EOT to 3911'. SIFN W/ est 3920 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3393 Starting oil rec to date: 0
Fluid_losurecovered today: 527 Oil lost/recovered today: 0
Ending fluid to be recovered: 3920 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:0

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac KES rip $2,900
Company: BJ Services BOP $130
Procedure or Equipment detail: D sands Schlumberger-D sds $2,536

4500 gals of pad BJ Services-D Sds $22,710
4050 gals WI 1-5 ppg of 20/40 sand Frac wtr $180
8000 gals WI 5-8 ppg of 20/40 sand Fuel gas (+/-30 mcf) $195
1621 gals WI 8 ppg of 20/40 sand IPC Supervision $200
Flush WI 4683 gals of slick water

Max TP: 2286 Max Rate: 29.2 BPM Total fluid pmpd: 544 bbis
Avg TP: 1800 Avg Rate: 29.2 BPM Total Prop pmpd: 82,840#

ISIP: 2010 5 min: 10 min: 15 min: DAILYCOST: $28,851
Completion Supervisor: Gary Dietz TOTAL WELL COST:

DAILYCOMPL TI REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/11/01 Completion Day: 07

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 86/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5955' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 Pkr/EOT @: 3911' BPISand PBTD:

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFI#shots

D sds 4760-4764' 4/16 A3 sds 5264-5270' 4/24
D sds 4768-4777' 9/36 LDC sds 5308-5328' 4/80
D sds 4780-4784' 4/16 LDC sds 5336-5340' 4/16
B.5 sds 4980-4990' 4/40 LDC sds 5370-5388' 4/72
B.5 sds 4994-5000' 4/24 LDC sds 5430-5450' 4/80
B2sds 5048-5052' 4/16 CP 1 sds 5698-5716' 4/72
A.5 sds 5146-5164' 4/72 CP 2 sds 5734-5738' 4/16
A1 sds 5184-5190' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 10-Apr-01 SITP: SICP: 0

TlH Wl RH & tbg. Tag sd @ 5002'. Fill hole WI 20 BW. CIO sd to RBP @ 5116'. Lost 90 add'l BW during CIO.
Release plug. Pull up & reset @4831'. Press test plug to 3000 psi. TOH W/ tbg & RH. RU Schlumberger and perf D
sds @ 4780-84', 4768-77' & 4760-64' W/ 4 JSPF. 1 run total. RU BJ Services and frac D sds W/ 82,840# 20/40 sand
in 544 bbis Viking I-25 fluid. Perfs broke dn @2581 psi. Treated @ave press of 1800 psi WI ave rate of 29.2 BPM.
ISIP-2010 psi. RD BJ & WLT. Begin immediate flowback of D sd frac on 12/64 choke @ 1 BPM. Zone flowed 2 1/2
hrs & died. Rec 116 BTF (est 21% of frac load). TlH WI RH & tbg to RBP @ 4831'. Tbg displaced 11 BW on TlH. Circ
hole clean. Release RBP. Pull EOT to 3911'. SIFN W/ est 3920 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3393 Starting oil rec to date: 0
Fluid_losurecovered today: 527 Oil lost/recovered today: 0
Ending fluid to be recovered: 3920 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:0

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac KES rip $2,900
Company: BJ Services BOP $130
Procedure or Equipment detail: D sands Schlumberger-D sds $2,536

4500 gals of pad BJ Services-D Sds $22,710
4050 gals WI 1-5 ppg of 20/40 sand Frac wtr $180
8000 gals WI 5-8 ppg of 20/40 sand Fuel gas (+/-30 mcf) $195
1621 gals WI 8 ppg of 20/40 sand IPC Supervision $200
Flush WI 4683 gals of slick water

Max TP: 2286 Max Rate: 29.2 BPM Total fluid pmpd: 544 bbis
Avg TP: 1800 Avg Rate: 29.2 BPM Total Prop pmpd: 82,840#

ISIP: 2010 5 min: 10 min: 15 min: DAILYCOST: $28,851
Completion Supervisor: Gary Dietz TOTAL WELL COST:



RESOURCES INC.

DAILYCOMPLETION REPORT Â Û
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/12/01 Cómpletion Day: 08

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5955' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 (B) Pkrli @: 5891' BPISand PBTD: 5937'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPF/#shots

D sds 4760-4764' 4/16 A3 sds 5264-5270' 4/24
D sds 4768-4777' 9/36 LDC sds 5308-5328' 4/80
D sds 4780-4784' 4/16 LDC sds 5336-5340' 4/16
B.5 sds 4980-4990' 4/40 LDC sds 5370-5388' 4/72
B.5 sds 4994-5000' 4/24 LDC sds 5430-5450' 4/80
B2sds 5048-5052' 4/16 CP 1 sds 5698-5716' 4/72
A.5 sds 5146-5164' 4/72 CP 2 sds 5734-5738' 4/16
A1 sds 5184-5190' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 11-Apr-01 SITP: SICP: 0

Con't TOH WI tbg & RBP fl 3911'. LD plug. TIH W/ NC & tbg.Tag sd @5921'. Fill hole WI 82 BW. C/O sd to PBTD
@5937'. Circ hole clean. Lost add'l 45 BW during cleanout. Pull EOT to 5891'. RU swab equipment. IFL @sfc. Made
15 swb runs rec 298 BTF W/ tr oil & no sd. FFL @1500'. SIFN W/ est 3749 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3920 Starting oil rec to date: 0
Fluid lostIrecovered today: 171 Oil lostIrecovered today: 0
Ending fluid to be recovered: 3749 Cum oil recovered: 0
IFL: sfc FFL: 1500' FTP: Choke: Final Fluid Rate: Final oil cut: tr

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: KES rig $2,805
Company: BOP $130
Procedure or Equipment detail: HO trk $200

Wtr trk $200
IPC Supervision $200

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: 15 min: DAILYCOST: $3,535
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILYCOMPLETION REPORT Â Û
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/12/01 Cómpletion Day: 08

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5955' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 (B) Pkrli @: 5891' BPISand PBTD: 5937'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPF/#shots

D sds 4760-4764' 4/16 A3 sds 5264-5270' 4/24
D sds 4768-4777' 9/36 LDC sds 5308-5328' 4/80
D sds 4780-4784' 4/16 LDC sds 5336-5340' 4/16
B.5 sds 4980-4990' 4/40 LDC sds 5370-5388' 4/72
B.5 sds 4994-5000' 4/24 LDC sds 5430-5450' 4/80
B2sds 5048-5052' 4/16 CP 1 sds 5698-5716' 4/72
A.5 sds 5146-5164' 4/72 CP 2 sds 5734-5738' 4/16
A1 sds 5184-5190' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 11-Apr-01 SITP: SICP: 0

Con't TOH WI tbg & RBP fl 3911'. LD plug. TIH W/ NC & tbg.Tag sd @5921'. Fill hole WI 82 BW. C/O sd to PBTD
@5937'. Circ hole clean. Lost add'l 45 BW during cleanout. Pull EOT to 5891'. RU swab equipment. IFL @sfc. Made
15 swb runs rec 298 BTF W/ tr oil & no sd. FFL @1500'. SIFN W/ est 3749 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3920 Starting oil rec to date: 0
Fluid lostIrecovered today: 171 Oil lostIrecovered today: 0
Ending fluid to be recovered: 3749 Cum oil recovered: 0
IFL: sfc FFL: 1500' FTP: Choke: Final Fluid Rate: Final oil cut: tr

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: KES rig $2,805
Company: BOP $130
Procedure or Equipment detail: HO trk $200

Wtr trk $200
IPC Supervision $200

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: 15 min: DAILYCOST: $3,535
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILYCOMPLETION REPORT Â Û
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/12/01 Cómpletion Day: 08

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5955' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 (B) Pkrli @: 5891' BPISand PBTD: 5937'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPF/#shots

D sds 4760-4764' 4/16 A3 sds 5264-5270' 4/24
D sds 4768-4777' 9/36 LDC sds 5308-5328' 4/80
D sds 4780-4784' 4/16 LDC sds 5336-5340' 4/16
B.5 sds 4980-4990' 4/40 LDC sds 5370-5388' 4/72
B.5 sds 4994-5000' 4/24 LDC sds 5430-5450' 4/80
B2sds 5048-5052' 4/16 CP 1 sds 5698-5716' 4/72
A.5 sds 5146-5164' 4/72 CP 2 sds 5734-5738' 4/16
A1 sds 5184-5190' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 11-Apr-01 SITP: SICP: 0

Con't TOH WI tbg & RBP fl 3911'. LD plug. TIH W/ NC & tbg.Tag sd @5921'. Fill hole WI 82 BW. C/O sd to PBTD
@5937'. Circ hole clean. Lost add'l 45 BW during cleanout. Pull EOT to 5891'. RU swab equipment. IFL @sfc. Made
15 swb runs rec 298 BTF W/ tr oil & no sd. FFL @1500'. SIFN W/ est 3749 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3920 Starting oil rec to date: 0
Fluid lostIrecovered today: 171 Oil lostIrecovered today: 0
Ending fluid to be recovered: 3749 Cum oil recovered: 0
IFL: sfc FFL: 1500' FTP: Choke: Final Fluid Rate: Final oil cut: tr

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: KES rig $2,805
Company: BOP $130
Procedure or Equipment detail: HO trk $200

Wtr trk $200
IPC Supervision $200

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: 15 min: DAILYCOST: $3,535
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILYCOMPLETION REPORT Â Û
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/12/01 Cómpletion Day: 08

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5955' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 (B) Pkrli @: 5891' BPISand PBTD: 5937'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPF/#shots

D sds 4760-4764' 4/16 A3 sds 5264-5270' 4/24
D sds 4768-4777' 9/36 LDC sds 5308-5328' 4/80
D sds 4780-4784' 4/16 LDC sds 5336-5340' 4/16
B.5 sds 4980-4990' 4/40 LDC sds 5370-5388' 4/72
B.5 sds 4994-5000' 4/24 LDC sds 5430-5450' 4/80
B2sds 5048-5052' 4/16 CP 1 sds 5698-5716' 4/72
A.5 sds 5146-5164' 4/72 CP 2 sds 5734-5738' 4/16
A1 sds 5184-5190' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 11-Apr-01 SITP: SICP: 0

Con't TOH WI tbg & RBP fl 3911'. LD plug. TIH W/ NC & tbg.Tag sd @5921'. Fill hole WI 82 BW. C/O sd to PBTD
@5937'. Circ hole clean. Lost add'l 45 BW during cleanout. Pull EOT to 5891'. RU swab equipment. IFL @sfc. Made
15 swb runs rec 298 BTF W/ tr oil & no sd. FFL @1500'. SIFN W/ est 3749 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3920 Starting oil rec to date: 0
Fluid lostIrecovered today: 171 Oil lostIrecovered today: 0
Ending fluid to be recovered: 3749 Cum oil recovered: 0
IFL: sfc FFL: 1500' FTP: Choke: Final Fluid Rate: Final oil cut: tr

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: KES rig $2,805
Company: BOP $130
Procedure or Equipment detail: HO trk $200

Wtr trk $200
IPC Supervision $200

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: 15 min: DAILYCOST: $3,535
Completion Supervisor: Gary Dietz TOTAL WELL COST:



RESOUSCES INC.

DAILYCOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/13/01 Completion Day: 09

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5455' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 (B) Pkr/R @: 5813' BPISand PBTD: 5935'

PERFORATION RECORD
Z_one Perfs SPFl#shots Zone Perfs SPFl#shots

D sds 4760-4764' 4/16 A3 sds 5264-5270' 4/24
D sds 4768-4777' 9/36 LDC eds 5308-5328' 4/80
D sds 4780-4784' 4/16 LDC sds 5336-5340' 4/16
B.5 sds 4980-4990' 4/40 LDC sds 5370-5388' 4/72
B.5 sds 4994-5000' 4/24 LDC sds 5430-5450' 4/80
B2sds 5048-5052' 4/16 CP 1 sds 5698-5716' 4/72
A.5 sds 5146-5164' 4/72 CP 2 sds 5734-5738' 4/16
A1 sds 5184-5190' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 12-Apr-01 SITP: 0 SICP: 70

Rig up swab, initial fluid level of 700'. 8 swab runs recovered 34 oil,87 water. Final fluid level of 1100'. 35 % oilcut.
Flush tbg w/ 20 bbls, flush csgn wl 20 bbls. Tèg PBTD of 5935' ( 2' of sand ). Lay down excess tbg.TOH w/ BHA. PU
&MU NC., 1 jt, SN., 4 jt's, TAC, 180 jt's tbg. EOT @ 5812.51'. Nipple down 5-M frac head, set TAC w/ 14,000 #
tension.Nipple up production head. PU & MUrod pump, & rod string to be listed on day 10 report. 3628 BWTRC

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3749 Starting oil rec to date: 0
Fluid lost/recovered today: 121 Oil lost/recovered today: 0
Ending fluid to be recovered: 3628 Cum oil recovered: 0
IFL: 700 FFL: 1100 FTP: Choke: Final Fluid Rate: Final oil cut:35&

STIMULATION DEÏAIL COSTS
Base Fluid used: Job Týpe: KES rig $2,745
Company: BOP $130
Procedure or Equipment detail: SN. & TAC $900

KB. 10'

180 JT's 27/8" J-55 ( 5638.76')
TAC ( 2.80') @5648.76'KB

4 JT's 27/8" J-55 ( 126.82')
S.N. 1.10'@ 5778.38'KB

1 JT's 27/8" J-55 ( 32.58')
N.C. EOT g 5812.51'KB

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: 15 min: DAILYCOST: $3,775
Completion Supervisor: Pat Wisener TOTAL WELL COST:

RESOUSCES INC.

DAILYCOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/13/01 Completion Day: 09

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5455' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 (B) Pkr/R @: 5813' BPISand PBTD: 5935'

PERFORATION RECORD
Z_one Perfs SPFl#shots Zone Perfs SPFl#shots

D sds 4760-4764' 4/16 A3 sds 5264-5270' 4/24
D sds 4768-4777' 9/36 LDC eds 5308-5328' 4/80
D sds 4780-4784' 4/16 LDC sds 5336-5340' 4/16
B.5 sds 4980-4990' 4/40 LDC sds 5370-5388' 4/72
B.5 sds 4994-5000' 4/24 LDC sds 5430-5450' 4/80
B2sds 5048-5052' 4/16 CP 1 sds 5698-5716' 4/72
A.5 sds 5146-5164' 4/72 CP 2 sds 5734-5738' 4/16
A1 sds 5184-5190' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 12-Apr-01 SITP: 0 SICP: 70

Rig up swab, initial fluid level of 700'. 8 swab runs recovered 34 oil,87 water. Final fluid level of 1100'. 35 % oilcut.
Flush tbg w/ 20 bbls, flush csgn wl 20 bbls. Tèg PBTD of 5935' ( 2' of sand ). Lay down excess tbg.TOH w/ BHA. PU
&MU NC., 1 jt, SN., 4 jt's, TAC, 180 jt's tbg. EOT @ 5812.51'. Nipple down 5-M frac head, set TAC w/ 14,000 #
tension.Nipple up production head. PU & MUrod pump, & rod string to be listed on day 10 report. 3628 BWTRC

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3749 Starting oil rec to date: 0
Fluid lost/recovered today: 121 Oil lost/recovered today: 0
Ending fluid to be recovered: 3628 Cum oil recovered: 0
IFL: 700 FFL: 1100 FTP: Choke: Final Fluid Rate: Final oil cut:35&

STIMULATION DEÏAIL COSTS
Base Fluid used: Job Týpe: KES rig $2,745
Company: BOP $130
Procedure or Equipment detail: SN. & TAC $900

KB. 10'

180 JT's 27/8" J-55 ( 5638.76')
TAC ( 2.80') @5648.76'KB

4 JT's 27/8" J-55 ( 126.82')
S.N. 1.10'@ 5778.38'KB

1 JT's 27/8" J-55 ( 32.58')
N.C. EOT g 5812.51'KB

Max TP: Max Rate: Total fluid pmpd:

Avg TP: Avg Rate: Total Prop pmpd:
ISIP: 5 min: 10 min: 15 min: DAILYCOST: $3,775

Completion Supervisor: Pat Wisener TOTAL WELL COST:

RESOUSCES INC.

DAILYCOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/13/01 Completion Day: 09

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5455' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 (B) Pkr/R @: 5813' BPISand PBTD: 5935'

PERFORATION RECORD
Z_one Perfs SPFl#shots Zone Perfs SPFl#shots

D sds 4760-4764' 4/16 A3 sds 5264-5270' 4/24
D sds 4768-4777' 9/36 LDC eds 5308-5328' 4/80
D sds 4780-4784' 4/16 LDC sds 5336-5340' 4/16
B.5 sds 4980-4990' 4/40 LDC sds 5370-5388' 4/72
B.5 sds 4994-5000' 4/24 LDC sds 5430-5450' 4/80
B2sds 5048-5052' 4/16 CP 1 sds 5698-5716' 4/72
A.5 sds 5146-5164' 4/72 CP 2 sds 5734-5738' 4/16
A1 sds 5184-5190' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 12-Apr-01 SITP: 0 SICP: 70

Rig up swab, initial fluid level of 700'. 8 swab runs recovered 34 oil,87 water. Final fluid level of 1100'. 35 % oilcut.
Flush tbg w/ 20 bbls, flush csgn wl 20 bbls. Tèg PBTD of 5935' ( 2' of sand ). Lay down excess tbg.TOH w/ BHA. PU
&MU NC., 1 jt, SN., 4 jt's, TAC, 180 jt's tbg. EOT @ 5812.51'. Nipple down 5-M frac head, set TAC w/ 14,000 #
tension.Nipple up production head. PU & MUrod pump, & rod string to be listed on day 10 report. 3628 BWTRC

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3749 Starting oil rec to date: 0
Fluid lost/recovered today: 121 Oil lost/recovered today: 0
Ending fluid to be recovered: 3628 Cum oil recovered: 0
IFL: 700 FFL: 1100 FTP: Choke: Final Fluid Rate: Final oil cut:35&

STIMULATION DEÏAIL COSTS
Base Fluid used: Job Týpe: KES rig $2,745
Company: BOP $130
Procedure or Equipment detail: SN. & TAC $900

KB. 10'

180 JT's 27/8" J-55 ( 5638.76')
TAC ( 2.80') @5648.76'KB

4 JT's 27/8" J-55 ( 126.82')
S.N. 1.10'@ 5778.38'KB

1 JT's 27/8" J-55 ( 32.58')
N.C. EOT g 5812.51'KB

Max TP: Max Rate: Total fluid pmpd:

Avg TP: Avg Rate: Total Prop pmpd:
ISIP: 5 min: 10 min: 15 min: DAILYCOST: $3,775

Completion Supervisor: Pat Wisener TOTAL WELL COST:

RESOUSCES INC.

DAILYCOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/13/01 Completion Day: 09

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2' @ 5455' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 (B) Pkr/R @: 5813' BPISand PBTD: 5935'

PERFORATION RECORD
Z_one Perfs SPFl#shots Zone Perfs SPFl#shots

D sds 4760-4764' 4/16 A3 sds 5264-5270' 4/24
D sds 4768-4777' 9/36 LDC eds 5308-5328' 4/80
D sds 4780-4784' 4/16 LDC sds 5336-5340' 4/16
B.5 sds 4980-4990' 4/40 LDC sds 5370-5388' 4/72
B.5 sds 4994-5000' 4/24 LDC sds 5430-5450' 4/80
B2sds 5048-5052' 4/16 CP 1 sds 5698-5716' 4/72
A.5 sds 5146-5164' 4/72 CP 2 sds 5734-5738' 4/16
A1 sds 5184-5190' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 12-Apr-01 SITP: 0 SICP: 70

Rig up swab, initial fluid level of 700'. 8 swab runs recovered 34 oil,87 water. Final fluid level of 1100'. 35 % oilcut.
Flush tbg w/ 20 bbls, flush csgn wl 20 bbls. Tèg PBTD of 5935' ( 2' of sand ). Lay down excess tbg.TOH w/ BHA. PU
&MU NC., 1 jt, SN., 4 jt's, TAC, 180 jt's tbg. EOT @ 5812.51'. Nipple down 5-M frac head, set TAC w/ 14,000 #
tension.Nipple up production head. PU & MUrod pump, & rod string to be listed on day 10 report. 3628 BWTRC

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3749 Starting oil rec to date: 0
Fluid lost/recovered today: 121 Oil lost/recovered today: 0
Ending fluid to be recovered: 3628 Cum oil recovered: 0
IFL: 700 FFL: 1100 FTP: Choke: Final Fluid Rate: Final oil cut:35&

STIMULATION DEÏAIL COSTS
Base Fluid used: Job Týpe: KES rig $2,745
Company: BOP $130
Procedure or Equipment detail: SN. & TAC $900

KB. 10'

180 JT's 27/8" J-55 ( 5638.76')
TAC ( 2.80') @5648.76'KB

4 JT's 27/8" J-55 ( 126.82')
S.N. 1.10'@ 5778.38'KB

1 JT's 27/8" J-55 ( 32.58')
N.C. EOT g 5812.51'KB

Max TP: Max Rate: Total fluid pmpd:

Avg TP: Avg Rate: Total Prop pmpd:
ISIP: 5 min: 10 min: 15 min: DAILYCOST: $3,775

Completion Supervisor: Pat Wisener TOTAL WELL COST:



DAILY COMPL TI EPORT 0 Â Q
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/14/01 Completion Day: 10

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2" @ 5955' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 (B) Pkrl_E_O_T@: 5813' BP/Sand PBTD: 5935'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

D sds 4760-4764' 4/16 A3 sds 5264-5270' 4/24
D sds 4768-4777' 9/36 LDC sds 5308-5328' 4/80
D sds 4780-4784' 4/16 LDC sds 5336-5340' 4/16
B.5 sds 4980-4990' 4/40 LDC sds 5370-5388' 4/72
B.5 sds 4994-5000' 4/24 LDC sds 5430-5450' 4/80
B2sds 5048-5052' 4/16 CP 1 sds 5698-5716' 4/72
A.5 sds 5146-5164' 4/72 CP 2 sds 5734-5738' 4/16
A1 sds 5184-5190' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 13-Apr-01 SITP: 0 SICP: 70

Con't to PU & MU rod string as listed below. Seat pump & space out. Test tbg to 500 psi w/1 bbl. Stroke to 750 psi w/
unit. Rig up Pumping unit. Hang off rods. RDMOSU. Place well on production @11:30 am on 4/13/01. 74" stroke @4.5
SPM.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3628 Starting oil rec to date: 0
Fluid lost/recovered today: 0 Oil lost/recovered today: 55
Ending fluid to be recovered: 3628 Cum oil recovered: 55
IFL: 700 FFL: 1100 FTP: Choke: Final Fluid Rate: inal oil cut:35&

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: KES rig $2,015
Company: IPC supervision $200
Procedure or Equipment detail: Pump $950

PRODUCTION TBG DETAIL ROD DETAIL Rod string $6,777
K. B. 10' 1 1/2" X 22' polished rod 22 Tank Batt $77,000

180 Jt's 27/8"J-55 ( 5638.76'IKB) 2'& 4' & 6' & 8'X 3/4"pony 20 Water disposal $1,000
TAC 2.80' @5648.76' KB 90-3/4" scrapered rods 2250 Pit reclamation $1,000

4 Jt's 27/8"J-55 ( 126.82') 126-3/4" plain rods 3150 Clean up $300
SN 1.10' @5778.38'KB 10-3/4" scrapered rods 250 Frac tank $1,000

1 Jt's 27/8"J-55 ( 32.58') 4-1 1/2" weight rods 100 Sanitation $200
N.C. .45 EOT @5812.5'KB Randys 2 1/2 X 1 1/2 X 15' 15

RHAC pump

DAILY COST: $90,442
Completion Supervisor: Pat Wisener TOTAL WELL COST:

DAILY COMPL TI EPORT 0 Â Q
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/14/01 Completion Day: 10

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2" @ 5955' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 (B) Pkrl_E_O_T@: 5813' BP/Sand PBTD: 5935'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

D sds 4760-4764' 4/16 A3 sds 5264-5270' 4/24
D sds 4768-4777' 9/36 LDC sds 5308-5328' 4/80
D sds 4780-4784' 4/16 LDC sds 5336-5340' 4/16
B.5 sds 4980-4990' 4/40 LDC sds 5370-5388' 4/72
B.5 sds 4994-5000' 4/24 LDC sds 5430-5450' 4/80
B2sds 5048-5052' 4/16 CP 1 sds 5698-5716' 4/72
A.5 sds 5146-5164' 4/72 CP 2 sds 5734-5738' 4/16
A1 sds 5184-5190' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 13-Apr-01 SITP: 0 SICP: 70

Con't to PU & MU rod string as listed below. Seat pump & space out. Test tbg to 500 psi w/1 bbl. Stroke to 750 psi w/
unit. Rig up Pumping unit. Hang off rods. RDMOSU. Place well on production @11:30 am on 4/13/01. 74" stroke @4.5
SPM.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3628 Starting oil rec to date: 0
Fluid lost/recovered today: 0 Oil lost/recovered today: 55
Ending fluid to be recovered: 3628 Cum oil recovered: 55
IFL: 700 FFL: 1100 FTP: Choke: Final Fluid Rate: inal oil cut:35&

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: KES rig $2,015
Company: IPC supervision $200
Procedure or Equipment detail: Pump $950

PRODUCTION TBG DETAIL ROD DETAIL Rod string $6,777
K. B. 10' 1 1/2" X 22' polished rod 22 Tank Batt $77,000

180 Jt's 27/8"J-55 ( 5638.76'IKB) 2'& 4' & 6' & 8'X 3/4"pony 20 Water disposal $1,000
TAC 2.80' @5648.76' KB 90-3/4" scrapered rods 2250 Pit reclamation $1,000

4 Jt's 27/8"J-55 ( 126.82') 126-3/4" plain rods 3150 Clean up $300
SN 1.10' @5778.38'KB 10-3/4" scrapered rods 250 Frac tank $1,000

1 Jt's 27/8"J-55 ( 32.58') 4-1 1/2" weight rods 100 Sanitation $200
N.C. .45 EOT @5812.5'KB Randys 2 1/2 X 1 1/2 X 15' 15

RHAC pump

DAILY COST: $90,442
Completion Supervisor: Pat Wisener TOTAL WELL COST:

DAILY COMPL TI EPORT 0 Â Q
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/14/01 Completion Day: 10

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2" @ 5955' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 (B) Pkrl_E_O_T@: 5813' BP/Sand PBTD: 5935'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

D sds 4760-4764' 4/16 A3 sds 5264-5270' 4/24
D sds 4768-4777' 9/36 LDC sds 5308-5328' 4/80
D sds 4780-4784' 4/16 LDC sds 5336-5340' 4/16
B.5 sds 4980-4990' 4/40 LDC sds 5370-5388' 4/72
B.5 sds 4994-5000' 4/24 LDC sds 5430-5450' 4/80
B2sds 5048-5052' 4/16 CP 1 sds 5698-5716' 4/72
A.5 sds 5146-5164' 4/72 CP 2 sds 5734-5738' 4/16
A1 sds 5184-5190' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 13-Apr-01 SITP: 0 SICP: 70

Con't to PU & MU rod string as listed below. Seat pump & space out. Test tbg to 500 psi w/1 bbl. Stroke to 750 psi w/
unit. Rig up Pumping unit. Hang off rods. RDMOSU. Place well on production @11:30 am on 4/13/01. 74" stroke @4.5
SPM.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3628 Starting oil rec to date: 0
Fluid lost/recovered today: 0 Oil lost/recovered today: 55
Ending fluid to be recovered: 3628 Cum oil recovered: 55
IFL: 700 FFL: 1100 FTP: Choke: Final Fluid Rate: inal oil cut:35&

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: KES rig $2,015
Company: IPC supervision $200
Procedure or Equipment detail: Pump $950

PRODUCTION TBG DETAIL ROD DETAIL Rod string $6,777
K. B. 10' 1 1/2" X 22' polished rod 22 Tank Batt $77,000

180 Jt's 27/8"J-55 ( 5638.76'IKB) 2'& 4' & 6' & 8'X 3/4"pony 20 Water disposal $1,000
TAC 2.80' @5648.76' KB 90-3/4" scrapered rods 2250 Pit reclamation $1,000

4 Jt's 27/8"J-55 ( 126.82') 126-3/4" plain rods 3150 Clean up $300
SN 1.10' @5778.38'KB 10-3/4" scrapered rods 250 Frac tank $1,000

1 Jt's 27/8"J-55 ( 32.58') 4-1 1/2" weight rods 100 Sanitation $200
N.C. .45 EOT @5812.5'KB Randys 2 1/2 X 1 1/2 X 15' 15

RHAC pump

DAILY COST: $90,442
Completion Supervisor: Pat Wisener TOTAL WELL COST:

DAILY COMPL TI EPORT 0 Â Q
WELL NAME: Nine Mile 16-7-9-16 Report Date: 4/14/01 Completion Day: 10

Present Operation: New Completion Rig: Key #965

WELL STATUS
Surf Csg: 85/8" @ 305' Liner: @ Prod Csg: 5 1/2" @ 5955' Csg PBTD: 5937'
Tbg: Size: 2 7/8" Wt: 6.5 # Grd: J-55 (B) Pkrl_E_O_T@: 5813' BP/Sand PBTD: 5935'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

D sds 4760-4764' 4/16 A3 sds 5264-5270' 4/24
D sds 4768-4777' 9/36 LDC sds 5308-5328' 4/80
D sds 4780-4784' 4/16 LDC sds 5336-5340' 4/16
B.5 sds 4980-4990' 4/40 LDC sds 5370-5388' 4/72
B.5 sds 4994-5000' 4/24 LDC sds 5430-5450' 4/80
B2sds 5048-5052' 4/16 CP 1 sds 5698-5716' 4/72
A.5 sds 5146-5164' 4/72 CP 2 sds 5734-5738' 4/16
A1 sds 5184-5190' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 13-Apr-01 SITP: 0 SICP: 70

Con't to PU & MU rod string as listed below. Seat pump & space out. Test tbg to 500 psi w/1 bbl. Stroke to 750 psi w/
unit. Rig up Pumping unit. Hang off rods. RDMOSU. Place well on production @11:30 am on 4/13/01. 74" stroke @4.5
SPM.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3628 Starting oil rec to date: 0
Fluid lost/recovered today: 0 Oil lost/recovered today: 55
Ending fluid to be recovered: 3628 Cum oil recovered: 55
IFL: 700 FFL: 1100 FTP: Choke: Final Fluid Rate: inal oil cut:35&

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: KES rig $2,015
Company: IPC supervision $200
Procedure or Equipment detail: Pump $950

PRODUCTION TBG DETAIL ROD DETAIL Rod string $6,777
K. B. 10' 1 1/2" X 22' polished rod 22 Tank Batt $77,000

180 Jt's 27/8"J-55 ( 5638.76'IKB) 2'& 4' & 6' & 8'X 3/4"pony 20 Water disposal $1,000
TAC 2.80' @5648.76' KB 90-3/4" scrapered rods 2250 Pit reclamation $1,000

4 Jt's 27/8"J-55 ( 126.82') 126-3/4" plain rods 3150 Clean up $300
SN 1.10' @5778.38'KB 10-3/4" scrapered rods 250 Frac tank $1,000

1 Jt's 27/8"J-55 ( 32.58') 4-1 1/2" weight rods 100 Sanitation $200
N.C. .45 EOT @5812.5'KB Randys 2 1/2 X 1 1/2 X 15' 15

RHAC pump

DAILY COST: $90,442
Completion Supervisor: Pat Wisener TOTAL WELL COST:



NEWFIELD

DAILY RECOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 .. Report Date: 11-6-04 Re-completion Day: 01

Present Operation: Re-completion Rig: NC#1

WELL STATUS
Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 5937'
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 (B) PkrlEOT @: 5810' BPISand PBTD: 5935'

PERFQRATION RECORD
Zone Perfs SPFI#shots Zone Perfs SPFI#shots

. A.5 sds 5146- 64' 4/72
A 1 sde 5184- 90' 4/24
A 3 sds 5264- 70' 4/24

D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDC sds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDC sds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 5698- 5716' 4/72
B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 11-5-04 SITP: SICP:

MIRU NC #1. Unhang head. Hot oiler pumped 75 bbis of wtr down csg. Unseat rod pump. Flush rods & tbg w/ 60 bb\s of wtr.
Soft seat rod pump. Fill tbg w/ 11 bbls of wtr. Pressure test tbg to 3000 psi. Unseat rod pump. TOH w/ rods. LD rod pump. ND
WH. Release TA. NU BOP.
SIFN w/ Est 146 BWTR.

Starting fluid load to be recovered: 0 Starting oil rec to date:
Fluid_I_oosurecovered today: 146 Oil lost/recovered today:
Ending fluid to be recovered: 146 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
AS PULLED AS PULLED NC#1 $1,591

1 1/2" X 22' Polish rod NDSI hot oiler $585
1-8',1-6',1-4',1-2'x 3/4" ponies NPC wtr & trucking $150
93- 3/4" guidedrods CDI rod pump repair $1,200
116- 3/4" plain rods NPC Supervision $300
14- 3/4" guidedrods
4- 1 1/2" wt bars w/ 3/4" pins
2- 1 1/2" wt bars w/ 7/8" pins
2 1/2" X 1 1/2" X 15' RHAC

"Randy's"

DAILY COST: $3,826
Completion supervisor: Orson Barney TOTAL WELL COST:

NEWFIELD

DAILY RECOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 .. Report Date: 11-6-04 Re-completion Day: 01

Present Operation: Re-completion Rig: NC#1

WELL STATUS
Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 5937'
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 (B) PkrlEOT @: 5810' BPISand PBTD: 5935'

PERFQRATION RECORD
Zone Perfs SPFI#shots Zone Perfs SPFI#shots

. A.5 sds 5146- 64' 4/72
A 1 sde 5184- 90' 4/24
A 3 sds 5264- 70' 4/24

D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDC sds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDC sds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 5698- 5716' 4/72
B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 11-5-04 SITP: SICP:

MIRU NC #1. Unhang head. Hot oiler pumped 75 bbis of wtr down csg. Unseat rod pump. Flush rods & tbg w/ 60 bb\s of wtr.
Soft seat rod pump. Fill tbg w/ 11 bbls of wtr. Pressure test tbg to 3000 psi. Unseat rod pump. TOH w/ rods. LD rod pump. ND
WH. Release TA. NU BOP.
SIFN w/ Est 146 BWTR.

Starting fluid load to be recovered: 0 Starting oil rec to date:
Fluid_I_oosurecovered today: 146 Oil lost/recovered today:
Ending fluid to be recovered: 146 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
AS PULLED AS PULLED NC#1 $1,591

1 1/2" X 22' Polish rod NDSI hot oiler $585
1-8',1-6',1-4',1-2'x 3/4" ponies NPC wtr & trucking $150
93- 3/4" guidedrods CDI rod pump repair $1,200
116- 3/4" plain rods NPC Supervision $300
14- 3/4" guidedrods
4- 1 1/2" wt bars w/ 3/4" pins
2- 1 1/2" wt bars w/ 7/8" pins
2 1/2" X 1 1/2" X 15' RHAC

"Randy's"

DAILY COST: $3,826
Completion supervisor: Orson Barney TOTAL WELL COST:

NEWFIELD

DAILY RECOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 .. Report Date: 11-6-04 Re-completion Day: 01

Present Operation: Re-completion Rig: NC#1

WELL STATUS
Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 5937'
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 (B) PkrlEOT @: 5810' BPISand PBTD: 5935'

PERFQRATION RECORD
Zone Perfs SPFI#shots Zone Perfs SPFI#shots

. A.5 sds 5146- 64' 4/72
A 1 sde 5184- 90' 4/24
A 3 sds 5264- 70' 4/24

D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDC sds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDC sds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 5698- 5716' 4/72
B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 11-5-04 SITP: SICP:

MIRU NC #1. Unhang head. Hot oiler pumped 75 bbis of wtr down csg. Unseat rod pump. Flush rods & tbg w/ 60 bb\s of wtr.
Soft seat rod pump. Fill tbg w/ 11 bbls of wtr. Pressure test tbg to 3000 psi. Unseat rod pump. TOH w/ rods. LD rod pump. ND
WH. Release TA. NU BOP.
SIFN w/ Est 146 BWTR.

Starting fluid load to be recovered: 0 Starting oil rec to date:
Fluid_I_oosurecovered today: 146 Oil lost/recovered today:
Ending fluid to be recovered: 146 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
AS PULLED AS PULLED NC#1 $1,591

1 1/2" X 22' Polish rod NDSI hot oiler $585
1-8',1-6',1-4',1-2'x 3/4" ponies NPC wtr & trucking $150
93- 3/4" guidedrods CDI rod pump repair $1,200
116- 3/4" plain rods NPC Supervision $300
14- 3/4" guidedrods
4- 1 1/2" wt bars w/ 3/4" pins
2- 1 1/2" wt bars w/ 7/8" pins
2 1/2" X 1 1/2" X 15' RHAC

"Randy's"

DAILY COST: $3,826
Completion supervisor: Orson Barney TOTAL WELL COST:

NEWFIELD

DAILY RECOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 .. Report Date: 11-6-04 Re-completion Day: 01

Present Operation: Re-completion Rig: NC#1

WELL STATUS
Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 5937'
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 (B) PkrlEOT @: 5810' BPISand PBTD: 5935'

PERFQRATION RECORD
Zone Perfs SPFI#shots Zone Perfs SPFI#shots

. A.5 sds 5146- 64' 4/72
A 1 sde 5184- 90' 4/24
A 3 sds 5264- 70' 4/24

D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDC sds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDC sds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 5698- 5716' 4/72
B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 11-5-04 SITP: SICP:

MIRU NC #1. Unhang head. Hot oiler pumped 75 bbis of wtr down csg. Unseat rod pump. Flush rods & tbg w/ 60 bb\s of wtr.
Soft seat rod pump. Fill tbg w/ 11 bbls of wtr. Pressure test tbg to 3000 psi. Unseat rod pump. TOH w/ rods. LD rod pump. ND
WH. Release TA. NU BOP.
SIFN w/ Est 146 BWTR.

Starting fluid load to be recovered: 0 Starting oil rec to date:
Fluid_I_oosurecovered today: 146 Oil lost/recovered today:
Ending fluid to be recovered: 146 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
AS PULLED AS PULLED NC#1 $1,591

1 1/2" X 22' Polish rod NDSI hot oiler $585
1-8',1-6',1-4',1-2'x 3/4" ponies NPC wtr & trucking $150
93- 3/4" guidedrods CDI rod pump repair $1,200
116- 3/4" plain rods NPC Supervision $300
14- 3/4" guidedrods
4- 1 1/2" wt bars w/ 3/4" pins
2- 1 1/2" wt bars w/ 7/8" pins
2 1/2" X 1 1/2" X 15' RHAC

"Randy's"

DAILY COST: $3,826
Completion supervisor: Orson Barney TOTAL WELL COST:



NEWFIELD

DAIL.YRECOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 11-9-04 Re-completion Day: 2

Present Operation: Re-completion Rig: NC#1

WELL STATUS
Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 593T
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 (B) Pkr/EOT @: Sand PBTD: 5917'

RBP: 4500'
•PERFORATION RECORD

Zone Perfs SPFI#shots Zone Perfs SPFI#shots
A.5 sds 5146- 64' 4/72
A 1 sds 5184- 90' 4/24
A 3 sds 5264- 70' 4/24

D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDC sds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDC sds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 5698- 5716' 4/72
B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16

CHRONOLOGICAL OPERATIONS

Date Work Performed: 11-8-04 SITP: 0 SICP: 75 psi

75 psi on csg, Bleed off pressure. PU & RIH w/ 4- jts of tbg. Tagged fill@5917'. Talley out of hole w/ tbg. PU & RIH w/ 4 3/4"
bit, 5 1/2" scraper & 189- jts of tbg. Tagged fill@5917'. TOH w/ tbg & LD bit & scraper. PU & RIH w/ 5 1/2" (TS) RBP. Set plug
@4500'. RU pumplines. Fill csg w/ 83 bb\s of wtr. Pressure test csg & plug to 2500 psi, OK. TOH w/ tbg & ret head. Drain
pump & lines. SIFN wl Est 229 BWTR.

Starting fluid load to be recovered: 146 Starting oil rec to date:
Fluid losurecovered today: 83 Oil lostIrecovered today:
Ending fluid to be recovered: 229 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
AS PULLED AS PULLED NC#1 $3,144

KB 10.00' 1 1/2" X 22' Polish rod NPC wtr & trucking $400
180 jts 2 7/8 J-55 (5619.63') 1-8',1-6',1-4',1-2'x 3/4" ponies CDI TA repair $400

TA 2.80' @ 5629.63' KB 93- 3/4" guidedrods Mountain West oilfield $400
4 jts 2 7/8 J-55 (127.60') 116- 3/4" plain rods NPC trucking $400

SN 1.10' @ 5760.03' KB 14- 3/4" guidedrods NDSI trucking $1,800
1 jt2 7/8 J-55 (31.57') 4- 1 1/2" wt bars w/ 3/4" pins NPC Supervision $300

NC 0.45' 2- 1 1/2" wt bars w/ 7/8" pins
EOT @ 5793.15' KB 2 1/2" X 1 1/2" X 15' RHAC

"Randy's"

DAILY COST: $6,844
Completion supervisor: Orson Barney TOTAL WELL COST:

NEWFIELD

DAIL.YRECOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 11-9-04 Re-completion Day: 2

Present Operation: Re-completion Rig: NC#1

WELL STATUS
Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 593T
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 (B) Pkr/EOT @: Sand PBTD: 5917'

RBP: 4500'
•PERFORATION RECORD

Zone Perfs SPFI#shots Zone Perfs SPFI#shots
A.5 sds 5146- 64' 4/72
A 1 sds 5184- 90' 4/24
A 3 sds 5264- 70' 4/24

D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDC sds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDC sds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 5698- 5716' 4/72
B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16

CHRONOLOGICAL OPERATIONS

Date Work Performed: 11-8-04 SITP: 0 SICP: 75 psi

75 psi on csg, Bleed off pressure. PU & RIH w/ 4- jts of tbg. Tagged fill@5917'. Talley out of hole w/ tbg. PU & RIH w/ 4 3/4"
bit, 5 1/2" scraper & 189- jts of tbg. Tagged fill@5917'. TOH w/ tbg & LD bit & scraper. PU & RIH w/ 5 1/2" (TS) RBP. Set plug
@4500'. RU pumplines. Fill csg w/ 83 bb\s of wtr. Pressure test csg & plug to 2500 psi, OK. TOH w/ tbg & ret head. Drain
pump & lines. SIFN wl Est 229 BWTR.

Starting fluid load to be recovered: 146 Starting oil rec to date:
Fluid losurecovered today: 83 Oil lostIrecovered today:
Ending fluid to be recovered: 229 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
AS PULLED AS PULLED NC#1 $3,144

KB 10.00' 1 1/2" X 22' Polish rod NPC wtr & trucking $400
180 jts 2 7/8 J-55 (5619.63') 1-8',1-6',1-4',1-2'x 3/4" ponies CDI TA repair $400

TA 2.80' @ 5629.63' KB 93- 3/4" guidedrods Mountain West oilfield $400
4 jts 2 7/8 J-55 (127.60') 116- 3/4" plain rods NPC trucking $400

SN 1.10' @ 5760.03' KB 14- 3/4" guidedrods NDSI trucking $1,800
1 jt2 7/8 J-55 (31.57') 4- 1 1/2" wt bars w/ 3/4" pins NPC Supervision $300

NC 0.45' 2- 1 1/2" wt bars w/ 7/8" pins
EOT @ 5793.15' KB 2 1/2" X 1 1/2" X 15' RHAC

"Randy's"

DAILY COST: $6,844
Completion supervisor: Orson Barney TOTAL WELL COST:

NEWFIELD

DAIL.YRECOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 11-9-04 Re-completion Day: 2

Present Operation: Re-completion Rig: NC#1

WELL STATUS
Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 593T
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 (B) Pkr/EOT @: Sand PBTD: 5917'

RBP: 4500'
•PERFORATION RECORD

Zone Perfs SPFI#shots Zone Perfs SPFI#shots
A.5 sds 5146- 64' 4/72
A 1 sds 5184- 90' 4/24
A 3 sds 5264- 70' 4/24

D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDC sds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDC sds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 5698- 5716' 4/72
B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16

CHRONOLOGICAL OPERATIONS

Date Work Performed: 11-8-04 SITP: 0 SICP: 75 psi

75 psi on csg, Bleed off pressure. PU & RIH w/ 4- jts of tbg. Tagged fill@5917'. Talley out of hole w/ tbg. PU & RIH w/ 4 3/4"
bit, 5 1/2" scraper & 189- jts of tbg. Tagged fill@5917'. TOH w/ tbg & LD bit & scraper. PU & RIH w/ 5 1/2" (TS) RBP. Set plug
@4500'. RU pumplines. Fill csg w/ 83 bb\s of wtr. Pressure test csg & plug to 2500 psi, OK. TOH w/ tbg & ret head. Drain
pump & lines. SIFN wl Est 229 BWTR.

Starting fluid load to be recovered: 146 Starting oil rec to date:
Fluid losurecovered today: 83 Oil lostIrecovered today:
Ending fluid to be recovered: 229 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
AS PULLED AS PULLED NC#1 $3,144

KB 10.00' 1 1/2" X 22' Polish rod NPC wtr & trucking $400
180 jts 2 7/8 J-55 (5619.63') 1-8',1-6',1-4',1-2'x 3/4" ponies CDI TA repair $400

TA 2.80' @ 5629.63' KB 93- 3/4" guidedrods Mountain West oilfield $400
4 jts 2 7/8 J-55 (127.60') 116- 3/4" plain rods NPC trucking $400

SN 1.10' @ 5760.03' KB 14- 3/4" guidedrods NDSI trucking $1,800
1 jt2 7/8 J-55 (31.57') 4- 1 1/2" wt bars w/ 3/4" pins NPC Supervision $300

NC 0.45' 2- 1 1/2" wt bars w/ 7/8" pins
EOT @ 5793.15' KB 2 1/2" X 1 1/2" X 15' RHAC

"Randy's"

DAILY COST: $6,844
Completion supervisor: Orson Barney TOTAL WELL COST:

NEWFIELD

DAIL.YRECOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 11-9-04 Re-completion Day: 2

Present Operation: Re-completion Rig: NC#1

WELL STATUS
Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 593T
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 (B) Pkr/EOT @: Sand PBTD: 5917'

RBP: 4500'
•PERFORATION RECORD

Zone Perfs SPFI#shots Zone Perfs SPFI#shots
A.5 sds 5146- 64' 4/72
A 1 sds 5184- 90' 4/24
A 3 sds 5264- 70' 4/24

D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDC sds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDC sds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 5698- 5716' 4/72
B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16

CHRONOLOGICAL OPERATIONS

Date Work Performed: 11-8-04 SITP: 0 SICP: 75 psi

75 psi on csg, Bleed off pressure. PU & RIH w/ 4- jts of tbg. Tagged fill@5917'. Talley out of hole w/ tbg. PU & RIH w/ 4 3/4"
bit, 5 1/2" scraper & 189- jts of tbg. Tagged fill@5917'. TOH w/ tbg & LD bit & scraper. PU & RIH w/ 5 1/2" (TS) RBP. Set plug
@4500'. RU pumplines. Fill csg w/ 83 bb\s of wtr. Pressure test csg & plug to 2500 psi, OK. TOH w/ tbg & ret head. Drain
pump & lines. SIFN wl Est 229 BWTR.

Starting fluid load to be recovered: 146 Starting oil rec to date:
Fluid losurecovered today: 83 Oil lostIrecovered today:
Ending fluid to be recovered: 229 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
AS PULLED AS PULLED NC#1 $3,144

KB 10.00' 1 1/2" X 22' Polish rod NPC wtr & trucking $400
180 jts 2 7/8 J-55 (5619.63') 1-8',1-6',1-4',1-2'x 3/4" ponies CDI TA repair $400

TA 2.80' @ 5629.63' KB 93- 3/4" guidedrods Mountain West oilfield $400
4 jts 2 7/8 J-55 (127.60') 116- 3/4" plain rods NPC trucking $400

SN 1.10' @ 5760.03' KB 14- 3/4" guidedrods NDSI trucking $1,800
1 jt2 7/8 J-55 (31.57') 4- 1 1/2" wt bars w/ 3/4" pins NPC Supervision $300

NC 0.45' 2- 1 1/2" wt bars w/ 7/8" pins
EOT @ 5793.15' KB 2 1/2" X 1 1/2" X 15' RHAC

"Randy's"

DAILY COST: $6,844
Completion supervisor: Orson Barney TOTAL WELL COST:



NEWFIELD

DAILY RECOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 11-10-04 Re-completion Day: 3

Present Operation: Re-completion Rig: NC#1

WELL STATUS
Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 5937'
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 (B) Pkr/EOT.@: Sand PBTD: 591T

RBP: 4500'
PERFORATION RECORD

Zone Perfs SPFI#shots Zone Perfs SPFl#shots
A.5 sds 5146- 64' 4/72
A i sds 5184- 90' 4/24

GB 6 sds NEW 4313- 27' 2/28 A 3 sds 5264-70' 4/24
D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDC sds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDC sds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 5698- 5716' 4/72

B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16
CHRONOLOGICAL OPERATIONS

Date Work Performed: 11-9-04 SITP: 0 SICP: 0

0 psi on csg. Clean up oil around WH. RU Patterson WL. Perforate GB 6 sands: 4313- 2T, 2 SPF (28 holes). Had trouble
getting perf guns throughparriffin @ 550'. RD Patterson WL. ND washington head & prepair well to install BJ isolation tool.
SIFN w/ Est 229 BWTR.

Starting fluid load to be recovered: 229 Starting oil rec to date:
Fluidios_tfrecovered today: 0 Oil lostIrecovered today:
Ending fluid to be recovered: 229 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
AS PULLED AS PULLED NC#1 $2,924

KB 10.00' 1 1/2" X 22' Polish rod NPC wtr & trucking $150
180 jts2 7/8 J-55 (5619.63') 1-8',1-6',1-4',1-2'x 3/4" ponies Graco BOP(2 days) $290

TA 2.80' @ 5629.63' KB 93- 3/4" guided rods Patterson WL Perf GB6 $2,056
4 jts 2 7/8 J-55 (127.60') 116- 3/4" plain rods NPC trucking $400

SN 1.10' @ 5760.03' KB 14- 3/4" guidedrods NPC Supervision $300
1 jt 2 7/8 J-55 (31.57') 4- 1 1/2" wt bars w/ 3/4" pins

NC 0.45' 2- 1 1/2" wt bars w/ 7/8" pins
EOT @ 5793.15' KB 2 1/2" X 1 1/2" X 15' RHAC

"Randy's"

DAILYCOST: $6,120
Completion supervisor: Orson Barney TOTAL WELL COST:

NEWFIELD

DAILY RECOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 11-10-04 Re-completion Day: 3

Present Operation: Re-completion Rig: NC#1

WELL STATUS

Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 5937'
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 (B) Pkr/EOT.@: Sand PBTD: 591T

RBP: 4500'
PERFORATION RECORD

Zone Perfs SPFI#shots Zone Perfs SPFl#shots
A.5 sds 5146- 64' 4/72
A i sds 5184- 90' 4/24

GB 6 sds NEW 4313- 27' 2/28 A 3 sds 5264-70' 4/24
D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDC sds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDC sds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 5698- 5716' 4/72

B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16
CHRONOLOGICAL OPERATIONS

Date Work Performed: 11-9-04 SITP: 0 SICP: 0

0 psi on csg. Clean up oil around WH. RU Patterson WL. Perforate GB 6 sands: 4313- 2T, 2 SPF (28 holes). Had trouble
getting perf guns throughparriffin @ 550'. RD Patterson WL. ND washington head & prepair well to install BJ isolation tool.
SIFN w/ Est 229 BWTR.

Starting fluid load to be recovered: 229 Starting oil rec to date:
Fluidios_tfrecovered today: 0 Oil lostIrecovered today:
Ending fluid to be recovered: 229 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
AS PULLED AS PULLED NC#1 $2,924

KB 10.00' 1 1/2" X 22' Polish rod NPC wtr & trucking $150
180 jts2 7/8 J-55 (5619.63') 1-8',1-6',1-4',1-2'x 3/4" ponies Graco BOP(2 days) $290

TA 2.80' @ 5629.63' KB 93- 3/4" guided rods Patterson WL Perf GB6 $2,056
4 jts 2 7/8 J-55 (127.60') 116- 3/4" plain rods NPC trucking $400

SN 1.10' @ 5760.03' KB 14- 3/4" guidedrods NPC Supervision $300
1 jt 2 7/8 J-55 (31.57') 4- 1 1/2" wt bars w/ 3/4" pins

NC 0.45' 2- 1 1/2" wt bars w/ 7/8" pins
EOT @ 5793.15' KB 2 1/2" X 1 1/2" X 15' RHAC

"Randy's"

DAILYCOST: $6,120
Completion supervisor: Orson Barney TOTAL WELL COST:

NEWFIELD

DAILY RECOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 11-10-04 Re-completion Day: 3

Present Operation: Re-completion Rig: NC#1

WELL STATUS

Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 5937'
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 (B) Pkr/EOT.@: Sand PBTD: 591T

RBP: 4500'
PERFORATION RECORD

Zone Perfs SPFI#shots Zone Perfs SPFl#shots
A.5 sds 5146- 64' 4/72
A i sds 5184- 90' 4/24

GB 6 sds NEW 4313- 27' 2/28 A 3 sds 5264-70' 4/24
D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDC sds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDC sds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 5698- 5716' 4/72

B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16
CHRONOLOGICAL OPERATIONS

Date Work Performed: 11-9-04 SITP: 0 SICP: 0

0 psi on csg. Clean up oil around WH. RU Patterson WL. Perforate GB 6 sands: 4313- 2T, 2 SPF (28 holes). Had trouble
getting perf guns throughparriffin @ 550'. RD Patterson WL. ND washington head & prepair well to install BJ isolation tool.
SIFN w/ Est 229 BWTR.

Starting fluid load to be recovered: 229 Starting oil rec to date:
Fluidios_tfrecovered today: 0 Oil lostIrecovered today:
Ending fluid to be recovered: 229 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
AS PULLED AS PULLED NC#1 $2,924

KB 10.00' 1 1/2" X 22' Polish rod NPC wtr & trucking $150
180 jts2 7/8 J-55 (5619.63') 1-8',1-6',1-4',1-2'x 3/4" ponies Graco BOP(2 days) $290

TA 2.80' @ 5629.63' KB 93- 3/4" guided rods Patterson WL Perf GB6 $2,056
4 jts 2 7/8 J-55 (127.60') 116- 3/4" plain rods NPC trucking $400

SN 1.10' @ 5760.03' KB 14- 3/4" guidedrods NPC Supervision $300
1 jt 2 7/8 J-55 (31.57') 4- 1 1/2" wt bars w/ 3/4" pins

NC 0.45' 2- 1 1/2" wt bars w/ 7/8" pins
EOT @ 5793.15' KB 2 1/2" X 1 1/2" X 15' RHAC

"Randy's"

DAILYCOST: $6,120
Completion supervisor: Orson Barney TOTAL WELL COST:

NEWFIELD

DAILY RECOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 11-10-04 Re-completion Day: 3

Present Operation: Re-completion Rig: NC#1

WELL STATUS

Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 5937'
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 (B) Pkr/EOT.@: Sand PBTD: 591T

RBP: 4500'
PERFORATION RECORD

Zone Perfs SPFI#shots Zone Perfs SPFl#shots
A.5 sds 5146- 64' 4/72
A i sds 5184- 90' 4/24

GB 6 sds NEW 4313- 27' 2/28 A 3 sds 5264-70' 4/24
D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDC sds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDC sds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 5698- 5716' 4/72

B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16
CHRONOLOGICAL OPERATIONS

Date Work Performed: 11-9-04 SITP: 0 SICP: 0

0 psi on csg. Clean up oil around WH. RU Patterson WL. Perforate GB 6 sands: 4313- 2T, 2 SPF (28 holes). Had trouble
getting perf guns throughparriffin @ 550'. RD Patterson WL. ND washington head & prepair well to install BJ isolation tool.
SIFN w/ Est 229 BWTR.

Starting fluid load to be recovered: 229 Starting oil rec to date:
Fluidios_tfrecovered today: 0 Oil lostIrecovered today:
Ending fluid to be recovered: 229 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
AS PULLED AS PULLED NC#1 $2,924

KB 10.00' 1 1/2" X 22' Polish rod NPC wtr & trucking $150
180 jts2 7/8 J-55 (5619.63') 1-8',1-6',1-4',1-2'x 3/4" ponies Graco BOP(2 days) $290

TA 2.80' @ 5629.63' KB 93- 3/4" guided rods Patterson WL Perf GB6 $2,056
4 jts 2 7/8 J-55 (127.60') 116- 3/4" plain rods NPC trucking $400

SN 1.10' @ 5760.03' KB 14- 3/4" guidedrods NPC Supervision $300
1 jt 2 7/8 J-55 (31.57') 4- 1 1/2" wt bars w/ 3/4" pins

NC 0.45' 2- 1 1/2" wt bars w/ 7/8" pins
EOT @ 5793.15' KB 2 1/2" X 1 1/2" X 15' RHAC

"Randy's"

DAILYCOST: $6,120
Completion supervisor: Orson Barney TOTAL WELL COST:



NEWFIELD

DAILY RECOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 11-11-04 Re-completion Day: 4 (a)

Present Operation: Re-completion Rig: NC#1

WELL STATUS

Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 5937'
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 (B) Pkr/EOT @: Sand PBTD: 5917'

RBP: 4500'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPFI#shots
A.5 sds 5146- 64' 4/72
A 1 sds 5184- 90' 4/24

GB 6 sds NEW 4313- 27' 2/28 A 3 sds 5264-70' 4/24
D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDC sds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDC sds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 5698- 5716' 4/72
B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16

CHRONOLOGICAL OPERATIONS

Date Work Performed: 11-10-04 SITP: 0 SICP: 0

Day 4 (a)
RU BJ Services. Install isolation tool. Load csg w/ 16 bbis of wtr. Frac GB 6 sands w/ 25,477# of 20/40 sand in 318 bbls of
Lightning 17 fluid. Broke down @3987 psi. Treated w/ Ave pressure of 2125 psi @Ave rate of 25 BPM. ISIP 1880 psi. RD BJ
Services. Begin immediate flowback @ 1 BPM on 12/64 choke. Flowed for 2 1/2 hrs & died. Rec. 119 BTF (37% of load).
Remove isolation tool.
See Day 4 (b)

Starting fluid load to be recovered: 229 Starting oil rec to date:
Fluid losurecovered today: 215 Oil lost/recovered today:
Ending fluid to be recovered: 444 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS

Base Fluid used: Lightning 17 Job Type: Sand Frac NC#1 $1,607
Company: BJ Services BJ Services $14,561
Procedure or Equipment detail: GB 6 sands Graco BOP $145

**PUMPED DOWN 5 1/2" 15.5# CASING** NPC Supervision $150

2000 gals of pad.

1569 gals w/ 1-5 ppg 20/40 sand.

5685 gals w/ 5- 8 ppg 20/40 sand.

4102 gals of flush.

Max TP: 2258 Max Rate: 25 Total fluid pmpd: 318 bbis

Avg TP: 2125 Avg Rate: 25 Total Prop pmpd: 25,477#

ISIP: 1880 5 min: 10 min: FG: .87 DAILY COST: $16,463
Completion supervisor: Orson Barney TOTAL WELL COST:

NEWFIELD

DAILY RECOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 11-11-04 Re-completion Day: 4 (a)

Present Operation: Re-completion Rig: NC#1

WELL STATUS

Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 5937'

Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 (B) Pkr/EOT @: Sand PBTD: 5917'
RBP: 4500'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFI#shots

A.5 sds 5146- 64' 4/72
A 1 sds 5184- 90' 4/24

GB 6 sds NEW 4313- 27' 2/28 A 3 sds 5264-70' 4/24
D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDC sds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDC sds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 5698- 5716' 4/72
B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16

CHRONOLOGICAL OPERATIONS

Date Work Performed: 11-10-04 SITP: 0 SICP: 0

Day 4 (a)
RU BJ Services. Install isolation tool. Load csg w/ 16 bbis of wtr. Frac GB 6 sands w/ 25,477# of 20/40 sand in 318 bbls of
Lightning 17 fluid. Broke down @3987 psi. Treated w/ Ave pressure of 2125 psi @Ave rate of 25 BPM. ISIP 1880 psi. RD BJ
Services. Begin immediate flowback @ 1 BPM on 12/64 choke. Flowed for 2 1/2 hrs & died. Rec. 119 BTF (37% of load).
Remove isolation tool.
See Day 4 (b)

Starting fluid load to be recovered: 229 Starting oil rec to date:
Fluid losurecovered today: 215 Oil lost/recovered today:
Ending fluid to be recovered: 444 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS

Base Fluid used: Lightning 17 Job Type: Sand Frac NC#1 $1,607
Company: BJ Services BJ Services $14,561
Procedure or Equipment detail: GB 6 sands Graco BOP $145

**PUMPED DOWN 5 1/2" 15.5# CASING** NPC Supervision $150

2000 gals of pad.

1569 gals w/ 1-5 ppg 20/40 sand.

5685 gals w/ 5- 8 ppg 20/40 sand.

4102 gals of flush.

Max TP: 2258 Max Rate: 25 Total fluid pmpd: 318 bbis

Avg TP: 2125 Avg Rate: 25 Total Prop pmpd: 25,477#

ISIP: 1880 5 min: 10 min: FG: .87 DAILY COST: $16,463
Completion supervisor: Orson Barney TOTAL WELL COST:

NEWFIELD

DAILY RECOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 11-11-04 Re-completion Day: 4 (a)

Present Operation: Re-completion Rig: NC#1

WELL STATUS

Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 5937'

Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 (B) Pkr/EOT @: Sand PBTD: 5917'
RBP: 4500'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFI#shots

A.5 sds 5146- 64' 4/72
A 1 sds 5184- 90' 4/24

GB 6 sds NEW 4313- 27' 2/28 A 3 sds 5264-70' 4/24
D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDC sds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDC sds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 5698- 5716' 4/72
B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16

CHRONOLOGICAL OPERATIONS

Date Work Performed: 11-10-04 SITP: 0 SICP: 0

Day 4 (a)
RU BJ Services. Install isolation tool. Load csg w/ 16 bbis of wtr. Frac GB 6 sands w/ 25,477# of 20/40 sand in 318 bbls of
Lightning 17 fluid. Broke down @3987 psi. Treated w/ Ave pressure of 2125 psi @Ave rate of 25 BPM. ISIP 1880 psi. RD BJ
Services. Begin immediate flowback @ 1 BPM on 12/64 choke. Flowed for 2 1/2 hrs & died. Rec. 119 BTF (37% of load).
Remove isolation tool.
See Day 4 (b)

Starting fluid load to be recovered: 229 Starting oil rec to date:
Fluid losurecovered today: 215 Oil lost/recovered today:
Ending fluid to be recovered: 444 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS

Base Fluid used: Lightning 17 Job Type: Sand Frac NC#1 $1,607
Company: BJ Services BJ Services $14,561
Procedure or Equipment detail: GB 6 sands Graco BOP $145

**PUMPED DOWN 5 1/2" 15.5# CASING** NPC Supervision $150

2000 gals of pad.

1569 gals w/ 1-5 ppg 20/40 sand.

5685 gals w/ 5- 8 ppg 20/40 sand.

4102 gals of flush.

Max TP: 2258 Max Rate: 25 Total fluid pmpd: 318 bbis

Avg TP: 2125 Avg Rate: 25 Total Prop pmpd: 25,477#

ISIP: 1880 5 min: 10 min: FG: .87 DAILY COST: $16,463
Completion supervisor: Orson Barney TOTAL WELL COST:

NEWFIELD

DAILY RECOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 11-11-04 Re-completion Day: 4 (a)

Present Operation: Re-completion Rig: NC#1

WELL STATUS

Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 5937'

Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 (B) Pkr/EOT @: Sand PBTD: 5917'
RBP: 4500'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFI#shots

A.5 sds 5146- 64' 4/72
A 1 sds 5184- 90' 4/24

GB 6 sds NEW 4313- 27' 2/28 A 3 sds 5264-70' 4/24
D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDC sds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDC sds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 5698- 5716' 4/72
B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16

CHRONOLOGICAL OPERATIONS

Date Work Performed: 11-10-04 SITP: 0 SICP: 0

Day 4 (a)
RU BJ Services. Install isolation tool. Load csg w/ 16 bbis of wtr. Frac GB 6 sands w/ 25,477# of 20/40 sand in 318 bbls of
Lightning 17 fluid. Broke down @3987 psi. Treated w/ Ave pressure of 2125 psi @Ave rate of 25 BPM. ISIP 1880 psi. RD BJ
Services. Begin immediate flowback @ 1 BPM on 12/64 choke. Flowed for 2 1/2 hrs & died. Rec. 119 BTF (37% of load).
Remove isolation tool.
See Day 4 (b)

Starting fluid load to be recovered: 229 Starting oil rec to date:
Fluid losurecovered today: 215 Oil lost/recovered today:
Ending fluid to be recovered: 444 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS

Base Fluid used: Lightning 17 Job Type: Sand Frac NC#1 $1,607
Company: BJ Services BJ Services $14,561
Procedure or Equipment detail: GB 6 sands Graco BOP $145

**PUMPED DOWN 5 1/2" 15.5# CASING** NPC Supervision $150

2000 gals of pad.

1569 gals w/ 1-5 ppg 20/40 sand.

5685 gals w/ 5- 8 ppg 20/40 sand.

4102 gals of flush.

Max TP: 2258 Max Rate: 25 Total fluid pmpd: 318 bbis

Avg TP: 2125 Avg Rate: 25 Total Prop pmpd: 25,477#

ISIP: 1880 5 min: 10 min: FG: .87 DAILY COST: $16,463
Completion supervisor: Orson Barney TOTAL WELL COST:



NEWFIELD

DAILY RECOMPLETION REPORT 6 Ë $
WELL NAME: Nine Mile 16-7-9-16 Report Date: 11-11-04 Re-completion Day: 4g

Present Operation: Re-completion Rig: NC#1

WELL STATUS
Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 5937'
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 (B)

,
Pkr/EOT @: 4150' Sand PBTD: 5917'

RBP: 4500', 4292'
PERFORATION RECORD

Zone Perfs SPFI#shots Zone Perfs SPFl#shots
A.5 sds 5146- 64' 4/72

GB 4 sds NEW 4260- 75' 2/30 A 1 sds 5184- 90' 4/24
GB 6 sds NEW 4313- 27' 2/28 A 3 sds 5264- 70' 4/24
D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDC sds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDC sds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 5698- 5716' 4/72
B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16

CHRONOLOGICAL OPERATIONS

Date Work Performed: 11-10-04 SITP: 0 SICP: 0

Day 4 (b)
RU Patterson WL. Set 5 1/2" RBP (HE) @ 4290'. Perforate GB 4 sands: 4260- 75', 2 SPF (30 holes). RD Patterson WL. RU

BJ Services. Install isolation tool. Frac GB 4 sands w/ 62,560# of 20/40 sand in 443 bbis Lightning 17 fluid. Treated w/ Ave
pressure of 2297 psi @Ave rate of 25 BPM. ISIP 2310 psi. RD BJ Services. Begin immediate flow back @ 1 BPM on 12/64
choke. Flowed for 3 hrs & died. Rec. 132 BTF ( 29% of frac load). Remove isolation tool. TIH wl "HE" Ret head & 132 jts of tbg.
EOT @ 4150'. RU pumplines & Circ'd well clean, Gained 13 bbis of wtr while circulating.

SIFN w/ Est 742 BWTR.

Starting fluid load to be recovered: 444 Starting oil rec to date:
Fluid_lost/recovered today: 298 Oil lostIrecovered today:
Ending fluid to be recovered: 755 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand Frac NC#1 $1,606
Company: BJ Services BJ Services $13,649
Procedure or Equipment detail: GB 4 sands EDSI hot oiler $1,200

**PUMPED DOWN 5 1/2" 15.5# CASING** Patterson WL GB 4 $2,752
Betts wtr & trucking $210

4600 gals of pad. NPC Supervision $150
3000 gals w/ 1-5 ppg 20/40 sand.

6000 gals w/ 5- 8 ppg 20/40 sand.

957 gals w/ 8 ppg 20/40 sand.

4049 gals of flush.

Max TP: 2492 Max Rate: 25.1 Total fluid pmpd: 443 bbis
Avg TP: 2297 Avg Rate: 25 Total Prop pmpd: 62,560#

ISIP: 2310 5 min: 10 min: FG: .97 DAILYCOST: $19,567
Completion supervisor: Orson Barney TOTAL WELL COST:

NEWFIELD

DAILY RECOMPLETION REPORT 6 Ë $
WELL NAME: Nine Mile 16-7-9-16 Report Date: 11-11-04 Re-completion Day: 4g

Present Operation: Re-completion Rig: NC#1

WELL STATUS
Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 5937'
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 (B)

,
Pkr/EOT @: 4150' Sand PBTD: 5917'

RBP: 4500', 4292'
PERFORATION RECORD

Zone Perfs SPFI#shots Zone Perfs SPFl#shots
A.5 sds 5146- 64' 4/72

GB 4 sds NEW 4260- 75' 2/30 A 1 sds 5184- 90' 4/24
GB 6 sds NEW 4313- 27' 2/28 A 3 sds 5264- 70' 4/24
D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDC sds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDC sds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 5698- 5716' 4/72
B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16

CHRONOLOGICAL OPERATIONS

Date Work Performed: 11-10-04 SITP: 0 SICP: 0

Day 4 (b)
RU Patterson WL. Set 5 1/2" RBP (HE) @ 4290'. Perforate GB 4 sands: 4260- 75', 2 SPF (30 holes). RD Patterson WL. RU

BJ Services. Install isolation tool. Frac GB 4 sands w/ 62,560# of 20/40 sand in 443 bbis Lightning 17 fluid. Treated w/ Ave
pressure of 2297 psi @Ave rate of 25 BPM. ISIP 2310 psi. RD BJ Services. Begin immediate flow back @ 1 BPM on 12/64
choke. Flowed for 3 hrs & died. Rec. 132 BTF ( 29% of frac load). Remove isolation tool. TIH wl "HE" Ret head & 132 jts of tbg.
EOT @ 4150'. RU pumplines & Circ'd well clean, Gained 13 bbis of wtr while circulating.

SIFN w/ Est 742 BWTR.

Starting fluid load to be recovered: 444 Starting oil rec to date:
Fluid_lost/recovered today: 298 Oil lostIrecovered today:
Ending fluid to be recovered: 755 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS

Base Fluid used: Lightning 17 Job Type: Sand Frac NC#1 $1,606
Company: BJ Services BJ Services $13,649
Procedure or Equipment detail: GB 4 sands EDSI hot oiler $1,200

**PUMPED DOWN 5 1/2" 15.5# CASING** Patterson WL GB 4 $2,752
Betts wtr & trucking $210

4600 gals of pad. NPC Supervision $150
3000 gals w/ 1-5 ppg 20/40 sand.

6000 gals w/ 5- 8 ppg 20/40 sand.

957 gals w/ 8 ppg 20/40 sand.

4049 gals of flush.

Max TP: 2492 Max Rate: 25.1 Total fluid pmpd: 443 bbis
Avg TP: 2297 Avg Rate: 25 Total Prop pmpd: 62,560#

ISIP: 2310 5 min: 10 min: FG: .97 DAILYCOST: $19,567
Completion supervisor: Orson Barney TOTAL WELL COST:

NEWFIELD

DAILY RECOMPLETION REPORT 6 Ë $
WELL NAME: Nine Mile 16-7-9-16 Report Date: 11-11-04 Re-completion Day: 4g

Present Operation: Re-completion Rig: NC#1

WELL STATUS
Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 5937'
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 (B)

,
Pkr/EOT @: 4150' Sand PBTD: 5917'

RBP: 4500', 4292'
PERFORATION RECORD

Zone Perfs SPFI#shots Zone Perfs SPFl#shots
A.5 sds 5146- 64' 4/72

GB 4 sds NEW 4260- 75' 2/30 A 1 sds 5184- 90' 4/24
GB 6 sds NEW 4313- 27' 2/28 A 3 sds 5264- 70' 4/24
D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDC sds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDC sds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 5698- 5716' 4/72
B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16

CHRONOLOGICAL OPERATIONS

Date Work Performed: 11-10-04 SITP: 0 SICP: 0

Day 4 (b)
RU Patterson WL. Set 5 1/2" RBP (HE) @ 4290'. Perforate GB 4 sands: 4260- 75', 2 SPF (30 holes). RD Patterson WL. RU

BJ Services. Install isolation tool. Frac GB 4 sands w/ 62,560# of 20/40 sand in 443 bbis Lightning 17 fluid. Treated w/ Ave
pressure of 2297 psi @Ave rate of 25 BPM. ISIP 2310 psi. RD BJ Services. Begin immediate flow back @ 1 BPM on 12/64
choke. Flowed for 3 hrs & died. Rec. 132 BTF ( 29% of frac load). Remove isolation tool. TIH wl "HE" Ret head & 132 jts of tbg.
EOT @ 4150'. RU pumplines & Circ'd well clean, Gained 13 bbis of wtr while circulating.

SIFN w/ Est 742 BWTR.

Starting fluid load to be recovered: 444 Starting oil rec to date:
Fluid_lost/recovered today: 298 Oil lostIrecovered today:
Ending fluid to be recovered: 755 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS

Base Fluid used: Lightning 17 Job Type: Sand Frac NC#1 $1,606
Company: BJ Services BJ Services $13,649
Procedure or Equipment detail: GB 4 sands EDSI hot oiler $1,200

**PUMPED DOWN 5 1/2" 15.5# CASING** Patterson WL GB 4 $2,752
Betts wtr & trucking $210

4600 gals of pad. NPC Supervision $150
3000 gals w/ 1-5 ppg 20/40 sand.

6000 gals w/ 5- 8 ppg 20/40 sand.

957 gals w/ 8 ppg 20/40 sand.

4049 gals of flush.

Max TP: 2492 Max Rate: 25.1 Total fluid pmpd: 443 bbis
Avg TP: 2297 Avg Rate: 25 Total Prop pmpd: 62,560#

ISIP: 2310 5 min: 10 min: FG: .97 DAILYCOST: $19,567
Completion supervisor: Orson Barney TOTAL WELL COST:

NEWFIELD

DAILY RECOMPLETION REPORT 6 Ë $
WELL NAME: Nine Mile 16-7-9-16 Report Date: 11-11-04 Re-completion Day: 4g

Present Operation: Re-completion Rig: NC#1

WELL STATUS
Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 5937'
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 (B)

,
Pkr/EOT @: 4150' Sand PBTD: 5917'

RBP: 4500', 4292'
PERFORATION RECORD

Zone Perfs SPFI#shots Zone Perfs SPFl#shots
A.5 sds 5146- 64' 4/72

GB 4 sds NEW 4260- 75' 2/30 A 1 sds 5184- 90' 4/24
GB 6 sds NEW 4313- 27' 2/28 A 3 sds 5264- 70' 4/24
D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDC sds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDC sds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 5698- 5716' 4/72
B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16

CHRONOLOGICAL OPERATIONS

Date Work Performed: 11-10-04 SITP: 0 SICP: 0

Day 4 (b)
RU Patterson WL. Set 5 1/2" RBP (HE) @ 4290'. Perforate GB 4 sands: 4260- 75', 2 SPF (30 holes). RD Patterson WL. RU

BJ Services. Install isolation tool. Frac GB 4 sands w/ 62,560# of 20/40 sand in 443 bbis Lightning 17 fluid. Treated w/ Ave
pressure of 2297 psi @Ave rate of 25 BPM. ISIP 2310 psi. RD BJ Services. Begin immediate flow back @ 1 BPM on 12/64
choke. Flowed for 3 hrs & died. Rec. 132 BTF ( 29% of frac load). Remove isolation tool. TIH wl "HE" Ret head & 132 jts of tbg.
EOT @ 4150'. RU pumplines & Circ'd well clean, Gained 13 bbis of wtr while circulating.

SIFN w/ Est 742 BWTR.

Starting fluid load to be recovered: 444 Starting oil rec to date:
Fluid_lost/recovered today: 298 Oil lostIrecovered today:
Ending fluid to be recovered: 755 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS

Base Fluid used: Lightning 17 Job Type: Sand Frac NC#1 $1,606
Company: BJ Services BJ Services $13,649
Procedure or Equipment detail: GB 4 sands EDSI hot oiler $1,200

**PUMPED DOWN 5 1/2" 15.5# CASING** Patterson WL GB 4 $2,752
Betts wtr & trucking $210

4600 gals of pad. NPC Supervision $150
3000 gals w/ 1-5 ppg 20/40 sand.

6000 gals w/ 5- 8 ppg 20/40 sand.

957 gals w/ 8 ppg 20/40 sand.

4049 gals of flush.

Max TP: 2492 Max Rate: 25.1 Total fluid pmpd: 443 bbis
Avg TP: 2297 Avg Rate: 25 Total Prop pmpd: 62,560#

ISIP: 2310 5 min: 10 min: FG: .97 DAILYCOST: $19,567
Completion supervisor: Orson Barney TOTAL WELL COST:



NEWFIELD

DAILY RECOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 11-12-04 Re-completion Day: 5

Present Operation: Re-completion Rig: NC#1

WELL STATUS
Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 5937'
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 (B) Pkr/EOT @: 1050' Sand PBTD: 5917'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

A.5 sds 5146- 64' 4/72
GB 4 sds NEW 4260- 75' 2/30 A 1 sds 5184- 90' 4/24
GB 6 sds NEW 4313- 27' 2/28 A 3 sds 5264- 70' 4/24
D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDC sds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDC sds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 5698- 5716' 4/72
B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16

CHRONOLOGICAL OPERATIONS

Date Work Performed: 11-11-04 SITP: 50 psi SICP: 50 psi

50 psi on well. Bleed off pressure, Flowed back 9 bbis of fluid. RU washington rubber. Continue TIH w/ tbg. Tagged sand @
4271'. RU pumplines & circulated clean down to RBP @ 4292'. Release plug. TOH w/ tbg & plug. TIH w/ "TS" Ret head & 141
jts of tbg. Tagged sand @4477'. Circulated clean down to plug @4500'. POOH w/ 2- jts of tbg. EOT @4456'. RU swab. IFL
@sfc. Made 16 runs. Recovered 104 BTF. FFL 2000'. Final oil cut 5%. No sand. RD swab. TIH w/ 2 jts of tbg. Tagged sand
@ 4497'. Circulated clean to plug @ 4500'. Lost a total of 82 bbls of wtr while circulating. Release plug. TOH w/ tbg & plug. TIH
w/ production tbg. NC, 1 jt, SN, 4 jts, TA, 28 jts of 2 7/8 J-55 tbg. EOT @1050'.
SIFN w/ Est 724 BWTR.

Starting fluid load to be recovered: 755 Starting oil rec to date:
Fluid_lost/recovered today: 31 Oil lostIrecovered today:
Ending fluid to be recovered: 724 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
AS PULLED AS PULLED NC#1 $3,910

KB 10.00' 1 1/2" X 22' Polish rod Graco BOP $145
180 jts 2 7/8 J-55 (5619.63') 1-8',1-6',1-4',1-2'x 3/4" ponies Weatherford tools/serv $2,875

TA 2.80' @ 5629.63' KB 93- 3/4" guided rods RNI trk& wtr disposal $300
4 jts 2 7/8 J-55 (127.60') 116- 3/4" plain rods Graco washington head $300

SN 1.10' @ 5760.03' KB 14- 3/4" guided rods NPC Supervision $150
1 jt2 7/8 J-55 (31.57') 4- 1 1/2" wt bars w/ 3/4" pins

NC 0.45' 2- 1 1/2" wt bars w/ 7/8" pins
EOT @ 5793.15' KB 2 1/2" X 1 1/2" X 15' RHAC

"Randy's"

DAILYCOST: $7,680
Completion supervisor: Orson Barney TOTAL WELL COST:

NEWFIELD

DAILY RECOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 11-12-04 Re-completion Day: 5

Present Operation: Re-completion Rig: NC#1

WELL STATUS

Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 5937'
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 (B) Pkr/EOT @: 1050' Sand PBTD: 5917'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

A.5 sds 5146- 64' 4/72
GB 4 sds NEW 4260- 75' 2/30 A 1 sds 5184- 90' 4/24
GB 6 sds NEW 4313- 27' 2/28 A 3 sds 5264- 70' 4/24
D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDC sds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDC sds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 5698- 5716' 4/72
B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16

CHRONOLOGICAL OPERATIONS

Date Work Performed: 11-11-04 SITP: 50 psi SICP: 50 psi

50 psi on well. Bleed off pressure, Flowed back 9 bbis of fluid. RU washington rubber. Continue TIH w/ tbg. Tagged sand @
4271'. RU pumplines & circulated clean down to RBP @ 4292'. Release plug. TOH w/ tbg & plug. TIH w/ "TS" Ret head & 141
jts of tbg. Tagged sand @4477'. Circulated clean down to plug @4500'. POOH w/ 2- jts of tbg. EOT @4456'. RU swab. IFL
@sfc. Made 16 runs. Recovered 104 BTF. FFL 2000'. Final oil cut 5%. No sand. RD swab. TIH w/ 2 jts of tbg. Tagged sand
@ 4497'. Circulated clean to plug @ 4500'. Lost a total of 82 bbls of wtr while circulating. Release plug. TOH w/ tbg & plug. TIH
w/ production tbg. NC, 1 jt, SN, 4 jts, TA, 28 jts of 2 7/8 J-55 tbg. EOT @1050'.
SIFN w/ Est 724 BWTR.

Starting fluid load to be recovered: 755 Starting oil rec to date:
Fluid_lost/recovered today: 31 Oil lostIrecovered today:
Ending fluid to be recovered: 724 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
AS PULLED AS PULLED NC#1 $3,910

KB 10.00' 1 1/2" X 22' Polish rod Graco BOP $145
180 jts 2 7/8 J-55 (5619.63') 1-8',1-6',1-4',1-2'x 3/4" ponies Weatherford tools/serv $2,875

TA 2.80' @ 5629.63' KB 93- 3/4" guided rods RNI trk& wtr disposal $300
4 jts 2 7/8 J-55 (127.60') 116- 3/4" plain rods Graco washington head $300

SN 1.10' @ 5760.03' KB 14- 3/4" guided rods NPC Supervision $150
1 jt2 7/8 J-55 (31.57') 4- 1 1/2" wt bars w/ 3/4" pins

NC 0.45' 2- 1 1/2" wt bars w/ 7/8" pins
EOT @ 5793.15' KB 2 1/2" X 1 1/2" X 15' RHAC

"Randy's"

DAILYCOST: $7,680
Completion supervisor: Orson Barney TOTAL WELL COST:

NEWFIELD

DAILY RECOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 11-12-04 Re-completion Day: 5

Present Operation: Re-completion Rig: NC#1

WELL STATUS

Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 5937'
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 (B) Pkr/EOT @: 1050' Sand PBTD: 5917'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

A.5 sds 5146- 64' 4/72
GB 4 sds NEW 4260- 75' 2/30 A 1 sds 5184- 90' 4/24
GB 6 sds NEW 4313- 27' 2/28 A 3 sds 5264- 70' 4/24
D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDC sds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDC sds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 5698- 5716' 4/72
B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16

CHRONOLOGICAL OPERATIONS

Date Work Performed: 11-11-04 SITP: 50 psi SICP: 50 psi

50 psi on well. Bleed off pressure, Flowed back 9 bbis of fluid. RU washington rubber. Continue TIH w/ tbg. Tagged sand @
4271'. RU pumplines & circulated clean down to RBP @ 4292'. Release plug. TOH w/ tbg & plug. TIH w/ "TS" Ret head & 141
jts of tbg. Tagged sand @4477'. Circulated clean down to plug @4500'. POOH w/ 2- jts of tbg. EOT @4456'. RU swab. IFL
@sfc. Made 16 runs. Recovered 104 BTF. FFL 2000'. Final oil cut 5%. No sand. RD swab. TIH w/ 2 jts of tbg. Tagged sand
@ 4497'. Circulated clean to plug @ 4500'. Lost a total of 82 bbls of wtr while circulating. Release plug. TOH w/ tbg & plug. TIH
w/ production tbg. NC, 1 jt, SN, 4 jts, TA, 28 jts of 2 7/8 J-55 tbg. EOT @1050'.
SIFN w/ Est 724 BWTR.

Starting fluid load to be recovered: 755 Starting oil rec to date:
Fluid_lost/recovered today: 31 Oil lostIrecovered today:
Ending fluid to be recovered: 724 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
AS PULLED AS PULLED NC#1 $3,910

KB 10.00' 1 1/2" X 22' Polish rod Graco BOP $145
180 jts 2 7/8 J-55 (5619.63') 1-8',1-6',1-4',1-2'x 3/4" ponies Weatherford tools/serv $2,875

TA 2.80' @ 5629.63' KB 93- 3/4" guided rods RNI trk& wtr disposal $300
4 jts 2 7/8 J-55 (127.60') 116- 3/4" plain rods Graco washington head $300

SN 1.10' @ 5760.03' KB 14- 3/4" guided rods NPC Supervision $150
1 jt2 7/8 J-55 (31.57') 4- 1 1/2" wt bars w/ 3/4" pins

NC 0.45' 2- 1 1/2" wt bars w/ 7/8" pins
EOT @ 5793.15' KB 2 1/2" X 1 1/2" X 15' RHAC

"Randy's"

DAILYCOST: $7,680
Completion supervisor: Orson Barney TOTAL WELL COST:

NEWFIELD

DAILY RECOMPLETION REPORT
WELL NAME: Nine Mile 16-7-9-16 Report Date: 11-12-04 Re-completion Day: 5

Present Operation: Re-completion Rig: NC#1

WELL STATUS

Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 5937'
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 (B) Pkr/EOT @: 1050' Sand PBTD: 5917'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

A.5 sds 5146- 64' 4/72
GB 4 sds NEW 4260- 75' 2/30 A 1 sds 5184- 90' 4/24
GB 6 sds NEW 4313- 27' 2/28 A 3 sds 5264- 70' 4/24
D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDC sds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDC sds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 5698- 5716' 4/72
B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16

CHRONOLOGICAL OPERATIONS

Date Work Performed: 11-11-04 SITP: 50 psi SICP: 50 psi

50 psi on well. Bleed off pressure, Flowed back 9 bbis of fluid. RU washington rubber. Continue TIH w/ tbg. Tagged sand @
4271'. RU pumplines & circulated clean down to RBP @ 4292'. Release plug. TOH w/ tbg & plug. TIH w/ "TS" Ret head & 141
jts of tbg. Tagged sand @4477'. Circulated clean down to plug @4500'. POOH w/ 2- jts of tbg. EOT @4456'. RU swab. IFL
@sfc. Made 16 runs. Recovered 104 BTF. FFL 2000'. Final oil cut 5%. No sand. RD swab. TIH w/ 2 jts of tbg. Tagged sand
@ 4497'. Circulated clean to plug @ 4500'. Lost a total of 82 bbls of wtr while circulating. Release plug. TOH w/ tbg & plug. TIH
w/ production tbg. NC, 1 jt, SN, 4 jts, TA, 28 jts of 2 7/8 J-55 tbg. EOT @1050'.
SIFN w/ Est 724 BWTR.

Starting fluid load to be recovered: 755 Starting oil rec to date:
Fluid_lost/recovered today: 31 Oil lostIrecovered today:
Ending fluid to be recovered: 724 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
AS PULLED AS PULLED NC#1 $3,910

KB 10.00' 1 1/2" X 22' Polish rod Graco BOP $145
180 jts 2 7/8 J-55 (5619.63') 1-8',1-6',1-4',1-2'x 3/4" ponies Weatherford tools/serv $2,875

TA 2.80' @ 5629.63' KB 93- 3/4" guided rods RNI trk& wtr disposal $300
4 jts 2 7/8 J-55 (127.60') 116- 3/4" plain rods Graco washington head $300

SN 1.10' @ 5760.03' KB 14- 3/4" guided rods NPC Supervision $150
1 jt2 7/8 J-55 (31.57') 4- 1 1/2" wt bars w/ 3/4" pins

NC 0.45' 2- 1 1/2" wt bars w/ 7/8" pins
EOT @ 5793.15' KB 2 1/2" X 1 1/2" X 15' RHAC

"Randy's"

DAILYCOST: $7,680
Completion supervisor: Orson Barney TOTAL WELL COST:



NEWFIELD

DAILYRECOMPLETION REPORT È Â OWELL NAME: Nine Mile 16-7-9-16 Report Date: 11-13-04 Re-completion Day: 6
Present Operation: Re-completion Rig: NC#1

WELL STATUS
Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 5937'Tbg: Size: 2-7/8" Wt: 6.6# Grd: J-55 (B) Pkr/EOT @: 5793' Sand PBTD: 591T

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

A.5 sds 5146- 64' 4/72
GB 4 sds NEW 4260- 75' 2/30 A 1 sds 5184-90' 4/24
GB 6 sds NEW 4313- 27' 2/28 A 3 sds 5264- 70' 4/24
D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDCsds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDCsds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 6698- 5716' 4/72
B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 11-12-04 SITP: 0 SICP: 0

0 psi on well. Continue TlH w/ production tbg. NC, 1 jt, SN, 4 jts, TA, 180 jts of 2 7/8 J-55 tbg. ND BOP. Set TA w/ 16,000# oftension. NU WH. Change over to rod equipment. Stroke test new rod pump. TIHwl rod string. 2 1/2" X 1 1/2" X 15' RHAC
"CDI", 2- 1 1/2" wt bars w/ 7/8" pins, 4- 1 1/2" wt bars w/ 3/4" pins, 14- 3/4" guided rods, 116- 3/4" plain rods, 93- 3/4" guided
rods, 1- 8', 1- 6', 1- 4', 1- 2' X 3/4" ponies, i 1/2" X 22' Polish rod. Hang head, Space out rods. Fill tbg wl 15 bbls of wtr.
Pressure test tbg& pump to 800 psi, Good pump action.
POP @ 1:30 PM 63" SL @ 5 SPM Est 739 BWTR.

Clean out flat tank.RDMOSU.
FINAL REPORT lil

Starting fluid load to be recovered: 724 Starting oil rec to date: 0
Fluid..lost/recovered today: 15 Oil lost/recovered today: 25
Ending fluid to be recovered: 739 Cum oil recovered: 25

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
NC#1 $3,087

KB 10.00' 1 1/2" X 22' Polish rod Graco BOP $145
180 jts 2 7/8 J-55 (5619.63') 1-8',1-6',1-4',1-2'x 3/4" ponies Zubiate hot oller $825

TA 2.80' @ 5629.63' KB 93- 3/4" guided rods RNI trk & wtr disposal $1,300
4 jts 2 7/8 J-55 (127.60') 116- 3/4" plain rods NPC frac tnk(2X 6 dys) $440

SN 1.10' @ 5760.03' KB 14- 3/4" guided rods NPC swb tnk(2X 6 dys) $440
1 jt 2 7/8 J-55 (31.57') 4- 1 1/2" wt bars w/ 3/4" pins NPC trucking $300

NC 0.45' 2- 1 1/2" wt bars w/ 7/8" pins NPC location clean up $600
EOT @ 5793.15' KB 2 1/2" X 1 1/2" X 15' RHAC 1 jt 2 7/8 J-55 tbg $150

"CDI" NPC Supervision $450

DAILY COST: $7,737
Completion supervisor: Orson Barney TOTAL WELL COST:

NEWFIELD

DAILYRECOMPLETION REPORT È Â OWELL NAME: Nine Mile 16-7-9-16 Report Date: 11-13-04 Re-completion Day: 6
Present Operation: Re-completion Rig: NC#1

WELL STATUS
Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 5937'Tbg: Size: 2-7/8" Wt: 6.6# Grd: J-55 (B) Pkr/EOT @: 5793' Sand PBTD: 591T

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

A.5 sds 5146- 64' 4/72
GB 4 sds NEW 4260- 75' 2/30 A 1 sds 5184-90' 4/24
GB 6 sds NEW 4313- 27' 2/28 A 3 sds 5264- 70' 4/24
D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDCsds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDCsds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 6698- 5716' 4/72
B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 11-12-04 SITP: 0 SICP: 0

0 psi on well. Continue TlH w/ production tbg. NC, 1 jt, SN, 4 jts, TA, 180 jts of 2 7/8 J-55 tbg. ND BOP. Set TA w/ 16,000# oftension. NU WH. Change over to rod equipment. Stroke test new rod pump. TIHwl rod string. 2 1/2" X 1 1/2" X 15' RHAC
"CDI", 2- 1 1/2" wt bars w/ 7/8" pins, 4- 1 1/2" wt bars w/ 3/4" pins, 14- 3/4" guided rods, 116- 3/4" plain rods, 93- 3/4" guided
rods, 1- 8', 1- 6', 1- 4', 1- 2' X 3/4" ponies, i 1/2" X 22' Polish rod. Hang head, Space out rods. Fill tbg wl 15 bbls of wtr.
Pressure test tbg& pump to 800 psi, Good pump action.
POP @ 1:30 PM 63" SL @ 5 SPM Est 739 BWTR.

Clean out flat tank.RDMOSU.
FINAL REPORT lil

Starting fluid load to be recovered: 724 Starting oil rec to date: 0
Fluid..lost/recovered today: 15 Oil lost/recovered today: 25
Ending fluid to be recovered: 739 Cum oil recovered: 25

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
NC#1 $3,087

KB 10.00' 1 1/2" X 22' Polish rod Graco BOP $145
180 jts 2 7/8 J-55 (5619.63') 1-8',1-6',1-4',1-2'x 3/4" ponies Zubiate hot oller $825

TA 2.80' @ 5629.63' KB 93- 3/4" guided rods RNI trk & wtr disposal $1,300
4 jts 2 7/8 J-55 (127.60') 116- 3/4" plain rods NPC frac tnk(2X 6 dys) $440

SN 1.10' @ 5760.03' KB 14- 3/4" guided rods NPC swb tnk(2X 6 dys) $440
1 jt 2 7/8 J-55 (31.57') 4- 1 1/2" wt bars w/ 3/4" pins NPC trucking $300

NC 0.45' 2- 1 1/2" wt bars w/ 7/8" pins NPC location clean up $600
EOT @ 5793.15' KB 2 1/2" X 1 1/2" X 15' RHAC 1 jt 2 7/8 J-55 tbg $150

"CDI" NPC Supervision $450

DAILY COST: $7,737
Completion supervisor: Orson Barney TOTAL WELL COST:

NEWFIELD

DAILYRECOMPLETION REPORT È Â OWELL NAME: Nine Mile 16-7-9-16 Report Date: 11-13-04 Re-completion Day: 6
Present Operation: Re-completion Rig: NC#1

WELL STATUS
Surf Csg: 8 5/8 @ 305' Prod Csg: 5 1/2 Wt: 15.5# @ 5955' Csg PBTD: 5937'Tbg: Size: 2-7/8" Wt: 6.6# Grd: J-55 (B) Pkr/EOT @: 5793' Sand PBTD: 591T

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

A.5 sds 5146- 64' 4/72
GB 4 sds NEW 4260- 75' 2/30 A 1 sds 5184-90' 4/24
GB 6 sds NEW 4313- 27' 2/28 A 3 sds 5264- 70' 4/24
D sds 4760- 64' 4/16 LDC sds 5308- 28' 4/80
D sds 4768- 77' 4/36 LDCsds 5336- 40' 4/16
D sds 4780- 84' 4/16 LDC sds 5370- 88' 4/72
B.5 sds 4980- 90' 4/40 LDCsds 5430- 50' 4/80
B.5 sds 4994- 5000' 4/24 CP 1 sds 6698- 5716' 4/72
B 2 sds 5048- 52' 4/16 CP 2 sds 5734- 38' 4/16

CHRONOLOGICAL OPERATIONS
Date Work Performed: 11-12-04 SITP: 0 SICP: 0

0 psi on well. Continue TlH w/ production tbg. NC, 1 jt, SN, 4 jts, TA, 180 jts of 2 7/8 J-55 tbg. ND BOP. Set TA w/ 16,000# oftension. NU WH. Change over to rod equipment. Stroke test new rod pump. TIHwl rod string. 2 1/2" X 1 1/2" X 15' RHAC
"CDI", 2- 1 1/2" wt bars w/ 7/8" pins, 4- 1 1/2" wt bars w/ 3/4" pins, 14- 3/4" guided rods, 116- 3/4" plain rods, 93- 3/4" guided
rods, 1- 8', 1- 6', 1- 4', 1- 2' X 3/4" ponies, i 1/2" X 22' Polish rod. Hang head, Space out rods. Fill tbg wl 15 bbls of wtr.
Pressure test tbg& pump to 800 psi, Good pump action.
POP @ 1:30 PM 63" SL @ 5 SPM Est 739 BWTR.

Clean out flat tank.RDMOSU.
FINAL REPORT lil

Starting fluid load to be recovered: 724 Starting oil rec to date: 0
Fluid..lost/recovered today: 15 Oil lost/recovered today: 25
Ending fluid to be recovered: 739 Cum oil recovered: 25

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
NC#1 $3,087

KB 10.00' 1 1/2" X 22' Polish rod Graco BOP $145
180 jts 2 7/8 J-55 (5619.63') 1-8',1-6',1-4',1-2'x 3/4" ponies Zubiate hot oller $825

TA 2.80' @ 5629.63' KB 93- 3/4" guided rods RNI trk & wtr disposal $1,300
4 jts 2 7/8 J-55 (127.60') 116- 3/4" plain rods NPC frac tnk(2X 6 dys) $440

SN 1.10' @ 5760.03' KB 14- 3/4" guided rods NPC swb tnk(2X 6 dys) $440
1 jt 2 7/8 J-55 (31.57') 4- 1 1/2" wt bars w/ 3/4" pins NPC trucking $300

NC 0.45' 2- 1 1/2" wt bars w/ 7/8" pins NPC location clean up $600
EOT @ 5793.15' KB 2 1/2" X 1 1/2" X 15' RHAC 1 jt 2 7/8 J-55 tbg $150

"CDI" NPC Supervision $450

DAILY COST: $7,737
Completion supervisor: Orson Barney TOTAL WELL COST:

NEWFIELD
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ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1. Set CIBP @4210'

2. Plug #l Set 100' plug on top of CIBP using 12 sx Class "G" cement

3. Plug #2 150' balance plug using 17 sx Class "G" cement 50' above Trona-Bird's Nest
extending 50' below Mahogany Oil Shale

4. Plug #3 120' balance plug using 14 sx Class "G" cement 60' above Uinta/Green River
and extending 60' below

5. Plug #4 Pump 41 sx Class "G" Cement down 5-1/2" casing to 355'

The approximate cost to plug and abandon this well is $59,344.

Nine Mile
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Nine Mile 16-7-9-16
Spud Date: 3/23/98 Initial Production: 205.5BOPD,
Put on Production: 4/13/01 Proposed P & A 442.1 MCFD, 70 BWPD
GL: 5999' KB: 6009' Wellbore Diagram

SURFACE CASING
CSG SIZE: 8-5/8"

GRADE: J-55

WEIGHT: 24#

LENGTH: 7 jts. (294.6')

DEPTH LANDED @305.10'
TOC @250' .

.
Pump 41 sx Class "G" Cement down 5-1/2" casing to 355'

HOLE SIZE:12-l/4"

CEMENT DATA: 120 sxs Class "G" cmt

PRODUCTION CASING casingShoe@305'
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 141 jts. 5959.62'

DEPTH LANDED @5955.22' 120' balance plug using 14 sx Class "G" cement 60'
HOLE SIZE: 7-7/8" above Uinta/Green River and extending 60' below

CEMENT DATA: 275 sk Prem. Lite II mixed & 450 sxs 50/50 POZ.
(1576'-1696')

CEMENT TOP AT: 250'

150' balance plug using 17 sx Class "G" cement
50' above Trona-Bird's Nest extending 50'
below Mahogany Oil Shale (2950'-3100')

100' (12 sx) Class G Cement plug on top of CIBP

CIBP @4210'

4260-4275'

4313-4327'

4760-4764'

4768-4777'
4780-4784'
4980-4990'

- 4994-5000'

5048-5052'
5146-5164'
5184-5190'

5264-5270'

5308-5328'

5336-5340'

5370-5388'

5430-5450'

5698-5716'

5734-5738'

NEWFIELD
PBTD @5937'

SHOE @5955'
NINE MILE 16-7-9-16

| \ TD @5967'
660' FSL & 660' FEL

SESE Section 7-T9S-Rl6E

Duchesne Co, Utah

API #43-013-31804; Lease #UTU-74390

MS
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FORM 3160-5 UNITED STATES FORM APPROVED
(August 2007) DEPARTMENT OF THE INTERIOR OM o O

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-74390Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unit or CA/Agreement, Name and/or

WESTPOINTUNIT
1. Type of Well

Oil Well Ü Gas Well Other 8. Well Name and No.
2. Name of Operator NINE MILE 16-7-9-16

NEWFIELD PRODUCTION COMPANY 91PI Vell No.
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301331804

Myton, UT 84052 435 646.3721 10. Field and Pool, or Exploratory Area
4. Location ofWell (Footage, Sec., T., R., M., or Survey Description) MONUMENT BUTTE

660 FSL 660 FEL 11. County or Parish, State

SESE Section 7 T9S Rl6E
DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production (Start/Resume) O Water Shut-Off
Notice of Intent O Alter Casing O Fracture Treat Q Reclamation Q Well Integrity
Subsequent Report Casing Repair Q New Construction Q Recomplete O Other

Change Plans O Plug & Abandon Q Temporarily Abandon
Final Abandonment Convert to Injector Q Plug Back O Water Disposal

13. Describe Proposed or Completed Operation: (Clearlystate all pertinent details, including estimated startingdate of any proposed work and approximate duration thereo£ Ifthe
proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion
ofthe involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final
inspection.)

Newfield Production proposes to convert the above mentioned well from a producing oilwell to an injection well.

RECEIVED
JUN29 2009

DIV.0FOIL,GAS&MINING

I hereby certify that the foregoingis true and Title
correct (Printed/ Typed)

Sign
rSunciber ,--- Regu21a20ory9Analyst

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approvedbv Tjtje Date
Conditionsof approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicantholds legal or equitable title to those rights in the subjectlease Office
which would entitle the apolicant to conduct overationsthereon.

Title 18U.S.C.Section 1001and Title43 U.S.C.Section 1212,make it a crime for any person knowinglyand willfully to make to any departmentor agencyofthe United
States any false, fictitious and fraudulentstatements or representations as to anv matter within its iurisdiction

(Instructions on page
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abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unit or CA/Agreement, Name and/or

WESTPOINTUNIT
1. Type of Well

Oil Well Ü Gas Well Other 8. Well Name and No.
2. Name of Operator NINE MILE 16-7-9-16

NEWFIELD PRODUCTION COMPANY 91PI Vell No.
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301331804

Myton, UT 84052 435 646.3721 10. Field and Pool, or Exploratory Area
4. Location ofWell (Footage, Sec., T., R., M., or Survey Description) MONUMENT BUTTE

660 FSL 660 FEL 11. County or Parish, State

SESE Section 7 T9S Rl6E
DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production (Start/Resume) O Water Shut-Off
Notice of Intent O Alter Casing O Fracture Treat Q Reclamation Q Well Integrity

Subsequent Report Casing Repair Q New Construction Q Recomplete O Other
Change Plans O Plug & Abandon Q Temporarily Abandon

Final Abandonment Convert to Injector Q Plug Back O Water Disposal

13. Describe Proposed or Completed Operation: (Clearlystate all pertinent details, including estimated startingdate of any proposed work and approximate duration thereo£ Ifthe
proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion
ofthe involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final
inspection.)

Newfield Production proposes to convert the above mentioned well from a producing oilwell to an injection well.

RECEIVED
JUN29 2009

DIV.0FOIL,GAS&MINING

I hereby certify that the foregoingis true and Title
correct (Printed/ Typed)

Sign
rSunciber ,--- Regu21a20ory9Analyst

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approvedbv Tjtje Date
Conditionsof approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicantholds legal or equitable title to those rights in the subjectlease Office
which would entitle the apolicant to conduct overationsthereon.

Title 18U.S.C.Section 1001and Title43 U.S.C.Section 1212,make it a crime for any person knowinglyand willfully to make to any departmentor agencyofthe United
States any false, fictitious and fraudulentstatements or representations as to anv matter within its iurisdiction

(Instructions on page



BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH
NOTICE OF AGENCY ACTION

CAUSE NO. UTC-353

IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUCTION COMPANY FOR
ADMINISTRATIVE APPROVAL OF CERTAIN WELLS LOCATED IN SECTION 25, TOWNSHIP
8 SOUTH, RANGE 16 EAST; SECTIONS 4, 7, 8, TOWNSHIP 9 SOUTH, RANGE 16 EAST;
DUCHESNE COUNTY, UTAH, AS CLASS II INJECTION WELLS.

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing an
informal adjudicative proceeding to consider the application of Newfield Production Company for
administrative approval of the following wells located in Duchesne County, Utah, for conversion to
Class II injection wells:

Monument Butte NE Unit:
Monurnent Butte Federal 8-25-8-16 well located in SW/4 NE/4, Section 25,Township 8 South, Range 16 East
Monument Butte Federal 12-25-8-16 well located in NW/4 SW/4, Section 25, Township 8 South, Range 16 East
Monument Butte Federal 14-25-8-16 well located in SE/4 SW/4, Section 25, Township 8 South, Range 16 East
South Wells Draw Unit:
South Wells Draw 10-4-9-16 well located in NW/4 SE/4, Section 4, Township 9 South, Range 16 East
South Wells Draw 16-4-9-16 we!I located in SE/4 SE/4, Section 4, Township 9 South, Range 16 East
West Point Unit:
Nine Mile 16-7-9-16 well located in SE/4 SE/4, Section 7, Township 9 South, Range 16 East
West Point 4-8-9-16 well located in NW/4 NW/4, Section 8, Township 9 South, Range 16 East

The proceeding will be conducted in accordance with Utah Admin. R649-10, Administrative
Procedures.

Selected zones in the Green River Formation will be used for water injection. The maximum requested
injection pressures and rates will be determined based on fracture gradient information submitted by
Newfield Production Company.

Any person desiring to object to the application or otherwise intervene in the proceeding, must file a
written protest or notice of intervention with the Division within fifteen days following publication of
this notice. The Division's Presiding Officer for the proceeding is Gil Hunt, Associate Director, at P.O.
Box 145801, Salt Lake City, UT 84114-5801, phone number (801) 538-5340. If such a protest or
notice of intervention is received, a hearing will be scheduled in accordance with the aforementioned
administrative procedural rules. Protestants and/or interveners should be prepared to demonstrate at the
hearing how this matter affects their interests.

Dated this 13th day of August, 2009.

STATE OF UTAH
DIVISION OF OIL, GAS & MINING

Gil Hunt
Associate
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Newfield Production Company

MONUMENT BUTTE FEDERAL 8-25-8-16, MONUMENT BUTTE FEDERAL 12-25-8-16,
MONUMENT BUTTE FEDERAL 14-25-8-16, SOUTH WELLS DRAW 10-4-9-16, SOUTH WELLS

DRAW 16-4-9-16, NINE MILE 16-7-9-16, WEST POINT 4-8-9-16.

Cause No. UIC-353

Publication Notices were sent to the following:

Newfield Production Company Michael Hyde
1001 17th Street, Suite 2000 Duchesne County Planning
Denver, CO 80202 PO Box 317

Duchesne, UT 84021-0317
Uintah Basin Standard
268 South 200 East Bruce Suchomel
Roosevelt, UT 84066 US EPA Region VIII
via e-mail ubs@ubstandard.com MS 8P-W-GW

1595 Wynkoop Street
Salt Lake Tribune Denver, CO 80202-1129
PO Box 45838
Salt Lake City, UT 84145 Newfield Production Company
via e-mail naclegal@,mediaoneutah.com Rt 3 Box 3630

Myton, UT 84052
Vernal Office
Bureau of Land Management SITLA
170 South 500 East 675 East 500 South, Suite 500
Vernal, UT 84078 Salt Lake City, UT
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(08/17/2000)Jean Sweet - Legal Notice Page 1

From: Bonnie <bonnie@ubstandard.com>

To: <jsweet@utah.gov>

Date: 8/14/2009 9:53 AM
Subject: Legal Notice

Jean, A
Notice of Agency Action Cause No. UIC 353 wil‡be published on August
18, 2009.
Thank you,

Bonnie Parrish
Uintah Basin Standard
268 South 200 East
Roosevelt, UT 84066
(435) 722-5131
(435) 722-4140 Fax
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rage 1 01 1

Je'an Sweet - Notice of Agency Action - Newfield various wells UIC 353

From: Jean Sweet
To: ubs@ubstandard.com
Date: 8/13/2009 2:29 PM
Subject: Notice of Agency Action - Newfieldvarious wellsUIC 353
Attachments: 20090813 Newfield various wells UB Standard Notice of Agency Action UIC 353.doc; 20090813 Newfield

various wells UB Standard Notice of Agency ActionUIC353.pdf

Uintah Basin Standard
268 South 200 East
Roosevelt, UT 84066

RE: Notice of Agenev Action - Newfield Production Company Cause No. UIC 353

To whom it may Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice, once only, as soon as possible.
Please notify me via e-mail of the date it will be published. My e-mail address is: jsgeett utAgoy.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet, Executive Secretary
Utah Div. of Oil, Gas & Mining
1594 West Temple
Salt Lake City, UT
801-538-5329
jsweet@utah.gov

file://C:\Documents and Settings\ogmuser\Local Settings\Temp\XPgrpwise\4A842365N...
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August 13, 2009

VIA E-MAIL ubs ubstandard.com

Uintah Basin Standard
268 South 200 East
Roosevelt, UT 84066

RE: Notice of Agency Action - Newfield Production Company Cause No. UIC-353

Gentlemen:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

ean Sweet
Executive Secretary
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VIA E-MAIL ubs ubstandard.com
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Jean Sweet - RE: Notice of Agency Action - Newfield UIC 353

From: "NAC Legal" <naclegal@mediaoneutah.com> b QE
To: "'Jean Sweet'" <jsweet@utah.gov>

Date: 8/13/2009 4:25 PM
Subject: RE: Notice of Agency Action - Newfield UIC 353

Ad #486675 is scheduled to run August 18 and the total charge is $177.50.

Please check the ad in the paper.

Thank you,

Lynn Valdez

MediaOne of Utah,

a Newspaper Agency Company

4770 South 5600 West

West Valley City, Utah 84118

Ph.: 801·-237-2720

Email: naclegal@mediaoneutah.com

From: Jean Sweet [mailto:jsweet@utah.gov]
Sent: Thursday, August 13, 2009 2:33 PM
To: naclegal@mediaoneutah.com
Subject: Noticeof Agency Action - NewfieldUIC353

Salt Lake Tribune
P. O. Box 45838
Salt Lake City, UT 84145
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Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC 353

To whom it may concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice, once only, as
soon as possible. Please notify me via e-mail of the date it will be published. My e-mail address is:
jsweet@utalagov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet, E×ecutive Secretary
Utah Div.of Oil, Gas & Mining
1594 West Temple
Salt Lake City, UT
801-538-5329
isweetout_ah.go_v
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August 13, 2009

VIA E-MAIL naclegal@mediaoneutah.com

Salt Lake Tribune
PO Box 45838
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UIC453 Nine Müs 16159416
wenlocatedikSE/ASËl4,

BEFORE THE DIVI- Section 7, Township 9
County of Duchesne SIONOF0TL, GASAND South. Range 14 East' MIN(NG Weh Pôint 48416
STATEOFUTAH , :DEPAAThiENT OF well located in NWl4

NAÏURAL RESÕURC- NWl4Section 8, Towri-
ES ship.9 South Range 16

STATE UTAH EusM
IN TIIE STEROF Th ediñg ÍH,

I, Craig L. Ashby on oath, say that I am the THEAfglCAÌibNOF be co duct in a r-
NEWFIELD PRODUC- dande Utah Adrum. i

PUBLISHER of the Uintah Basin Standard, a weekly tio CÔ ANY PÖR R 49 tiint frative

newspaper of general circulation, published at Roosevelt, Zo a tai

State and Countyaforesaid, and that a certainnotice, a true
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issue such newspaper for / consecutive issues, and
that the first publication was on the / day of ES r adi foõe

, 20 O , and that the last publication COUNTY, UTAE, AS submitted by Newfield
. .

CLASS H INJECflON Production Gðmpany
of such ' ticewas e 1ssue of such newspaperdatedthe WE LS. Anygrson çIbiting to

/ * THESTAYEOFUTAH 'object to the.application
/ Ö day of / ST, 20 O 7 • TO ALL PËRSONS IN. gr otherivise inÍOfVCDC ÌH
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ABOVE ENŸITLED writtenprötestornoticeof

MATTER. : intervention Witfithe Di-
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that the Division of Oil, following publicationof
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located in SE/4 SWl4, PublishediotheUintah
Section 25, Township 8 BasinStandani August 18,
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0 South WeHs Draw 10-
4-9-16 well located in
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NW/4 SE/4, Section 4,
Township 9 South, Range

6 East
Sou [sD
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WEST VAR.EY CITY, UTAH 84170 CUSTOMER'S
FED.TAX I.D.# 87-0217663 PROOF OF PUBLICAT10N coPY

CUSTOMER NAME AND ADDRESS ACCOUNT NUMBER DATE

DIV OF OIL-GAS & MINING. 9001402352 8/19/2009
1594 W NORTH TEMP #1210
P.O. BOX 145801
SALT LAKE CITY, UT 84114

ACCOUNT NAME

DIV OF OIL-GAS & MlN1NG, .. _ I .
BEFORETHE DIVISION OF Olt, GASAND MINLNG

DEPARTMENTOF NATURALRESOURCES
TELEPHONE ADORDER# / INVOICE NUMBI s1A12 or tyrAn i

NOTICEOF AGENCY ACTJON
CAUSENO. UIC-353

IN THE IwATTEROF THEAPPLICATION OF NEWFIELD PRODUC.8015385340 0000486675 / vios coMPANYFOR ADMINFSTRATIVEAPPROVAL OF CERTAIN
WELLSLOCATEDIN SECTION 25, TOWN5H1P 8 SOUTH, RANGE

all T-.ic.Tvida,7,ó,iù..säilir ravein,kaisée lu|
SCHEDULE DUCHESNECOUNTY, LITAN, AS CLASS II INJECTION I

THE STATE OF LITAH TO ALL PERSONS INTERESTED IN THE

Start 08/18/2009 End 08/18/2009 ABOVEENTlTLEDMATTER.

ofjte is greby van that the Divislen el 011,Gos and Min-

CUST, REF. NO. r"oc ing insŠr "¯È=tin" tŠfoÚÏ
t on Company for administrot e opprovoi of ine following
wells lo¢oted in Duchesne County, Utah. for conversion to I
CFass li in action we]Is-

Monurnent Butte REUnit:
Monument Butte Federot 8-25-8-16 well locoted in SW/M

CAPTION Monument Butte Federal 12-29-2-Swell located in NW/d
SW/4, Section 25, Township 8 South, Range 1 6 East

S d, Section 25, TownshFP8 South, Range 16 East i

BEFORE THE DIVIS10N OF OIL, GAS AND MINI soum?eis°Jo
"1"ö.a.e-la weil raceredin swia seja,

Section 4, Township9 South, Range 16 East

SIZE tion 4, Townshlp 9 Soutti,Range l 6 East !
West Point Unit-
Nine MMe16-7-9-16 well tocated In SE/4 SE/4, Section 7, i
TownshFP9 Govth,Range 16 East

69 Lines 2.00 COLLIMN west Point 4.8-9-16 sen located in sw swis, sectiona,
TownshFP9 South, Range 16 East

TIMES RATE The proceeding will be conducted in accordance with Utah
Admin. R6d9-10, Administrative Procyduret

Selected zones in the Green River Formation wlli be used for
2 wo.., iniection. Tinemasissa. reseested iniestrom ,,essures

and rates «FII be determined based on fracture gradieni in-
formation submitted by Newfield Production Company.

MISC. CHARGES AD CHARGES iAny person desîring to ob[eci to Ble application or otherwise
interie de iri f(14 nrarondinn vraiet GFIp ., i,r ‡‡=n .wpt.art -r pr.Itïceof Fntervention with Ille Divisionwithln fifteen days foi-
lowing publication of this notice. The Division's Presiding OFli, |
cer for the proceedFng is Gil Runt. Associate DFrector, of P.O.
Box 145801, Salt Lake City, VI 84114-5801, phone num- i

I her (flOl1 .53A-5340. If AIirh ti proteit or nonre sí int ruan

TOTAL COST ilon is received, a hearing wlli be scheduled in co:ordance
th the afore ntioned admtilistrative proc.Plural rules,

stritÃAttÏiebiaring how t is rNter affect: 11Al/interÃ¥s.

OC 177.50 Daled this T3th doy of August, 2DI)0.

STATEOF UTAH
DIVIslON OF OIL,GAS& MINING

AFFIDAVIT OF PUBLICATION 03t Men
Associate DFrector

486675 UPAXLP

AS NEWSPAPER AGENCY CORPORATlON LEGAL BOOKER, I CERT1FY THAT THE ATTACHED ADVERTISEMENTOF
BEFORE THE DIVISION OF OIL, GAS AND MINI FOR DlV OF OlL-GAS &
MINlNG, WAS PUBLlSHED BY THE NEWSPAPER AGENCY
CORPORATION, AGENT FOR THE SALT LAKE TRlBUNE AND DESERET NEWS, DAILY NEWSPAPERS PR1NTED 1N THE
ENGLISH LANGUAGEW1THGENERAL ClRCULAT10N [N UTAH, AND PUBLlSHED IN SALT LAKE CITY SALT LAKE COUNTY
IN THE STATE OF UTAH.

Start 08/18/2009 End 08/18/2009

8/19/2009 · W
of Utah

THIS IS NOT A STATEMENT BUT A "PROOF OF PUBLICATlON'
PLEASE PAY FROM BlLLING
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DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Newfield Production Company Well: Nine Mile 16-7-9-16

Location: 7/9S/16E API: 43-013-31804

Ownership Issues: The proposed well is located on BLM land. The well is located in the West
Point Unit. Lands in the one-half mile radius of the well are administered by the BLM. The
Federal Government is the mineral owner within the area of review. Newfield and other various
individuals hold the leases in the unit. Newfield has provided a list of all surface, mineral and
lease holders in the half-mile radius. Newfield is the operator of the West Point Unit. Newfield
has submitted an affidavit stating that all owners and interest owners have been notified of their
intent.

Well Integrity: The proposed well has surface casing set at 305 feet and has a cement top at the
surface. A 5½ inch production casing is set at 5955 feet. Although the cement bond log is
inconclusive, calculations based on the cement reported in the well completion report indicate
adequate bond in this well up to about 2,600 feet (calculated top of "lite" cement). A 2 7/8 inch
tubing with a packer will be set at 4225. Higher perforations will be opened at a later date. A
mechanical integrity test will be run on the well prior to injection. There are 9 producing wells
and 4 injection wells in the area of review. All of the wells have evidence of adequate casing and
cement.

Ground Water Protection: According to Technical Publication No. 92 the base of moderately
saline water is at a depth of approximately 1300 feet. Injection shall be limited to the interval
between 4073 feet and 5937 feet in the Green River Formation. Information submitted by
Newfield indicates that the fracture gradient for the 16-7-9-16 well is 0.76 psi/ft., which was the
lowest reported fracture gradient for the injection zone. The resulting minimum fracture pressure
for the proposed injection interval is 1,813psig. The requested maximum pressure is 1,813 psig.
The anticipated average injection pressure is l100 psig. Injection at this pressure should not
initiate any new fractures or propagate existing fractures in the adjacent confining intervals. Any
ground water present should be adequately
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Nine Mile 16-7-9-16
page 2

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved the
West Point Unit on May 14, 1998. Correlative rights issues were addressed at this time. Previous
reviews in this area indicate that other mineral resources in the area have been protected or are
not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review
process.

Reviewer(s): Mark Reinbold Date
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAELR. STYLER

JON M. HUNTSMAN, JR. Executive Director
Governor Division of Oil, Gas and Mining

GARY R. HERBERT JOHN R. BAZA
Lieutenant Govemor Division Director

August 25, 2009

Newfield Production Company
1001 Seventeenth Street, Suite 2000
Denver, Colorado 80202

Subject: West Point Unit Well: Nine Mile 16-7-9-16,Section 7, Township 9 South, Range 16 East,
SLBM, Duchesne County, Utah

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the
"Division") issues its administrative approval for conversion of the referenced well to a Class II injection
well. Accordingly, the following stipulations shall apply for full compliance with this approval:

1. Compliance with all applicable requirements for the operation, maintenance and
reporting for Underground Injection Control ("UIC") Class II injection wells pursuant
to Utah Admin. Code R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application
submitted by Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing injection.

4. Pressure shall be monitored between the surface casing and the production casing on a
regular basis. Any pressure changes observed shall be reported to the Division
immediately.

A final approval to commence injection will be issued upon satisfactory completion of the
listed stipulations. If you have any questions regarding this approval or the necessary requirements,
please contact MarkReinbold at 801-538-5333 or Brad Hill at 801-538-5315,

Sincerely,

Gil Hunt
Associate Director

GLH/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
UTAHDuchesne County

Newfield Production Company, Myton
Well File

N:\0&G Reviewed Docs\ChronFile\UIC\Newfield\WestPoint Unit
1594 West North Temple, Suite 1210, PO Box 145801, SaltLake City, UT 84114-5801
telephone(801) 538-5340 •facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATlON AND SERIAL NUMBER:DIVISION OF OIL, GAS AND MINING USA UTU-74390

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRfBENAME:

7. UNIT or CA AGREEMENT NAMEDonot use this formfor proposalsto drill new wells,significantlydeepenexistingwells belowcurrentbottom-holedepth,reenter plugged
wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL fonn for such proposals. GMBU

1. TYPE OF WELL: 8. WELLNAME and NUMBER:
OIL WELL GAS WELL OTHER NINE MILE 16-7-9-16

2. NAME OF OPERATOR: 9. APÏ NUMBER;

NEWFIELD PRODUCTION COMPANY 4301331804
3. ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 clTY Myton STATE UT ZIP 84052 435.646.3721 GREATER MB UNIT
4. LOCATION OF WELL:

FOOTAGES AT SURFACE: 660 FSL 660 FEL COUNTY: DUCHESNE

OTR/OTR, SECTION, TOWNSHIP, RANGE. MERIDIAN: SESE, 7, T9S, R16E STATE: UT

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submitin Duplicale) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximatedate work will CASINGREPAIR NEW CONSTRUCTION TEMPORAR[TLY ABANDON

O CHANGE TO PREVIOUSPLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGE TUBING O PLUGAND ABANDON O VENT OR FLAIR

S SUBSEOUENT REPORT CHANGE WELL NAME PLUGBACK WATER DISPOSAL
(SubmitOriginalForm Only) --

jX CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF
Dateof WorkCompletion: O COMMINGLE PRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER; -

08/12/2010 CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oilwell to an injection well on 08/09/2010.
On 08/11/2010 Dennis Ingram with the State of Utah DOGMwas contacted concerning the initialMITon the above listed well.
Permission was given at that timeto perform the test on 08/11/2010. On 08/12/2010 the casing was pressured up to 1660 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test. The tubingpressure was 0 psig during the
test. There was not a State representative available to witness the test.

API# 43-013-31804

NAME (PLEASEPRENT) Lucy Chavez-Naupoto TITLE Administrative Assistant

SIGNATURE « † . DATE 08/16/2010

(This space for State use only)

RECEIVED
AUS19 2010

DIV.0FOlt,,gg &
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FORM 3160-5 UNITED STATES FORM APPROVED

(August 2007) DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICESAND REPORTS ON WELLS USA UTU-74390
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Acidize O Deepen Q Production (Start/Resume) Water Shut-Off
Notice of Intent
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Change Plans O Plug & Abandon Q Temporarily Abandon Change Status

Final Abandonment Convert to Injector Q Plug Back Q Water Disposal
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correct (Printed/ Typed)
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HIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approyedhy... ...... Title D
Conditions of approval, ifany, are attached. Approval ofthis notice does not warrant or
certify that theapplicantholds legal or equitable title to those rights in the subjectlease Office
which would entitle the aoplicant to conductoperationsthereon.

Title 18 U.S.C.Section 1001and Title 43 U.S.C.Section 1212,make it a crime forany person knowinglyand willfully to make to any departmentor agencyofthe United
States anv false ficaitiousand fraudulentstatements or representationsas to anv matterwithin its inrisdiction

AU6i 9 2010
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Mechanical Integrity Test
Casiing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date 8 / la lamo Time 9 '.C Opm
Test Conducted by: Ogsag 84,;,,,
Others Present:

. API No: m-me-sWell Location. se¡se s«..9.·rsa-e.w.e

_Time Casing Pressure

0 min psig
5' Q psig

10 . | (pÇ() psig
15 140.0 psig
20 ( (,GO psig
25 ( (g{p psig
30 min g (o.Û PSI9
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: psig

Result: Fali

Signature of Witness:
Signature of Person Conducting
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Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry

NINE MILE 16-7-9-16
6/1/2010To 10/30/2010

8/6/2010 Day: 1 Conversion

Nabors #809 on 8/6/2010 - MIRUSU. LD rod string & pump. - MIRU Nabors rig #809. RU HO
trk to annulus & pump 60 BW @ 250°F. RU pumping unit & unseat rod pump. Flush tbg & rods
W/ 40 BW @ 250°F. Re-seat pump, soft joint rod string & strip off flow-T. Fill tbg W/ 8 BW.
Pressure test tbg to 3000 psi. Retrieve rod string & unseat pump. TOH & LD rod string and
pump. Re-flushed rods twice more on TOH W 30 add'l BW. SIFN.
Daily Cost: $0
Cumulative Cost: ($49,687)

8/9/2010 Day: 2 Conversion

Nabors #809 on 8/9/2010 - TOH W/ production tbg. TIH W/ packer & test injection string. -

RU HO trk to tbg & flush W/ 40 BW @ 250°F. ND wellhead & release TA @ 5630'. NU BOP.
TOH & talley production tbg. Break each connection, clean & inspect pins and apply Liquid O-
ring to pins. LD btm 49 jts & BHA. MU & TIH W/ new Weatherford 5 1/2" Arrowset 1-X packer
(W/ wicker slips & W.L. re-entry guide), new 2 7/8 SN and 136 jts 2 7/8 8rd 6.5# >55 tbg.
Re-torque each connection on TIH. RU HO trk & pump 10 bbis pad. Drop standing valve &
pump to SN. Pressure test tbg to 3000 psi. Bled air & re-bumped pressure several times. Re-
pressure tbg to 3000 psi & SIFN.
Daily Cost: $0
Cumulative Cost: ($42,980)

8/10/2010 Day: 3 Conversion

Nabors #809 on 8/10/2010 - Confirmed tbg test. Set & test packer. RDMOSU. - SITP @ 1900
psL Bleed gas off tbg. RU HO trk & re-pressure to 3000 psi. Final test held solid for 30
minutes. Retrieve standing valve W/ overshot on sandline. ND BOP & land tbg on flange. Mi×
15 gais Multi-Chem C-6031 & 5 gals B-8850 in 70 bbis fresh water. Pump dn annulus @ 90°F,
PU on tbg & set pkr W/ SN @ 4239', CE @ 4244' & EOT @ 4248'. Land tbg W/ 15,000#
tension. NU wellhead. Pressure test annulus & pkr to 1500 psi. Holds solid for 1 hour.
RDMOSU. - Perform MIT. Run Vaughn Energy Services & run gyro survey.
Daily Cost: $0
Cumulative Cost: ($38,923)

8/13/2010 Day: 4 Conversion

Rigless on 8/13/2010 - Conversion MIT - On 8/11/2010 Dennis Ingram with the State of Utah
DOGM was contacted concerning the Conversion MIT on the above listed well (Nine Mile 16-7-
9-16). Permission was given at that time to perform the test on 8/11/2010. On 8/12/2010 the
csg was pressured up to 1660 psig and charted for 30 minutes with no pressure loss. The well
was not injecting during the test . The tbg pressure was O psig during the test. There was not
a State representative available to witness the test. API # 43-013-31804 Finalized
Daily Cost: $0
Cumulative Cost: ($13,603)

http://www.inewfield.com/denver/SumActRpt.asp?RC=153153&API=4301331804&Min...
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trk to annulus & pump 60 BW @ 250°F. RU pumping unit & unseat rod pump. Flush tbg & rods
W/ 40 BW @ 250°F. Re-seat pump, soft joint rod string & strip off flow-T. Fill tbg W/ 8 BW.
Pressure test tbg to 3000 psi. Retrieve rod string & unseat pump. TOH & LD rod string and
pump. Re-flushed rods twice more on TOH W 30 add'l BW. SIFN.
Daily Cost: $0
Cumulative Cost: ($49,687)

8/9/2010 Day: 2 Conversion

Nabors #809 on 8/9/2010 - TOH W/ production tbg. TIH W/ packer & test injection string. -

RU HO trk to tbg & flush W/ 40 BW @ 250°F. ND wellhead & release TA @ 5630'. NU BOP.
TOH & talley production tbg. Break each connection, clean & inspect pins and apply Liquid O-
ring to pins. LD btm 49 jts & BHA. MU & TIH W/ new Weatherford 5 1/2" Arrowset 1-X packer
(W/ wicker slips & W.L. re-entry guide), new 2 7/8 SN and 136 jts 2 7/8 8rd 6.5# >55 tbg.
Re-torque each connection on TIH. RU HO trk & pump 10 bbis pad. Drop standing valve &
pump to SN. Pressure test tbg to 3000 psi. Bled air & re-bumped pressure several times. Re-
pressure tbg to 3000 psi & SIFN.
Daily Cost: $0
Cumulative Cost: ($42,980)

8/10/2010 Day: 3 Conversion

Nabors #809 on 8/10/2010 - Confirmed tbg test. Set & test packer. RDMOSU. - SITP @ 1900
psL Bleed gas off tbg. RU HO trk & re-pressure to 3000 psi. Final test held solid for 30
minutes. Retrieve standing valve W/ overshot on sandline. ND BOP & land tbg on flange. Mi×
15 gais Multi-Chem C-6031 & 5 gals B-8850 in 70 bbis fresh water. Pump dn annulus @ 90°F,
PU on tbg & set pkr W/ SN @ 4239', CE @ 4244' & EOT @ 4248'. Land tbg W/ 15,000#
tension. NU wellhead. Pressure test annulus & pkr to 1500 psi. Holds solid for 1 hour.
RDMOSU. - Perform MIT. Run Vaughn Energy Services & run gyro survey.
Daily Cost: $0
Cumulative Cost: ($38,923)

8/13/2010 Day: 4 Conversion

Rigless on 8/13/2010 - Conversion MIT - On 8/11/2010 Dennis Ingram with the State of Utah
DOGM was contacted concerning the Conversion MIT on the above listed well (Nine Mile 16-7-
9-16). Permission was given at that time to perform the test on 8/11/2010. On 8/12/2010 the
csg was pressured up to 1660 psig and charted for 30 minutes with no pressure loss. The well
was not injecting during the test . The tbg pressure was O psig during the test. There was not
a State representative available to witness the test. API # 43-013-31804 Finalized
Daily Cost: $0
Cumulative Cost: ($13,603)
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Stat of Utah
DEPART ENT OF NATURAL RESOURCES

MICHA L R. STYLER
GARY R. HERBERT Executive Director

Governor Division o Oil, Gas and Mining
GREGORY S. BELL JOH R. BAZA
Lieutenant Governor Division Director

UNDERSROUND INJECTION CONTROL PERMIT

Cause No. UIC-353

Operator: Newfield Production Company

Well: Nine Mile 16-7-9-16

Location: Section 7, Township 9 South, Range 16 East

County: Duchesne

API No.: 43-013-31804

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on August 25, 2009.

2. Maximum Allowable Injection Pressure: 1,813 psig .

3. Maximum Allowable Injection Rate: (restricted bypressure limitation)

4. Injection Interval: Green River Formation (4,073' - 5,937')

5. Any subsequent wells drilled within a ½ mile radius of this well shall have
production casing cement brought up to or above the top of the unitized interval
for the Greater Monument Butte Unit.

Approved by: ad g/pg/pe
Clinton Dworshak Date
Acting Associate Director

CLD/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
EricSundberg, Newfield Production Company, Denver
Newfield Production Company, Myton

UTAHDu eFsneCoun"
DNR

N:\O&G Reviewed Does\ChronFile\UIC\Newfield

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile(801)359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASEDESIGNATIONAND SERIALNUMBER:DIVISION OF OIL, GAS AND MINING USA UTU-74390

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENT NAMEDo not use this fonn for proposals to drill new wells, significantlydeepen existing wells below current bottom-holedepth, reenter plugged
wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. GMBU

l TYPE OF WELL:

OIL WELL GAS WELL Ü OTHER N ML 6 6

2 NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301331804
3 ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 crry Myton STATE UT ziP 84052 435.646.3721 GREATER MB UNIT
OCATIONOF WELL:

FOOTAGES AT SURFACE: 660 FSL 660 FEL cOUNTY: DUCHESNE

OTR/OTR.SECTION.TOWNSHIP.RANGE.MERIDIAN: SESE, 7, T9S, R16E STATE: UT

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING O FRACTURE TREAT SIDETRACKTO REPAIRWELL

Approximate date work wil¡ CASINGREPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

09/13/2010 CHANGETO PREVIOUSPLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGETUBING PLUGAND ABANDON O VENT OR FLAIR

SUBSEOUENT REPORT CHANGEWELL NAME PLUGBACK WATER DISPOSAL
(Submit OriginalForm Only)

CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF
Date of Work Conypletion: O COMMINGLEPRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER: - Put on Injection

CONVERTWELL TYPE RECOMPLETE - DIFFERENTFORMATION

2 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details includingdates, depths, volumes, etc.

The above reference well was put on injection at 3:30 PM on 09-13-2010.

AME (PLEASE Lucy C e aupoto TDATLEAdminiStra0tive Assistant

(This space for State use only)

RECEIVED
SEP2O2010

DIV.OFOIL,GAS&
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RECEIVED: Jul. 14, 2015

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74390 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 NINE MILE 16-7-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013318040000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0660 FSL 0660 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 07 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

7 /10 /2015

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  5 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 On 07/06/2015 Richard Powell with the State of Utah DOGM was
contacted concerning the 5 Year MIT on the above listed well. On

07/10/2015 the casing was pressured up to 1036 psig and charted for
30 minutes with no pressure loss. The well was not injecting during the
test. The tubing pressure was 1471 psig during the test. There was a

State representative available to witness the test - Mark Jones.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 7 /14 /2015

July 14, 2015

Sundry Number: 64804 API Well Number: 43013318040000Sundry Number: 64804 API Well Number: 43013318040000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74390

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well NINE MILE 16-7-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013318040000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0660 FSL 0660 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESE Section: 07 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

7/10/2015
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: 5YRMIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 07/06/2015 Richard Powell with the State of Utah DOGM was Accepted by the
contacted concerning the 5 Year MIT on the above listed well. On Utah Division of

07/10/2015 the casing was pressured up to 1036 psig and charted for Oil, Gas and Mining

30 minutes with no pressure loss. The well was not injecting during the FOR RECORD ONLY
test. The tubing pressure was 1471 psig during the test. There was a July 14, 2015

State representative available to witness the test - Mark Jones.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 7/14/2015
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FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well NINE MILE 16-7-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013318040000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0660 FSL 0660 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESE Section: 07 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

7/10/2015
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: 5YRMIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 07/06/2015 Richard Powell with the State of Utah DOGM was Accepted by the
contacted concerning the 5 Year MIT on the above listed well. On Utah Division of

07/10/2015 the casing was pressured up to 1036 psig and charted for Oil, Gas and Mining

30 minutes with no pressure loss. The well was not injecting during the FOR RECORD ONLY
test. The tubing pressure was 1471 psig during the test. There was a July 14, 2015

State representative available to witness the test - Mark Jones.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 7/14/2015

RECEIVED: Jul. 14,

Sundry Number: 64804 API Well Number: 43013318040000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74390

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well NINE MILE 16-7-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013318040000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0660 FSL 0660 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESE Section: 07 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

7/10/2015
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: 5YRMIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 07/06/2015 Richard Powell with the State of Utah DOGM was Accepted by the
contacted concerning the 5 Year MIT on the above listed well. On Utah Division of

07/10/2015 the casing was pressured up to 1036 psig and charted for Oil, Gas and Mining

30 minutes with no pressure loss. The well was not injecting during the FOR RECORD ONLY
test. The tubing pressure was 1471 psig during the test. There was a July 14, 2015

State representative available to witness the test - Mark Jones.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 7/14/2015

RECEIVED: Jul. 14,



RECEIVED: Jul. 14, 2015

Sundry Number: 64804 API Well Number: 43013318040000Sundry Number: 64804 API Well Number: 43013318040000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: /M 'Tom Date 7 i gi y Time 2:/L a
Test Conducted by: /Mk Ás / 1
Others Present: 'Terg la

Well: /14,w-> Feb / 4 -7- 63 - /GV Field: (V\enum# Bok
Well Location: £5/1/5 Sec. 7, 'PAS, /ilc API No: VJ- O/3-3&d4

Tjme_ Casing Pressure

0 min /03/.L pg¡g
5 lo30 O psig

10 (030 & psig
15 10 Ÿ psig
20 ¡O3L 2 psig
25 loif. C psig
30 min psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: 17I psig

Result: Fail

Signature of Witness:
Signature of Person Conducting

Sundry Number: 64804 API Well Number: 43013318040000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: /M 'Tom Date 7 i gi y Time 2:/L a
Test Conducted by: /Mk Ás / 1
Others Present: 'Terg la

Well: /14,w-> Feb / 4 -7- 63 - /GV Field: (V\enum# Bok
Well Location: £5/1/5 Sec. 7, 'PAS, /ilc API No: VJ- O/3-3&d4

Tjme_ Casing Pressure

0 min /03/.L pg¡g
5 lo30 O psig

10 (030 & psig
15 10 Ÿ psig
20 ¡O3L 2 psig
25 loif. C psig
30 min psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: 17I psig

Result: Fail

Signature of Witness:
Signature of Person Conducting

Sundry Number: 64804 API Well Number: 43013318040000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: /M 'Tom Date 7 i gi y Time 2:/L a
Test Conducted by: /Mk Ás / 1
Others Present: 'Terg la

Well: /14,w-> Feb / 4 -7- 63 - /GV Field: (V\enum# Bok
Well Location: £5/1/5 Sec. 7, 'PAS, /ilc API No: VJ- O/3-3&d4

Tjme_ Casing Pressure

0 min /03/.L pg¡g
5 lo30 O psig

10 (030 & psig
15 10 Ÿ psig
20 ¡O3L 2 psig
25 loif. C psig
30 min psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: 17I psig

Result: Fail

Signature of Witness:
Signature of Person Conducting



RECEIVED: Jul. 14, 2015

Sundry Number: 64804 API Well Number: 43013318040000
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Spud !Jale: .1 2.1 YR 

PUI lin I'mdu~l il)n : -I 1.1 (J I 

ca .: 5y<)<j' KO: 6009 ' 

SURFACE CASING 

esc SIZE: ~·5 ~ .• 

tiRADE: J.;; 

WEICiHT: :!-' :J. 

LE!'<GJ II: 7 jts. Il94.6·' 

D"I'TIII.A!'<DED '" .lOS . 10 ' 

1I0LF.SIZE: Il·I r 
CEMI!Nl 1),\ TA: I:!O ns Class ·'ct .. cmt 

PRODUCTION CASING 

("so SIZE: S· I ! " 

GRADE: )·55 

\,'EIG ln: 155" 

l.r::,:v'TlI: 14 1 jts. 59;'1.6! ' 

DEPTH u\:\DED II 595S .:!:!' 

HOLE SIZE: 7·7 S" 

CEMENT DATA: 275 sk Prell!. Lite (( mixt.'ti &-150 s"<s 50 50 POZ. 

CEMf,:-IT TOP AT: !;O' 

TUBING 

SIZE GRAUE WT.: !.1 S·' J·55 6.5" 

r-IO. OF JOI;l:TS: 136 jts H!l9. q 

SEA TIM, ·IPPI.E: !· S" (1.10" 

S:': IA;l:DED AT: 1! .19.4 ' KI.! 

TUTAJ.STRlr-IG LE:-IGTII: EOT '" 4!4S ' 

:\(:\[ :\111.[ 16-7-9-16 

660' FSI. &. 660' rEI. 

SESE Sed ion 7-T9S-RI6E 

Duchesne Co. UI"h 

Al' l li-l.l·nl.l .. 1IMIJ.I: I e"se IIUTU-7-l.\'Jll 

Nine Mile 16-7-9-16 

Injl'ctioll Wcllborc 
Diagram 

:,. l:: 
~§ 
L . 

i 
S - -
;t 

Packer (I ·t!4-1 · 

EDT II 4!4S' 

'== 4:!60-4:!7S ' 

:t 4.1 1.1-1.1!7· 

~ ~760-I16r 

-

'-

j76S-I711' 

4780-178j ' 

4980-1990' 

4'194·5000' 

5W8·505! · 

Sljb-Sl6j ' 

SI8 .... 519O· 

S:!6+.5nO· 

5.108-B!S· 

SJJ()"S.140· 

5370-S.188· 

5430-54SU ' 

56'18·5116' 

05 "11-'·51.'8 ' 

I'U I'U cI 59.' • 

SHOE (I ~1)55' 

lO CI' SI)b . 

FRACJOB 

~ ~ 0 1 S.l 0'-5j50' 

I( IUW -I~bO-4:!75 ' 

OS 1006 

080'> 10 

08 I! 10 

In itial Produclion: 205 .5BOPD, 
-142.1 MeFD, 70 BWPD 

Frat CP sands MS (olaows: Froc \\ llh I)I.U~O " 

:!O·W S..1IlU in 67 " bbls Vikin~ 1·:!5 fluid. 
"ert"s brt,ke u('Iwn tI ~ I:!b psi. Treat\,.'<1 tr <1\ g 
prt."SS of I 00 psi \\' il\ '£, rate of 11)J BP~1. 

ISIP 1850 psi. 

Frac LOC sand ali fOUO""5: Fr4L' \\ illt 
161.000. ~o 40 sml<l in 1046 bbls Vikin~ I·!; 
fluid. TrcalC\! a a\'~ press or::! '7oo psi \\ a\g 
r"'ecR.7 RP)'1.. ISIP .1()<)0 psi. 

Fnlc A. 3/LDC sands as follo"5: t-'rac 
\\ I "O.400~ :!O .. 0 sand in 1):!5 bbls Vikin~ 1-
:!5 fluid. ('errs broke down 1(1 J 121 psi. 
Treated (/ a\·g press of 2530 psi W D\S rate of 
.1 I IlPM. ISIP ~;,O psi. 

fmc ,\ sands 11:5 follows: frac with 1 .'0.~40;t 

:!O"O sand in 85:! bbls Vildng 1-:!5 flu id. Perfs 
hi' kc dowrHll 27()(} psi. To."8led lll a\~ p«z 
0[2050 psi \\. a\'o!; ratcor~OJ SI' M. ISIP 
1950 psi. 

. ' rac B sand as follows: Fmc with Q" .8001l 
:!O ",0 sand in 6",S bbls Viking 1-25 fluid. Peri's 
hroke t!U\\TI II ~j{)(} psi. Tr~rued If I ;tV!; press 
of:!U50 psi w "'!; rale :!7 .. ' lJI)~1.. IS{P 1020 
psi. 

frac 0 sands as follo",'s: f rac \\ jth S ~.8"'OIJ 

:!O . .0 ~nJ i ll 5 .... bhls Viking 1":!5 flu id. 
I'l.rl." bruke down II :!5M I psi. Tn.'.1.h,.'d tI a\ g 
pn:ss (\[ IRt)() psi \\ a\l! r.Ue of:!Q . .! np~1. 
ISIP !010 psi. 

Tubing teak. Update rod and tuhing ,ktaiI5'o. 

l'u Al p clH'"ge. Updat~ rod and tuhing oc1nils. 

Fnar (;86 5a'ld~:u: rollons: 15 •. 117/1 ~O .w 
somd in 3 1 S bbls Lightning 1'1 [rae Ouid. 
Treated (/ a\S pn.'S."i of :! 125 psi \\' a,'J; mlc,, [ 
15 BI'~1. ISI~ 1 8~0 psi. Calc. flush: 4.1 II 
sal". A ..... llIal nush: ~ IU2 gals. 

.' rae en.. sands as follo"s: 6:!.560JI 10 40 
S.lnd in " . .0 bbls l.ighlning 17 mIL' nuid. 
Trcalt ... "Ci I I 3vg press of::!:!97 psi w ,I\g mtcaf 
25 np~1. ISIP 1.310 psi. ("ale . nush: ~~58 
gals. Actual flush . 404tJ gals. 

Pump Change, Update rod and tubing details. 

Convert to injection well 

MIT <:omplcled - lbg delail updnl,-d 

PERFORATION RECORD 

4 J 01 573j ··57.lS· 4)5 1'1' 16 hok'S 
4 J 0 1 56IJK ··5716· 4JSPF '7.! hok:s 
4401 54.10' ·5450' 4 JSPF ~O hok'S 

4101 5J7Q"·5 '~8· 4 JSPF nhok.-s 
4 S 01 5.1)6'·5> 4U· 1 JSPF 16 hok:s 
4 ; 0 1 5.10S ·-S .1!~ · 4 JS I'~ 80 hok-s 
4 501 5 ~fi "' ·5:!70· 4 JSI'F ~.J hoks 
4601 SI Sr ·5 1'10· 4 JSPF ~1 hok.'S 
4 60 1 5 1~b · ·5Ib4' 4 JSPI' 7:! Ik'k.'5 
HOI S()..tS',,505:! ' 4JSPF 16 hol<s 
4 '10 1 ·-N1J .. ··5000· 4 JS I'~ 14 huk>s 
4 '10 1 4980··4QQO· 4 JSPI' "Ohufl-s 
4 '}Ol 4 80-·1784 ' 4 JS PF I t> hoks 
4'10 1 H6S· .4'7 . j JSPF -'(1 h\,le. 
·1 ~ 0 1 ,17111) ' ,,·H6.J' I JS I'F It> h,)les 
II .) 04 4.\ 1.\ ··4~ :! 7" c JSI'F : S h~lk"S 
11 I II O.t .. C()O·· .. -C 5' 1 JSI'F .\0 )hlk'S 

1.(.'N I))\, ' ''· : 1I 

sosio,,, ,, Nine Mile 16-7-9-16
Put on Production:4 13 01 Initial Proiluction: 205.5BOPD,

01.: 5999' KB: 6009. InjectionWellbore 442.1 MCFD, 70 BWPD
Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5 8 4 3 01 5648-5738 Frac CP sands as follows: Frac auth 91.020"

GRADE: 1-55 20 40 sand in 674 bbis Viking 1-25 iluid.
Perfs brokedown n 2126 psi. Treated a arg

WEIGH T 24= press of 1100 psi n any rate of 24 3 BPM.
LENGTH:'ils.(294.6') ISIPIS50psi.

DEPTil 1.ANDED « 305.10' 4 4 01 5370 -5450 Frac LDC sand as follows: Frac with
ItX' a 250' . 161.000 20 40 sand in 1040 bbis Viking I-25

IIOLF SIZE:12.1 4 fluid. Treated d avg press of2700 psi n arg

CEMENT DATA: 120 sxs Class "G" cnx rate28.7BPM.. ISIP 3090psi.

1 5 01 5264-5340 Frac A-3/LDC sands as follows: Frac
w 140.400¤ 20 40 sand in 925 bbis Viking I-

- • 25 fluid. Perfs brokedown w 3121psi.
Treated a avg press of2550 psi w arg rateof

PRODUCTION CASING 31 BPM. IslP 2530 psi.

CSG SIZE: 5-I 2" 4 6 01 5146-5190 Frac A sands as follows: Fracwith 130.440#

GRADE:5-55 20 40 sand in 852 bbis Viking 1-25 fluid Perfs
broke down a 27fklpai Treaied tr avg press

«Elom 155 of2050psirvavgrateof30.3BPM. ISIP

l.ENGTil 141 jts.5959.62, 1950 psi.

DEPTH LANDED a 5955.22. 4 9 01 4480-5052 Frac B sand as follows: Frac with 94,800¤
20 40 sand in 648 bbis Viking I-25 fluid. Perfs

HOLE SIZE: 7-7 8 brokedown a 25th)psi. Treated u arg press

CEMENT DATA: 275 sk Prem Lite il mixed & 450 sus 50 50 POZ
of2050 psi w arg rate27.3 BPM . ISIP 2020
psi

CEMENT TOPAT: 250' 4 10 01 4"6tW4784 Frac D sands as follows: Frac raith 32.840¤
20 10sand in 544 bbis Viking I-25 fluid.
Perfs broke doiva a 2581psi. Treated a aug
press of 1800psi n ary tale af!9 2 BPM.
ISIP2010psi

TUBING 2 10 02 Tubing lesk. L'pdate rod and tubing details.

SIZE GRADE WT.: 2-7 3" J-55 6.5
I 22 04 Pump citange. Update rod and tubing details.

NO. OF JOINTS: 136 jts (4229 l')
I I 10 04 4313-1327 Frac GB6 sands as follows: 25.477r 20 40

sand in 318 bbl9 Lightning17 frac Guid.
SEAIINGNIPPI£:2-23"(1.10') Treatedansgprcssof2125psittavgrateof

SN IANDED AT:1239.4 KB
I M IP 80 psi C .flush: 4311

CE w 4243.T Packer a 4244 I l 10 i 4260-4275 Frac GB4 sands as follows:62.5604 20 40
TOTAL STRING LENGTit: EUI a 4248 EOT a 4248 sand in 443 bbis I.ightning l7 Rue fluid.

Treated n ar g press of 2297 psi w arg rate of
42604275. 25 BP.\t ISEP 23\0 psi. Calc tlush: 4258

gais. Actual Ilush 4Œl9 gals

08 10 06 Pump Change. L pdate rod and tubing details
4700-476¥
4768-4777. 08 04 10 Convert to injection well

4780-4784. 08 12 10 MIT Completed - tby detail updated

4980W990

4444-5000
5083-5052
5146-5164
5184-5190

5264-5270

5336-5340

5370-5333

5430-5450 PERFORATION RECORD
4 3 01 573¥-5738 4 JSPF 16 holes
4 3 01 5648 -5716 4 JSPF 72 holes

5098-5716 4 4 01 $430 -5450 4 JSPF 80holes
5734-5738- 4 4 01 5370 -5388 4 JSPF 72 holes

4501 5336-5340 4JSPF 16holes
4 5 0] 5303 -5328 4 JSPF 80holes
4 5 01 5260-5270 4 JSPF 24 holes
4601 5184-5190 4JSPF 24holes
4601 5146-5164 4JSPF 72holes

4901 5048-5052 4]SPF 16holesNEWF I E LD a g o, assy.soog 4;spy 24 i,44,
PBI D a 593" gg g, 4944.-4990 4 ]SPF 40 holes

- SHOE a 5955. -l 9 01 1"SG -4784 4 JSPF 16holes
NINE MILE I6-7-9-16 1901 J'os a, 4]SPF 36holes

/ \ 1D « 5¾' 1901 1760 -4"bl 4]SPE In holes
660' FSI. & 660' FEL I I e 04 1317-4327 2 JSPF 28 holes

SESE Seelion7-T9S-RI6If
II totN 1260 42's 2JSPF 30holes

Duchesne Co. Utah

API 443-013-31804: I case UTU-7439tl

l.muclh

sosio,,, ,, Nine Mile 16-7-9-16
Put on Production:4 13 01 Initial Proiluction: 205.5BOPD,

01.: 5999' KB: 6009. InjectionWellbore 442.1 MCFD, 70 BWPD
Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5 8 4 3 01 5648-5738 Frac CP sands as follows: Frac auth 91.020"

GRADE: 1-55 20 40 sand in 674 bbis Viking 1-25 iluid.
Perfs brokedown n 2126 psi. Treated a arg

WEIGH T 24= press of 1100 psi n any rate of 24 3 BPM.
LENGTH:'ils.(294.6') ISIPIS50psi.

DEPTil 1.ANDED « 305.10' 4 4 01 5370 -5450 Frac LDC sand as follows: Frac with
ItX' a 250' . 161.000 20 40 sand in 1040 bbis Viking I-25

IIOLF SIZE:12.1 4 fluid. Treated d avg press of2700 psi n arg

CEMENT DATA: 120 sxs Class "G" cnx rate28.7BPM.. ISIP 3090psi.

1 5 01 5264-5340 Frac A-3/LDC sands as follows: Frac
w 140.400¤ 20 40 sand in 925 bbis Viking I-

- • 25 fluid. Perfs brokedown w 3121psi.
Treated a avg press of2550 psi w arg rateof

PRODUCTION CASING 31 BPM. IslP 2530 psi.

CSG SIZE: 5-I 2" 4 6 01 5146-5190 Frac A sands as follows: Fracwith 130.440#

GRADE:5-55 20 40 sand in 852 bbis Viking 1-25 fluid Perfs
broke down a 27fklpai Treaied tr avg press

«Elom 155 of2050psirvavgrateof30.3BPM. ISIP

l.ENGTil 141 jts.5959.62, 1950 psi.

DEPTH LANDED a 5955.22. 4 9 01 4480-5052 Frac B sand as follows: Frac with 94,800¤
20 40 sand in 648 bbis Viking I-25 fluid. Perfs

HOLE SIZE: 7-7 8 brokedown a 25th)psi. Treated u arg press

CEMENT DATA: 275 sk Prem Lite il mixed & 450 sus 50 50 POZ
of2050 psi w arg rate27.3 BPM . ISIP 2020
psi

CEMENT TOPAT: 250' 4 10 01 4"6tW4784 Frac D sands as follows: Frac raith 32.840¤
20 10sand in 544 bbis Viking I-25 fluid.
Perfs broke doiva a 2581psi. Treated a aug
press of 1800psi n ary tale af!9 2 BPM.
ISIP2010psi

TUBING 2 10 02 Tubing lesk. L'pdate rod and tubing details.

SIZE GRADE WT.: 2-7 3" J-55 6.5
I 22 04 Pump citange. Update rod and tubing details.

NO. OF JOINTS: 136 jts (4229 l')
I I 10 04 4313-1327 Frac GB6 sands as follows: 25.477r 20 40

sand in 318 bbl9 Lightning17 frac Guid.
SEAIINGNIPPI£:2-23"(1.10') Treatedansgprcssof2125psittavgrateof

SN IANDED AT:1239.4 KB
I M IP 80 psi C .flush: 4311

CE w 4243.T Packer a 4244 I l 10 i 4260-4275 Frac GB4 sands as follows:62.5604 20 40
TOTAL STRING LENGTit: EUI a 4248 EOT a 4248 sand in 443 bbis I.ightning l7 Rue fluid.

Treated n ar g press of 2297 psi w arg rate of
42604275. 25 BP.\t ISEP 23\0 psi. Calc tlush: 4258

gais. Actual Ilush 4Œl9 gals

08 10 06 Pump Change. L pdate rod and tubing details
4700-476¥
4768-4777. 08 04 10 Convert to injection well

4780-4784. 08 12 10 MIT Completed - tby detail updated

4980W990

4444-5000
5083-5052
5146-5164
5184-5190

5264-5270

5336-5340

5370-5333

5430-5450 PERFORATION RECORD
4 3 01 573¥-5738 4 JSPF 16 holes
4 3 01 5648 -5716 4 JSPF 72 holes

5098-5716 4 4 01 $430 -5450 4 JSPF 80holes
5734-5738- 4 4 01 5370 -5388 4 JSPF 72 holes

4501 5336-5340 4JSPF 16holes
4 5 0] 5303 -5328 4 JSPF 80holes
4 5 01 5260-5270 4 JSPF 24 holes
4601 5184-5190 4JSPF 24holes
4601 5146-5164 4JSPF 72holes

4901 5048-5052 4]SPF 16holesNEWF I E LD a g o, assy.soog 4;spy 24 i,44,
PBI D a 593" gg g, 4944.-4990 4 ]SPF 40 holes

- SHOE a 5955. -l 9 01 1"SG -4784 4 JSPF 16holes
NINE MILE I6-7-9-16 1901 J'os a, 4]SPF 36holes

/ \ 1D « 5¾' 1901 1760 -4"bl 4]SPE In holes
660' FSI. & 660' FEL I I e 04 1317-4327 2 JSPF 28 holes

SESE Seelion7-T9S-RI6If
II totN 1260 42's 2JSPF 30holes

Duchesne Co. Utah

API 443-013-31804: I case UTU-7439tl

l.muclh



RECEIVED: Oct. 10, 2016

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74390 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 NINE MILE 16-7-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013318040000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0660 FSL 0660 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 07 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

10/10 /2016

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Injection Isolation

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 See attached procedure.

NAME (PLEASE PRINT) PHONE NUMBER 
 Mandie Crozier 435 646-4825

TITLE
 Regulatory Tech

SIGNATURE
 N/A

DATE
 10/10/2016

October 18, 2016

Sundry Number: 75152 API Well Number: 43013318040000Sundry Number: 75152 API Well Number: 43013318040000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74390

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well NINE MILE 16-7-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013318040000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0660 FSL 0660 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESE Section: 07 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

/ ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

10/10/2016
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: Injection Isolation

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

See attached procedure. Approved by the
Ubatobaddop2016

OFI, Gas and Mining

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Mandie Crozier 435 646-4825 Regulatory Tech

SIGNATURE DATE
N/A 10/10/2016

RECEIVED: Oct. 10,



RECEIVED: Oct. 10, 2016

Nine Mile 16‐7‐9‐16 

Procedure 

 Release pkr, trip in hole to bottom perf, circulate acid to sit on all perfs, flowback acid in 
morning 

 Trip out of hole, redress pkr, trip in hole with pkr/tbg (no isolation of perfs) 

 MIT 
 
 

 

Sundry Number: 75152 API Well Number: 43013318040000Sundry Number: 75152 API Well Number: 43013318040000

Nine Mile 16-7-9-16

Procedure

• Release pkr, trip in hole to bottom perf, circulate acid to sit on all perfs, flowback acid in
morning

• Trip out of hole, redress pkr, trip in hole with pkr/tbg (no isolation of perfs)
• MIT

RECEIVED: Oct. 10,
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